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COUNTY OF UNION 
NOTICE TO BIDDERS 

 
 

 Sealed bids will be received by the director of the Division of Purchasing, or his designee, at the 
County of Union, New Jersey on August 20, 2015 at 2:30 p.m., prevailing time, in the 3rd Floor 
Conference Room, U.C. Administration Building, 10 Elizabethtown Plaza, Elizabeth, New Jersey for: 
 

IMPROVEMENTS TO WATCHUNG STABLE EQUESTRIAN CENTER 
BOROUGH OF MOUNTAINSIDE, COUNTY OF UNION, NEW JERSEY 
BA#33-2015; UNION COUNTY ENGINEERING PROJECT #2010-020 

 
 Bid Packages may be obtained at no charge by registering and downloading at http://ucnj.org/bid-
specs.  Bid Packages may also be obtained in person from the Division of Engineering at 2325 South 
Avenue, Scotch Plains, New Jersey 07076 between 8:30 a.m. and 4:00 p.m. weekdays upon payment of 
a non-refundable money order or bank check in the amount of $275.00 made payable to the County of 
Union.  No Personal / Company checks will be accepted.  Requests for mailing of specifications will not 
be honored.  For further information please call 908-789-3675. 
 
 A pre-bid meeting will be held on August 4, 2015 at 10:30 am.  The meeting will be located at 
the Watchung Stables, 1160 Summit Lane, Mountainside, New Jersey.  Specific questions regarding the 
project will be addressed at the pre-bid meeting. 
 
 Bidders on this project are required to be classified by the State of NJ, Division of Property 
Management and Construction (DPMC) under classification(s) C008 and/or C009 and/or C054 and C019 
as well as other documentary requirements in the INSTRUCTION TO BIDDERS found in the bid 
specification.  If the Bidder himself does not have the required classification(s) as stated above, the 
Bidder must include and identify a subcontractor(s) who has the required classification(s) in the List of 
Subcontractors.    
 
 The County reserves the right to reject any and all bids and to waive any and all informalities in 
the bid. 
 
 Bids shall be submitted in a sealed envelope and clearly marked with the subject of the bid, name 
and address of the bidder, phone & fax number, and date of the bid opening. Each bid must be delivered 
to reach the Division of Purchasing prior to the stated time of the opening of the bids. The County will not 
be responsible for late delivery by the U.S. Mail or any other carrier. If hand delivered, please note that 
parking and security access at the County Complex may cause delays and bidders should take them into 
consideration in order to submit a timely bid. No late bids will be accepted. 
 
 
 Bidders are required to comply with the requirements of N.J.S.A. 10:5-31 et seq. and N.J.S.A.C. 
17:27. 
 
MICHAEL M. YUSKA – DIRECTOR OF PURCHASING 
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COUNTY OF UNION 
NOTICE TO BIDDERS 

 
 

 Sealed bids will be received by the director of the Division of Purchasing, or his designee, at the 
County of Union, New Jersey on August 20, 2015 at 2:30 p.m., prevailing time, in the 3rd Floor 
Conference Room, U.C. Administration Building, 10 Elizabethtown Plaza, Elizabeth, New Jersey for: 
 

IMPROVEMENTS TO WATCHUNG STABLE EQUESTRIAN CENTER 
BOROUGH OF MOUNTAINSIDE, COUNTY OF UNION, NEW JERSEY 
BA#33-2015; UNION COUNTY ENGINEERING PROJECT #2010-020 

 
 Bid Packages may be obtained at no charge by registering and downloading at http://ucnj.org/bid-
specs.  Bid Packages may also be obtained in person from the Division of Engineering at 2325 South 
Avenue, Scotch Plains, New Jersey 07076 between 8:30 a.m. and 4:00 p.m. weekdays upon payment of 
a non-refundable money order or bank check in the amount of $275.00 made payable to the County of 
Union.  No Personal / Company checks will be accepted.  Requests for mailing of specifications will not 
be honored.  For further information please call 908-789-3675. 
 
 A pre-bid meeting will be held on August 4, 2015 at 10:30 am.  The meeting will be located at 
the Watchung Stables, 1160 Summit Lane, Mountainside, New Jersey.  Specific questions regarding the 
project will be addressed at the pre-bid meeting. 
 
 Bidders on this project are required to be classified by the State of NJ, Division of Property 
Management and Construction (DPMC) under classification(s) C008 and/or C009 and/or C054 and C019 
as well as other documentary requirements in the INSTRUCTION TO BIDDERS found in the bid 
specification.  If the Bidder himself does not have the required classification(s) as stated above, the 
Bidder must include and identify a subcontractor(s) who has the required classification(s) in the List of 
Subcontractors.    
 
 The County reserves the right to reject any and all bids and to waive any and all informalities in 
the bid. 
 
 Bids shall be submitted in a sealed envelope and clearly marked with the subject of the bid, name 
and address of the bidder, phone & fax number, and date of the bid opening. Each bid must be delivered 
to reach the Division of Purchasing prior to the stated time of the opening of the bids. The County will not 
be responsible for late delivery by the U.S. Mail or any other carrier. If hand delivered, please note that 
parking and security access at the County Complex may cause delays and bidders should take them into 
consideration in order to submit a timely bid. No late bids will be accepted. 
 
 
 Bidders are required to comply with the requirements of N.J.S.A. 10:5-31 et seq. and N.J.S.A.C. 
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UNION COUNTY BOARD OF CHOSEN FREEHOLDERS 
INSTRUCTIONS TO BIDDERS AND FORMS 

 
DEFINITIONS 
Wherever reference is made to the County, Title of Project, Bidder, or Vendor/Contractor 
they shall be as follows: 
 
OWNER/COUNTY: 
 
Union County Board of Chosen Freeholders 
UC Administration Building, 6th Floor 
10 Elizabethtown Plaza 
Elizabeth, New Jersey 07207 
 
ADDRESS BIDS AND SUBMIT TO: 
 
Union County Division of Purchasing 
UC Administration Building, 3rd Floor 
10 Elizabethtown Plaza 
Elizabeth, NJ 07207  
Attn:  Michael Yuska, QPA, Director, Division of Purchasing 
Telephone: 908-527-4130 
Facsimile: 908-558-2548 
 
TITLE OF PROJECT: Improvements to Watchung Stable Equestrian Center 
 Borough of Mountainside, County of Union, New Jersey 
 BA#33-2015; Union County Engineering Project #2010-020 
 
BIDDER:  Bidder shall be a single overall contract bidder 
 
ARCHITECT/ENGINEER: Neglia Engineering Associates 
    1119 Raritan Road 
    Clark, New Jersey 07066  
 
  
COUNTY ENGINEER AND/OR CONSTRUCTION MANAGER (as applicable): 
 
COUNTY ENGINEER: 
 
Thomas O. Mineo, P.E.    
Union County     
Division of Engineering    
2325 South Avenue      
Scotch Plains, NJ 07076    
Office:  (908) 789-3675    
Facsimile: (908) 789-3674    
Email:  tmineo@ucnj.org    

 
 
CONSTRUCTION MANAGER: 
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GENERAL SPECIFICATIONS 
 

1.  BID FORM 
 

Bids for this Work will be enclosed in a sealed envelope addressed to the 
Purchasing Division, County of Union, New Jersey, Union County Administration 
Building, 10 Elizabethtown Plaza, Elizabeth, New Jersey 07207, with the full name of 
the Project clearly marked on the outside.  Refer to the sheet marked “Notice of Bid 
(Advertisement)” for the correct name of the Project.  Bidders must submit their bids on 
the attached pricing sheet (Bid Form), in a sealed envelope addressed to the County 
and bearing on the outside: the name of the Bidder, Bidder’s business address, and the 
title of the Project. 
 

The Division of Purchasing will receive the bids for this Work at the Union County 
Administration Building, 10 Elizabethtown Plaza, Elizabeth, New Jersey on the date and 
time noted on the sheet marked “Notice of Bid (Advertisement)”.   
 

The County will not assume responsibility for bids forwarded by mail. It is the 
individual’s responsibility to see that the bids are presented to the Purchasing Division 
at the time and at the place designated.   
 

Bids will be accepted only on the Bid Form supplied.  Bids on forms other than 
the original supplied herein will be rejected.  The “complete” Bid Documents includes 
the Bid Bond, Bid Form, Bidder’s Checklist, Consent of Surety, Ownership Disclosure 
Certification, Non-Collusion Affidavit, and any other documents noted in these 
Instructions to Bidders or Contract Document to be submitted with this Bid. (See AIA 
Owner/Contractor Agreement & General Conditions attached.) 
 

The bidder will state in the bidding sheet the price per unit of measure for each 
scheduled Item of Work for which he will agree to carry out the Work, and the Total Bid 
Price for the construction of the Project. 
 
 The prices in the Bid Form shall be typed or written in pen and ink.  Erasures or 
alterations must be initialed by the bidder in ink.   
 

The bidding sheet for this Project may include a fixed amount as a Bid 
Allowance.  If applicable, all bidders are required to add this fixed amount to their base 
bid and to include this additional amount in their Bid Bond.  This sum will be included in 
the Contract as well as the performance, labor and materials bond.  Payment by the 
County will be made to the Contractor from these funds only upon the completion of 
extra Work pursuant to a written Change Order(s) signed by the County’s Engineer or 
his designee and the Contractor, prior to the commencement of such Work.  Work 
commenced prior to written approval by the County shall be done at Contactor’s risk.  
Such payment will only be in the amount agreed to by the parties, in writing in the 
Change Order(s).  See Section 39, Change Orders, of these general specifications for 
further details. 
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Refer to Bid Document Submission Checklist for all required documents. 
 

In the event there is a discrepancy between the unit price given and the extended 
total, the unit price will govern.  Any discrepancies will be mathematically adjusted. 
 
 Insert applicable alternates, if any have been specified, applicable to the Bidder’s 
Work.  All alternates MUST be bid upon.  Any Bidder’s failure to do so will be deemed a 
material, non-waivable defect and shall render the bid nonresponsive.  The Bidder shall 
clearly designate whether the change in price is an addition or subtraction, by using 
either a “+” sign or the word “addition”, or in the alternative, a “-“sign or the word 
“minus”.  If there is no other change in price, the Bidder shall insert “NC” or “No 
Charge”. 
  

When two or more low bids are equal in all respects, awards will be made 
according to the provisions of N.J.S.A. 40A:11-6.1(d). 
 

Where unit prices have already been established by the Contract Documents, the 
Bidder agrees that such unit prices shall prevail.  All unit prices, whether filled in by the 
Bidder or established by the Contract Documents, shall become part of the Contract.  
No bid will be considered or award made, unless applicable unit prices, as required, are 
filled in. 

  
The County reserves the right to reject any or all bids and also reserves the right 

to waive any informality in the bids received so long as said waiver is not of a response 
which is considered to be material and non-waivable pursuant to law. 

 
The County of Union has the right to reject any and all bids from any bidder that 

is in, or contemplates bankruptcy of any chapter of nature.   Said bidder shall notify the 
County, in writing, of any condition or knowledge of the same. 

 
Conditional bids will not be accepted.  Bids may be withdrawn prior to the 

advertised time for the opening of bids or authorized postponement thereof or in 
accordance with the provisions of N.J.S.A. 40A:11-23.3 discussed below.  Bids received 
after the advertised time shall not be considered.  Bidders shall be solely responsible for 
premature opening or late delivery of bids not properly marked, addressed, or directed. 

 
2.  WITHDRAWAL OF BID DUE TO MISTAKE 

 
N.J.S.A. 40A:11-23.3 authorizes a bidder to request withdrawal of a public works 

bid due to a mistake on the part of the bidder.  A mistake is defined by N.J.S.A. 40A:11-
2(42) as a clerical error that is an unintentional and substantial computational error 
or an unintentional omission of a substantial quantity of labor, material, or both, 
from the final bid computation. 

 
A bidder claiming a mistake under N.J.S.A. 40A:11-23.3 must submit a request 

for withdrawal, in writing, by certified or registered mail to Michael M. Yuska, QPA, 
Director, Division of Purchasing, County of Union, New Jersey, Union County 
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Administration Building, 10 Elizabethtown Plaza, Elizabeth, New Jersey 07207.  The 
bidder must request withdrawal of a bid due to a mistake, as defined by the law, within 
five business days after the receipt and opening of the bids.  Since the bid withdrawal 
request shall be effective as of the postmark of the certified or registered mailing, 
Michael M. Yuska, QPA, Director of the Division of Purchasing or his designee may 
contact all bidders, after bids are opened, to ascertain if any bidders wish to, or already 
have exercised a request to withdraw their bid pursuant to N.J.S.A. 40A:11-23.3. 

 
A bidder’s request to withdraw the bid shall contain evidence, including any 

pertinent documents, demonstrating that a mistake was made.  Such documents and 
relevant written information shall be reviewed and evaluated by the County’s designated 
staff pursuant to the statutory criteria of N.J.S.A. 40A:11-23.3. 

 
The County will not consider any written request for a bid withdrawal for a 

mistake, as defined by N.J.S.A. 40A:11-2(42), by a bidder in the preparation of a bid 
proposal unless the postmark of the certified or registered mailing is within the five 
business days following the opening of bids. 

 
3.  QUALIFICATIONS OF BIDDERS AND REQUIRED SUBMISSIONS 

 
 The County may make such investigation as it deems necessary to determine 
the ability of the Bidders to perform the Work, which includes investigation of any and all 
subcontractors listed with the bid. The Bidder shall furnish any information and data for 
this purpose as the County may request. 
 

4.  INTERPRETATIONS AND ADDENDA 
 

Any explanation desired by a bidder regarding the meaning or interpretation of 
the Contract Documents must be requested in writing to the County Engineer or Design 
Professional as the case may be and with reasonable time allowed for a reply to reach 
bidders before submission of their bids.  Any interpretation or instruction made by the 
County Engineer will be in the form of an addendum to the Contract Documents or 
clarification and will be furnished to all prospective bidders.  Oral explanations or 
instructions given before the award of the Contract will not be binding.  Bidders are 
required to bring to the attention of the County Engineer, the discovery of any apparent 
ambiguity, inconsistency, error, discrepancy, omission in the Contract Documents for 
interpretation and correction at least ten (10) working days before opening of bids with 
the exception of Saturdays, Sundays and holidays.   

 
All Addenda issued through the Offices of the County Engineer are amendments 

to the Contract Documents and shall be considered in preparing bids.  Same shall 
become part of the Contract Documents. 

 
Addenda take precedence over all earlier documents and over each other 

according to the latest date.  Addenda unless themselves interpretive remain subject to 
interpretation the same as any other document incorporated in the Contract.   
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Addenda may be issued by the County Engineer up to seven (7) working days 
prior to the opening of bids.  Failure of any bidder to receive an addendum shall not 
relieve such bidder from the obligation imposed by such addendum.  Bidders are to 
keep themselves currently acquainted with the Contract Documents during the entire 
bidding period and make inquiry on their own initiative as to issuance of any Addenda.  
Receipts of all Addenda shall be acknowledged on the “Acknowledgement of Receipt of 
Changes” included in the bid package and must be submitted with the bid. 

 
5.  OBLIGATION OF BIDDER TO INSPECT SITE AND 

                              CONTRACT DOCUMENTS 
 
 At the time of the opening of bids, each Bidder will be presumed to have 
inspected the site(s) and to have read, and be thoroughly familiar with the Contract 
Documents.  The failure or neglect of any Bidder to receive or examine any form, 
instrument, or document shall in no way relieve any Bidder from any obligation in 
respect to its bid. 
 
 The Bidder shall examine the contents of the Project Manual and the set of 
Drawings and assure itself that all pages of the Specifications, Drawings, and other 
Contract Documents are included in the documents obtained for bidding purposes.  
Should the Specifications, Drawings, and other Contract Documents be incomplete, the 
Bidder shall notify the County Engineer in writing, who will supply the Bidder with any 
missing pages of Specifications, Drawings, or other Contract Documents.  The lack of 
such written notification by the Bidder will be construed as evidence that the 
Specifications, Drawings, or other Contract Documents supplied it for bidding purposes 
are full and complete and as a waiver of any subsequent claim to the contrary. 

 
6.  BID AND PERFORMANCE GUARANTEE 

 
Each bidder must furnish a Bid Bond, Certified Check or Bank Cashier’s Check in 

the amount of ten percent (10%) of the Bid.  Checks shall be drawn to the order of the 
County of Union, New Jersey, not to exceed $20,000. 
 

Each bidder must furnish with the bid a certificate from a Surety Company, i.e. 
Consent of Surety, stating that in the event of the contract being awarded to said bidder, 
such Surety Company will provide the Contractor with Bonds guaranteeing the faithful 
performance of the Work in accordance with the plans and specifications, and the 
payment for labor, materials, and all other indebtedness which may accrue on the 
account of this Work.  A Performance, Labor and Materials bond will be furnished by the 
Contractor upon an award of Contract, and will be in the amount of 100% of the contract 
price.   

 
A one-year Maintenance Bond will be required upon acceptance of the Project by 

the County in the amount as stated in Section 17 of the General Specifications.  Bonds 
will be written by a firm authorized to issue the bonds under the laws of the State of 
New Jersey and be in a form acceptable to the County Counsel. 
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N.J.S.A. 40A:11-1.1 et. seq. allows the prime Contractor to furnish the 
Performance Security for his Subcontractors.  The County of Union requires 
Performance Security to be furnished by the prime contractor for the entire job in the 
total amount of the contract. 
 
 The County of Union shall award the contract or reject all bids within sixty (60) 
days; except that the bids of any bidders who consent thereto may, at the request of the 
County be held for consideration for such longer periods as may be agreed. 
 

The County will return all certified checks or cashier’s checks after the proposals 
have been opened, read, tabulated and checked except those of the three (3) bidders 
who have bid the lowest total price for carrying out the Project.  The County will return 
the checks of these bidders when a contract is awarded to the successful bidder within 
ten (10) days after the award of the contract. 
 

If the successful bidder refuses or neglects to sign the said Agreement and 
furnish the required bonds, the Bid Bond will be held and used by the County to offset 
any damages for such refusal or neglect. 

 
7.  COMMENCEMENT AND COMPLETION 

 
Work will not commence until a Notice to Proceed is received from the County 

Engineer. 
 
Upon substantial completion of the Project, the Contractor must request a joint 

inspection with the County Engineer.  Upon completion of this inspection, the County 
Engineer will prepare a list of incomplete or incorrect items (punch list) and have 
Contractor initial and date same.  The Contractor shall rectify all deficiencies noted on 
the punch list within 30 calendar days of receipt of the list.  The County Engineer may 
approve extensions for extenuating circumstances. 

 
8.  BIDDER AFFIDAVIT 

 
All Bidders are required to complete, sign, and submit with their Bid, the attached 

“Affidavit Regarding List of Debarred, Suspended or Disqualified Bidders”. (See form 
enclosed) 

 
9.  CLASSIFICATION AND QUALIFICATION OF BIDDERS 

 
Pursuant to Ordinance Number 557-2002 as adopted by the County on 

September 5, 2002, all bidders on contracts for public works shall be classified and 
qualified in accordance with NJSA 40A:11-25 as well as NJSA 52:35-1 et. seq.  (See 
Section 52 of the General Specifications) 

 
This provision shall not apply to subcontractors. 
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10.  UNCOMPLETED CONTRACTS (BUILDING PROJECTS ONLY) 
 
The Bidder shall submit a current Classification/Prequalification Certificate and 

accompanying form(s) indicating the dollar amount of uncompleted contracts, and a 
notarized and itemized list of these uncompleted contracts in the form provided, with 
their bid. (See form enclosed) 

 
11.  BID SECURITY 

 
 All Bidders are required to submit a form of Bid Security with their bids. 
 (Bid Bond or Certified Funds) 

 
 The Bid Security shall be in the amount of ten percent (10%) of the Bid, but not in 
excess of Twenty Thousand Dollars ($20,000.00), and payable to the order of the 
“County of Union.” 

 
12.  LABOR AND MATERIALS 

 
The prices will cover all costs of any nature incident to and growing out of the 

Work, including all labor, material, equipment, transportation, loss by damage or 
destruction of the Project, settlement of damages, and for replacement of defective work 
or materials.  N.J.S.A. 54:32B-1 et seq. exempts all materials sold to the County of 
Union from sales or use taxes and should not be included in the prices provided on the 
Bidding Sheet. 
 

13.  INSURANCE REQUIREMENTS 
 

The County of Union requires all contractors to be able to comply with the 
following insurance requirements.  In the event a bid is accepted by the County, the 
contractor must accept the applicable insurance requirements, as set forth below, as 
part of any contract awarded to it by the County. 
 
 Contractor shall carry and maintain at all times while the contract is in full force 
and effect, the following insurance coverage with an insurance company or companies 
acceptable to the County, with limits not less than those shown below. A Certificate of 
Insurance, shall be filed with the County prior to commencement of any Work indicating 
the following: 
 
a) Commercial General Liability (CGL): Coverage for all operations including, but 

not limited to, contractual, products and completed operations, and personal 
injury with limits no less than $5,000,000 per occurrence/$10,000,000 aggregate. 
The County of Union, its Board of Chosen Freeholders, officers, employees, 
agents and servants shall be included as an additional insured.  Coverage is 
provided on a primary and on-contributory basis to the County of Union, et al. 
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b) Automobile Liability: Coverage for all owned, non-owned and hired vehicles with 
limits not less than $5,000,000 per occurrence, combined single limits (CSL) or 
its equivalent. 

 
c) Workers Compensation: As required by the State of New Jersey and Employers 

Liability with limits not less than $1,000,000 per accident for bodily injury or 
disease. 

 
d) Professional Liability (if design/build): Coverage with limits not less than 

$1,000,000 per occurrence or claim, $2,000,000 aggregate 
 
e) Contractor’s Pollution Legal Liability and/or Asbestos Legal Liability and/or Errors 

& Omissions (if project involves environmental hazards): Coverage with limits no 
less than $1,000,000 per occurrence or claim/$2,000,000 aggregate. 

 
f) Builders Risk (for major renovations): During the course of construction utilizing 

an “All Risk” coverage form with limits equal to the completed value of the project 
and no coinsurance penalty provisions. 

 
 
Where applicable, a waiver of subrogation in favor of the County of Union, its Board of 
Chosen Freeholders, officers, employees, agents, servants and the State of New Jersey 
is to be included in those policies of insurance where permitted by law. 
 
Notice of Cancellation: Each insurance policy required above shall provide that 
coverage shall not be canceled, except with notice to the Entity. 
 
Special Risks or Circumstances: The County reserves the right to modify these 
requirements, including limits, based on the nature of the risk, prior experience, insurer, 
coverage, or other special circumstances. 

 
14.  INDEMNIFICATION REQUIREMENTS 

 
The County of Union requires all bidders to accept the following indemnification 

requirements in the event the County accepts their bid.  The Contract awarded by the 
County to the successful bidder will contain the following provision: 
 

“To the fullest extent permitted by law the Contractor shall indemnify and hold 
harmless the owner and the owner’s consultants, agents, representatives, and 
employees from and against any and all claims, damages, losses, costs, and 
expenses, including, but not limited to attorneys’ fees, legal costs and legal 
expenses arising out of or resulting from the performance of the Contractor’s 
work under this contract, provided that such claim, damage, loss, cost, or 
expense is attributable to bodily injury, sickness, disease or death, or to injury to 
or destruction of tangible property (other than the work itself) caused or alleged 
to be caused by the negligent acts, negligent omissions, and/or fault of the 
Contractor, anyone directly or indirectly employed or retained by the Contractor, 
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or anyone for whose acts the Contractor may be liable regardless of whether 
caused in part by the negligent act or omission of a party indemnified hereunder 
provided it is not caused by the sole negligence of a party indemnified hereunder.  
Contractor shall further indemnify and hold harmless the County and the 
County’s consultants, agents, representative, and employees from and against 
any and all claims, damages, losses, costs, and expenses, including, but not 
limited to attorneys’ fees, legal costs and legal expenses, arising out of or 
resulting from performance of the work, provided that such claim, damage, loss, 
cost, or expense is attributable to bodily injury, sickness, disease or death, or to 
injury to or destruction of tangible property (other than the work itself) caused or 
alleged to be caused by the negligent acts, negligent omissions, and/or fault of 
the County or the County’s consultants, agents, representatives, or employees 
and arises out of this project and provided such claim, damage, loss, cost, or 
expense is not caused by the sole negligence of a party indemnified hereunder.” 
 

15.  ROYALTIES AND PATENTS 
 

The Contractor shall pay all royalties and license fees.  He shall defend all suits 
or claims for infringement of any patent rights and shall hold the County harmless from 
loss on account thereof. 
 

16.  PLANS AND SPECIFICATIONS 
 

In carrying out the Work, the plan(s) and the specifications will be followed by the 
Contractor.  Minor alterations in the plan may be made or permitted by the County 
Engineer from time to time and, if no additional Work is necessary, there will be no 
additional charge for carrying out such minor alterations. 

 
The Contractor shall provide the County Engineer a set of reproducible as-built 

drawings upon completion of the Project.  The Contractor shall maintain an updated 
construction progress plan in the Project field office at all times. 
 

When applicable, The New Jersey Department of Transportation Standard 
Specifications for Road and Bridge Construction, as amended, and Supplemental 
Specifications for State Aid Projects, herein after referred to as the “Standard 
Specifications”, are made a part of these specifications and contract for the 
improvements, and will govern the construction of this Project, the material used and 
the execution of this Project, except as revised and modified herein.  The references to 
these specifications are given herein for the purpose of aiding in the rapid location of the 
description of the various items herein specified.  The entire Work must be carried on 
and completed to the satisfaction of the County.  The Standard Specifications are 
amended as follows:  

 
“Any reference to the Commissioner, Department, Department Laboratory, 
Engineer or Inspector should be redefined to be the County of Union”. 
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17.  GUARANTEE AGAINST DEFECTIVE WORK 

 
Prior to final payment being made or before the release of the performance 

security required by Section 3 above, the Contractor and Surety shall execute and 
deliver to the County an original Maintenance Bond with an original signature and seal 
having a penal sum equal to: 
 

A) One hundred percent (100%) of the final adjusted Contract amount, if 
such amount is $50,000.00 or less; 

B)  Fifty percent (50%) of the final adjusted Contract amount, if such amount 
be greater than $50,000.00 but less than $250,000.00; and, 

C)  Twenty-five percent (25%) of the final adjusted contract amount, if such 
amount is $250,000.00 or more. 

 
The Bond and Surety shall be satisfactory to the Union County Counsel.  The 

Surety shall hold a Certificate of Authorization to do business in the State of New Jersey 
and shall conform to P.L. 1995 c.384, codified as N.J.S.A. 2A:44-143, 144.  The Surety 
Disclosure Statement and Certification required by N.J.S.A. 2A: 44-143, 144, shall be 
attached to the Bond.  Such Maintenance Bond shall remain in full force and effect for a 
period of one (1) year from the date of Final Completion.  Such Maintenance Bond shall 
also provide that the Contractor and the Surety guarantee to replace for the said period 
of one (1) year from the date of Final Completion, all Work performed and/or all 
materials furnished that were not performed or were not furnished in accordance to the 
terms and performance requirements of the Contract Documents, and will make good 
any defects thereof which become apparent before the expiration of one (1) year.  If, 
during that period, any part of the Project, in the judgment of the Engineer, is found 
defective, the Contractor will repair or replace same within five (5) days of receipt of 
notice from the County Engineer.  If the Contractor refuses or neglects to do such Work 
in the time specified, the County Engineer may have the Work done by others and the 
Contractor or his Surety thereof will pay the cost. 
 

The Contractor will furnish the County a Maintenance Bond for a percentage of 
the final adjusted contract price, as stated above.  The one (1) year period will start the 
day of Final Completion of Project by the County.  Final payment is conditional on the 
receipt of a maintenance bond in a form acceptable to County Counsel. 

 
18.  TRAFFIC AND STREET MAINTENANCE 

 
The Work must be started and performed by the Contractor in such a manner as 

to minimize delays to the traveling public.  It must be completed in a timely fashion, with 
little or no inconvenience to traffic and pedestrians, where such inconvenience may be 
avoided. 
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All municipal, county, and state roadways shall remain open to traffic unless 
otherwise provided for in the technical specifications. 
 
 If modified traffic patterns are authorized in order to provide a safe working or 
traveling environment, the Contractor is responsible for providing all equipment, barrels, 
cones, signs, and barricades to implement the work zone and detours, unless otherwise 
specified in the technical specifications.  All work zones and detours shall be 
established in accordance with the technical plans and specifications if provided or in 
strict compliance with the current version of the Manual for Uniform Traffic Control 
Devices (MUTCD).  The Contractor shall obtain approval for these work zones and 
detour plans from the Municipal Police or applicable police agency and the Union 
County Bureau of Traffic Maintenance prior to implementation. 
 
 All traffic control plans shall provide for safe movement of vehicular, bicycle, and 
pedestrian traffic.  Particular attention shall be given to requirements of the Americans 
with Disabilities Act. 
 
 No portion of any street or alleyway may be used for the storage of any materials 
or equipment without the approval of the Municipal Police or other applicable police 
agency.  Sidewalks, gutters, drains, fire hydrants and private drives shall be maintained 
for their intended use unless specifically approved by the County Engineer. 
 
 Upon suspension of Work, at the end of the day or for protracted periods, the 
Contractor shall remove all rubbish and materials from the Work site to the approved 
storage/staging location.  All road cuts, saw cuts, and trenches that may pose hazard to 
vehicular, pedestrian, or bicycle traffic, to include handicapped users, shall be filled to 
the surface of the roadway or sidewalk.  At no time will steel plates or settled trenches 
be allowed at the daily suspension of Work, unless specifically approved by the County 
Engineer.   
 
 Use of Traffic Control Officers shall be determined by the County in accordance 
with the provisions of N.J.S.A. 40A:11-23.1(c).  If applicable to the Project, the County 
shall have provided an allowance for same as set forth in the Bid Form.  
 
 With respect to pedestrian traffic, the Contractor shall install signs restricting 
access of the general public and, as necessary, Union County employees to the area of 
construction.  The Contractor shall provide safe access to required areas and place 
physical barriers to restricted areas.  These barriers may range from caution tape to 
actual barriers, at the direction of the County Engineer. 
 

19.  CONTRACTOR’S EMPLOYEES 
 

The Contractor must employ only suitable and competent labor in the Work, and 
must remove from the Work any incompetent, unsuitable, or disorderly person upon 
complaint from the County Engineer. 
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The parties to any contract resulting from this proposal do hereby agree that the 

provisions of N.J.S.A. 10:2-1 through 10:2-4 (discrimination in employment on public 
works contracts): 34:11-56.25 et seq. (payment of prevailing rate of wages determined 
pursuant to N.J.S.A. 34:11-56.30 by the Commissioner), and the Rules and Regulations 
promulgated pursuant thereto, are hereby made a part of any contract and are binding 
upon them. 
 

There will be no discrimination against any employee who is employed in the 
Work to be covered by any contract resulting from this bid because of age, race, creed, 
color, national origin, ancestry, marital status or sex. 
 

Any person, firm, or corporation violating the provisions of this Section will be 
deemed and judged a disorderly person. 

 
20.  OWNERSHIP DISCLOSURES REQUIRED 

 
Pursuant to P.L. 1977, N.J.S.A. 52:25-24.2, the Bidder shall submit with its Bid, 

or prior to receipt of bids, a statement setting forth the names and addresses of all 
stockholders in the corporation or partnership bidding who own ten percent (10%) or 
greater interest therein. (See forms attached) 

 
21.  NON-COLLUSION AFFIDAVIT 

 
 The Bidder shall submit with its bid either the attached completed “Non-Collusion 
Affidavit” or a statement of non-collusion with verbiage similar to same. 
 

22.  EQUAL EMPLOYMENT OPPORTUNITY COMPLIANCES 
 

The successful bidder shall be required to complete and submit an Initial Project 
Workforce Report, New Jersey Department of Treasury Form AA-201, upon notification 
of award.  Failure to submit this completed form may result in the Contract being 
terminated. 

 
The successful bidder shall also be required to submit a copy of its Monthly 

Project Workforce Report, New Jersey Department of Treasury Form AA-202, to the 
New Jersey Department of Treasury’s Division of Public Contracts Equal Employment 
Opportunity Compliance and to the Board. 

  
23.  COMPLIANCE WITH NEW JERSEY PREVAILING WAGE ACT 

 
The County of Union, in order to fulfill the requirements of N.J.S.A. 34:11-56a.25 

et seq, requires that the following additional conditions be strictly followed.  The bidders 
represent that he is not listed or is not on record in the Office of the Commissioner or 
the Department of Labor and Industry as one who failed to pay prevailing wages in 
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accordance with the provisions of this Act.  The bidder agrees to the inclusion of a 
contract provision upon award which specifically requires said Contractor to fully comply 
with each and all of the requirements of the aforesaid Act as it relates to prevailing rates 
of wages on public contracts as set forth in the New Jersey Prevailing Wage Act, P.L. 
1963, Chapter 150 and P.L. 1974, Chapter 64.   

 
A Copy of the Prevailing Wage Rates is attached for your reference.  Applicable 

rates are those wages and fringe benefit rates in effect on the date the contract is 
awarded.  All predetermined rate increases listed at the time the contract award must 
also be paid, beginning on the dates specified.  Rates may change between the time of 
issuance of this determination and the award of the public works contract. Therefore, 
prior to the award of the contract, verification must be made with the Public Contracts 
section, to insure that the rates contained in this determination are still prevailing.  

 
The Contractor agrees to abide and be bound by each and all of the said 

statutory provisions with respect to the payment of prevailing rates of wages, and 
acknowledges that the County reserves the right to terminate the Contractor’s (or his 
subcontractors’) right to proceed with the scope of Work, or such portion thereof that 
relates to the failure to pay prevailing rates of wages.  In such event or under the terms 
of N.J.S.A. 34:11-56.27, the Contractor and his surety will be liable to the County of 
Union for any excess costs occasioned by such a violation.   

 
The Contractor or subcontractors for this Project will post the Prevailing Wage 

Rates for each craft and classification involved as determined by the Commissioner of 
Labor and Industry, including the effective date of any changes thereof, in prominent 
and easily accessible places at the site of the Work or at such place or places as are 
used by them to pay workmen their wages.   

 
The County of Union requires a copy of payroll records from the Contractor and 

subcontractors. Payroll records shall be submitted with each voucher request for 
payment.  Prevailing wage rates may be obtained from the New Jersey Labor, Division 
of Workplace Standards, Public Contracts Section, (609-292-2259). 
 

In addition to compliance with the New Jersey Prevailing Wage Act, the County 
requires compliance with procedures established by Resolution No. 2014-0408 adopted 
by the Union County Board of Chosen Freeholders on May 8, 2014. The resolution is 
furnished in Section 53 of these General Specifications. 

 
UNION LABOR IS PREFERRED ON ALL COUNTY WORK 

 
The foregoing reference to specific laws will not be deemed to be a limitation of 

obligation of the Contractor to perform his obligations in full compliance with the 
provisions and requirements of all federal and state statues and local ordinances 
applicable to the Work to be done under the contract. 
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It is agreed and understood that any contracts and/or orders placed as a result of 
this proposal will be governed and construed and the rights and obligations of the 
parties hereto will be determined in accordance with the laws of the State of New 
Jersey. 
 

Upon completion of the Work, the Contractor will furnish a Certification of 
Compliance with the New Jersey Prevailing Wage Act.  The certificate in a form 
acceptable to County Counsel is a condition of the final payment. (See form attached) 

 
24.  BRAND NAME OR EQUAL 

 
When the Specifications, Forms, and other Contract Documents use “brand 

name or equivalent” or similar language, the listed brand name shall serve as a 
reference or point of comparison for the functional or operational characteristic desired 
for the goods or services being requested.  Where a bidder attempts to submit an 
equivalent product for a brand name, it shall be the responsibility of the bidder to fully 
describe and document the product to be provided with the bid in order to establish the 
equivalence claim. 

 
A. If the Bidder proposes to offer substitute goods as an equal to 

those specified herein, the bidder shall so indicate with the Bid 
Proposal.  For the purposes of this paragraph, a proposed item 
shall be considered equal to goods specified herein if: 

 
1. The County, in its sole discretion, determines that: (i) the 

goods conform substantially, even with deviations, to the 
brand name goods specified herein; (ii) the goods are 
equal to or greater than the brand name goods specified 
herein in terms of quality, durability, functionality, 
appearance, strength and design; (iii) the goods are 
capable, at least as well as the brand name goods 
specified herein, or performing with existing equipment; 
and (iv) the goods do not cost the County more than the 
brand name goods specified herein costs the County.  

 
B. To offer substitute goods as an equal to those specified herein, it 

is necessary that: 
 

1. The Bidder submits sufficient information with its bid to 
permit the County to determine that the goods are 
equivalent to the brand name goods specified herein, 
including, but not necessarily limited to the brand, catalog 
number and specifications/data sheets; 

 



G-15 
Rev:  07/2015 

2. The Bidder fully identifies and describes the variations of 
the goods from the brand name goods specified herein 
on a separate sheet that is to be submitted with the bid 
proposal.  Bidder’s literature WILL NOT suffice in 
explaining exceptions to these specifications. 

 
3. The Bidder certifies that the goods (i) are similar in 

substance to the brand name goods specified, and (ii) 
are suited to the same use as the item specified; 

 
C. The County shall be allowed a reasonable time within which to 

evaluate the Bidder’s proposal to offer substitute goods as an 
equal to those specified herein.  The County shall be the sole 
judge of acceptability.  No “or-equal” goods shall be ordered, 
delivered, assembled, set-up or utilized until the County’s 
evaluation is complete.  The County’s determination as to 
equivalency shall be deemed final and absolute. 

 
In the event the Bidder does not provide sufficient supporting documentation with 

the bid, it will be presumed and required that the brand name goods and services as 
described in the specifications will be provided. 

 
25.  LINES AND GRADES 

 
Normally, horizontal and vertical control points will be provided in the technical 

specifications.  All other surveying will be the responsibility of the Contractor unless 
otherwise noted. 

  
26.  NUMBER OF WORKING DAYS 

 
In accordance with NJSA 40A:11-17, the Work for the within Project shall be 

completed as specified on the Time of Completion Form.  See form attached. 
   
There shall be taken a deduction from the contract price, or any wages paid by 

the County, to any inspector(s) necessarily employed by it on the Work, for any number 
of days in excess of the number allowed in the specifications.  

 
27.  PROMPT PAYMENT OF CONSTRUCTION CONTRACTS 

(NJ Prompt Payment Act) 
 
Pursuant to NJSA 2A:30A-1 et. seq., payment to the Contractor, other than for 

Work done pursuant to a contact allowance, where applicable, shall be processed and 
paid as follows: 
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1. All contractor bills shall be either approved for payment, or notice 
provided as to why the bill or any portion of it will not be approved 
by the representative(s) of the governing body no later than the 
public meeting following 20 calendar days of the billing date as 
defined in the statute. 

 
2. If the billing is approved, said bill shall be paid in the payment 

cycle following the meeting. 
 

28.  STOPPING WORK ON ACCOUNT OF BAD WEATHER 
 

Work must only be performed in weather suitable for the type of construction 
planned or underway. Extremes in temperature, humidity, precipitation, evaporation, 
etc. can detrimentally affect the constructed product.  Refer to the Standard and 
Technical Specifications for specific items. 

 
29.  ACCESS FOR OTHER CONTRACTORS 

 
The Contractor for this Work will give proper access to other contractors who 

may be employed upon the Project and must not hinder or delay unnecessarily any 
Work that may be progressing under other contracts. 

 
30.  CONDEMNED MATERIALS AND WORK 

 
Any materials and or part of the Work that may be condemned by the County 

Engineer will be removed and replaced by the Contractor or otherwise rectified, as may 
be directed by the County Engineer.  No payment will be made upon the Work until 
such faulty work has been made good as may be directed.  In the event the Contractor 
refuses or neglects to make good such faulty work, he will be deemed to have 
abandoned the contract and proceedings may be taken against him as provided herein. 

 
31.  STORAGE 

 
In the event that it is necessary for the Contractor to stockpile or store materials 

or equipment on the job site, the Contractor shall inform the County of such necessity 
and the County may offer available space, if any, for storage of such materials or 
equipment.  The Contractor shall use said space only for such purpose.  Any and all 
materials which may be stored in such space or which may be brought onto the job site 
at any time by the Contractor will be at the Contractor’s sole risk.  The County will not 
be responsible for loss of or damage to said materials or equipment for any cause 
whatsoever.  The Contractor shall take necessary measures to protect any such storage 
area and shall be responsible for any and all damages. 
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32.  FINAL CLEAN UP 
 

Upon completion of the Work, the Contractor will remove all equipment, unused 
materials, rubbish, etc., and will repair, or replace in an a manner acceptable to the 
County Engineer, all areas that may have been damaged in the prosecution of the 
Work.  Same shall be a condition precedent to final payment.  Should said Contractor 
fail to comply with this requirement, the County shall undertake the clean-up with its 
own forces and charge the cost of same against the Contractor’s contract balance. 

 
33.  SUB-LETTING OF WORK 

 
Except for the List of Subcontractors, pursuant to NJSA 40A:11-16 (See form 

attached), no portion of the Work will be sublet by the Contractor to any other entities, 
except with the consent of the County Engineer.  A complete list of subcontractors must 
be submitted to the County Engineer at the preconstruction meeting.  If the job does not 
warrant a preconstruction meeting, the Contractor must submit such list prior to the start 
of Work. 

 
All Subcontractors will be subject to NJSA 34:11-56 et al. 

 
N.J.S.A. 40A:11-16 requires the bidder to list in the bid sheets the name or 

names of all subcontractors involved in the following types of Work: plumbing and gas 
fitting and all kindred work, steam and hot water heating, ventilating apparatus, steam 
power plants and kindred work, electrical work, ornamental iron work, and structural 
steel.  In addition, the County may require the identification of specific additional 
subcontractors.  If these trades are expected to be part of the contract, such 
subcontractors should be listed on the “Subcontractor Identification Statement List of 
Subcontractors” and Bidder shall certify same on the accompanying sheet titled 
“Subcontractor Identification Certification”.  (See forms attached)  Bidder’s failure to 
submit these two forms shall be considered a material defect and result in 
rejection of Bidder’s bid.  Substitutions of any listed subcontractors pursuant to NJSA 
40A:11-16 will not be permitted except with the consent of the County Engineer. 
   

34.  SAFETY 
 

The Contractor shall observe all rules and regulations of the Federal, State, and 
local health officials. Attention is directed to Federal, State, and local laws, rules, and 
regulations concerning construction safety and health standards.  The Contractor shall 
not require any worker to work in surroundings or under conditions that are unsanitary, 
hazardous, or dangerous to the worker's health or safety. 

 
The Contractor shall admit to the site, without delay and without the presentation of 

an inspection warrant, any inspector of OSHA or other legally responsible agency 
involved in safety and health administration upon presentation of proper credentials. 
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The Contractor shall make available to the Contractor's employees, subcontractors, 
the County Engineer, and the public, all information pursuant to OSHA 29 CFR Part 
1926.59 of The Hazard Communication Standard 29 CFR 1910.1200, and shall also 
maintain a file on each job site containing all Material Safety Data Sheets (MSDS) for 
products in use at the Project.  These Material Safety Data Sheets shall be made 
available to the Engineer upon request. 

 
The Contractor shall at all times conduct the Work to provide for the safety and 

convenience of the general public and protection of persons and property.  The safety 
provisions of applicable laws, OSHA regulations, building and construction codes, and 
the rules and regulations of the New Jersey Department of Labor and Commerce shall 
be observed. 

 
35.  QUALITY, SAFETY AND PERFORMANCE STANDARDS 

 
 All goods and services must be constructed and provided with the highest quality 

materials and workmanship.  It is the intent of these specifications that only equipment 
equal to, or exceeding, the standard specified will be acceptable in order to protect the 
safety of the occupants of the Building. 
 

36.  MATTERS NOT MENTIONED IN CONTRACT DOCUMENTS 
 

Any Work, material, or method, not specifically described in these specifications, 
but shown upon the plans of the Work, will be carried out as shown on said plan. 
 

37.  PERMITS 
 
The Contractor will obtain all necessary permits required by law and provide the 

County with necessary approvals prior to commencement of permitted Work. 
   

38.  CONTRACTOR TO PROVIDE PROOF OF PAYMENT 
 

Upon the completion of the Work, the Contractor will furnish a General Release 
as proof that all claims for labor, materials, etc., have been settled by the Contractor.  
The General Release, in a form acceptable to County Counsel, is a condition of final 
payment. 

 
39.  CHANGE ORDERS 

 
Change Order Procedures shall comply with N.J.A.C. 5:30-11.1 et seq., “Change 

Orders and Open End Contracts” and subsequent provisions of the New Jersey 
Administrative Code. 

 
40.  SUPPLEMENTAL WORK 

 
In case any supplemental work is necessary, it will be performed by the 

Contractor at a price fixed by agreement between the Contractor and the County 
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Engineer and approved by the County as specified in Section 38.  The Contractor will 
do no supplemental work on any character, for which the Contractor will demand pay, 
except upon the written order of the County. 

 
41.  FORM OF CONTRACT 

 
 Contracts will be let on the attached Form of Agreement Between County 
(“Owner”) and Contractor (AIA 101), and General Conditions (AIA 201), as 
supplemented. 
 
 The Contract will be subject to all statutory provisions on the matter of Public 
Works, Public Contracts, The Law Against Discrimination, the Laws Governing 
Affirmative Action and Prevailing Rates of Wages under the laws of New Jersey.  
 
 The Agreements shall be executed by both parties not later than twenty-one (21) 
days from the date of the award by the County (Sundays and holidays excluded); 
however, such time frame may be extended by agreement of the parties. 

 
42.  PROGRESS PAYMENTS 

 
 Monthly progress payments will be made based on the value of labor and 
materials incorporated in the Work and of materials suitably stored at the site.  An 
itemized schedule of values shall be submitted with each Application for Payment. 
 
 (Refer to the Owner/Contractor Agreement for Retainage and other conditions 
pertaining to payment and the application of NJSA 2A:30A-1 et. seq.) 
 
 All Applications for Payment shall be accompanied by paid invoices for materials 
incorporated in the Work and for materials suitably stored at the site, and affidavit(s) by 
Subcontractors whose Work was included in the next to the last application to the effect 
such Work and such materials have been paid for. 
 
 No payment shall be made without Contractor having provided all submittals set 
forth in this Section, and the approval of same by the County. 
 

For contracts exceeding $100,000.00, monthly payments will be made on the 
Work to the extent of 98% of the value of the Work done which is considered to be 
retainage. 
 

For contracts less than $100,000.00, monthly payments will be on the Work to 
the extent of 90% of the value of the Work done.  In lieu of the retainage, the Contractor 
will, at his option, deposit with the County Counsel negotiable bearer bonds of the State 
of New Jersey or any political subdivision thereof, equal to the amount otherwise 
withheld as retainage. 
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When the Project is completed, the final cost of the Project will be based on 
actual quantities of authorized Work done under each item scheduled in the bidding 
sheet and approved Change Orders, if any. The money due to the Contractor as 
determined by said final certificate after deduction of previous monthly payments on 
account, will be paid to the Contractor in accordance with the terms of the contract 
dealing with Prompt Payment, providing, however that before such final payment is 
made, all outstanding claims against the Contractor must be satisfied.  Before final 
payment is released, the Contractor must furnish: a) Maintenance Bond (see Section 17 
of these general specifications); b) Certification of Compliance, New Jersey Prevailing 
Wage Act (see Sections 23 & 53); and c) General Release (see Section 38) in a form 
satisfactory to County Counsel; d) complete set of as-built plans in the latest AutoCad 
on compact disc; and e) a complete set of in-progress photos in jpg, jpeg, or bmp digital 
format on a compact disc.   
 

43.  INSPECTION 
 

The Work must be done in accordance with the plans and specifications, and will 
be inspected by the County Engineer.  An inspector may be placed upon the Work at 
any time by the County Engineer to see that the plans, specifications, and instructions 
of the County Engineer are carried out.  In connection herewith, bidders are referred to 
N.J.S.A. 40A:11-17. 

 
44.  DAMAGES 

 
The Contractor will be held responsible for all damages that may occur to Work, 

or to persons or property by reason of the nature of the Work or from the elements, or 
by reason of inadequate protection of the Work, or from any carelessness or negligence 
on his part or on the part of his employees.  The County will withhold payments on the 
Work until all suits or claims for damages sustained on, or by reason of, this Work will 
have been settled by the Contractor. 
 

The construction and final completion of this Work will be guaranteed by the 
Contractor.  Any damages that may be done to the Work or any part thereof, by the 
elements or otherwise, during its construction, will be made good by the Contractor. 
 

45.  LIQUIDATED DAMAGES 
 
 If the Project is not completed within the time specified herein or within such 
further time as may have been granted by the County Engineer, then the Contractor 
hereby agrees to pay to the County as liquidated damages, but not as a penalty, 
$1,000.00 per day for each and every calendar day that he is in default on time to 
complete the Work.  The said sum will be deducted from moneys due the Contractor 
and if the damages exceed this amount, then the Contractor or his Surety Company will 
pay the excess.  These damages may be waived at the option of the County.   
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46.  AFFIRMATIVE ACTION REQUIREMENTS 
           

EXHIBIT B 
(Revised 4/10) 

 
MANDATORY EQUAL EMPLOYMENT OPPORTUNITY LANGUAGE 

N.J.S.A. 10:5-31 et seq. (P.L. 1975, C. 127) 
N.J.A.C. 17:27 

 
CONSTRUCTION CONTRACTS 

 
During the performance of this contract, the contractor agrees as follows: 
 
The contractor or subcontractor, where applicable, will not discriminate against any employee or 
applicant for employment  because of age, race, creed, color, national origin, ancestry, marital 
status, affectional or sexual orientation, gender identity or expression, disability, nationality or 
sex. Except with respect to affectional or sexual orientation and gender identity or expression, 
the contractor will ensure that equal employment opportunity is afforded to such applicants in 
recruitment and employment, and that employees are treated during employment, without 
regard to their age, race, creed, color, national origin, ancestry, marital status, affectional or 
sexual orientation, gender identity or expression, disability, nationality or sex. Such equal 
employment opportunity shall include, but not be limited to the following: employment, 
up-grading, demotion, or transfer; recruitment or recruitment advertising; layoff or termination; 
rates of pay or other forms of compensation; and selection for training, including apprenticeship. 
The contractor agrees to post in conspicuous places, available to employees and applicants for 
employment, notices to be provided by the Public Agency Compliance Officer setting forth 
provisions of this nondiscrimination clause. 
 
The contractor or subcontractor, where applicable will, in all solicitations or advertisements for 
employees placed by or on behalf of the contractor, state that all qualified applicants will receive 
consideration for employment without regard to age, race, creed, color, national origin, ancestry, 
marital status, affectional or sexual orientation, gender identity or expression, disability, 
nationality or sex. 
 
The contractor or subcontractor will send to each labor union, with which it has a collective 
bargaining agreement, a notice, to be provided by the agency contracting officer, advising the 
labor union or workers' representative of the contractor's commitments under this act and shall 
post copies of the notice in conspicuous places available to employees and applicants for 
employment. 
 
The contractor or subcontractor, where applicable, agrees to comply with any regulations 
promulgated by the Treasurer, pursuant to N.J.S.A. 10:5-31 et seq., as amended and 
supplemented from time to time and the Americans with Disabilities Act. 
 
When hiring or scheduling workers in each construction trade, the contractor or subcontractor 
agrees to make good faith efforts to employ minority and women workers in each construction 
trade consistent with the targeted employment goal prescribed by N.J.A.C. l7:27-7.2; provided, 
however, that the Division may, in its discretion, exempt a contractor or subcontractor from 
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compliance with the good faith procedures prescribed by the following provisions, A, B and C, 
as long as the Division is satisfied that the contractor or subcontractor is employing workers 
provided by a union which provides evidence, in accordance with standards prescribed by the 
Division, that its percentage of active "card carrying" members who are minority and women 
workers is equal to or greater than the targeted employment goal established in accordance 
with N.J.A.C. l7:27-7.2.  The contractor or subcontractor agrees that a good faith effort shall 
include compliance with the following procedures: 
 
 (A) If the contractor or subcontractor has a referral agreement or arrangement with 
a union for a construction trade, the contractor or subcontractor shall, within three business 
days of the contract award, seek assurances from the union that it will cooperate with the 
contractor or subcontractor as it  fulfills its affirmative action obligations under this 
contract and in accordance with the rules promulgated by the Treasurer pursuant to N.J.S.A. 
10:5-31 et. seq., as supplemented and amended from time to time and the Americans with 
Disabilities Act.  If the contractor or subcontractor is unable to obtain said assurances from the 
construction trade union at least five business days prior to the commencement of construction 
work, the contractor or subcontractor agrees to afford equal employment opportunities minority 
and women workers directly, consistent with this chapter.  If the contractor's or subcontractor's 
prior experience with a construction trade union, regardless of whether the union has provided 
said assurances, indicates a significant possibility that the trade union will not refer sufficient 
minority and women workers consistent with affording equal employment opportunities as 
specified in this chapter, the contractor or subcontractor agrees to be prepared to provide such 
opportunities to minority and women workers directly, consistent with this chapter, by complying 
with the hiring or scheduling procedures prescribed under (B) below; and the contractor or 
subcontractor further agrees to take said action immediately if it determines that the union is not 
referring minority and women workers consistent with the equal employment opportunity goals 
set forth in this chapter. 
 
         (B) If good faith efforts to meet targeted employment goals have not or cannot be met for 
each construction trade by adhering to the procedures of (A) above, or if the contractor does not 
have a referral agreement or arrangement with a union for a construction trade, the contractor 
or subcontractor agrees to take the following actions: 

 
(l) To notify the public agency compliance officer, the Division, and minority and women referral 
organizations listed by the Division pursuant to N.J.A.C. 17:27-5.3, of its workforce needs, and 
request referral of minority and women workers; 
   
(2) To notify any minority and women workers who have been listed with it as awaiting available 
vacancies; 
 
(3) Prior to commencement of work, to request that the local construction trade union refer 
minority and women workers to fill job openings, provided the contractor or subcontractor has a 
referral agreement or arrangement with a union for the construction trade; 
 
(4) To leave standing requests for additional referral to minority and women workers with the 
local construction trade union, provided the contractor or subcontractor has a referral agreement 
or arrangement with a union for the construction trade, the State Training and Employment 
Service and other approved referral sources in the area; 
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(5) If it is necessary to lay off some of the workers in a given trade on the construction site, 
layoffs shall be conducted in compliance with the equal employment opportunity and non-
discrimination standards set forth in this regulation, as well as with applicable Federal and State 
court decisions; 
 
(6) To adhere to the following procedure when minority and women workers apply or are 
referred to the contractor or subcontractor: 
 
(i) The contactor or subcontractor shall interview the referred minority or women worker. 

 
(ii) If said individuals have never previously received any document or certification signifying a 
level of qualification lower than that required in order to perform the work of the construction 
trade, the contractor or subcontractor shall in good faith determine the qualifications of such 
individuals. The contractor or subcontractor shall hire or schedule those individuals who satisfy 
appropriate qualification standards in conformity with the equal employment opportunity and 
non-discrimination principles set forth in this chapter. However, a contractor or subcontractor 
shall determine that the individual at least possesses the requisite skills, and experience 
recognized by a union, apprentice program or a referral agency, provided the referral agency is 
acceptable to the Division. If necessary, the contractor or subcontractor shall hire or schedule 
minority and women workers who qualify as trainees pursuant to these rules. All of the 
requirements, however, are limited by the provisions of (C) below. 
 
(iii) The name of any interested women or minority individual shall be maintained on a waiting 
list, and shall be considered for employment as described in (i) above, whenever vacancies 
occur. At the request of the Division, the contractor or subcontractor shall provide evidence of its 
good faith efforts to employ women and minorities from the list to fill vacancies. 
 
(iv) If, for any reason, said contractor or subcontractor determines that a minority individual or a 
woman is not qualified or if the individual qualifies as an advanced trainee or apprentice, the 
contractor or subcontractor shall inform the individual in writing of the reasons for the 
determination, maintain a copy of the determination in its files, and send a copy to the public 
agency compliance officer and to the Division. 
 
(7) To keep a complete and accurate record of all requests made for the referral of workers in 
any trade covered by the contract, on forms made available by the Division and submitted 
promptly to the Division upon request. 

 
         (C) The contractor or subcontractor agrees that nothing contained in (B) above shall 
preclude the contractor or subcontractor from complying with the union hiring hall or 
apprenticeship policies in any applicable collective bargaining agreement or union hiring hall 
arrangement, and, where required by custom or agreement, it shall send journeymen and 
trainees to the union for referral, or to the apprenticeship program for admission, pursuant to 
such agreement or arrangement. However, where the practices of a union or apprenticeship 
program will result in the exclusion of minorities and women or the failure to refer minorities and 
women consistent with the targeted county employment goal, the contractor or subcontractor 
shall consider for employment persons referred pursuant to (B) above without regard to such 
agreement or arrangement; provided further, however, that the contractor or subcontractor shall 
not be required to employ women and minority advanced trainees and trainees in numbers 
which result in the employment of advanced trainees and trainees as a percentage of the total 



G-24 
Rev:  07/2015 

workforce for the construction trade, which percentage significantly exceeds the apprentice to 
journey worker ratio specified in the applicable collective bargaining agreement, or in the 
absence of a collective bargaining agreement, exceeds the ratio established by practice in the 
area for said construction trade.  Also, the contractor or subcontractor agrees that, in 
implementing the procedures of (B) above, it shall, where applicable, employ minority and 
women workers residing within the geographical jurisdiction of the union. 
 
After notification of award, but prior to signing a construction contract, the contractor shall 
submit to the public agency compliance officer and the Division an initial project workforce 
report (Form AA 201) electronically provided to the public agency by the Division, through its 
website, for distribution to and completion by the contractor, in accordance with N.J.A.C. 17:27-
7. The contractor also agrees to submit a copy of the Monthly Project Workforce Report once a 
month thereafter for the duration of this contract to the Division and to the public agency 
compliance officer. 
 
The contractor agrees to cooperate with the public agency in the payment of budgeted funds, as 
is necessary, for on-the-job and/or off-the-job programs for outreach and training of minorities 
and women. 

 
        (D)  The contractor and its subcontractors shall furnish such reports or other documents to 
the Division of Public Contracts Equal Employment Opportunity Compliance as may be 
requested by the Division from time to time in order to carry out the purposes of these 
regulations, and public agencies shall furnish such information as may be requested by the 
Division of Public Contracts Equal Employment Opportunity Compliance for conducting a 
compliance investigation pursuant to Subchapter l0 of the Administrative Code (NJAC 
17:27). 
 
 

[REMAINDER OF PAGE INTENTIONALLY LEFT BLANK] 
 



G-25 
Rev:  07/2015 

                 47.  INVESTMENT ACTIVITIES WITH IRAN 
 
Pursuant to P.L. 2012, c.25, codified as NJSA 52:32-55 et seq., prohibits State and 
local public contracts with persons or entities engaging in certain investment activities in 
energy or finance sectors of Iran. 
 
                48.  COMPLIANCE WITH THE PUBLIC WORKS CONTRACTOR   

 REGISTRATION ACT - (NJSA 34:11-56.48 et. seq.) 
 

 Pursuant to the above-referenced law, Bidders are required to be registered with 
the New Jersey Department of Labor and to possess a current certificate by said 
Department indicating compliance with the Act prior to the time and date that bids are 
received.  Bidders are notified of this requirement of their compliance.  Such certificates 
or applications shall also be provided for each Subcontractor furnishing plumbing and 
gas fitting, steam and hot water heating and ventilating apparatus, and all kindred work, 
steam power plants and kindred work, electrical work, structural steel and ornamental 
iron work, and such other subcontractors as the specifications require relative to prior 
identification. 

 
49.  UTILITIES 

 
Attention of the bidder is directed to the fact that the approximate locations of 

known utility structures and facilities that may be encountered within and adjacent to the 
limits of the Work are shown on the plans and described herein.  The accuracy and 
completeness of this information is not guaranteed by the County Engineer and the 
bidder is advised to ascertain for himself all the facts concerning the location of these 
and other utilities. 
 

The Contractor will not proceed with his Work until he has made diligent inquiries 
of all public utility and municipal officials to determine the exact location of all-
underground structures and pipes within the site of the Project.  The Contractor will 
notify utility owners not less than ten (10) days in advance of the time he proposes to 
perform any Work that will endanger or affect their facilities in compliance with New 
Jersey One-Call.  In excavating in any part of the Work, care must be taken not to 
remove or damage any gas, water, sewer, or other pipe, conduit, or structure, - public or 
private - without the concurrence of the owner and the County Engineer.  The 
Contractor will, at his own expense, shore up, secure and maintain a continuous flow in 
such structures, and will keep them in repair until final acceptance of the Work. 
 

When pipes or other structures are encountered or when the removal, relocation 
or protection of these utilities are necessary in carrying out the Project as planned, the 
Contractor will cooperate with the owner of said utilities and will permit the owners or 
their agents access to the site of the Work in order to relocate or protect their facilities 
and not hinder or delay unnecessarily the Work of the owners in moving same. No extra 
allowance of payment will be made to the Contractor for the use of any materials, 
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equipment, etc., or for the performance of any Work in connection with the moving of 
said structures unless the Contractor is specifically ordered by the County Engineer to 
furnish such materials, equipment, or services.  If directed by the County Engineer to do 
any Work or furnish any materials or equipment, payment will be allowed the Contractor 
in accordance with the unit prices bid for such Work, or, if such items are not scheduled 
in the proposal, such Work shall be allowed “Supplemental Work” as provided in 
Section 39 of these general specifications.  The corporations, companies, agencies or 
municipalities owning or controlling the utilities, and the name, and telephone numbers 
are listed in the beginning of the Technical Specifications. 
 

50.  MATERIAL COMPLIANCE AND SHOP DRAWINGS 
 

The Contractor will require the manufacturer or supplier to furnish three (3) 
copies of Certification of Compliance with each delivery of materials, components and 
manufactured items for the Project.  Two (2) copies will be furnished to the County 
Engineer; one copy will be retained by the Contractor.  Certificates of Compliance will 
contain the following information: 

 
1. Project to which material is consigned; 
2. Name of the Contractor to which the material is supplied; 
3. Kind of material supplied; 
4. Quantity of material represented by the Certificate; 
5. Means of identifying the consignment, such as label marking, seal 

number, etc.; 
6. Date and method of shipment; 
7. That the material is in conformity with the pertinent specifications stated in 

the certificate; and 
8. Signature of a person having legal authority to bind the supplier. 
 
The Contractor will submit to the County Engineer for his approval five (5) copies 

of complete and fully detailed shop or working drawings for those items listed in the 
beginning of the technical specifications. 

 
Each drawing will identify the name of the job, location and Contractor.   
 
All drawings will be approved in accordance with the standard specifications.  

Refer to the Technical Specifications for specific items. 
 
All materials or articles used in the Work will be of American manufacture, insofar 

as same are available, in conformance with N.J.S.A. 40A:11-18. 
   

51.  PRECONSTRUCTION 
 

In order to provide full coordination of this Project among the parties concerned, 
the County Engineer will arrange for a preconstruction meeting between the Contractor, 
County Engineer and other interested parties as soon as possible after the contract is 
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executed.  At this meeting the Contractor will present his proposed schedule of Work 
which shall be subject to review and approval of the County through its designated 
representatives. 
 

52.  DISPUTES UNDER THE CONTRACT 
 

A dispute arising under the Contract shall be submitted in writing to the County 
Engineer with all facts and supporting data.  The County Engineer will review the 
dispute and issue his decision or request additional facts or documentation after which 
he will render his decision. 
 

In the event the dispute is not then resolved, the matter shall, pursuant to law, be 
submitted to mediation before being submitted to a court of competent jurisdiction 
venued in Union County. 
 

The County Engineer will notify the County Counsel when a matter is to be 
submitted to mediation.  The County Counsel will communicate with the parties and 
inform them of the procedures to be followed in making such a submission. 

 
 
[REMAINDER OF PAGE INTENTIONALLY LEFT BLANK] 
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53.  RESOLUTION NO. 2014-0408 ADOPTED ON  
MAY 8, 2014 BY THE UNION COUNTY BOARD OF CHOSEN 
FREEHOLDERS 

 
In addition to compliance with the New Jersey Prevailing Wage Act, the 

Contractor shall comply with the requirement as set forth in Resolution No. 2014-0408 
adopted on May 8, 2014 by the Union County Board of Chosen Freeholders.   
 
UNION COUNTY BOARD OF CHOSEN FREEHOLDERS RESOLUTION  
NO. 2014-0408  DATED: 05/08/2014 

 
WHEREAS, the  County of Union recognizes there is a need to ensure that all 

work on significant public construction and maintenance contracts is performed by 
responsible, qualified firms that maintain the capacity, expertise, personnel, and other 
qualifications and resources necessary to successfully perform public contracts in a 
timely, reliable, and cost-effective manner; and  

 
WHEREAS, in order to effectuate the purpose of selecting responsible 

contractors for significant public contracts and to protect Union County’s capital 
investments in such contracts prospective contractors and subcontractors should be 
required to meet pre-established, clearly-defined, minimum standards relating to 
contractor responsibility, including requirements and criteria concerning qualifications, 
competency, expertise, adequacy of resources, including equipment, financial and 
personnel, and  satisfactory records regarding past project performance, safety,  legal 
compliance and business integrity; and 

 
WHEREAS, the  County has a compelling interest in assuring that its Public 

Works Projects meet the highest standard of safety and quality; and  
 
WHEREAS, due to the critical impact that skilled construction craft labor has on 

public works projects, and due to the limited availability of skilled construction craft labor 
and imminent craft labor skill shortages, it is necessary to require contractors and 
subcontractors to participate in established, formal apprenticeship training programs for 
the purpose of both promoting successful project delivery and ensuring future workforce 
development; and 

 
WHEREAS, an apprenticeship program is a structured system of training 

designed to prepare individuals for occupations and life long careers in skilled trades 
and crafts by providing a wage-paying job that incorporates extensive workplace and 
classroom training under the supervision of experienced workers, in preparation for 
highly skilled occupations; and  

 
 WHEREAS, apprenticeship programs are a critical component in public 
safety, by ensuring that workers on public projects are properly trained, able, 
competent and capable craftsmen, and provide assurance of compliance with the 
County's bid specifications and achieve high quality standards; and 
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 WHEREAS, for an apprenticeship program to be fully effective, the public and 
private sectors must recognize its value and commit to supporting its mission; and 
 
 WHEREAS, Union County has long recognized the value of apprenticeship 
programs through its support of the Union County Vocat iona l -Techn ica l  Schools ,  
which offer training programs to help ensure that U n i o n  C o u n t y  will continue to 
produce a skilled and educated work force in the trade specialties, and thus, 
strengthen Union County’s economy by fostering the development of highly paid 
trade and craft careers; and 
 
 WHEREAS, the use of apprenticeship programs or apprenticeship trained 
employees on U n i o n  C o u n t y  P u b l i c  Works Projects will serve the dual  
goal  of  providing the County with assurance that i t s  p u b l i c  w o r k s  
p r o j e c t s  are completed with a well-trained workforce, in a highly skilled and 
timely fashion, while creating opportunities for careers in the skilled trades and craft 
industry for County residents. 

 
 WHEREAS, the County of Union also recognizes that it is beneficial to their 
employees to utilize fair business, employment, and training practices that have a 
positive impact on local communities affected by such contracts. 

 
NOW, THEREFORE, BE IT RESOLVED by the Board of Chosen Freeholders of 

the County of Union as follows:   
 
1. The County of Union shall require compliance with the provisions of 
this Resolution by business entities seeking to provide services to the 
County of Union as specified herein.  The requirements of this Resolution 
are intended to supplement, not replace, existing contractor qualifications 
and performance standards or criteria currently required by law, public 
policy or contracting documents, including but not limited to Union 
County’s DPMC classification and Project Labor Agreement policies 
 
2.  All contractors and subcontractors that perform significant work on 
any public facility or public works project, including construction, alteration, 
renovation, repair, service, or maintenance work, shall meet the 
requirements of this Resolution.  For purposes of this Resolution, the term 
"significant work" shall be defined as any work or activity covered under 
the New Jersey Prevailing Wage Act, N.J.S.A. 34:11-56.25 et seq. 
 
3.  All firms engaged in contracts covered by this Resolution shall be 
qualified responsible contractors or subcontractors that have sufficient 
capabilities in all respects to successfully perform contracts on which they 
are engaged, including the necessary experience, equipment, technical 
skills and qualifications and organizational, financial and personnel 
resources.  Firms bidding on public contracts shall also be required to 
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have a satisfactory past performance record and a satisfactory record of 
legal compliance, integrity and business ethics.  Compliance with these 
standards shall be established by compliance with the requirements set 
forth in paragraph 8 of this Resolution. 
 
4. As a condition of performing work on public works contracts over 
the public works threshold, the general contractor shall provide 
certification that he and each subcontractor working on the project shall 
have at least one (1) employee who has successfully completed the 
OSHA 10-hour construction safety and health course. As a condition of 
performing work on public works contracts of $500,000.00 or more total 
cost of project, the general contractor shall provide certification that each 
subcontractor working on the project shall have at least one (1) employee 
who has successfully completed the OSHA 30-hour construction safety 
and health course. 
 
5.  All contractors and subcontractors that perform significant work on 
any public facility or public works project shall be required to affirmatively 
provide evidence of and confirm compliance with proof of participation in 
an Apprenticeship Program currently registered and approved by the 
United States Department of Labor (“USDOL”), the New Jersey 
Department of Labor (“NJDOL”) or any state having equal to or higher 
requirements as either the USDOL or NJDOL apprenticeship programs. 
Additionally, Apprenticeship Programs shall meet the criteria set forth in 
Section 8(i) of this Resolution. 
 
6.  As a condition of performing work on public works contracts subject 
to this Resolution, a general contractor seeking award of a contract shall 
submit a Contractor Responsibility Certification at the time it submits its 
bid for contract. 
 
7.  The Contractor Responsibility Certification shall be completed on a 
form provided by the Union County Purchasing Department and shall 
reference the project for which a bid is being submitted by name and 
contract or project number. 
 
8.  In the Contractor Responsibility Certification, general contractors 
and subcontractors shall certify the following facts regarding their past 
performance and work history and its current qualifications and 
performance capabilities: 
 

a. The firm has all valid, effective licenses, registrations or 
certificates required by federal, state, county, or local law, including, 
but not limited to, licenses, registrations, certificates required to: (1) 
do business in the designated locale; and (2)  perform the contract 
work it seeks to perform.  These shall include, but not be limited to, 
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licenses, registrations or certificates for any type of trade work or 
specialty work, which the firm proposes to self-perform. 
 
b.  The firm meets the bonding requirements for the contract, as 
required by applicable law or contract specifications and any 
insurance requirements, as required by applicable law or contract 
specifications, including general liability insurance, workers 
compensation insurance and unemployment insurance 
requirements. 
 
c. The firm has not been debarred by any federal, state or local 
government agency or authority in the past three (3) years. 
 
d. The firm has not defaulted on any project in the past three 
(3) years. 
 
e. The firm has not had any type of business, contracting or 
trade license, registration, or other certification suspended or 
revoked in the past three (3) years. 
 
f. The firm has not been cited and found guilty for a willful 
violation of federal or state safety laws in the past three (3) years. 

 
g.  The firm and/or its owners have not been convicted of any 
crime relating to the contracting business by a final decision of a 
court or government agency in the past three (3) years. 
 
h.  The firm will pay all craft employees that it employs on the 
project the current wage rates and benefits as required under 
applicable Federal or State prevailing wage laws.   

 
i. The firm participates in an Apprenticeship Program that is 
currently registered with the USDOL, the NJDOL or any state 
having equal to or higher requirements as either the USDOL or 
NJDOL apprenticeship programs, for each craft or trade in which it 
apprentices. The firm shall provide proof of meeting this 
qualification standard by submitting appropriate documentation as 
an attachment to this Certification. The firm shall continue to 
participate in applicable apprenticeship programs for the full 
duration of the contract work.  The apprenticeship program in which 
the firm participates shall have graduated at least one (1) enrollee 
in each of the past three (3) years. 

 
9. The County of Union may conduct any additional inquiries to verify 
that the prospective awardee and its subcontractors have the technical 
qualifications and performance capabilities necessary to successfully 
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perform the contract and that the firms have a sufficient record of legal 
compliance and business integrity to justify the award of a public contract.  
In conducting such inquiries, the County of Union may seek relevant 
information from the firm, its prior clients or customers, its subcontractors 
or any other relevant source. 
 
10. If any provision of this Resolution shall be held to be invalid or 
unenforceable by a court of competent jurisdiction, any such holding shall not 
invalidate any other provisions of this Resolution and all remaining provisions 
shall remain in full force and effect. 
 
 NOW, THEREFORE, BE IT RESOLVED by the Board of Chosen Freeholders of 

the County of Union that it hereby establishes and adopts the Responsible Contractor 
Policy, and it hereby authorizes the County Manager to sign any and all documents 
necessary to make said Policy effective immediately. 
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  54.  ORDINANCE NO. 557-2002 ADOPTED ON SEPTEMBER 5, 2002 
         BY THE BOARD OF CHOSEN FREEHOLDERS 
 
 Ordinance No. 557-2002 adopted on September 5, 2002 by the Board of Chosen 
Freeholders on Preclassification of Bidders by the NJDPMC (if applicable) pursuant to 
Ordinance No. 557-2002, the County of Union requires all bidders on projects for the 
construction, reconstruction, demolition, alteration, repair or maintenance of public buildings to 
be preclassified by the State of New Jersey, Department of Treasury, Division of Property 
Management and Construction (“DPMC”). 
 
 Bidders must provide proof of classification in the form of a Certificate/Notice of 
Classification from the DPMC showing a sufficient aggregate rating to cover their bid amount, 
which is active on the date of receipt of these bids.  Further, Bidder must also provide proof of 
preclassification in the applicable/appropriate trade code necessary for Work on the Project. 
 

AN ORDINANCE IN ACCORDANCE WITH N.J.S.A. 40A:11-25 
ESTABLISHING REASONABLE REGULATIONS APPROPRIATE FOR 
CONTROLLING THE QUALIFICATIONS OF PROSPECTIVE BIDDERS UPON 
CONTRACTS TO BE AWARDED ON BEHALF OF THE CONTRACTING UNIT, 
BY THE CLASS OR CATEGORY OF GOODS AND SERVICES TO BE 
PROVIDED OR PERFORMED AND FIXING THE QUALIFICATIONS 
REQUIRED ACCORDING TO THE FINANCIAL ABILITY AND EXPERIENCE 
OF THE BIDDERS AND THE CAPITAL AND EQUIPMENT AVAILABLE TO 
THEM PERTINENT TO AND REASONABLY RELATED TO THE CLASS AND 
CATEGORY OF SERVICE TO BE PERFORMED IN THE PERFORMANCE OF 
ANY SUCH CONTRACT. 

 
 WHEREAS, N.J.S.A. 40A:11-25 provides that the governing body of any contracting unit 
may establish reasonable regulations appropriate for controlling the qualifications of prospective 
bidders upon contracts to be awarded on behalf of the contracting unit, by the class or category 
of goods and services to be provided or performed; and  
 

WHEREAS, N.J.S.A. 40A:11-25 also states that the regulations established by the 
governing body may fix the qualifications required according to the financial ability and 
experience of the bidders and the capital and equipment available to them pertinent to and 
reasonably related to the class and category of service to be performed in the performance of 
any such contract; and 

 
WHEREAS, N.J.S.A. 40A:11-25 also requires that prior to the adoption of any such 

regulations, a contracting unit shall submit them to a public hearing and notice and a general 
description of the subject matter shall be published in not less than two newspapers; and 

 
WHEREAS, N.J.S.A. 52:35-1 et seq. and 18A:18A-27 et seq. establish qualifications for 

the experience and financial abilities of bidders and the capital and equipment available to them 
relative to the specific services to be performed; and 

 
WHEREAS, currently state officials, under the Department of Treasury, Division of 

Property Management and Construction, classify all prospective bidders as to the character and 
amount of public works on which they shall be qualified to submit bids and bids shall be 
accepted only from persons qualified in accordance with such classifications; and 
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WHEREAS, application for classification is open to all Contractors, regardless of the size 

of the business; and 
 
WHEREAS, classification is based on general standards equally applicable to all 

Contractors; and 
  
WHEREAS, classification is expressed in terms of trade and an aggregate rating 

determined on the basis of experience, financial ability, equipment and capital; and 
 
WHEREAS, generally aggregate ratings can range from 0 to $200,000.00; and 
 
WHEREAS, the County of Union will determine the aggregate rating it will require on 

contracts depending on the size and expense of the Project, but at no time shall the required 
aggregate rating exceed $25,000,000.00 for any one project; and 

 
 WHEREAS, such provisions are of considerable benefit to the County and to bidders by 
insuring that such bidders have the requisite experience, expertise and resources necessary to 
effectively perform the terms and conditions of the contract: 
  
 BE IT ORDAINED by the Board of Chosen Freeholders of the County of Union that it 
formally adopts as Policy that all prospective bidders for building construction projects be 
classified in accordance with the Department of Treasury – Division of Property Management 
and Construction pursuant to N.J.S.A. 52:35-1 et seq. and N.J.S.A. 18A:18A-27 et seq.   
 

BE IT FURTHER ORDAINED that the Board of Chosen Freeholders of the County of 
Union hereby adopts the classification of bidders by the New Jersey Department of Treasury, 
Division of Property Management and Construction as a reasonable regulation for controlling 
the qualifications of prospective bidders upon contracts to be awarded for construction on behalf 
of the County of Union. 

 
BE IT FURTHER ORDAINED that the provisions of this ordinance are severable.  To the 

extent any clause, phrase, sentence, paragraph or provision of this ordinance shall be declared 
invalid, illegal or unconstitutional, the remaining provisions shall continue to be in full force and 
effect. 
 

BE IT FURTHER ORDAINED that a public hearing shall be held on this ordinance on 
September 5, 2002 at the meeting of the Board of Freeholders, County Administration Building, 
Elizabeth, New Jersey. 
 

BE IT FURTHER ORDAINED that the Clerk of the Board of Freeholders of the County is 
hereby directed to publish and post notice of this ordinance as required by law. 
 

BE IT FURTHER ORDAINED that within 10 days hereof the Clerk of the Board of 
Freeholders of the County shall forward certified copies of this ordinance to the County 
Manager, Director of Finance, County Counsel, and Division of Local Government Services. 

 
This ordinance shall take effect twenty (20) days after final adoption and publication in 

accordance with applicable law. 
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  55.  CONTRACTOR BUSINESS REGISTRATION CERTIFICATE 
               New Mandatory Requirement -Effective 1/18/2010 

  
 The recently enacted P.L. 2009, c.315, requires that effective January 18, 2010; 
a contracting agency must receive proof of the bidder’s business registration prior to the 
award of a contract.  However, the proof must show that the bidder was in fact 
registered with the State of New Jersey Department of the Treasury, Division of 
Revenue and obtained the business registration prior to the receipt of bids.   
 
 If subcontractors are named on the bid, proof of the business registration for 
each subcontractor must be provided prior to the award of bid.  Similarly to the bidder, 
the proof must show that each subcontractor was registered with the State of New 
Jersey Department of the Treasury, Division of Revenue and obtained the business 
registration prior to the receipt of bids.   
 
Proof of business registration shall be 

�         A copy of a Business Registration Certificate issued by the Department of 
the Treasury, Division of Revenue; or 
�         A copy of the web version provided by the NJ Division of Revenue, or 

 
Register online at http://www.state.nj.us/treasury/revenue/busregcert.htm.  Click the “online” 
link and then select “Register for Tax and Employer Purposes or call the Division at 609-292-
1730. 
Note: A NJ Certificate of Authority is not acceptable. 
  
FAILURE to submit proof of registration of the bidder or any subcontractor named on 
the bid prior to the award of contract shall be cause to reject the bid.   
 
FAILURE of the bidder or any subcontractor named on the bid to be registered prior to 
the receipt of bids is cause for a MANDATORY REJECTION of bids.  (A NON-
WAIVABLE DEFECT).  This covers construction Work as well as non-construction bids.   
  
IN ADDITION: 
  

N.J.S.A. 52:32-44 imposes the following requirements on Contractors and all 
subcontractors that knowingly provide goods or perform services for a Contractor 
fulfilling this contract:  

1) the Contractor shall provide written notice to its subcontractors and suppliers to 
submit proof of business registration to the Contractor;  

2) subcontractors through all tiers of a project must provide written notice to their 
subcontractors and suppliers to submit proof of business registration and 
subcontractors shall collect such proofs of business registration and maintain 
them on file;  
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3) prior to receipt of final payment from a contracting agency, the Contractor must 
submit to the contacting agency an accurate list of all subcontractors and 
suppliers or attest that none was used; and,  

4) during the term of this contract, the Contractor and its affiliates shall collect and 
remit, and shall notify all subcontractors and their affiliates that they must collect 
and remit, to the Director, New Jersey Division of Taxation, the use tax due 
pursuant to the Sales and Use Tax Act, (N.J.S.A. 54:32B-1 et seq.) on all sales 
of tangible personal property delivered into this State. 

A Contractor, subcontractor or supplier who fails to provide proof of business 
registration or provides false business registration information shall be liable to a 
penalty of $25 for each day of violation, not to exceed $50,000 for each business 
registration copy not properly provided or maintained under a contract with a contracting 
agency.  Information on the law and its requirements are available by calling (609) 292-
9292. 

 

 

 

 

 

[REMAINDER OF PAGE INTENTIONALLY LEFT BLANK] 
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56.  BID PROTEST – LEGAL FEES AND COSTS 
 
 In the event a Bidder unsuccessfully challenges a Bid Submission by filing an 
action in a court of law concerning same, said Bidder shall be responsible for payment 
of reasonable legal costs and fees incurred by the County relating to said protest. 
 

 57.  AMERICAN GOODS AND PRODUCTS WHERE POSSIBLE 
 
 Bidder shall comply with the requirements of NJSA 40A:11-18 and use only 
manufactured and farm products of the United States, wherever available, for the 
Project. 
 
  58.  NEW JERSEY PAY-TO-PLAY REQUIREMENTS 

 
 This Contract is required by law to be publicly advertised for bids.  As such, lists 
of political contributions pursuant to NJSA 19A:44A-1 et. seq. are NOT REQUIRED to 
be provided with the bids. 
 
  59.  STATEMENT OF EQUIPMENT TO BE USED IN CONSTRUCTION 
 
 Pursuant to NJSA 40A:11-20 entitled Certificate of Bidder Showing Ability to 
Perform Contract, the County requires a Certification from all bidders submitting a bid 
showing that the Bidder owns, leases, or controls all necessary equipment required by 
the Project Plans and Specifications.  All bidders shall provide this information at the 
time of the bid opening using the attached form entitled, “CERTIFICATE OF BIDDER 
SHOWING ABILITY TO PERFORM CONTRACT’. 
 
 If the Bidder is not the actual owner of the equipment, it shall state the source 
from which the equipment will be obtained and shall attach a certificate from the owner 
or person in control of the equipment demonstrating that the equipment owner has 
granted the Bidder control of the requisite equipment during such time as may be 
necessary for completion of the portion of the contract for which the equipment is 
necessary. 
 

60.  NEW JERSEY SALES AND USE TAX REQUIREMENTS, 
 
 Contractors are required to comply with the following: 
 

New Jersey Sales and Use Tax Requirements:  All contractors with 
subcontractors, or any of their affiliates, who enter into contracts for the 
provision of goods or services with or for New Jersey local government 
entities, are required to collect and remit to the New Jersey Director of 
Taxation in the Department of the Treasury the use tax due on all of their 
sales of tangible personal property delivered into the State of New Jersey 
pursuant to the “Sales and Use Tax Act,” (NJSA 54:32B-1 et, seq.), 
regardless of whether the tangible personal property is intended for a 
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contract with the contracting agency.  This tax shall be remitted for the 
term of the Contract. 
 
For purposes herein “affiliate” shall mean any entity that: (a) directly, 
indirectly, or constructively controls another entity, (b) is directly, indirectly, 
or constructively controlled by another entity, or (c) is subject to the control 
of a common entity.  For purposes of the immediately preceding sentence, 
an entity controls another entity if it owns, directly or indirectly, more than 
fifty percent (50%) of the ownership interest in that entity.  NJSA 52:32-
44(g)(3). 
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ALFRED J. FAELLA      MICHAEL M. YUSKA, DIRECTOR 
COUNTY MANAGER      DIVISION OF PURCHASING 
 

BID DOCUMENT SUBMISSION CHECKLIST 
ALL SIGNATURES AND SEALS SHALL BE ORIGINALS UNLESS OTHERWISE SPECIFIED 
BID SHEETS SHOULD NOT BE SUBMITED DOUBLE SIDED PAGES, (SINGLE SIDE ONLY) 

 
EACH BIDDER SHOULD COMPLETE THIS FORM AND INITIAL EACH ENTRY. 
DATE COMPLETED:  ___________________ 
 
IN ACCORDANCE WITH THE BID SPECIFICATIONS I HAVE REVIEWED, COMPLETED / EXECUTED 
AND INCLUDED THE FOLLOWING FORMS: 
 
_____ Bid Form Page (Signed, Dated and Bid on all alternatives applicable to the Work). 
 
_____ Security in the form of: 
 

____ Bid bond in an amount equal to 10% of the total amount of this bid not to exceed $20,000.00; or 
 
____ Certified check or cashier’s check in the amount of 10% of this bid not to exceed $20,000.00 

 
_____ Consent of Surety form signed by a Surety Company if the total amount of your Bid is over $36,000.00. 

If your bid is accepted, the Surety Company that provided the Consent shall be required to furnish a 
Performance, Labor and Materials Bond in the amount of 100% of the award of the contract. 

 
 The County of Union has provided its Consent of Surety form for your use.  The use of this form by your 

Surety Company will expedite the bid review process and eliminate the possibility of having your bid 
rejected.  If, however, you should need to use another form, please use language similar to that used on 
the Union County form and avoid making any additions or deletions to the Union County form language.   
In lieu of the Consent of Surety you may submit a Certified Check in the full amount of the bid. 

 
_____ STATEMENT OF BIDDER OWNERSHIP.  Pursuant to N.J.S.A. 52:25-24.2, which includes BOTH of the  
 following documents: 

- Bidder Signature Page 
- Bidder Disclosure Statement (Fill out 2 pages completely) 

_____ SUBCONTRACTOR IDENTIFICATION.  Pursuant to N.J.S.A. 40A:11-16, which includes BOTH of the 
           following documents: 

- Subcontractor Identification Statement:  List of Subcontractors (only for certain types of work) 
- Subcontractor Identification Certification 

_____ Acknowledgement of Addendum form:  (This form is to be used only when an addendum has been  
           added to the specifications). 
 
_____ A copy of the State of New Jersey Department of the Treasury, Division of Revenue, Business  
           Registration Certificate (“BRC”) should be included with the bids as it must be received by the County  
           prior to the award of the contract.  The BRC provided must show that the Bidder was registered at the  
           time of receipt of bids or the bid will be rejected. 
 
_____ A copy of the State of New Jersey Department of the Treasury, Division of Revenue, Business  
           Registration Certificate (“BRC”) of all named or listed subcontractors (List of Subcontractors) in a  
           Construction bid should be included with the bid as the BRC(s) must be received by the County prior to 
           the award of the contract.  Each subcontractor’s certificate provided must show that the subcontractor  
           was registered at the time of the receipt of bids or the bid will be rejected. 
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_____ Affirmative Action Requirement 
 
_____ Experience Statement 
 
_____ Certificate of Bidder showing ability to perform Contract 
 
_____ Non-Collusion Affidavit – Fill out completely and notarize 
 
_____ Certificates from New Jersey Department of Labor – Public Works Contractor Registration Act.  (Only for certain 
            types of work) 
 
_____ Federal Attachments (If applicable) 
 
_____ NJDPMC Certificate / Notice of Classification (If applicable) 
 
_____ Americans with Disabilities Act 
 
_____ Contractor Responsibility Certification 
 
_____ Affidavit of General Contractor and Subcontractor OSHA Compliance 
 
_____ Statement of Bidder’s Qualifications 
 
_____ Contractor Performance Record 
 
_____ Affidavit Regarding List of Debarred, Suspended or Disqualified Bidders 
 
_____ Prior Negative Experience Questionnaire 
 
_____ Contractor’s Certification of Compliance – New Jersey Prevailing Wage Act 
 
_____ Uncompleted Contracts Affidavit (For Bidder, if applicable) MUST ALSO PROVIDE DPMC FORM 701 
 
_____ Certificate of Insurance Statement 
 
_____ Collection of Use Tax on Sales to Local Government Statement 
 
_____ Time of Completion 
 
_____ Disclosure of Investment Activities in Iran form 
 
I HAVE TAKEN THE FOLLOWING ACTIONS: 
 
_____ Visited the site and attended the Pre-Bid Meeting (Where applicable) 
 
_____ Reviewed the Contract Documents (including any permits the County or its professionals may have  
           obtained), Work, Site, Locality, and Local Conditions and Laws and Regulations that in any manner may 
           affect Cost, Progress, Performance or Furnishing of Work. 
 
_____ Reviewed Bond Requirements 
 
_____ Provided Proof of Compliance with New Jersey Prevailing Wage Act 
 
_____ Reviewed Form of Owner/Contractor Agreement and General Conditions to the Contract 
 
 
 
 
NOTE:  QUESTIONS PERTAINING TO THIS BID ARE TO BE DIRECTED TO DIVISION OF ENGINEERING   
                 AT 908-789-3675
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BIDDING DOCUMENTS 
 

The Bidding Documents consist of the following items: 
 

 ADDENDA, if issued 
 CLARIFICATIONS, if issued 
 INSTRUCTION TO BIDDERS 
 BID FORM 
 OWNER-CONTRACTOR AGREEMENT (AIA 101) AND GENERAL CONDITIONS (AIA 201) 
 SPECIFCATIONS:   As outlined in the Table of Contents and included in the Project Manual. 
 DRAWINGS:    As per List of Drawings, indicated on the Project Title Sheet. 
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Bidder’s Name    

BID FORM  

 

I/We have carefully examined the plans, specifications, and advertisement for bid for the 

IMPROVEMENTS TO WATCHUNG STABLE EQUESTRIAN CENTER 
BOROUGH OF MOUNTAINSIDE, COUNTY OF UNION, NEW JERSEY 

BA #33-2015; Union County Engineering Project #2010-020 
 

that is on file in the Union County Division of Engineering.  I/We have inspected the site of the work and 
will contract to do all the work and furnish all materials mentioned in said plans and specifications.  Work 
will be accomplished in the manner prescribed therein. 

BASE BID ITEMS: 

ITEM DESCRIPTION UNITS
CONTRACT 
QUANTITY 

UNIT PRICE AMOUNT 

1 
Mobilization and 
Demobilization 

L.S. 1   

2 Construction Layout L.S. 1   

3 
Site Clearing, 

Demolition and Tree 
Removal 

L.S. 1   

4 Soil Erosion Measures L.S. 1   

5 
Test Pits, 8’ Deep Max 
(If & Where Directed) 

Unit 20   

6 Site Grading L.S 1   

7 
Stone Dust Ramps, 

Complete 
S.Y. 25   

8 
Stone Dust Access 
Driveway, Complete 

S.Y. 1,750   

9 
Hot Mix Asphalt 

Pathway 
S.Y. 760   

10 
Horse Ring Composite 
Infill Surface, Complete 

Cross Section 
S.Y. 3,300   

11 
Horse Ring All-Weather 

Surface, Complete 
Cross Section 

S.Y. 1,700   

12 
Horse Paddock Footing, 
Complete Cross Section 

S.Y. 6,600   
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13 
3’ High Post and Rail 

Fence 
L.F. 190   

14 
4’ High Post and Rail 

Fence 
L.F. 1,800   

15 
4’ High Post and Rail 
Fence, Riding Ring 

L.F. 920   

16 
5’ High Post and Rail 

Fence 
L.F. 7,200   

17 
Indoor Riding Ring 

Kickboard 
L.F. 530   

18 
Single Leaf Swing Gate, 

10’ Wide 
Unit 25   

19 
Single Leaf Swing Gate, 

16’ Wide 
Unit 2   

20 Field Inlet Unit 5   

21 Storm Manhole Unit 3   

22 Cleanout Unit 4   

23 
Core Drill Storm 

Connection 
Unit 2   

24 
4” Perforated HDPE 

Underdrain 
L.F. 1,740   

25 
8” Perforated HDPE 

Underdrain 
L.F. 865   

26 7” EZ Flow Underdrain L.F. 2,050   

27 8” HDPE Pipe L.F. 30   

28 12” HDPE Pipe L.F. 382   

29 
12” HDPE Pipe (If & 

Where Directed) 
L.F. 340   

30 
Modular Block 
Retaining Wall 

S.F. 1,725   

31 
Dust Control System, 

Complete 
L.S. 1   

32 Topsoil and Hydroseed L.S. 1   

33 
Final Cleanup/Site 

Restoration 
L.S. 1   
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34 

Indoor Riding Ring 
Structure, Complete 

with Foundation, 
Structure, Doors, 
Lighting, Electric, 

Mechanical Ventilation 

L.S. 1   

 

 

  

_______________________________________   ________________________ 

Written         Figures 

 

BID CONTINGENCY:  (To be used if and when directed by the County) 

 

ONE HUNDRED EIGHTY THOUSAND DOLLARS    $180,000.00 
Written         Figures 
 

 

TOTAL BASE BID ITEMS PLUS BID CONTINGENCY AMOUNT: 

 

_______________________________________   _________________________ 
Written         Figures 
 

NOTE:  Bid Contingency may include one-half of one percent of contract amount set aside for 
local training if and when directed by the County. 
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ALTERNATE BID A  

Alternate may be added to the Total Base Bid Amount.  The bid will be awarded and / or Alternate 
will be selected as follows: 

ITEM DESCRIPTION UNITS
CONTRACT 
QUANTITY 

UNIT PRICE AMOUNT 

A1 Construction Layout L.S. 1   

A2 
Site Clearing, 

Demolition and Tree 
Removal 

L.S. 1   

A3 Soil Erosion Measures L.S. 1   

A4 
Test Pits, 8’ Deep Max 
(If & Where Directed) 

Unit 2   

A5 Site Grading L.S 1   

A6 
Stone Dust Ramps, 

Complete 
S.Y. 50   

A7 
Horse Ring Composite 
Infill Surface, Complete 

Cross Section 
S.Y. 1,500   

A8 
4’ High Post and Rail 
Fence, Riding Ring 

L.F. 440   

A9 
Single Leaf Swing Gate, 

10’ Wide 
Unit 2   

A10 Field Inlet Unit 3   

A11 Storm Manhole Unit 1   

A12 Cleanout Unit 2   

A13 
Core Drill Storm 

Connection 
Unit 1   

A14 7” EZ Flow Underdrain L.F. 940   

A15 8” HDPE Pipe L.F. 35   

A16 12” HDPE Pipe L.F. 166   

A17 
Dust Control System, 

Complete 
L.S. 1   

A18 Topsoil and Hydroseed L.S. 1   
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A19 
Final Cleanup/Site 

Restoration 
L.S. 1   

 

_______________________________________   _________________________ 
Written         Figures 
 

 

 

TOTAL BASE BID ITEMS PLUS BID CONTINGENCY AMOUNT PLUS ALTERNATE BID A ITEMS: 

 

_______________________________________   _________________________ 
Written         Figures 
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Bidder’s Name    

 
CONSENT OF SURETY 

TO ACCOMPANY PROPOSAL (BID) 
 

____________________ (hereinafter called Surety), organized and existing under the laws of the State of 

____________________ duly authorized and qualified to transact business in the State of New Jersey, in 

consideration of the sum of One Dollar ($1.00), lawful money of the United States of America, to it in hand 

paid, receipt whereof is hereby acknowledged, and in consideration, hereby certifies and agrees that if 

the contract for which the attached proposal is made be awarded to ____________________ (hereinafter 

called Contractor) for the performance of certain work and labor or the supplying of certain materials, or 

both, as more particularly set forth in said proposal and described for purposes of this instrument as a 

proposal for _____________________ to the COUNTY OF UNION and if Contractor shall enter into the 

contract, Surety will become bound as surety for its faithful performance, labor and material payment and 

will provide the Contractor with a performance, labor and material payment bond in the full amount of the 

contract price. 

 

    _____________________________________________ 
NOTE:    NAME OF INSURANCE COMPANY 
Expiration date 
Needed if Annual  ADDRESS:  ___________________________________ 
Surety    ______________________________________________ 
    ______________________________________________  
   
____________    
 
    _______________________________________________ 

  ORIGINAL SIGNATURE  
ATTORNEY-IN-FACT FOR INSURANCE CO. 

 
 
 
 
 
 
 
 
 
 
 
 
NOTE: PROOF OF AUTHORITY OF OFFICERS OF SURETY COMPANY TO EXECUTE THIS 

DOCUMENT MUST BE SUBMITTED. 
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BIDDER SIGNATURE PAGE 
THE BIDDER MUST READ THE FOLLOWING INSTRUCTIONS TO COMPLETE THIS PAGE: 

 

1. If doing business under a trade name, partnership or a sole proprietorship, you must submit 
the bid under exact title of the trade name, partnership, or proprietorship, and the bid must be 
signed by either the owner, or a partner and witnessed by a notary public. 

 
2. If a Corporation, the bid must be signed by the President or Vice President and witnessed by 

a Corporate Secretary (corporate title must be exact) and affix corporate seal.  If a Corporate 
Secretary does not exist, President or Vice President’s signature shall be witnessed by a Notary 
Public. 

 
3. Other persons authorized by corporate resolution to execute agreements in its behalf may also 

sign the bid documents (pages).  Copy of a resolution must accompany the bid. 
 
4. The person who signs this bid form must also sign the Non-Collusion Affidavit. 
 
5. You cannot witness your own signature. 
 

___________________________ 

    NAME OF BIDDER 
 

___________________________ 
 ___________________________ 
 ___________________________ 
___________________________ ADDRESS OF BIDDER 
ORIGINAL SIGNATURE 
CORPORATE SECRETARY 
 
___________________________ TEL:    ______________________ 
PRINT NAME AND TITLE FAX:    ______________________ 
CORPORATE SECRETARY E-Mail: ______________________ 
 

BY:  ____________________________ 
 ORIGINAL SIGNATURE 
 
Corporate Seal ____________________________ 
 
 ____________________________ 
 PRINT OR TYPE NAME AND TITLE 
 
 
 
 
 
 
 
WARNING: IF YOU FAIL TO FULLY, ACCURATELY, AND COMPLETELY SUPPLY THE 

INFORMATION REQUESTED ON THIS PAGE, YOUR BID MAY BE REJECTED. 
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Bidder’s Name    

 

BIDDER DISCLOSURE STATEMENT 
N.J.S.A. 52:25-24.2 (P.L. 1977 c. 33) 

 
Failure of the bidder/respondent to submit the required information is cause for automatic rejection.  
CHECK ONE 
 
� I certify that the list below contains the names and home addresses of all stockholders holding 

10% or more of the issued and outstanding stock of the undersigned. 
     OR 
� I certify that no one stockholder owns 10% or more of the issued and outstanding stock of the 

undersigned.   
 
LEGAL NAME OF BIDDER:___________________________________________________________ 
 
Check the box that represents the type of business organization: 
 
�Partnership   �Corporation    �Sole Proprietorship 
�Limited Partnership  �Limited Liability Company  �Limited Liability Partnership 
�Subchapter S Corporation 
 
Complete if the bidder/respondent is one of the 3 types of corporations: 
 
Date Incorporated:_____________________ Where Incorporated:________________________ 
 
BUSINESS ADDRESS: 
 
 
Street Address       City  State Zip Code 
 
 

Telephone #         Fax # 
 
Pursuant to N.J.S.A. 52:25-24.2, also referred to as P.L. 1977, c. 33, no corporation or partnership shall 
be awarded any contract for the performance of any work or the furnishing of any materials or supplies, 
unless, prior to the receipt of the bid or accompanying the bid of said corporation or partnership, there is 
submitted a statement setting forth the names and addresses of all stockholders in the corporation or 
partnership who own ten (10) percent or more of its stock of any class, or of all individual partners in the 
partnership who own a ten (10) percent or greater interest therein.   Further, the Attorney General has 
concluded that the provisions of N.J.S.A. 52:25-24.2, in referring to corporations and partnerships, are 
intended to apply to all forms of business entities, including, but not limited to, corporations, limited 
partnerships, limited liability companies, limited liability partnerships, Subchapter S corporations, 
partnerships and sole proprietorships. 
 
Bidders are required to disclose whether they are a partnership, corporation, limited liability company or 
sole proprietorship. The Stockholder Disclosure Certification form shall be completed, signed and 
notarized. Failure of the bidder to submit the required information is cause for automatic rejection of the 
bid. 
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Bidder’s Name    
 

 
BIDDER DISCLOSURE STATEMENT – (Continued) 

 

N.J.S.A. 52:25-24.2, also referred to as P.L. 1977, Ch. 33, requires all corporate, limited liability and 
partnership bidders for state, county, municipal or school district contracts to submit a list of names and 
addresses of all stockholders owning 10% or more of their stock or 10% or more of the stock of the 
corporate stockholders or in the case of partnership or limited liability company, the names and 
addresses of those partners or owners owning 10% or greater interest in the partnership or limited liability 
company.  Furthermore, the Union County Board of Chosen Freeholders requires a statement from all 
Bidders, which must indicate all Principals of Bidders. 

 
You must set forth the name, home address, title and percentage of ownership of every person who is an 
owner of the bidder.  You must also set forth the business form of the bidder. 
 
II. Principals: 
 

NAME  HOME ADDRESS  TITLE  % OF OWNERSHIP 
 

1. 
 
2. 
 
3. 
 
4. 
 

If one or more of the owners of the Bidder is itself a corporation, limited liability company or partnership, 
then for that corporation, limited liability company or partnership owner you must set forth the name, 
home address, title and percentage of ownership of every person who is an owner of that corporation, 
limited liability company or partnership. 

 

NAME HOME ADDRESS  TITLE  % OF OWNERSHIP 
 
1. 
 
2. 
 
3. 
 
4. 
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Bidder’s Name    

 
SUBCONTRACTOR IDENTIFICATION STATEMENT 

LIST OF SUBCONTRACTORS 
 

This form is ONLY required for plumbing and gas fitting, steam and hot water heating and ventilating 
apparatus, steam power plants, electrical work, structural steel, ornamental iron work, and any other 
trades required to be identified by the specifications (including, but not limited, to satisfying any DPMC 
Classification requirements).   

 
 CHECK THIS BOX IF NONE OF THE ABOVE LISTED TRADES OR THOSE REQUIRED TO 

BE IDENTIFIED IN THE SPECIFICATIONS ARE TO BE USED TO PERFORM THE WORK 
 
In compliance with N.J.S.A. 40A:11-16 and the bid specifications, the undersigned hereby lists the name 
or names of the following subcontractors: 
 
Company Name:          

Address:           

Telephone:      Subcontract Amount: $     

Specific Scope of Work Subcontracted:          

            

License No.      

 
Company Name:          

Address:             

Telephone:      Subcontract Amount:  $     

Specific Scope of Work Subcontracted:          

            

License No.      

 
Company Name:          

Address:             

Telephone:      Subcontract Amount: $     

Specific Scope of Work Subcontracted:         

            

License No.      

 

IF MORE THAN THREE SUBCONTRACTORS, PLEASE COPY THIS SHEET AS NECESSARY AND 
ATTACH TO THE BID PACKAGE. 
 
 
(Continued on following page) 
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Bidder’s Name    

 
SUBCONTRACTOR IDENTIFICATION CERTIFICATION 

 
Note the law does not permit the listing of alternate subcontractors.  However, multiple subcontractors for 
the same trade are permitted to be named provided the bidder meets the following requirements: 
 
• Bidder identifies each subcontractor named for that category;  
• Bidder states the scope of work, goods and services (the portion of the work) to be performed by 

each subcontractor; and  
• Bidder provides the price quote provided by each subcontractor.   
 
The bidder is advised that any change of subcontractor(s) from ones listed herein is subject to the 
County’s approval.  Change of subcontractor(s) will be approved only if made for good cause and not as 
a result of an arbitrary purpose. 
 
The undersigned Bidder certifies and declares that the subcontractors listed above shall be used as 
subcontractors to complete certain portions of the work in this project as set forth in N.J.S.A. 40A: 11-16. 
 

               
Witness      NAME OF BIDDER 
                         
Date     

       
       ADDRESS 
        
      By:         

   ORIGINAL SIGNATURE ONLY 
             
             
 
             

PRINT NAME AND TITLE 
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Bidder’s Name:     

 

ACKNOWLEDGMENT OF ADDENDUM 

 

COUNTY OF UNION 

 

_____________________________________________  ____________________________________ 

   (Name of Construction /Public Works Project)       (Project or Bid Number) 

 

 

Pursuant to N.J.S.A. 40A:11-23.1a., the undersigned bidder, hereby acknowledges receipt of the 
following notices, revisions, or addenda to the bid advertisement, specifications or bid documents.  By 
indicating date of receipt, bidder acknowledges the submitted bid takes into account the provisions of the 
notice, revision or addendum.  Note that the County of Union’s record of notice to bidders shall take 
precedence and that failure to include provisions of changes in a bid proposal may be subject for rejection 
of the bid. 
 
Local Unit Reference Number 
or Title of Addendum/Revision 

How Received (mail, fax, pick-
up, etc.) 

Date Received 

   

   

   

   

   

   

   

   

   

   

 
ACKNOWLEDGMENT BY BIDDER: 
 
NAME OF BIDDER:   ________________________________________________________ 
 
 
ORIGINAL SIGNATURE: _____________________________________________________ 
 
PRINTED NAME AND TITLE:__________________________________________________ 
 
DATE:  ___________________________________________________________________ 
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CONTRACTOR BUSINESS REGISTRATION CERTIFICATE 
New Mandatory Requirement - Effective 1/18/2010 

  
The recently enacted P.L. 2009, c.315, requires that effective January 18, 2010; a contracting agency 
must receive proof of the bidder’s business registration prior to the award of a contract.  However, the 
proof must show that the bidder was in fact registered with the State of New Jersey Department of the 
Treasury, Division of Revenue and obtained the business registration prior to the receipt of bids.   
 
If subcontractors are named on the bid, proof of the business registration for each subcontractor must be 
provided prior to the award of bid.  Similarly to the bidder, the proof must show that each subcontractor 
was registered with the State of New Jersey Department of the Treasury, Division of Revenue and 
obtained the business registration prior to the receipt of bids.   
 
Proof of business registration shall be 

�         A copy of a Business Registration Certificate issued by the Department of the Treasury, 
Division of Revenue; or 
�         A copy of the web version provided by the NJ Division of Revenue, or 
 

Register online at www.nj.gov/treasury/revenue/taxreg.htm.  Click the “online” link and then select 
“Register for Tax and Employer Purposes or call the Division at 609-292-1730. 
Note: A NJ Certificate of Authority is not acceptable. 
  
FAILURE to submit proof of registration of the bidder or any subcontractor named on the bid prior to the 
award of a contract shall be cause to reject the bids.   
 
FAILURE of the bidder or any subcontractor named on the bid to be registered prior to the receipt of bids 
is cause for a MANDATORY REJECTION of bids.  (A NON-WAIVABLE DEFECT).  This covers 
construction work as well as non-construction bids.   
  
IN ADDITION: 
  
The contractor shall provide written notice to all subcontractors and suppliers not specifically named on 
the bid of the responsibility to register and submit proof of business registration to the contractor. The 
requirement of proof of business registration extends down through all levels (tiers) of the project. 
  
Before final payment on the contract is made by the contracting agency, the contractor shall submit an 
accurate list and the proof of business registration of each subcontractor or supplier used in the fulfillment 
of the contract, or shall attest that no subcontractors were used. 
  
For the term of the contract, the contractor and each of its affiliates and a subcontractor and each of its 
affiliates [N.J.S.A. 52:32-44(g)(3)] shall collect and remit to the Director, New Jersey Division of Taxation, 
the use tax due pursuant to the Sales and Use Tax Act on all sales of tangible personal property 
delivered into this State, regardless of whether the tangible personal property is intended for a contract 
with a contracting agency. 
  
A business organization that fails to provide a copy of a business registration as required pursuant to 
section 1 of P.L.2001,c.134 (C.52:32-44 et al.) or subsection e. or f. of section 92 of P.L.1977,c.110 
(C.5:12-92), or that provides false business registration information under the requirements of either of 
those sections, shall be liable for a penalty of $25 for each day of violation, not to exceed $50,000 for 
each business registration copy not properly provided under a contract with a contracting agency. 
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Bidder’s Name    

 
BUSINESS REGISTRATION 

Mandatory Requirement 
 
P.L. 2009, c.315, requires that effective January 18, 2010; a contracting agency must receive proof of the 
bidder’s business registration prior to the award of a contract.  However, the proof must show that the 
bidder was in fact registered with the State of New Jersey Department of the Treasury, Division of 
Revenue and obtained the business registration prior to the receipt of bids.   
 
If subcontractors are named on the bid, proof of the business registration for each must be provided prior 
to the award of a contract.  Similarly to the bidder, the proof must show that each subcontractor was 
registered with the State of New Jersey Department of the Treasury, Division of Revenue and obtained 
the business registration prior to the receipt of bids.   
 
Proof of business registration shall be: 

 A copy of a Business Registration Certificate issued by the Department of Treasury, Division of 
Revenue; or 

 A copy of the web printed version provided by the NJ Division of Revenue                                                                               

 
 

 
ATTACH BRC HERE 
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Bidder’s Name    
 
 

AFFIRMATIVE ACTION REQUIREMENT 
 

REQUIRED AFFIRMATIVE ACTION EVIDENCE 
 
General Requirements of P.L. 1975, c. 127: You are hereby put on notice that: 
 

CONSTRUCTION CONTRACTS: The successful contractor must submit within three (3) days of 
the notice of intent to award or the signing of the contract the initial project manning report 
(A.A.201).  This report should be submitted at the time the signed contract is returned to the 
County of Union.  Attention:  Affirmative Action Officer. 

 
If the successful contract does not submit the initial project manning report (A.A.201) 
within the three (3) days from the time the signed contract is returned to the County of 
Union, the County of Union WILL declare the contractor non-responsive and award the 
contract to the next lowest responsible bidder. 
 
 
 
     _______________________________ 
     NAME OF BIDDER  
 
     _______________________________ 
     ORIGINAL SIGNATURE  
 
 

       
_______________________________ 
PRINT OR TYPE NAME AND TITLE 

 
 
      _______________________________ 

DATE THIS FORM IS COMPLETED 
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EXPERIENCE STATEMENT 
 

I hereby certify that my company has performed the following private or public work, which is 
relevant to this bid.  I further certify that my company has never defaulted under any contract.  
Should you not sign this form due to prior defaults, please provide details on an attached sheet. 

 

 
 
 
 
 
 
 

 
 
 
___________________     ___________________________  
Witness      NAME OF BIDDER 
 
___________________     
Date 
       ___________________________ 
       ___________________________ 
       ___________________________ 
       ADDRESS 
 
 
 
      By: __________________________ 
       ORIGINAL SIGNATURE ONLY 
 
       ___________________________ 
 
       ___________________________ 

PRINT NAME AND TITLE  
 
 
 
 
 
YOU MAY ATTACH ADDITIONAL SHEETS, BUT YOU MUST SIGN AND WITNESS THIS SHEET. 
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Bidder’s Name    
 
 

CERTIFICATE OF BIDDER SHOWING ABILITY TO PERFORM CONTRACT 
 
 
STATE OF NEW JERSEY /   ) 
    Specify, if Other )   SS: 
COUNTY OF    ) 
 
 
I,      , of the (City, Town, Borough, etc.) of  
    State of   , of full age, being duly sworn according 
to law on my oath depose and say that: 
 
I am      of the firm of    , 

the Bidder making the proposal for the above named Project (“Contractor’), and that I executed said 

proposal with full authority to do so; and that said Contractor, pursuant to N.J.S.A. 40A:11-20, certifies 

that it owns, leases or controls all the necessary equipment required by the Plans, Specifications and 

Advertisements under this Bids are asked for. 

 

If the Bidder is not the actual owner or lessee of any such equipment, then the Bidder shall attach to this 

Certificate information identifying the source from which the equipment will be obtained, and such 

information shall be accompanied by a certificate from the owner or person in control of the equipment 

definitively granting to the Bidder the control of the equipment required during such time as may be 

necessary for the completion of that portion of the contract. 

 
      
(Also type or print name of affiant under signature) 
 
By:      
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Bidder’s Name    
 

NON-COLLUSION AFFIDAVIT 
(N.J.S.A. 52:34-15) 

 
STATE OF     )           
     ) SS:    
COUNTY OF     ) 
 
I ____________________, of the City of ___________________, in the County of ________________, 
and the State of __________________, of full age, being duly sworn according to law, on my oath 
depose and say that: I am __________________ of the firm of ______________________________, the 
bidder making the proposal for the above named project, and that I executed the said proposal for the 
above named project, and that I executed the said proposal with full authority to do so; that said bidder 
has not, directly or indirectly, entered into any agreement, participation in any collusion, or otherwise 
taken any action in restraint of free, competitive bidding in connection with the above named project; and 
that all statements contained in said proposal and in this Affidavit are true and correct, and made with full 
knowledge that the COUNTY OF UNION, NEW JERSEY relies upon the truth of the statements contained 
in said proposal and in the statements contained in the affidavit in awarding the contract for the said 
project. 
 
I further warrant that no person or selling agency has been employed or retained to solicit or secure such 
contract upon an agreement or understanding for a commission, percentage, brokerage or contingent fee, 
except bona fide employees or bonafide established commercial or selling agencies maintained by 
__________________ (N.J.S.A. 52:34-15). 
 
 
       ________________________________ 

                                   NAME OF BIDDER 
 

_________________________________ 
            ORIGINAL SIGNATURE ONLY 

 

NOTE:  The person who signed the bidder 
signature page for the bidder should sign 
this form also. 

Subscribed and sworn before me 
this _____day of _____, 200____. 
 
      
Notary Public of the State of ___________________ 
My commission expires: ______________________ 
 

 

 
 
WARNING: IF YOU FAIL TO FULLY, ACCURATELY, AND COMPLETELY FILL OUT THIS 

AFFIDAVIT OF NON-COLLUSION, YOUR BID MAY BE REJECTED. 
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Contractor Registration Advisement 
For Public Works Projects 

 
A new law, known as “The Public Works Contractor Registration Act” (P.L. 1999, c.238), became effective 
April 11, 2000.  Under the Act, no contractor/subcontractor will be permitted to bid on or engage in any 
contract for public work, as defined in Section 2 of P.L. 1963, c.150 (C:34:11-56.26), unless that 
contractor/subcontractor is registered with the New Jersey Department of Labor.  The Act provides that 
upon registration with the Department, a public works contractor/subcontractor will be issued a certificate 
by the Department indicating compliance with the Act’s requirements.  The registration fee has been set 
at $300.00 per year.  Upon the effective date of the Act, public bodies will be expected to request 
production of such a certificate from those bidding on or engaging in public works projects. 
 
It is important to note that the term “contractor,” is defined in the, Act as, “a person, partnership, 
association, joint stock company, trust, corporation or other legal business entity or successor thereof 
who enters into a contract which is subject to the provision of the “New Jersey Prevailing Wage Act,” P.L. 
1963, c.150 (C.34:11-56.25, et seq.) for the construction, reconstruction, demolition, alteration, repair or 
maintenance of a public building regularly open to and used by the general public or a public institution, 
and includes any subcontractor or lower tier subcontractor as defined herein: except that, for the 
purposes of the act, no pumping station, treatment plant or other facility associated with utility and 
environmental construction, reconstruction, demolition, alteration, repair or maintenance shall be 
regarded as a public building regularly open to and used by the general public or a public institution.” 
 
Registration forms, copies of the Act, and other relevant information can be obtained by contacting: 
 
 
 

Contractor Registration Unit 
New Jersey Department of Labor 

Division of Wage & Hour Compliance 
PO Box 389 

Trenton, New Jersey 08625-0389 
Telephone:  609-292-9464 

Fax:  609-633-8591 
E-mail:  contreg@dol.state.nj.us 
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Bidder’s Name    

 
AMERICANS WITH DISABILITIES ACT 

EQUAL OPPORTUNITY FOR INDIVIDUALS WITH DISABILITIES 
 

The contractor and the County of Union (hereafter “Owner”) do hereby agree that the provisions of Title II 
of the Americans With Disabilities Act of 1990 (the “Act”) (42 U.S.C.S12.101 et seq.), which prohibits 
discrimination on the basis of disability by public entities in all services, programs and activities provided 
or made available by public entities, and the rules and regulations promulgated pursuant thereunto, are 
made a part of this contract.  In providing any aid, benefit, or service on behalf of the Owner pursuant to 
this contract, the contractor agrees that the performance shall be in strict compliance with the Act.  In the 
event the contractor, its agents, servants, employees, or subcontractors violate or are alleged to have 
violated the Act during the performance of this contract, the contractor shall defend the Owner in any 
action or administrative proceeding commenced pursuant to this Act.  The contractor shall indemnify, 
protect, and save harmless the Owner, its agents, servants, and employees from and against any and all 
suits, claims, losses, demands, or damages of whatever kind or nature arising out of or claimed to arise 
out of the alleged violation.  The contractor shall, at its own expense, appear, defend, and pay any and all 
charges for legal services and any and all costs and other expenses arising from such action or 
administrative proceeding or incurred in connection therewith.  In any and all complaints brought pursuant 
to the Owner’s grievance procedure, the contractor agrees to abide by any decision of the Owner which is 
rendered pursuant to said grievance procedure.  If any action or administrative proceeding results in an 
award of damages against the Owner, or if the Owner incurs any expense to cure a violation of the ADA 
which has been brought pursuant to its grievance procedure, the contractor shall satisfy and discharge 
the same at its own expense. 
 
The Owner shall, as soon as practicable after a claim has been made against it, give written notice 
thereof to the contractor along with full and complete particulars of the claim.  If any action or 
administrative proceeding is brought against the Owner or any of its agents, servants, and employees, 
the Owner shall expeditiously forward or have forwarded to the contractor every demand, complaint, 
notice, summons, pleading, or process received by the Owner or its representatives. 
 
It is expressly agreed and understood that any approval by the Owner of the services provided by the 
contractor pursuant to this contract will not relieve the contractor of the obligation to comply with the Act 
and to defend, indemnify, protect, and save harmless the Owner pursuant to this paragraph. 
 
It is further agreed and understood that the Owner assumes no obligation to indemnify or save harmless 
the contractor, its agents, servants, employees and subcontractors for any claim which may arise out of 
their performance of this Agreement.  Furthermore, the contractor expressly understands and agrees that 
the provisions of this indemnification clause shall in no way limit the contractor’s obligations assumed in 
this Agreement, nor shall they be construed to relieve the contractor from any liability, nor preclude the 
Owner from taking any other actions available to it under any other provisions of this Agreement or 
otherwise at law. 
 
 
 
Name ________________________________________________ (Please print or type) 
 
Signature _____________________________________________Date ________________________ 

 

  



B-24          Rev:  07/2015                                 
 

Bidder’s Name    

 

CONTRACTOR RESPONSIBILITY CERTIFICATION 

STATE OF NEW JERSEY /   ) 

    Specify, if Other )   SS: 

COUNTY OF    ) 

 

I,      , of the (City, Town, Borough, etc.) of 

     State of   , of full age, being 

duly sworn according to law on my oath depose and say that: 

I am      of the firm of    , 

the Bidder making the proposal for the following Project (“Contractor’):   

_________________________________________________________________________, 

and that I executed said proposal with full authority to do so;  

With respect to past performance, work history, current qualifications and performance 

capabilities, I certify the following with respect to the Bidder/General Contractor and all of the 

subcontractors on this Project, I certify the following: 

a. The firms have all valid, effective licenses, registrations or certificates 
required by federal, state, county, or local law, including, but not limited to, 
licenses, registrations, certificates required to: (1) do business in the designated 
locale; and (2)  perform the contract work it seeks to perform.  These include, but 
are not limited to, licenses, registrations or certificates for any type of trade work 
or specialty work to be self-performed by Bidder and/or subcontractors. 

b.  The firms meet the bonding requirements for the contract, as required by 
applicable law or the specifications and any insurance requirements, as required 
by applicable law or the specifications, including general liability insurance, 
workers compensation insurance and unemployment insurance requirements. 

c. The firms have not been debarred by any federal, state or local 
government agency or authority in the past three (3) years. 

d. The firms have not defaulted on any project in the past three (3) years. 

e. The firms have not had any type of business, contracting or trade license, 
registration, or other certification suspended or revoked in the past three (3) 
years. 
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f. The firms have not been cited and found guilty for a willful violation of 
federal or state safety laws in the past three (3) years. 

g.  The firms and/or its owners have not been convicted of any crime relating 
to the contracting business by a final decision of a court or government agency in 
the past three (3) years. 

h.  The firms will pay all craft employees that it employs on the project the 
current wage rates and benefits as required under applicable Federal or State 
prevailing wage laws.   

i. The firms participates in an Apprenticeship Program that is currently 
registered with the USDOL, the NJDOL or any state having equal to or higher 
requirements as either the USDOL or NJDOL apprenticeship programs, for each 
craft or trade in which it apprentices. The apprenticeship program in which the 
firm participates shall have graduated at least one (1) enrollee in each of the past 
three (3) years. 

*** Proof of meeting this qualification standard shall be attached to this 
form.  Bidder shall provide proof of meeting this qualification for those 
subcontractors required to be identified either pursuant to law or the 
requirements of the specifications.   

 The firms shall continue to participate in the applicable apprenticeship 
programs for the full duration of the contract work.   

     _________________________________________ 
     Name of Bidder/General Contractor  
 

     By:     
          (Signature of Authorized Representative) 
 

Subscribed and sworn to before me  

this _______ day of ____________________, 20__. 

    

(Seal) Notary Public of New Jersey/ 

Specify Other State 

My Commission expires__________________, 20__. 

 

 

NOTE:  FAILURE TO COMPLETE AND SUBMIT THIS DOCUMENT WITH YOUR   
  PROPOSAL MAY RESULT IN A REJECTION OF YOUR BID. 
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Bidder’s Name    

 

AFFIDAVIT OF GENERAL CONTRACTOR & SUBCONTRACTOR 

OSHA COMPLIANCE 

STATE OF NEW JERSEY /   ) 

    Specify, if Other )   SS: 

COUNTY OF     ) 

 

In accordance with Union County Resolution 2014-0408 I, ___________________________, of 

the (City, Town, Borough, etc.) of _________________________________ State of 

________________, of full age, being duly sworn according to law on my oath depose and say 

that: 

1) I am       of the firm of   

 , the Bidder and General Contractor making the Proposal for the above named Project.   

2) I have executed the said Proposal with full authority to do so.   

3) Said Bidder/General Contractor and each subcontractor working on the Project have at 

least one (1) employee who has successfully completed the OSHA 10-hour construction safety 

and health course.  

4) If this Project is in excess of $500,000.00, the Bidder/General Contractor and each 

subcontractor working on the Project has at least one (1) employee who has successfully 

completed the OSHA 30-hour construction safety and health course. 

          
     Name of Bidder/General Contractor  
      

     By:     
          (Signature of Authorized Representative) 
 

 

(Continued on next page) 
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Subscribed and sworn to before me  

this ___________ day of _________________, 20___. 

 

 

    

(Seal) Notary Public of New Jersey/ 

Specify Other State 

My Commission expires__________________, 20___. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

NOTE:  FAILURE TO COMPLETE AND SUBMIT THIS DOCUMENT WITH YOUR   
  PROPOSAL MAY RESULT IN A REJECTION OF YOUR BID. 
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Bidder’s Name    
 
 

STATEMENT OF BIDDER’S QUALIFICATIONS 
 
All questions must be answered and the data given must be clear and comprehensive.  This statement 
must be notarized.  Questions may be answered on separate attached sheets.  The Bidder may submit any 
additional information it desires. 
 
 
1.             
 (Name of Bidder) 
 
2.             
 (Permanent Main Office Address) 
 
3.             
 (When Organized) 
 
4.             
 (If a Corporation, where incorporated) 
 
5. Number of years your organization has been engaged in construction or contracting business under 

present firm or trade name?           
 
6. How many years of experience in construction work has your organization had (a) as a general 

contractor? And/or (b) As a subcontractor? ___________________________________________ 
 
7. Contracts on hand: (Attach a list or table showing gross amounts of each Contract and the 

appropriate dates of completion)         
 
             
 
             
  
             
 
8. General character of work performed by you._______     ___ 
 
          ___ 
 
9. Have you ever failed to complete any work awarded to you?   _________________ 
 
           
 
10. Have you ever defaulted on a Contract?   If so, complete details, including where 

and why? 
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Bidder’s Name    

 
 

STATEMENT OF BIDDER’S QUALIFICATIONS - (continued) 
 
11. Has any officer or partner of your organization ever failed to complete a construction contract 

handled in its own name?  If so, state name of individual, name of owner, location and type of 
project, and reason for the failure to 
complete.____________________________________________________________________ 

   
 _____________________________________________________________________________ 
 
 _____________________________________________________________________________ 
 
12. List your major equipment available for this Contract.   
 
   
 
   
 
 
13. Experience in the construction work similar in importance to this Project. 
 
   
 
   
 
14. Have you had any material adverse changes from the trades as listed in NJ Notice of 

Classification within last five (5) years?  .  If so, list prior classification. 
 
15. Background and experience of the principal members of your organization, including the officers. 
 
  

Individual’s Name Present 
Position 

or Office 

Yrs. of 
Construction 

Experience 

Magnitude & 

Type of Work 

In What 

Capacity 
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16. Bank Reference. (Name, Address, Phone, Representative)  _ ________________________ 
 
17. Will you, upon request, fill out a detailed financial statement and furnish any other information that 

may be required by the proper agency?  ________________________________ 
 
18. The undersigned, hereby authorizes and requests any person, firm or corporation to furnish any 

information requested by the proper agency in verification of the responses comprising this 
Statement of Bidder’s Qualifications. 

 
17. Bidder’s telephone number, fax number and e-mail address (if applicable). 
 
 Phone   
 
 Fax   
 
 E-mail  
 

Mobile   
 
 
 

 
Dated at   this   day of __ , 20____. 
 
   
BIDDER (Signature) 
 
   
BIDDER (Print Name) 
 
Subscribed and sworn to before me  
this  _____ day of  , 20__. 
 
 
    
(Seal) Notary Public of New Jersey/ 
Specify Other State 
My Commission Expires ______, 20__. 
 
 
 
 
 
 
 
 
 
 
 
 
NOTE:   FAILURE TO COMPLETE AND SUBMIT THIS DOCUMENT WITH YOUR PROPOSAL 

MAY RESULT IN A REJECTION OF YOUR BID. 
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Bidder’s Name    
 
 

CONTRACTOR PERFORMANCE RECORD 
 

List all contracts completed by you below or provide separate form. 
 

Name of 
Owner 

Name & 
Location of 

Project: 
Type 

Of Work 

Prime or 
Sub- 
Cont. 

Engineer or
Architect in 
Charge for 

Owner 

Contract
Price (Omit 

Cost) 

Date
Completed 

Was Time* 
Extension 
Necessary 

Were Any
Penalties 
Imposed 

Were 
Liens* 
Claims 

or 
Stop 

Notice 
Filed 

 
 

        

 
 

        

 
 

        

 
 

        

 
 

        

 
 

        

 
 

        

 
 

        

 
 

        

 
 

* If answer is YES, provide explanation of details in connection with non-completion of contracts, time 
extensions, penalties imposed, labor troubles, liens, claims and notices filed against contracts listed in 
preceding item “Performance Record” on an attached sheet.   

 

 
 
 
 
 
 
 
NOTE:   FAILURE TO COMPLETE AND SUBMIT THIS DOCUMENT WITH YOUR 

PROPOSAL MAY RESULT IN A REJECTION OF YOUR BID. 
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Bidder’s Name____________________ 
 
 

CERTIFICATION 
 
The information above is true and complete to the best of my knowledge and belief. 
 
 
        
     (Name of Organization) 
 
        
     (Signature) 
 
        
     (Title) 
 
 
Subscribed and sworn to before me 
This    day of  , 20__. 
 
      
(Seal) Notary Public of New Jersey/ 
Specify Other State 
My Commission Expires ______, 20__. 
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Bidder’s Name__________________ 
 
 

AFFIDAVIT REGARDING LIST OF DEBARRED,  
SUSPENDED OR DISQUALIFIED BIDDERS 

 
 
STATE OF NEW JERSEY /   ) 
    Specify, if Other )   SS: 
COUNTY OF     ) 
 
 
I,      , of the (City, Town, Borough, etc.) of  
    State of   , of full age, being duly sworn according 
to law on my oath depose and say that: 
 
I am       of the firm of    , 
the Bidder making the Proposal for the above named Project.  I have executed the said Proposal with full 
authority to do so.  Said Bidder is not at the time of the making this bid included on the New Jersey State 
Treasurer’s or the Federal Government’s List of Debarred, Suspended or Disqualified Bidders as a result 
of action taken by any State or Federal Agency. 
 
 
          
      Name of Contractor  
 
 
     By:     
          (Signature of Authorized Representative) 
 
 
Subscribed and sworn to before me  
this  _____ day of  , 20__. 
 
 
    
(Seal) Notary Public of New Jersey/ 
Specify Other State 
My Commission Expires ______, 20__. 
 
 
 
 
 
 
NOTE:   FAILURE TO COMPLETE AND SUBMIT THIS DOCUMENT WITH YOUR   
  PROPOSAL MAY RESULT IN A REJECTION OF YOUR BID. 
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Bidder’s Name    
 

PRIOR NEGATIVE EXPERIENCE QUESTIONNAIRE  
(N.J.S.A. 40A:11-4) 

 
1. Within the past ten (10) years, have you been found, through either court adjudication, arbitration, 

mediation, or other contractually stipulated alternate dispute resolution mechanism, to have: 
failed to provide or perform goods or services; or failed to complete a contract in a timely manner; 
or otherwise performed unsatisfactorily under a prior contract with a public entity? 

 
   yes    no    If yes, please provide full, detailed explanation. 

         
         
         
         

 
2. Within the past ten (10) years, have you defaulted on a contract, thereby requiring a public entity 

to utilize the services of another contractor to provide the goods or perform the services or to 
correct or complete the contract? 

 
   yes    no    If yes, please provide full, detailed explanation. 

         
         
         
         

 
3. Within the past ten (10) years, have you defaulted on a contract, thereby requiring a public entity 

to look to your surety for completion of the contract or tender of the costs of completion? 
 
   yes    no    If yes, please provide full, detailed explanation. 

         
         
         
         
 

4.   Within the past ten (10) years, have you been debarred or suspended from contracting with any of 
the agencies or department of the executive branch of the State of New Jersey at the time of the 
contract award, where the action was based on failure to perform a contact for goods or services 
with a public entity? 

 
   yes    no    If yes, please provide full, detailed explanation. 
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Bidder’s Name_____________________ 
 
 

 PRIOR NEGATIVE EXPERIENCE CERTIFICATION 
 
 
I hereby certify that the above statements are true and accurate as of this   
day of    , 20__. 
 
 
 
      
 Name of Contractor 
 
 
By      
    (Signature of Authorized Representative) 
 
 
 
Subscribed and sworn to before me 
This    day of  , 20__. 
 
 
      
(Seal) Notary Public of New Jersey/ 
Specify Other State 
My Commission Expires ______, 20__. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
NOTE:   FAILURE TO COMPLETE AND SUBMIT THIS DOCUMENT WITH YOUR   
  PROPOSAL MAY RESULT IN A REJECTION OF YOUR BID. 
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Bidder’s Name________________ 
 

TO BE COMPLETED ONLY WHEN FINAL PAYMENT IS REQUESTED 
 
CONTRACTOR’S CERTIFICATION OF COMPLIANCE - NEW JERSEY PREVAILING WAGE ACT 
 
TO: County of Union    CONTRACT: 
 Division of Engineering 

2325 South Avenue 
 Scotch Plains, New Jersey 07076 
 
PROJECT: 
 
In accordance with the requirements of the New Jersey Prevailing Wage Act, N.J.S.A. 34:11-56 et al *, 
the undersigned contractor on the public work being performed for: 
 

COUNTY OF UNION 
 
hereby certifies that he/she has complied with the contract requirements regarding the payment of the 
minimum prevailing wages established under “The New Jersey Prevailing Wage Act”  N.J.S.A. 34:11-56 
et al.  
 
   CONTRACTOR:  __________________________________________ 
   ADDRESS:    __________________________________________ 
        __________________________________________ 
    BY:   __________________________________________ 
       ORIGINAL SIGNATURE ONLY 
 
STATE OF NEW JERSEY 
COUNTY OF ______________ 
 
Being by me duly sworn according to law, on his oath deposes  
and says that _________________is _____________________ 
of ____________________the above named contractor, and that  
the facts set forth in the above statement are true. 
 
 
Subscribed and sworn before me  
this ____day of _______, 200___. 
 
___________________________ 
 
Notary Public: __________________________ 
My Commission Expires:  _________________ 
 
*  N.J.S.A. 34:11-56.33 requires the contractor and subcontractor to file written statements with the 

public body in form satisfactory to the Commissioner certifying to the amounts then due and 
owing from such contractor and subcontractor filing such statement to any and all workmen for 
wages due on account of the public work, setting forth therein the names of the persons whose 
wages are unpaid and the amount due to each respectively.  Union County will withhold the 
amount so deducted for the benefit of the workmen whose wages are unpaid as shown by the 
verified statement filed, and will pay directly to any workman the amount shown by such 
statement to be due to him for such wages.  Such payment shall thereby discharge the obligation 
of the contractor to the person receiving such payment to the extent of the amount thereof. 
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Bidder’s Name____________________ 
 

 
UNCOMPLETED CONTRACTS AFFIDAVIT 

(To be submitted with DPMC Form 701) 
 

PURSUANT TO N.J.A.C. 17:19-2.13, BIDDER DECLARES THE FOLLOWING WITH RESPECT TO ITS 
UNCOMPLETED CONTRACTS, ON ALL WORK, FROM WHATEVER SOUCE (PUBLIC AND PRIVATE), BOTH IN 
NEW JERSEY AND FROM OTHER GOVERNMENTAL JURISDICTIONS 

     
ENTITY PROJECT 

TITLE 
ORIGINAL 

CONTRACT 
AMOUNT 

UNCOMPLETED 
AMOUNT AS OF 
BID OPENING 

DATE 

NAME AND TELEPHONE NUMBER OF 
PARTY TO BE CONTACTED FRM 

ENTITY FOR VERIFICATION 

     
     
     
     
     
     
     

 
 
TOTAL AMOUNT OF UNCOMPLETED CONTRACTS  $__________________________________ 
 
 
Sworn and Subscribed to Before me   BIDDER: 
 
This ______day of _________20___   __________________________________ 
       (Signature) 
______________________________    
Notary Public      __________________________________ 
       (Print Name) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
NOTE:   FAILURE TO COMPLETE AND SUBMIT THIS DOCUMENT WITH YOUR PROPOSAL 

MAY RESULT IN A REJECTION OF YOUR BID. 
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Bidder’s Name______________ 

 
CERTIFICATE OF INSURANCE STATEMENT 

 
The Bidder fully understands the County of Union insurance requirements as stated in the Instructions to 
Bidders as well as the Owner/Contractor Agreement and agrees to provide all insurance required by 
these documents prior to the issuance of the Notice to Proceed. 
 
 
         
     BIDDER (Signature) 
 
 
         
     BIDDER (Print Name) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
NOTE:    FAILURE TO COMPLETE AND SUBMIT THIS DOCUMENT WITH YOUR   
   PROPOSAL MAY RESULT IN A REJECTION OF YOUR BID. 
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Bidder’s Name______________ 

 
COLLECTION OF USE TAX ON SALES TO LOCAL GOVERNMENTS STATEMENT 

 
The Bidder fully understands the requirements of the use tax on sales to local governments as stated in 
the General Conditions to the Contract for Construction and the Instructions to Bidders, and agrees at all 
times to comply with the “Contractor Use Tax Collection Legislation”, as defined therein, and the terms 
relating thereto contained in the Contract Documents. 
 
 
 
         
     BIDDER (Signature) 
 
 
         
     BIDDER (Print Name) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
NOTE:   FAILURE TO COMPLETE AND SUBMIT THIS DOCUMENT WITH YOUR   
  PROPOSAL MAY RESULT IN A REJECTION OF YOUR BID. 
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Bidder’s Name__________________ 
 

 
TIME OF COMPLETION 

 
The undersigned proposed that if awarded the Contract, the scope of work will be started within ten (10) 
calendar days and will be substantially completed within 210 calendar days from the date of the notice to 
proceed.   
 
 
I,     _______ of        
    NAME (Print or type)                    COMPANY 
 
Agree to complete work in the time frame specified       
         SIGNATURE 
 
 
 
SITE VISIT – GENERAL CONTRACTOR 
 
I,      of        
    NAME (Print or type)                     COMPANY 
 
Visited the site of the work on           
         SIGNATURE 
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COUNTY OF UNION NEW JERSEY 
Division of Purchasing 

 
DISCLOSURE OF INVESTMENT ACTIVITIES IN IRAN 

 
 

Solicitation Number: _________________________ Bidder/Offeror:  ____________________ 
____________________________________________________________________________ 
 
Pursuant to Public law 2012, c. 25, any person or entity that submits a bid or proposal or otherwise 
proposes to enter into or renew a contract must complete the certification below to attest, under penalty of 
perjury, that the person or entity, or one of the person or entity’s parents, subsidiaries, or affiliates, is not 
identified on a list created and maintained by the Department of the Treasury as a person or entity 
engaging in investment activities in Iran. If the Director finds a person or entity to be in violation of the 
principles which are the subject of the law, s/he shall take action as may be appropriate and provided by 
law, rule or contract, including but not limited to, imposing sanctions, seeking compliance, recovering 
damages, declaring the party in default and seeking debarment or suspension of the person or entity. 
 
I certify, pursuant to Public Law 2012, c. 25, that the person or entity listed above for which I am 
authorized to bid/renew: 

 
�is not providing goods or services of $20,000,000 or more in the energy sector of Iran, including a 
person or entity that provides oil or liquefied natural gas tankers, or products used to construct or 
maintain pipe lines used to transport oil or liquefied natural gas, for the energy sector of Iran,  
AND 
 
�is not a financial institution that extends $20,000,000 or more in credit to another person or entity, for 45 
days or more, if that person or entity will use the credit to provide goods or services in the energy sector 
in Iran. 
 
In the event that a person or entity is unable to make the above certification because it or one of its 
parents, subsidiaries, or affiliates has engaged in the above-referenced activities, a detailed, accurate 
and precise description of the activities must be provided in part 2 below to the Division of Purchase 
under penalty of perjury. Failure to provide such will result in the proposal being rendered as non-
responsive and appropriate penalties, fines and/or sanctions will be assessed as provided by law. 

 
 
PART 2: PLEASE PROVIDE FURTHER INFORMATION RELATED TO INVESTMENT ACTIVITIES IN 
IRAN. You must provide, accurate and precise description of the activities of the bidding person/entity, or 
one of its parents, subsidiaries or affiliates, engaging in the investment activities in Iran outlined above by 
completing the boxes below. 
 
     Relationship to  
Name________________________ Bidder/Offeror_________________________________ 
 
Description of Activities_______________________________________________________ 
 
Duration of Engagement_____________________Anticipated Cessation Date____________ 
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DISCLOSURE OF INVESTMENT ACTIVITIES IN IRAN – (Continued) 
 
 
Bidder/Offeror 
Contact Name______________________________ Contact Phone Number_______________ 
 
Certification: I, being duly sworn upon my oath, hereby represent and state that the foregoing information 
and any attachments thereto to the best of my knowledge are true and complete. I attest that I am 
authorized to execute this certification on behalf of the above referenced person or entity. I acknowledge 
that Union County is relying on the information contained herein and hereby acknowledge that I am under 
a continuing obligation from the date of this certification through the completion of any contracts with the 
County to notify the County in writing of any changes to the answers of information contained herein. I 
acknowledge that I am aware that it is a criminal offense to make a false statement or misrepresentation 
in this certification, and if I do so, I recognize that I am subject to criminal prosecution under the law and 
that it will also constitute a material breach of my agreement(s) with Union County, New Jersey and that 
the County at its option may declare any contract(s) resulting from this certification void and 
unenforceable. 
 
Full Name (Print) __________________________________Signature___________________________ 
 
Title_____________________________________________Date______________________________ 
 

 
 











































































































The New Jersey Prevailing Wage Act (N.J.S.A. 34:11-56.25 et seq.) requires that the Department of Labor and Workforce 

Development establish and enforce a prevailing wage level for workers engaged in public works in order to safeguard 

their efficiency and general well being and to protect them as well as their employers from the effects of serious and 

unfair competition. 
 

Prevailing wage rates are wage and fringe benefit rates based on the collective bargaining agreements established for a 

particular craft or trade in the locality in which the public work is performed.  In New Jersey, these rates vary by county 

and by the type of work performed. 

Applicable prevailing wage rates are those wages and fringe benefits in effect on the date the contract is awarded.  All 

pre-determined rate increases listed at the time the contract is awarded must also be paid, beginning on the dates specified.  

Rates that have expired will remain in effect until new rates are posted.  

Prevailing Wage Rate

The prevailing wage rate for each craft will list the effective date of the rate and the following information: 

W = Wage Rate per Hour B = Fringe Benefit Rate per Hour* T = Total Rate per Hour

* Fringe benefits are an integral part of the prevailing wage rate.  Employers not providing such benefits must 

pay the fringe benefit amount directly to the employee each payday.  Employers providing benefits worth 

less than the fringe benefit amount must pay the balance directly to the employee each payday.

Unless otherwise stated in the Prevailing Wage Rate Determination, the fringe benefit rate for overtime 

hours remains at the straight time rate.

When the Overtime Notes in the Prevailing Wage Rate Determination state that the overtime rates are 

"inclusive of benefits," the benefit rate is increased by the same factor as the wage rate (i.e. multiplied by 

1.5 for time and one-half, multiplied by 2 for double time, etc.).

Apprentice Rate Schedule 

An “apprentice” is an individual who is registered with the United States Department of Labor - Office of Apprenticeship  

and enrolled in a certified apprenticeship program during the period in which they are working on the public works 

project.

The apprentice wage rate is a percentage of the journeyman wage rate, unless otherwise indicated.  The apprentice benefit 

rate is the full journeyman benefit rate, unless otherwise indicated.

If there is no apprentice rate schedule listed, the individual must be paid at least the journeyman rate even if that 

individual is in a certified apprentice program for that trade.

If there is no ratio of apprentices to journeymen listed for a particular craft, then the ratio shall be one (1) apprentice to 

every four (4) journeymen.

STATE OF NEW JERSEY 

Department of Labor and Workforce Development

Division of Wage and Hour Compliance - Public Contracts Section

PO Box 389 

Trenton, NJ 08625-0389

PREVAILING WAGE RATE DETERMINATION
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Comments/Notes

For each craft listed there will be comments/notes that cover the definition of the regular workday, shift differentials, 

overtime, recognized holidays, and any other relevant information. 

Public Works Contractor Registration

The Public Works Contractor Registration Act (N.J.S.A. 34:11-56.48, et seq.) requires that all contractors, 

subcontractors, or lower tier subcontractors who are working on or who bid on public works projects register with the 

Department of Labor and Workforce Development.  Applications are available at www.nj.gov/labor  (click on Wage & 

Hour and then go to Registration & Permits).

Pursuant to N.J.S.A. 34:11-56.51: 

No contractor shall bid on any contract for public work as defined in section 2 of P.L.1963, c. 150 

(C.34:11-56.26) unless the contractor is registered pursuant to this act. No contractor shall list a 

subcontractor in a bid proposal for the contract unless the subcontractor is registered pursuant to P.L.1999, 

c.238 (C.34:11-56.48 et seq.) at the time the bid is made.  No contractor or subcontractor, including a 

subcontractor not listed in the bid proposal, shall engage in the performance of any public work subject to the 

contract, unless the contractor or subcontractor is registered pursuant to that act.

Snow Plowing 

Snow plowing contracts are not subject to the New Jersey Prevailing Wage Act or the Public Works Contractor 

Registration Act.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Air Conditioning & Refrigeration - Service and Repair PREVAILING WAGE RATE

03/19/15

Journeyman (Mechanic) W36.18

B21.10

T57.28

Expiration Date: 02/29/2016

Craft:   Air Conditioning & Refrigeration - Service and Repair APPRENTICE RATE SCHEDULE

As Shown

Wage and Bene

Mo. 1-3 Mo. 4-12 2nd Year 3rd Year 4th Year 5th Year Wage = % of Jnymn Wage

50% 55% 60% 65% 75% 85% Bene = % of Jnymn Bene

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

APPRENTICE RATE SCHEDULE FOR THOSE APPRENTICES ENTERING PROGRAM AFTER 3-1-13:

INTERVAL                                        PERIOD AND RATES

As Shown                    1st Year      2nd Year       3rd Year       4th Year      5th Year                Wage =% of Jnymn Wage

Wage and Benefit         40%              50%               60%             70%           80%                    Bene. =% of Jnymn Wage

Craft:   Air Conditioning & Refrigeration - Service and Repair COMMENTS/NOTES

THESE RATES MAY BE USED FOR THE FOLLOWING: 

- Service/Repair/Maintenance Work to EXISTING facilities.

- Replacement or Installation of air conditioning and refrigeration equipment when the combined tonnage does not exceed 

15 tons for refrigeration, or 25 tons for air conditioning.

- Replacement or Installation of "packaged" or "unitary" rooftop-type units when the combined tonnage of the units does 

not exceed 75 tons.

NOTE: These rates may NOT be used for any work in new construction (including work on new additions).

The regular workday shall consist of 8 hours, starting between 6:00 AM and 10:00 AM, Monday through Friday.

SHIFT DIFFERENTIALS:

- The second and third shifts shall be paid an additional 15% of the hourly rate.

- All shifts must run for a minimum of 5 consecutive days.

OVERTIME:

Hours worked in excess of 8 per day or before or after the regular workday, that are not shift work, and all hours on 

Saturday shall be paid at time and one-half the hourly rate, inclusive of benefits.  All hours on Sunday and holidays shall be 

paid at double the hourly rate, inclusive of benefits.  

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Veterans' Day, 

Thanksgiving Day, Christmas Day.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Boilermaker PREVAILING WAGE RATE

01/09/15

Foreman W45.00

B40.02

T85.02

General Foreman W47.00

B41.00

T88.00

Journeyman W41.00

B38.42

T79.42

Expiration Date: 12/31/2015

Craft:   Boilermaker APPRENTICE RATE SCHEDULE

1000 Hours

Benefit  =

65% 70% 75% 80% 85% 90% 95%

32.33 33.20 34.08 34.94 35.82 36.69 37.55

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - *

* 1 apprentice will be allowed for the first 5 journeymen, 1 apprentice for the next 10 journeymen and 1 apprentice for each 

succeeding 20 journeymen up to a maximum of 5 apprentices per contractor on any one job.

Craft:   Boilermaker COMMENTS/NOTES

HIGH WORK: All apprentices working on the erection, repair, or dismantling of smoke stacks, standpipes, or water towers 

shall be paid the Journeyman rate.

The regular workday shall consist of 8 hours, between 8:00 AM and 4:30 PM.

SHIFT DIFFERENTIALS:

- The second shift shall work 7½ hours and receive 8 hours pay, at a rate equal to the regular hourly rate plus 10%.  

- The third shift shall work 7 hours and receive 8 hours pay, at a rate equal to the regular hourly rate plus 20%. 

- For "Municipal Water Works" projects only, the following shall apply: Two, four day, 10 hour shifts may be worked at 

straight time Monday through Thursday. The day shift shall work four days, at 10 hours, for 10 hours pay. The second shift 

shall work four days, at nine and a half hours, for 10 hours pay, plus 10% the hourly rate for new work and .25 cents on 

repair work. Friday may be used as a make-up day at straight time, due to weather conditions, hoilday or any other 

circumstances beyond the employer's control.

OVERTIME:

- Hours in excess of 8 per day, Monday through Friday, and all hours on  Saturdays shall be paid at time and one -half the 

hourly rate.  All hours on  Sundays and holidays (except Labor Day) shall be paid at double the hourly  rate.  All hours on 

Labor Day shall be paid at four times the hourly rate.

- If any other craft employed by the same contractor, or a subcontractor thereof, receives double time in lieu of time and 

one-half, then the Boilermaker shall receive double time in lieu of time and one-half.

- For "Municipal Water Works" projects only, the following shall apply: Four 10 hour days may be worked Monday through 
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Thursday at straight time. Friday may be used as a make-up day for a day lost to inclement weather, holiday or other 

conditions beyond the control of the employer. Overtime shall be paid for any hours that exceed 10 hours per day or 40 

hours per week.

RECOGNIZED HOLIDAYS: New Year's Day, Washington's Birthday, Memorial Day, July 4th, Labor Day, Presidential 

Election Day, Veterans' Day,  Thanksgiving Day, Christmas Day.  Sunday holidays observed the following  Monday.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Boilermaker - Minor Repairs PREVAILING WAGE RATE

01/09/15

Foreman W30.29

B16.17

T46.46

General Foreman W30.79

B16.17

T46.96

Mechanic W28.79

B16.17

T44.96

Expiration Date: 12/31/2015

Craft:   Boilermaker - Minor Repairs COMMENTS/NOTES

NOTE: These rates apply to MINOR REPAIR WORK ONLY (repair work in  the field for which the contract amount does 

not exceed $20,000.00).

 

OVERTIME:

Hours in excess of 8 per day, Monday through Friday, and all hours on Saturdays shall be paid at time and one -half the 

hourly rate.  All hours on Sundays and holidays (except Labor Day) shall be paid at double the hourly rate.  All hours on 

Labor Day shall be paid at four times the hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Washington's Birthday, Good Friday, Memorial Day, July 4th, Labor Day, 

Presidential Election Day, Thanksgiving Day, day after Thanksgiving, Christmas Day.  Saturday holidays observed the 

preceding Friday, Sunday holidays observed the

following Monday.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Bricklayer, Stone Mason PREVAILING WAGE RATE

05/01/15

Deputy Foreman W41.25

B29.83

T71.08

Foreman W44.25

B29.83

T74.08

Journeyman W38.25

B29.83

T68.08

Expiration Date: 04/30/2016

Craft:   Bricklayer, Stone Mason APPRENTICE RATE SCHEDULE

6 Months

Benefits

40% 50% 55% 60% 65% 70% 75% 80%

3.72 4.65 5.12 5.58 19.73 21.04 22.35 23.65

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:5

Craft:   Bricklayer, Stone Mason COMMENTS/NOTES

The regular workday shall consist of 8 hours, between 6:00 AM and 4:30 PM.

SHIFT DIFFERENTIALS:

- When a 2 shift schedule (including a day shift) is established, the first, or day shift, shall be  established on an 8 hour 

basis.  The second shift shall be established on an 8 hour basis, and receive the regular rate plus 15%, inclusive of 

benefits.

- When a three shift schedule is established, the first shift shall be established on an 8 hour basis, the second shift on a 

7.5 hour basis, and the third shift on a 7 hour basis.  The first shift shall receive the regular hourly rate, the second shift 

shall receive the regular rate plus 15%, inclusive of benefits, and the third shift shall receive the regular rate plus 20%, 

inclusive of benefits.

- When there is no day shift, and a second or third shift is established, it shall be established on an 8 hour basis.  The 

second shift shall receive the regular rate plus 15%, inclusive of benefits, and the third shift shall receive the regular rate 

plus 20%, inclusive of benefits.

OVERTIME:

- The first 2 hours in excess of 8 per day, or before or after the regular workday that are not shift work,  Monday through 

Friday, shall be paid at time and one-half the regular rate, inclusive of benefits. Any additional overtime shall be paid at 

double the  regular rate, inclusive of benefits.  The first 10 hours on Saturday shall be paid at  time and one -half the 

regular rate, inclusive of benefits.  Any additional overtime shall be paid at  double the  regular rate, inclusive of benefits . 

All hours on Sundays and holidays shall be paid at double  the regular rate, inclusive of benefits.

- Saturday may be used as a make-up day for hours lost to inclement weather.

- When Bricklayers/Stone Masons work on Saturday with Laborers, and no other crafts are working on the project for the 

day, benefits may be paid at straight time. If other crafts are present, the applicable overtime rate for benefits shall be paid. 
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential Election 

Day, Veterans' Day, Thanksgiving  Day, Christmas Day.  Sunday holidays will be observed the following Monday.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Carpenter PREVAILING WAGE RATE

05/12/15 11/01/15

Foreman W51.22

B28.68

T79.90

W0.00  

B0.00  

T80.42

Journeyman W44.54

B24.94

T69.48

W0.00  

B0.00  

T70.73

Expiration Date: 04/30/2016

Craft:   Carpenter APPRENTICE RATE SCHEDULE

6 Months

Benefit

40% 45% 50% 55% 60% 65% 70% 75% 85% 95%

56% of Appren tice Wage Rate for all intervals

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Carpenter COMMENTS/NOTES

FOREMAN REQUIREMENTS:

- When there are 2 or more Carpenters on a job, 1 shall be designated as a Foreman.

- When there are 21 or more Carpenters on a job, 2 shall be designated as Foremen.

The regular workday shall consist of 8 hours, starting between 7:00 AM and 9:00 AM.

SHIFT DIFFERENTIALS:

- When a 2 shift schedule (including a day shift) is established, the day shift shall be established on an 8 hour basis.  The 

second shift shall be established on an 8 hour basis, and receive the regular rate plus 15%, inclusive of benefits.

- When a three shift schedule is established, the first shift shall be established on an 8 hour basis, the second shift on a 

7.5 hour basis, and the third shift on a 7 hour basis.  The first shift shall receive the regular hourly rate, the second shift 

shall receive the regular rate plus 15% and the third shift shall receive the regular rate plus 20%, inclusive of benefits.

- When there is no day shift, and a second or third shift is established, it shall be established on an 8 hour basis.  The 

second shift shall receive the regular rate plus 15% and the third shift shall receive the regular rate plus 20%, inclusive of 

benefits.

OVERTIME:

- All hours in excess of 8 per day, or before or after an established shift that are not shift work, and all hours on Saturdays 

shall be paid at time and one-half the hourly rate, inclusive of benefits.  All hours on Sundays and holidays shall be paid at 

double the hourly rate, inclusive of benefits.

- Four 10-hour days may be worked, Monday to Thursday, at straight time. Friday may be used as a make -up day for a 

day lost due to inclement weather.  If Friday is not a make-up day, all hours on Friday shall be paid at time and one-half 

the hourly rate, inclusive of benefits.

                                                                                                                        

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential Election 
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Day, Veterans' Day, Thanksgiving Day, Christmas Day.  Sunday holidays observed the following Monday.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Carpenter - Resilient Flooring PREVAILING WAGE RATE

05/12/15

Foreman W51.22

B28.68

T79.90

Journeyman W44.54

B24.94

T69.48

Expiration Date: 10/31/2015

Craft:   Carpenter - Resilient Flooring APPRENTICE RATE SCHEDULE

6 Months

Benefit

40% 45% 50% 55% 60% 65% 70% 75% 85% 95%

56% of  Appren tice Wage Rate for all intervals

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - *

* 1 apprentice shall be allowed to every 2 journeymen or major fraction therof.  No more than 3 apprentices on any one job 

or project.

Craft:   Carpenter - Resilient Flooring COMMENTS/NOTES

FOREMAN REQUIREMENTS:

- On any job where there are 4 or more Carpenters of Resilient Flooring, 1 must be designated a Foreman.

FOR SYNTHETIC  TURF INSTALLATION ONLY:

- The rate shall be 90% of the wage and benefit rate.

The regular workday consists of 8 hours, starting between 6:00 AM and 9:00 AM.

SHIFT DIFFERENTIALS:

- When a 2 shift schedule (including a day shift) is established, the day shift, shall be established on an 8 hour basis.  The 

second shift shall be established on an 8 hour basis, and receive the regular wage rate plus 15%.

- When a three shift schedule is established, the first shift shall be established on an 8 hour basis, the second shift on a 

7.5 hour basis, and the third shift on a 7 hour basis.  The first shift shall receive the regular wage rate, the second shift 

shall receive the regular wage rate plus 15% and the third shift shall receive the regular wage rate plus 20%.

- When there is no day shift, and a second or third shift is established, it shall be established on an 8 hour basis.  The 

second shift shall receive the regular wage rate plus 15% and the third shift shall receive the regular wage rate plus 20%.

OVERTIME:

- Hours in excess of 8 per day or 40 per week, or before or after the regular workday, Monday through Friday, shall be paid 

at time and one-half the wage rate.  Saturday may be used as a make-up day, at straight time, up to 8 hours, for hours lost 

to reasons beyond the control of the employer, up to a total of 40 hours per week; hours in excess of 8 on Saturday shall 

then be paid at time and one-half the wage rate.  If Saturday is not a make-up day, all hours on Saturday shall be paid at 

time and one-half the wage rate.  All hours on Sundays and holidays shall be paid at double the wage rate.

- Four 10-hour days may be worked, Monday to Thursday, at straight time.  Friday may be used as a make -up day for 

hours lost to reasons beyond the control of the employer.  If Friday is not a make -up day, all hours on Friday shall be paid 

at time and one-half the wage rate.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

                                                                                                                        

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential Election 

Day, Veterans' Day, Thanksgiving Day, Christmas Day.  Sunday holidays will be observed the following Monday.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Cement Mason PREVAILING WAGE RATE

See "Bricklayer, Stone Mason" Rates

Expiration Date: 

Craft:   Cement Mason APPRENTICE RATE SCHEDULE

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Cement Mason COMMENTS/NOTES

***See "Bricklayer, Stone Mason" Rates***
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Diver PREVAILING WAGE RATE

05/01/15

Diver W54.84

B42.32

T97.16

Tender W42.88

B42.32

T85.20

Expiration Date: 11/01/2015

Craft:   Diver COMMENTS/NOTES

NOTE: All dive crews must consist of a Tender, a Diver, and a standby Diver (standby Diver is the same rate as a Diver).

DEPTH & PENETRATION RATES: Divers shall be paid the following depth and penetration rates, in addition to the regular 

hourly rate, when applicable:

    AIR DIVES:                                               MIXED GAS DIVES:

         0-59 feet: No additional wage                   0-74 feet: No additional wage

       60-74 feet: + $0.25 per foot                     75-125 feet: + $1.00 per foot

       5-125 feet: + $0.78 per foot                   126-200 feet: + $2.00 per foot

   126-200 feet: + $1.60 per foot

       PENETRATION DIVES: 

            126-200 feet: + $1.50 per foot

            201-275 feet: + $1.75 per foot

            276-350 feet: + $2.00 per foot

            351-425 feet: + $2.50 per foot

OVERTIME:

Hours in excess of 8 per day, Monday through Friday, and all hours on Saturdays shall be paid at time and one -half the 

hourly rate.  All hours on Sundays and holidays shall be paid at double the hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Veterans' Day, 

Presidential Election Day, Thanksgiving Day, Christmas Day.  Veterans' Day may be switched with the day after 

Thanksgiving.
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PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Dockbuilder PREVAILING WAGE RATE

05/01/15

Foreman W49.57

B42.32

T91.89

Foreman

(Concrete Form Work)

W49.57

B34.48

T84.05

Journeyman W43.10

B42.32

T85.42

Journeyman

(Concrete Form Work)

W43.10

B34.48

T77.58

Expiration Date: 11/01/2015

Craft:   Dockbuilder APPRENTICE RATE SCHEDULE

Yearly

Benefit

17.24 21.55 28.02 34.48

28.90 for all intervals Concrete Form 

Work

Only 

-Ben.

= 23.65 for all intervals

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - *

* When there are 4 or fewer Dockbuilders on a job, no more than 1 may be an apprentice.  When there are 5 or more 

Dockbuilders, there may be 1 apprentice for every 5 Dockbuilders.

Craft:   Dockbuilder COMMENTS/NOTES

CREOSOTE HANDLING:

When handling creosote products on land piledriving, floating marine construction, and construction of wharves, the 

worker shall receive an additional $0.25 per hour.

HAZARDOUS WASTE WORK:

- Hazardous waste removal work on a state or federally designated hazardous waste site where Level A, B, or C personal 

protection is required: an additional 20% of the hourly rate, per hour.

- Hazardous waste removal work in Level D, or where personal protection is not required: an additional $1.00 per hour.

CERTIFIED WELDER: When required on the job by the project owner, a Certified Welder shall receive an additional $1.00 

per hour.

FOREMAN REQUIREMENTS:

The first Dockbuilder on the job shall be designated a Foreman.

OVERTIME:

Hours in excess of 8 per day, Monday through Friday, and all hours on Saturdays shall be paid at time and one-half the 
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

hourly rate.  All hours on Sundays and holidays shall be paid at double the hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Veterans' Day, 

Presidential Election Day, Thanksgiving Day, Christmas Day.  Veterans' Day may be switched with the day after 

Thanksgiving.
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PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Drywall Finisher PREVAILING WAGE RATE

05/04/15 05/01/16 05/01/17

Foreman W41.80

B22.60

T64.40

W43.05

B22.60

T65.65

W44.30

B22.60

T66.90

General Foreman W43.70

B22.60

T66.30

W44.95

B22.60

T67.55

W46.20

B22.60

T68.80

Journeyman W38.00

B22.60

T60.60

W39.25

B22.60

T61.85

W40.50

B22.60

T63.10

Expiration Date: 04/30/2018

Craft:   Drywall Finisher APPRENTICE RATE SCHEDULE

4 Months

Benefits

30% 40% 50% 60% 70% 75% 80% 85% 90%

Intervals 1 to 3 = 9.85 Intervals 4 to 6 = 12.28 Intervals 7 to 9 = 14.95

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Drywall Finisher COMMENTS/NOTES

The regular workday shall consist of 8 hours between 7:00 AM and 5:30 PM.

SHIFT DIFFERENTIALS:

- The second shift shall receive an additional 10% of the hourly rate, per hour, and the third shift shall receive an additional 

15% of the hourly rate, per hour.

- When 3 shifts are worked, the second shift shall receive 8 hours pay for 7.5 hours of work, and the third shift shall 

receive 8 hours pay for 7 hours of work.

- Shift work must run for a minimum of 5 consecutive workdays.

OVERTIME:

- Hours in excess of 8 per day, Monday through Friday, and all hours on   Saturdays shall be paid at time and one -half the 

regular rate, inclusive of   benefits.  All hours on Sundays and holidays shall be paid at double the   regular rate, inclusive 

of benefits.

- Saturday or Sunday may be used to make up a day lost to inclement weather, at straight time.

RECOGNIZED HOLIDAYS: New Year's Day, Memorial Day, July 4th, Labor  Day, Presidential Election Day, Veterans' Day, 

Thanksgiving Day, Christmas Day.  Saturday holiday observed the preceding Friday. Sunday holiday observed the 

following Monday.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Electrician PREVAILING WAGE RATE

06/02/15 05/30/16 05/29/17 05/28/18

Cable Splicer W57.52

B32.88

T90.40

W58.71

B33.74

T92.45

W60.08

B34.53

T94.61

W61.52

B35.35

T96.87

Foreman W58.56

B33.47

T92.03

W59.77

B34.34

T94.11

W61.17

B35.15

T96.32

W62.64

B35.98

T98.62

Journeyman W52.29

B29.90

T82.19

W53.37

B30.67

T84.04

W54.62

B31.39

T86.01

W55.93

B32.13

T88.06

Expiration Date: 05/31/2019

Craft:   Electrician APPRENTICE RATE SCHEDULE

Yearly

Benefit

40% 49% 58% 68% 80% of Jour neyman Wage Rate

40% 49% 58% 68% 80% of Jour neyman Benefit Rate

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 2:3

Craft:   Electrician COMMENTS/NOTES

THESE RATES ALSO APPLY TO THE FOLLOWING:

-All burglar and fire alarm work.

-All fiber optic work.

-Teledata work in new construction.

-Teledata work involving 16 Voice/Data Lines or more.

The regular workday shall be 8 hours, between 8:00 AM and 4:30 PM.

FOREMAN REQUIREMENTS:

- On any job where there are 1 to 10 Journeymen electricians, 1 shall be designated a Foreman.

SHIFT DIFFERENTIALS:

- Shift work must run for a minimum of 5 consecutive workdays.

- 2nd Shift (4:30 PM to 12:30 AM) shall receive 8 hours pay for 7.5 hours work + an additional 10% of the regular rate, per 

hour,  inclusive of benefits.

- 3rd Shift (12:30 AM to 8:00 AM) shall receive 8 hours pay for 7 hours work + an additional 15% of the regular rate, per 

hour, inclusive of benefits.

OVERTIME:

Hours in excess of 8 per day, or outside of the regular workday, Monday through Friday, and all hours on Saturdays, shall 

be paid at time and one-half the regular rate, inclusive of benefits.  All hours on Sundays and holidays shall be paid at 

double the regular rate, inclusive of benefits.
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RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential Election 

Day, Veterans' Day, Thanksgiving Day, Christmas Day.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Electrician - Teledata (15 Voice/Data Lines & Less) PREVAILING WAGE RATE

12/04/14

Master 

Technician/General 

Foreman

(31+ Workers on Job)

W49.84

B28.49

T78.33

Senior Technician/Lead 

Foreman

(21-30 Workers on Job)

W45.62

B26.08

T71.70

Technician A/Foreman

(11-20 Workers on Job)

W43.71

B24.99

T68.70

Technician B/Working 

Foreman

(4-10 Workers on Job)

W41.79

B23.89

T65.68

Technician C/Journeyman

(1-3 Workers on Job)

W38.34

B21.92

T60.26

Expiration Date: 11/01/2015

Craft:   Electrician - Teledata (15 Voice/Data Lines & Less) APPRENTICE RATE SCHEDULE

6 Months

Benefits

19.20 20.48 22.62 25.18 28.16 30.72 33.71 36.70

7.96 8.49 9.38 10.44 11.68 12.74 13.98 15.22

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 2:3

Craft:   Electrician - Teledata (15 Voice/Data Lines & Less) COMMENTS/NOTES

APPRENTICE RATE SCHEDULE FOR THOSE APPRENTICES ENTERING PROGRAM AFTER 10-31-14:

INTERVAL                           PERIOD AND RATES

6 Months    17.07    18.35    20.48    23.04    26.03    28.59    31.58    34.56

Benefits      7.08       7.61       8.49     9.56      10.79    11.86    13.09    14.33

NOTES: 

- These rates are for service, maintenance, moves, and/or changes affecting 

15 Voice/Data (teledata) lines or less.  These rates may NOT be used for any teledata work in new construction (including 

additions) or any fiber optic work.

- The number of Teledata workers on the jobsite is the determining factor for  which Foreman category applies .

The regular workday shall be 8 hours, between 8:00 AM and 4:30 PM.

SHIFT DIFFERENTIALS:
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

- Shift work must run for a minimum of 5 consecutive workdays.

- 2nd Shift (4:30 PM to 12:30 AM) shall receive 8 hours pay for 7.5 hours work + an additional 10% of the regular rate, per 

hour,  inclusive of benefits.

- 3rd Shift (12:30 AM to 8:00 AM) shall receive 8 hours pay for 7 hours work + an additional 15% of the regular rate, per 

hour, inclusive of benefits.

OVERTIME:

Hours in excess of 8 per day, or outside of the regular workday, Monday through Friday, and all hours on Saturdays, shall 

be paid at time and one-half the regular rate, inclusive of benefits.  All hours on Sundays and holidays shall be paid at 

double the regular rate, inclusive of benefits.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential Election 

Day, Veterans' Day, Thanksgiving Day, Christmas Day.
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PREVAILING WAGE RATE DETERMINATION
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Craft:   Electrician - Teledata (16 Instruments & More) PREVAILING WAGE RATE

See "Electrician" Rates

Expiration Date: 

Craft:   Electrician - Teledata (16 Instruments & More) COMMENTS/NOTES

***See ELECTRICIAN Rates***
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Craft:   Electrician- Outside Commercial PREVAILING WAGE RATE

06/02/14

Cable Splicer W56.56

B31.92

T88.48

Certified Welder W53.99

B30.46

T84.45

Equipment Operator W51.42

B29.01

T80.43

Foreman (1-10 

Journeyman workers on 

job)

W57.59

B32.49

T90.08

Foreman (11-20 

Journeyman workers on 

job)

W59.13

B33.37

T92.50

General Foreman (21-30 

Journeyman workers on 

job)

W60.67

B34.23

T94.90

General Foreman (31-60 

Journeyman workers on 

job)

W65.82

B37.13

T102.95

Groundman W30.85

B17.41

T48.26

Journeyman 

Lineman/Technician

W51.42

B29.01

T80.43

Sub-Foreman W57.59

B32.49

T90.08

Expiration Date: 06/01/2015

Craft:   Electrician- Outside Commercial APPRENTICE RATE SCHEDULE

1000 Hours

Benefits

60% 65% 70% 75% 80% 85% 90%

55.95% of Journey man wage + $.01

PERIOD AND RATESINTERVAL
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PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Electrician- Outside Commercial COMMENTS/NOTES

APPRENTICE RATE SCHEDULE AS OF 6-2-14:

INTERVAL                   PERIOD AND RATES

1000 Hours    60%      65%      70%      75%      80%      85%      90%

Benefits          56.41% of Journeyman wage  + $.01

* FOR UTILITY WORK PLEASE SEE STATEWIDE RATES

The regular worday shall be 8 hours, between 8:00 AM and 4:30 PM.

FOREMAN REQUIREMENTS:

On jobs where there are 4 Journeymen, one shall be a Foreman. The following number of Foreman, General Foreman,

Assistant General Foreman and Sub-Foreman shall be required with respect to number of Journeymen on site:

4-10 Journeymen ( 1 Foreman)

11-20 Journeymen (1 Foreman and 1 Sub-Foreman)

21-30 Journeymen (1 Foreman and 2 Sub-Foremen)

SHIFT DIFFERENTIALS:

 Shift work must run for a minimum of 5 consecutive workdays.

 2nd Shift (4:30 PM to 12:30 AM): 8 hrs. pay for 7.5 hrs. work + an additional 10% of the regular rate, inclusive of

benefits.

 3rd Shift (12:30 AM to 8:00 AM): 8 hrs. pay for 7 hrs. work + an additional 15% of the regular rate per hour, inclusive

benefits.

OVERTIME:

Hours in excess of 8 per day, or outside of the regular workday, Monday through Friday, and all hours on Saturdays,

shall be paid at time and one-half the regular rate, inclusive of benefits. All hours on Sundays and holidays shall be 

paid at double the regular rate, inclusive of benefits.

RECOGNIZED HOLIDAYS:

New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential Election Day, Veterans' Day, 

Thanksgiving Day and Christmas Day.
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Craft:   Electrician-Utility Work (North) PREVAILING WAGE RATE

Rates are located in the "Statewide" rate package

Expiration Date: 

Craft:   Electrician-Utility Work (North) APPRENTICE RATE SCHEDULE

6 Months

Benefits

60% 65% 70% 75% 80% 85% 90%

62.5% of Appren tice Wage Rate for all intervals

PERIOD AND RATESINTERVAL

Craft:   Electrician-Utility Work (North) COMMENTS/NOTES

Electrician-Utility Work (North) rates are located in the "Statewide" rate package.
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Craft:   Electrician-Utility Work (South) PREVAILING WAGE RATE

Rates are located in the "Statewide" rate package

Expiration Date: 

Craft:   Electrician-Utility Work (South) APPRENTICE RATE SCHEDULE

6 Months

Benefits

26.27 28.46 30.65 32.84 35.03 37.22 39.41

21.83 23.08 24.32 25.57 26.81 28.06 29.32

PERIOD AND RATESINTERVAL

Craft:   Electrician-Utility Work (South) COMMENTS/NOTES

Electrician-Utility Work (South) rates are located in the "Statewide" rate package.
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Craft:   Elevator Constructor PREVAILING WAGE RATE

03/27/15 03/17/16 03/17/17 03/17/18

Journeyman W59.55

B38.02

T97.57

W60.96

B39.77

T100.73

W62.64

B41.56

T104.20

W64.48

B43.36

T107.84

Expiration Date: 03/16/2019

Craft:   Elevator Constructor APPRENTICE RATE SCHEDULE

Yearly

Benefits

26.62 32.75 38.71 44.66

30.23 31.32 32.81 34.30

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:1

Craft:   Elevator Constructor COMMENTS/NOTES

The regular workday shall consist of either 7 or 8 hours to be established at the beginning of the project, between 7:00 AM 

and 4:30 PM.

OVERTIME:

  For all hours worked before or after the regular workday, Monday through Friday, and all hours on Saturday and Sunday , 

shall be paid at double the hourly rate. Holiday pay is one days wages (8 hours) plus double the hourly rate for all hours 

worked. 

RECOGNIZED HOLIDAYS: New Year's Day, Presidents'  Day, Good Friday, Memorial Day, July 4th, Labor Day, Columbus 

Day, Veterans' Day, Thanksgiving Day and the day after, Christmas Day. Saturday holidays shall be observed on the 

previous Friday and Sunday holidays shall be observed on the following Monday.
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Craft:   Elevator Modernization & Service PREVAILING WAGE RATE

03/27/15 03/17/16 03/17/17 03/17/18

Journeyman W46.92

B36.46

T83.38

W47.91

B38.17

T86.08

W49.14

B39.91

T89.05

W50.49

B41.66

T92.15

Expiration Date: 03/16/2019

Craft:   Elevator Modernization & Service APPRENTICE RATE SCHEDULE

Yearly

Benefits

26.62 25.81 30.50 35.19

30.16 30.47 31.80 33.13

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:1

Craft:   Elevator Modernization & Service COMMENTS/NOTES

MODERNIZATION (addition, replacement, refurbishing, relocation, or changes in design or appearance, of elevator 

equipment in existing buildings):

- The regular workday consists of 8 hours, between 7:00 AM and 4:30 PM.

- Overtime:

Hours in excess of 8 per day, or before or after the regular workday, Monday through Friday, and all hours on Saturday 

and Sunday shall be paid at time and one-half the hourly rate. Holiday pay is one days wages (8 hours) plus time and 

one-half the hourly rate for all hours worked.

SERVICE (repair or replacement of parts for the purpose of maintaining elevator equipment in good operating condition):

- The regular workday consists of 8 hours, between 6:00 AM and 6:00 PM.

- Overtime:

Hours in excess of 8 per day, or before or after the regular workday, Monday  through Friday, and all hours on Saturday 

shall be paid at time and one-half   the hourly rate.  All hours on Sunday and holidays shall be paid at double the hourly 

rate.    

RECOGNIZED HOLIDAYS (Modernization and Service): New Year's Day, Presidents' Day, Good Friday, Memorial Day, 

July 4th, Labor Day, Columbus Day, Veterans' Day, Thanksgiving Day and the day after, Christmas Day. Saturday holidays 

shall be observed on the previous Friday and Sunday holidays shall be observed on the following Monday.
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Craft:   Glazier PREVAILING WAGE RATE

06/11/15 05/01/16

Foreman W46.50

B22.65

T69.15

W0.00  

B0.00  

T70.65

General Foreman W48.50

B22.89

T71.39

W0.00  

B0.00  

T72.89

Journeyman W42.50

B22.17

T64.67

W0.00  

B0.00  

T66.17

Expiration Date: 04/30/2017

Craft:   Glazier APPRENTICE RATE SCHEDULE

4 Months

Benefits

30% 40% 50% 60% 70% 75% 80% 85% 90%

Intervals 1 to 3 = 6.51 Intervals 4 to 6 = 9.33 Intervals 7 to 9 = 11.67

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Glazier COMMENTS/NOTES

APPRENTICE RATE SCHEDULE FOR THOSE APPRENTICES ENTERING PROGRAM AS OF 5-1-14:

INTERVAL                PERIOD AND RATES

6 Months         50%    55%         60%     65%            70%    75%          80%    90%

Benefits          8.10     8.10        10.34    10.34         11.51  11.51        14.62   14.62

Hazard/Height Pay: +$1.00 per hour

FOREMAN REQUIREMENTS:

- When there are 4 or more Glaziers on a job, 1 must be designated a Foreman.

- When there are 15 or more Glaziers on a job, 1 must be designated a General Foreman.

The regular workday shall consist of 8 hours, between 7:00 AM and 5:30 PM, Monday to Friday.

SHIFT DIFFERENTIALS:

- The second shift shall receive an additional 10% of the hourly rate, per hour, and the third shift shall receive an additional 

15% of the hourly rate, per hour.

- When 3 shifts are worked, the second shift shall receive 8 hours pay for 7.5 hours of work, and the third shift shall 

receive 8 hours pay for 7 hours of work.

OVERTIME:

Hours in excess of 8 per day, or before or after the regular workday Monday through Friday, and all hours on Saturdays 

shall be paid at time and one-half the regular rate.  All hours on Sundays and holidays shall be paid at double the regular 
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rate.

RECOGNIZED HOLIDAYS: New Year's Day, Memorial Day, July 4th, Labor Day, General Election Day, Veterans' Day, 

Thanksgiving Day, Christmas Day. Saturday holiday observed the preceding Friday. Sunday holiday observed the 

following Monday.
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Craft:   Heat & Frost Insulator PREVAILING WAGE RATE

09/19/14

Foreman W51.52

B28.42

T79.94

General Foreman W54.07

B29.53

T83.60

Journeyman W50.24

B27.86

T78.10

Expiration Date: 09/18/2015

Craft:   Heat & Frost Insulator APPRENTICE RATE SCHEDULE

Yearly

Benefits

23.27 27.59 33.35 39.16

16.96 20.03 21.99 23.76

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:3

Craft:   Heat & Frost Insulator COMMENTS/NOTES

NOTE: These rates apply to the installing of insulation on hot and cold mechanical systems.

The regular workday shall be 8 hours between 8:00 AM and 4:30 PM.

SHIFT DIFFERENTIAL:

- Shift work must run for a minimum of 5 consecutive workdays.

- Second Shift shall work 7.5 hours and receive 8 hours pay, at the regular rate, plus 25% per hour.

- Third Shift shall work 7 hours and receive 8 hours pay, at the regular rate, plus 30%  per hour. 

OVERTIME: 

 The first 2 hours in excess of 8 per day, hours outside of the regular workday Monday through Friday that are not shift 

work, and the first 10 hours on Saturday, shall be paid at time and one -half the regular rate, inclusive of benefits.  All hours 

in excess of 10 per day, and all hours on Sunday and holidays (except Labor Day) shall be paid at double the regular rate , 

inclusive of benefits.  All hours on Labor Day shall be paid at triple the regular rate, inclusive of benefits.

RECOGNIZED HOLIDAYS: New Year's Day, President's  Day, Memorial Day, July 4th, Labor Day, Veterans' Day, 

Presidential Election Day, Thanksgiving Day and Christmas Day.  Sunday holidays observed the following Monday.
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Craft:   Heat & Frost Insulator - Asbestos Worker PREVAILING WAGE RATE

09/19/14

Asbestos Worker/Firestop W25.68

B9.25

T34.93

Foreman W51.52

B28.42

T79.94

Expiration Date: 09/18/2015

Craft:   Heat & Frost Insulator - Asbestos Worker APPRENTICE RATE SCHEDULE

SEE HEAT & FROST INSULAT

OR

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:3

Craft:   Heat & Frost Insulator - Asbestos Worker COMMENTS/NOTES

NOTE: These rates  apply only to the removal of insulation materials /asbestos from mechanical systems, including 

containment erection and demolition, and placing material in appropriate containers.

The regular workday shall be 8 hours between 8:00 AM and 4:30 PM.

SHIFT DIFFERENTIALS:

- Shift work must run for a minimum of 5 consecutive workdays.

- The second shift shall work 7.5 hours and receive 8 hours pay at the regular rate, plus 25% per hour.  

- The third shift shall work 7 hours and receive 8 hours pay at the regular rate, plus 30% per hour.

OVERTIME: The first 2 hours in excess of 8 per day, hours outside of the regular workday Monday through Friday that are 

not shift work, and the first 10 hours on Saturday, shall be paid at time and one -half the regular rate, inclusive of benefits.  

All hours in excess of 10 per day, and all hours on Sunday and holidays (except Labor Day) shall be paid at double the 

regular rate, inclusive of benefits.  All hours on Labor Day shall be paid at triple the regular rate, inclusive of benefits.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Veterans' Day, 

Presidential Election Day, Thanksgiving Day and  Christmas Day.  Sunday holidays observed the following Monday.
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Craft:   Ironworker PREVAILING WAGE RATE

07/09/15

* Rod /Fence Foreman W41.24

B42.27

T83.51

* Rod/Fence  Journeyman W38.24

B42.27

T80.51

Structural Foreman W44.29

B42.77

T87.06

Structural Journeyman W41.29

B42.77

T84.06

Expiration Date: 06/30/2016

Craft:   Ironworker APPRENTICE RATE SCHEDULE

6 Months 50% 60% Yearly 70% 80% 90%

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Ironworker COMMENTS/NOTES

* EXPIRATION DATE FOR ROD/FENCE FOREMAN AND ROD/FENCE JOURNEYMAN IS 12-31-15.

HAZARDOUS WASTE WORK: On hazardous waste removal work on a state or federally designated hazardous waste 

site where the Ironworker is required to wear Level A,B, or C personal protection:  + $3.00 per hour

The regular workday consists of 8 hours between 6:00 AM and 4:30 PM.

FOREMAN REQUIREMENTS:

When there are 2 or more Ironworkers on a job, 1 shall be designated a Foreman. 

SHIFT DIFFERENTIALS:

 - When a 2 shift schedule is established, the first, or day shift , shall be established on an 8 hour basis .The second shift 

shall be established on an 8 hour basis, and receive the regular rate plus 15%.

 - When a three shift  schedule is established, the first shift  shall be established on an 8 hour basis, the second shift on a 

7.5 hour basis, and the third shift on a 7 hour basis. The first shift shall receive the regular hourly rate, the second shift 

shall receive  the regular rate plus 15%, and the third shift shall receive the regular rate plus 20%.

 - When there is no day shift, and a second or third shift is established, it shall be established on an 8 hour basis.

 - When an irregular shift is established for 5 consecutive days, the rate shall be paid at the regular rate and benefit rate , 

with no wage premium included.  When an irregular shift  is established for less than 5 days, the rate shall be paid at the 

regular rate plus 15%.
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OVERTIME:

- All hours in excess of 8 per day, or before or after an established shift that are not shift work, and all hours on Saturday , 

shall be paid at time and one-half the regular rate, inclusive of benefits. All hours on Sunday and holidays shall be paid at 

double the hourly rate, inclusive of benefits.  Saturday may be used as a make -up day for a day lost  to inclement weather. 

If Saturday is not a make-up day, all hours on Saturday shall be paid at time and one-half  the hourly rate, inclusive of 

benefits.     

- Four 10-hour days may be worked, Monday to Thursday, at straight time. Friday may be used as a make -up day for a 

day lost to inclement weather. If Friday is not a make-up day, all hours on Friday shall be paid at  time and one-half  the 

hourly rate, inclusive of benefits.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day,  Presidential Election 

Day, Veterans Day, Thanksgiving Day, Christmas Day.
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Craft:   Laborer - Asbestos & Hazardous Waste Removal PREVAILING WAGE RATE

12/17/14

Foreman W38.00

B16.20

T54.20

Journeyman (Handler) W36.00

B16.20

T52.20

Expiration Date: 07/31/2015

Craft:   Laborer - Asbestos & Hazardous Waste Removal APPRENTICE RATE SCHEDULE

Yearly

Benefits

27.96 28.66 29.72 31.84

16.15 for all intervals

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - *

* Ratio of apprentices to journeymen shall not be more than one apprentice for the first journeyman and no more than (1) 

apprentice for each additional three (3) journeymen.

Craft:   Laborer - Asbestos & Hazardous Waste Removal COMMENTS/NOTES

NOTE: These rates apply to work in connection with Asbestos, Radiation, Hazardous Waste, Lead, Chemical, Biological, 

Mold Remediation and Abatement.

The regular workday shall be 8 hours between 6:00 AM and 6:00 PM.

OVERTIME:

- Hours in excess of 8 per day, Monday through Saturday, and all hours on Sunday and holidays shall be paid at time and 

one-half the regular rate. 

- When the owner (Public Body) mandates that work is to be performed on Sunday, those hours may be worked at straight 

time, up to 8 hours per day, up to 40 hours per week.

- Benefits on ALL overtime hours shall be paid at straight time.

RECOGNIZED HOLIDAYS: New Year's Day, President's Day, Good Friday, Easter, Memorial Day, July 4th, Labor Day, 

Presidential Election Day, Veterans' Day, Thanksgiving Day, Christmas Day.
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Craft:   Laborer - Building PREVAILING WAGE RATE

05/04/15

Class A Journeyman W30.65

B25.22

T55.87

Class B Journeyman W30.15

B25.22

T55.37

Class C Journeyman W25.63

B25.22

T50.85

Foreman W34.48

B25.22

T59.70

General Foreman W38.31

B25.22

T63.53

Expiration Date: 04/30/2016

Craft:   Laborer - Building APPRENTICE RATE SCHEDULE

6 Months

Benefit

60% 70% 80% 90%

21.97 21.97 21.97 21.97

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - *

* Ratio of apprentices to journeymen shall not be more than one apprentice for the first journeyman and no more than (1) 

apprentice for each additional three (3) journeymen.

Craft:   Laborer - Building COMMENTS/NOTES

CLASS A: Specialist laborer including mason tender or concrete pour crew;  scaffold builder (scaffolds up to 14 feet in 

height); operator of forklifts, Bobcats (or equivalent machinery), jack hammers, tampers, motorized tampers and 

compactors, vibrators, street cleaning machines, hydro demolition equipment, riding motor buggies, conveyors, burners; 

and nozzlemen on gunite work.

CLASS B: Basic laborer - includes all laborer work not listed in Class A or Class C.

CLASS C: Janitorial-type light clean-up work associated with the TURNOVER of a project, or part of a project, to the 

owner.   All other clean-up work is Class B.

The regular workday shall be 8 hours between 6:00 AM and 6:00 PM.

SHIFT DIFFERENTIALS:

- Shift work must run for a minimum of 5 consecutive workdays.

-  When a 2-shift schedule is worked, including a day shift, both shifts shall be establised on the basis of 8 hours pay for 8 

hours worked. The second shift shall receive the regular rate plus an additional 10%.
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- When a 3-shift schedule is worked, the day shift shall be established on the basis of 8 hours pay for 8 hours worked, the 

second shift shall be established on the basis of 8 hours pay for 7.5 hours worked, and the third shift shall be established 

on the basis of 8 hours pay for 7 hours worked. The day shift shall receive the regular rate, the second shift shall receive 

the regular rate plus an additional 10%, and the third shift shall receive the regular rate plus an additional 15%.

- When a second or third shift is worked with no day shift, the second or third shift shall be established on the basis of 8 

hours pay for 8 hours worked. The second shift shall receive the regular rate plus an additional 10%, and the third shift 

shall receive the regular rate plus an additional 15%.

OVERTIME:

- Hours in excess of 8 per day, or outside the regular workday that are not shift work, Monday through Friday, and all hours 

on Saturdays shall be paid at time and one-half the regular rate. Saturday may be used as a make-up  day (paid at straight 

time) for a day lost to inclement weather, or for a holiday that is observed during the work week, Monday through Friday . 

All hours on Sundays and holidays shall be paid at double the regular rate.

- Four 10-hour days may be worked Monday to Thursday, at straight time, with Friday used a make -up day for a day lost to 

inclement weather.  If Friday is not a make-up day, all hours on Friday shall be paid at time and one-half the regular rate.

- Benefits on ALL overtime hours shall be paid at time and one-half.

RECOGNIZED HOLIDAYS: New Year's Day, Washington's Birthday, Memorial Day, July 4th, Labor Day, Presidential 

Election Day, Veterans' Day,  Thanksgiving Day, Christmas Day. Sunday holidays observed the following  Monday.
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Craft:   Laborer - Heavy & General PREVAILING WAGE RATE

Rates are located in the

"Statewide" rate package

Expiration Date: 

Craft:   Laborer - Heavy & General APPRENTICE RATE SCHEDULE

1000 Hours

Benefit

60% 70% 80% 90%

18.03 for all intervals

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - *

* No more than 1 apprentice for the first journeyman and no more than 1 apprentice for each additional 3 journeymen.

Craft:   Laborer - Heavy & General COMMENTS/NOTES

Heavy & General Laborer rates are located in the "Statewide" rate package.
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Craft:   Millwright PREVAILING WAGE RATE

05/01/15

Foreman W51.72

B29.52

T81.24

Journeyman W44.97

B25.74

T70.71

Expiration Date: 10/31/2015

Craft:   Millwright APPRENTICE RATE SCHEDULE

6 Months

Benefits

40% 45% 50% 55% 60% 65% 70% 75% 85% 95%

56% of Appren tice Wage Rate for all intervals + $.55

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Millwright COMMENTS/NOTES

FOREMAN REQUIREMENTS:

- When there are 2 or more Millwrights on a job, 1 shall be designated as a Foreman.

- When there are 21 or more Millwrights on a job, 2 shall be designated as Foremen.

The regular workday shall consist of 8 hours, starting between 7:00 AM and 9:00 AM.

SHIFT DIFFERENTIALS:

- When a 2 shift schedule (including a day shift) is established, the day shift shall be established on an 8 hour basis.  The 

second shift shall be established on an 8 hour basis, and receive the regular rate plus 15%, inclusive of benefits.

- When a three shift schedule is established, the first shift shall be established on an 8 hour basis, the second shift on a 

7.5 hour basis, and the third shift on a 7 hour basis.  The first shift shall receive the regular hourly rate, the second shift 

shall receive the regular rate plus 15% and the third shift shall receive the regular rate plus 20%, inclusive of benefits.

- When there is no day shift, and a second or third shift is established, it shall be established on an 8 hour basis.  The 

second shift shall receive the regular rate plus 15% and the third shift shall receive the regular rate plus 20%, inclusive of 

benefits.

OVERTIME:

- All hours in excess of 8 per day, or before or after an established shift that are not shift work, and all hours on Saturdays 

shall be paid at time and one-half the hourly rate, inclusive of benefits.  All hours on Sundays and holidays shall be paid at 

double the hourly rate, inclusive of benefits.

- Four 10-hour days may be worked, Monday to Thursday, at straight time. Friday may be used as a make -up day for a 

day lost due to inclement weather.  If Friday is not a make-up day, all hours on Friday shall be paid at time and one-half 

the hourly rate, inclusive of benefits.

                                                                                                                        

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential Election 

Page 39 of 697/9/2015



NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Day, Veterans' Day, Thanksgiving Day, Christmas Day.  Sunday holidays will be observed the following Monday.
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Craft:   Operating Engineer PREVAILING WAGE RATE

Rates are located in the

"Statewide" rate package

Expiration Date: 

Craft:   Operating Engineer APPRENTICE RATE SCHEDULE

Yearly 60% 70% 80% 90%

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - *

* 1 apprentice for each piece of heavy equipment.  At least 10 pieces of heavy equipment or a minimum of 5 Operating 

Engineers must be on site.

Craft:   Operating Engineer COMMENTS/NOTES

Operating Engineer rates are located in the "Statewide" rate package.
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Craft:   Operating Engineer - Field Engineer PREVAILING WAGE RATE

Rates are located in the

"Statewide" rate package

Expiration Date: 

Craft:   Operating Engineer - Field Engineer APPRENTICE RATE SCHEDULE

Yearly

Yearly

70% 75% of Rod/ Chainman Wage

80% 90% Transit/ Instrument man Wage

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - *

* No more than 1 Field Engineer Apprentice per Survey Crew.

Craft:   Operating Engineer - Field Engineer COMMENTS/NOTES

Operating Engineer - Field Engineer rates are located in the "Statewide" rate package.
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Craft:   Painter - Bridges PREVAILING WAGE RATE

05/22/15 05/01/16 05/01/17

Foreman W56.38

B25.67

T82.05

W58.63

B25.67

T84.30

W61.13

B25.67

T86.80

General Foreman W58.38

B25.67

T84.05

W60.63

B25.67

T86.30

W63.13

B25.67

T88.80

Journeyman W51.38

B25.67

T77.05

W53.63

B25.67

T79.30

W56.13

B25.67

T81.80

Expiration Date: 01/31/2019

Craft:   Painter - Bridges APPRENTICE RATE SCHEDULE

6 Months

Benefits

40% 50% 60% 70% 80% 90%

Intervals 1 to 2 = 8.88 Intervals 3 to 4 = 10.81 Intervals 5 to 6 = 13.48

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Painter - Bridges COMMENTS/NOTES

These rates apply to: All bridges that span waterways, roadways, railways and canyons. All tunnels, overpasses, viaducts 

and all appurtenances.

FOREMEN REQUIREMENTS:

- When there are 4 or more Painters on a job, 1 shall be designated a Foreman.

- When there are 15 or more Painters on a job, 1 shall be designated a General Foreman.

The regular workday shall consist of 8 hours between 7:00 AM and 5:30 PM.

SHIFT DIFFERENTIALS:

- The second shift shall receive an additional 10% of the hourly rate, per hour, and the third shift shall receive an additional 

15% of the hourly rate, per hour.

OVERTIME:

- Hours in excess of 8 per day, Monday through Friday, and all hours on Saturdays and Sundays shall be paid at time and 

one-half the regular rate.  All hours on  holidays shall be paid at double the regular rate.

- Saturday or Sunday may be used to make up a day lost to inclement weather, at straight time.

- Four 10-hour days may be worked, at straight time, Monday through Friday.

RECOGNIZED HOLIDAYS: New Year's Day, President's Day,  Memorial Day, July 4th, Labor Day, Presidential Election 

Day, Veterans' Day, Thanksgiving Day, Christmas Day. Saturday holiday observed the preceding Friday. Sunday holiday 

observed the following Monday.
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Craft:   Painter - Line Striping PREVAILING WAGE RATE

07/09/15

Foreman (Charge Person) W34.80

B15.28

T50.08

Helper (1st Year) W27.33

B14.97

T42.30

Helper (2nd Year) W28.38

B15.05

T43.43

Helper (3rd Year) W30.53

B15.11

T45.64

Journeyman W34.30

B15.28

T49.58

Expiration Date: 11/30/2015

Craft:   Painter - Line Striping COMMENTS/NOTES

OVERTIME:

  Hours in excess of 8 per day, Monday through Saturday, and all hours on 

  Sundays and holidays shall be paid at time and one-half the hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Veterans Day, 

Thanksgiving Day and Christmas Day. Veterans Day may be substituted for the day after Thanksgiving .
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Craft:   Painter - New Construction PREVAILING WAGE RATE

06/30/15 05/01/16 05/01/17

Foreman W41.54

B22.35

T63.89

W42.91

B22.35

T65.26

W44.39

B22.35

T66.74

General Foreman W45.31

B22.81

T68.12

W46.81

B22.81

T69.62

W48.43

B22.81

T71.24

Journeyman W37.76

B21.90

T59.66

W39.01

B21.90

T60.91

W40.36

B21.90

T62.26

Expiration Date: 04/30/2018

Craft:   Painter - New Construction APPRENTICE RATE SCHEDULE

4 Months

Benefits

30% 40% 50% 60% 70% 75% 80% 85% 90%

Intervals 1 to 3 = 8.00 Intervals 4 to 6 = 10.00 Intervals 7 to 9 = 11.00

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Painter - New Construction COMMENTS/NOTES

APPRENTICE RATE SCHEDULE FOR THOSE APPRENTICES ENTERING PROGRAM ON 5-1-14:

INTERVAL                       PERIOD AND RATES

6 Months      40%     45%      55%      65%     70%      75%       80%     90%

Benefits        8.00     8.00      10.00    10.00    11.00    11.00     14.00   14.00

Spraying, sandblasting, lead abatement, work on tanks or stacks, work performed above 3 stories or 30 feet in height, or 

using swing scaffolds requires an additional 10% of the wage rate.

FOREMEN REQUIREMENTS:

- When there are 4 or more Painters on a job, 1 shall be designated a Foreman.

- When there are 15 or more Painters on a job, 1 shall be designated a General Foreman.

The regular workday shall consist of 8 hours between 7:00 AM and 5:30 PM.

SHIFT DIFFERENTIALS:

- The second shift shall receive an additional 10% of the hourly rate, per hour, and the third shift shall receive an additional 

15% of the hourly rate, per hour.

OVERTIME:

- Hours in excess of 8 per day, or before or after the regular workday, Monday through Friday, and all hours on Saturdays  

shall be paid at time and one-half the regular rate.  All hours on Sundays and  holidays shall be paid at double the regular 
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rate.

- Saturday or Sunday may be used to make up a day lost to inclement weather, at straight time.

- Four 10-hour days may be worked, at straight time, Monday through Friday.

RECOGNIZED HOLIDAYS: New Year's Day, President's Day, Memorial Day, July 4th, Labor Day, General Election Day, 

Veterans' Day, Thanksgiving Day, Christmas Day.
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Craft:   Painter - Repainting PREVAILING WAGE RATE

06/30/15 05/01/16 05/01/17

Foreman W31.41

B18.45

T49.86

W32.79

B18.45

T51.24

W34.17

B18.45

T52.62

General Foreman W34.27

B18.45

T52.72

W35.77

B18.45

T54.22

W37.39

B18.45

T55.84

Journeyman W28.56

B18.45

T47.01

W29.81

B18.45

T48.26

W31.16

B18.45

T49.61

Expiration Date: 04/30/2018

Craft:   Painter - Repainting APPRENTICE RATE SCHEDULE

SEE PAINTER

-

NEW CONSTR

UC

TION

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Painter - Repainting COMMENTS/NOTES

NOTE: These rates may only be used on jobs where no major alterations occur, and where not more than 3 other trades 

are present on the job, but may NOT, under any circumstances, be used for work on bridges, stacks, elevated tank, or 

generating stations.

Spraying, sandblasting, lead abatement, work on tanks or stacks, work performed above 3 stories or 30 feet in height, or 

using swing scaffolds requires an additional 10% of the wage rate.

FOREMEN REQUIREMENTS: 

- When there are 4 or more Painters on a job, 1 shall be designated a Foreman.

- When there are 15 or more Painters on a job, 1 shall be designated a General Foreman.

OVERTIME:

- Hours in excess of 8 per day and 40 per week shall be paid at time and one-half the regular rate.  

- Four 10-hour days may be worked, at straight time, Monday through Sunday.

RECOGNIZED HOLIDAYS: New Year's Day,  President's Day, Memorial Day, July 4th, Labor Day, General Election Day, 

Veterans' Day, Thanksgiving Day, Christmas Day.
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Craft:   Painter- Containment PREVAILING WAGE RATE

05/22/15 05/01/16 05/01/17

Journeyman W32.93

B22.92

T55.85

W35.18

B22.92

T58.10

W37.68

B22.92

T60.60

Expiration Date: 01/31/2019

Craft:   Painter- Containment COMMENTS/NOTES

NOTE: These rates shall require no painting, but used in a supporting capacity only, such as wrapping, boxing, fencing, 

etc. on tanks.

The regular workday shall consist of 8 hours between 7:00 AM and 5:30 PM.

SHIFT DIFFERENTIALS:

- The second shift shall receive an additional 10% of the hourly rate, per hour, and the third shift shall receive an additional 

15% of the hourly rate, per hour.

OVERTIME:

- Hours in excess of 8 per day, Monday through Friday, and all hours on Saturdays and Sundays shall be paid at time and 

one-half the regular rate.  All hours on  holidays shall be paid at double the regular rate..

RECOGNIZED HOLIDAYS: New Year's Day President's Day, Memorial Day, July 4th, Labor Day, Presidential Election 

Day, Veterans' Day, Thanksgiving Day, Christmas Day.  Saturday holiday observed the preceding Friday. Sunday holiday 

observed the following Monday.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Painter-Elevated Water Tanks PREVAILING WAGE RATE

05/22/15 05/01/16 05/01/17

Foreman W46.17

B22.92

T69.09

W48.42

B22.92

T71.34

W50.92

B22.92

T73.84

General Foreman W48.17

B22.92

T71.09

W50.42

B22.92

T73.34

W52.92

B22.92

T75.84

Journeyman W41.17

B22.92

T64.09

W43.42

B22.92

T66.34

W45.92

B22.92

T68.84

Expiration Date: 01/31/2019

Craft:   Painter-Elevated Water Tanks APPRENTICE RATE SCHEDULE

SEE PAINTER BRIDGES

PERIOD AND RATESINTERVAL

Craft:   Painter-Elevated Water Tanks COMMENTS/NOTES

These rates apply to: All new and repaint elevated water tanks (interior and exterior).

FOREMEN REQUIREMENTS:

- When there are 4 or more Painters on a job, 1 shall be designated a Foreman.

- When there are 15 or more Painters on a job, 1 shall be designated a General Foreman.

The regular workday shall consist of 8 hours between 7:00 AM and 5:30 PM.

SHIFT DIFFERENTIALS:

- The second shift shall receive an additional 10% of the hourly rate, per hour, and the third shift shall receive an additional 

15% of the hourly rate, per hour.

OVERTIME:

- Hours in excess of 8 per day, Monday through Friday, and all hours on Saturdays and Sundays shall be paid at time and 

one-half the regular rate.  All hours on  holidays shall be paid at double the regular rate.

- Saturday or Sunday may be used to make up a day lost to inclement weather, at straight time.

- Four 10-hour days may be worked, at straight time, Monday through Friday.

RECOGNIZED HOLIDAYS: New Year's Day,  President's Day, Memorial Day, July 4th, Labor Day, Presidential Election 

Day, Veterans' Day, Thanksgiving Day, Christmas Day.  Saturday holiday observed the preceding Friday. Sunday holiday 

observed the following Monday.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Painter-Structural Steel PREVAILING WAGE RATE

05/22/15 05/01/16 05/01/17

Foreman W45.12

B23.26

T68.38

W47.37

B23.26

T70.63

W49.87

B23.26

T73.13

General Foreman W47.12

B23.26

T70.38

W49.37

B23.26

T72.63

W51.87

B23.26

T75.13

Journeyman W40.12

B23.26

T63.38

W42.37

B23.26

T65.63

W44.87

B23.26

T68.13

Expiration Date: 01/31/2019

Craft:   Painter-Structural Steel APPRENTICE RATE SCHEDULE

SEE PAINTER BRIDGES

PERIOD AND RATESINTERVAL

Craft:   Painter-Structural Steel COMMENTS/NOTES

These rates apply to: All work in power plants (any aspect). On steeples, on dams, on hangers, transformers, substations, 

etc. and on open steel, whether new or repaint. All new work (excluding traditional commercial painting work) in refineries , 

tank farms, water/sewerage treatment facilities and on pipelines.

FOREMEN REQUIREMENTS:

- When there are 4 or more Painters on a job, 1 shall be designated a Foreman.

- When there are 15 or more Painters on a job, 1 shall be designated a General Foreman.

The regular workday shall consist of 8 hours between 7:00 AM and 5:30 PM.

SHIFT DIFFERENTIALS:

- The second shift shall receive an additional 10% of the hourly rate, per hour, and the third shift shall receive an additional 

15% of the hourly rate, per hour.

OVERTIME:

- Hours in excess of 8 per day, Monday through Friday, and all hours on Saturdays and Sundays shall be paid at time and 

one-half the regular rate.  All hours on  holidays shall be paid at double the regular rate.

- Saturday or Sunday may be used to make up a day lost to inclement weather, at straight time.

- Four 10-hour days may be worked, at straight time, Monday through Friday.

RECOGNIZED HOLIDAYS: New Year's Day,  President's Day, Memorial Day, July 4th, Labor Day, Presidential Election 

Day, Veterans' Day, Thanksgiving Day, Christmas Day.  Saturday holiday observed the preceding Friday. Sunday holiday 

observed the following Monday.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Paperhanger - New Construction PREVAILING WAGE RATE

06/30/15 05/01/16 05/01/17

Foreman W42.51

B21.44

T63.95

W43.83

B21.44

T65.27

W45.32

B21.44

T66.76

Journeyman W38.65

B22.01

T60.66

W39.85

B22.01

T61.86

W41.20

B22.01

T63.21

Expiration Date: 04/30/2018

Craft:   Paperhanger - New Construction APPRENTICE RATE SCHEDULE

4 Months

Benefits

30% 40% 50% 60% 70% 75% 80% 85% 90%

Intervals 1 to 3 = 8.00 Intervals 4 to 6 = 10.00 Intervals 7 to 9 = 11.00

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Paperhanger - New Construction COMMENTS/NOTES

APPRENTICE RATE SCHEDULE FOR THOSE APPRENTICES ENTERING PROGRAM ON 5-1-14:

INTERVAL                       PERIOD AND RATES

6 Months      40%     45%      55%      65%     70%      75%       80%     90%

Benefits        8.00     8.00      10.00    10.00    11.00    11.00     14.00   14.00

FOREMEN REQUIREMENTS:

- When there are 4 or more Paperhangers on a job, 1 shall be designated a Foreman.

The regular workday shall consist of 8 hours between 7:00 AM and 5:30 PM.

SHIFT DIFFERENTIALS:

- The second shift shall receive an additional 10% of the hourly rate, per hour, and the third shift shall receive an additional 

15% of the hourly rate, per hour.

OVERTIME:

- Hours in excess of 8 per day, Monday through Friday, and all hours on Saturdays shall be paid at time and one -half the 

regular rate.  All hours on Sundays and holidays shall be paid at double the regular rate.

- Saturday or Sunday may be used to make up a day lost to inclement weather, at straight time.

- Four 10-hour days may be worked, at straight time, Monday through Friday.

RECOGNIZED HOLIDAYS: New Year's Day,  President's Day, Memorial Day, July 4th, Labor Day, General Election Day, 

Veterans' Day, Thanksgiving Day, Christmas Day.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Paperhanger - Renovation PREVAILING WAGE RATE

06/30/15 05/01/16 05/01/17

Foreman W32.21

B18.53

T50.74

W33.58

B18.53

T52.11

W35.06

B18.53

T53.59

Journeyman W29.28

B18.53

T47.81

W30.53

B18.53

T49.06

W31.88

B18.53

T50.41

Expiration Date: 04/30/2018

Craft:   Paperhanger - Renovation APPRENTICE RATE SCHEDULE

SEE PAPER- HANGER NEW CONSTR

UC

TION

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Paperhanger - Renovation COMMENTS/NOTES

NOTE: These rates may only be used on jobs where no major alterations occur, and where not more than 3 other trades 

are present on the job, but may NOT, under any circumstances, be used for work on bridges, stacks, elevated tanks, or 

generating stations.

FOREMEN REQUIREMENTS: 

- When there are 4 or more Paperhangers on a job, 1 shall be designated a Foreman.

OVERTIME:

- Hours in excess of 8 per day and 40 per week shall be paid at time and one-half the regular rate.  

- Four 10-hour days may be worked, at straight time, Monday through Sunday.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Pipefitter PREVAILING WAGE RATE

05/01/15

Foreman W50.42

B38.67

T89.09

Journeyman W46.67

B35.80

T82.47

Expiration Date: 04/30/2016

Craft:   Pipefitter APPRENTICE RATE SCHEDULE

Yearly

Benefit

35% 45% 55% 65% 75%

76.5%   of Appren tice Wage Rate + .10 cents

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:5

Craft:   Pipefitter COMMENTS/NOTES

FOREMAN REQUIREMENTS:

- When there are 2 or more Journeyman Pipefitters on a job, 1 shall be designated a Foreman.

- There shall be a Foreman for every 8 Journeyman Pipefitters on a job.

The regular workday shall be 8 hours between 7:00 AM and 3:30 PM.

SHIFT DIFFERENTIAL:

- 2nd Shift (3:30 PM-11:30 PM) shall work 7.5 hours and receive 8 hours pay at the regular rate, plus 25% per hour.

- 3rd Shift (11:30 PM-7:00 AM) shall work 7 hours and receive 8 hours pay at the regular rate, plus 30% per hour.

OVERTIME:

- All hours worked in excess of 8 per day, Monday through Friday, and all hours worked on Saturday, shall be paid at time 

and one-half, inclusive of benefits.  All hours on Sunday and holidays shall be paid at double time, inclusive of benefits.  

- By mutual agreement, employees may work four 10-hour days, Monday to Thursday, at straight time rate. Friday may be 

used as a make-up day for a day lost to inclement weather, and may be paid at straight time.  If Friday is not a make -up 

day, the first 8 hours shall be paid at time and one-half, inclusive of benefits; hours in excess of 8 shall be paid at double 

time, inclusive of benefits.

SHIFT DIFFERENTIAL (Maintenance Work Only):

- 2nd Shift (3:30 PM-11:30 PM) shall work 7.5 hours and receive 8 hours pay at the regular rate, plus 10% per hour.

- 3rd Shift (11:30 PM-7:00 AM) shall work 7 hours and receive 8 hours pay at the regular rate, plus 15% per hour.

OVERTIME (Maintenance Work Only):  

- All hours in excess of 8 per day, Monday through Saturday, shall be paid at time and one -half, inclusive of benefits.  All 

hours on Sundays and holidays shall be paid at double time, inclusive of benefits.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

NOTE: Maintenance work is work to repair, restore, or improve the efficiency of existing facilities.  This does NOT apply to 

ANY new construction. 

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential Election 

Day, Veterans' Day, Thanksgiving Day, Christmas Day. Sunday holidays are observed the following Monday.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Plasterer PREVAILING WAGE RATE

See Bricklayer, Stone Mason Rates

Expiration Date: 

Craft:   Plasterer COMMENTS/NOTES

***See BRICKLAYER, STONE MASON Rates***
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PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Plumber PREVAILING WAGE RATE

05/01/15

Foreman W54.39

B31.94

T86.33

General Foreman W57.91

B31.94

T89.85

Journeyman W50.36

B31.94

T82.30

Expiration Date: 04/30/2016

Craft:   Plumber APPRENTICE RATE SCHEDULE

Yearly

Benefits

30% 45% 55% 65% 75%

12.24 18.04 19.65 21.28 22.89

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - *

* Employers may employ 1 apprentice on any  job where 1 or 2 journeymen are employed.  Thereafter, 1 apprentice may 

be employed for every 4 journeymen.

Craft:   Plumber COMMENTS/NOTES

FOREMAN REQUIREMENTS:

- On any job having 2 or more Plumbers, 1 must be designated a Foreman.

- On any job having 9 or more Plumbers, 2 shall be designated as Foremen.

The regular workday shall consist of 8 hours between 7:00 AM and 4:30 PM.

SHIFT DIFFERENTIALS:

- Shift work must continue for a minimum of 5 consecutive workdays.

- When two shifts are worked, the second shift shall work 7.5 hours and receive 8 hours pay, at a rate equal to the hourly 

rate plus 10%, inclusive of benefits.

- When a third shift is worked, the third shift shall work 7 hours and receive 8 hours pay, at a rate equal to the hourly rate 

plus 15%, inclusive of benefits.

OVERTIME:

- All hours in excess of 8 per day, or before of after the regular workday that are not shift work, Monday through Friday , 

and all hours on Saturday, shall be paid at time and one-half the regular rate, inclusive of benefits. All hours on Sunday 

and holidays, shall be paid at double the hourly rate, inclusive of benefits.

- Four 10-hour days may be worked, Monday to Thursday, at straight time. Friday may be used as a make -up day for a 

day lost due to inclement weather.  If Friday is not a make-up day, all hours on Friday shall be paid at time and one-half, 

inclusive of benefits.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential Election 
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PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Day, Veterans' Day, Thanksgiving Day, Christmas Day.  Sunday holidays will be observed the following Monday.
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PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Roofer PREVAILING WAGE RATE

06/02/15

Foreman W36.27

B24.04

T60.31

Journeyman W35.27

B24.04

T59.31

Expiration Date: 05/31/2016

Craft:   Roofer APPRENTICE RATE SCHEDULE

6 Months

Benefits

40% 50% 60% 70% 80% 90%

1.85 1.85 21.25 21.25 21.25 21.25

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - *

* A) For roofing jobs that are of the 1 or single ply nature: 1:2 or fraction thereof

  B) For roofing jobs on new built up roofs: 1:3 or fraction thereof

  C) For roofing jobs that are of a tear-off nature: 1:2 or fraction thereof

  D) For roofing jobs {not requiring complete removal of existing systems, installation done over existing roof}: 1:3 or 

fraction thereof

Craft:   Roofer COMMENTS/NOTES

Pitch: +.50 per hour

Mop Man: +.30 per hour

The regular workday consists of 8 hours between 8:00 AM and 4:30 PM.

OVERTIME:

Hours in excess of 8 per day, or before or after the regular workday, Monday  through Friday, and all hours on Saturdays , 

Sundays, and holidays shall be paid at time and one-half the regular rate.

RECOGNIZED HOLIDAYS: New Year's Day, Good Friday, Memorial Day, July 4th, Labor Day, Presidential Election Day, 

Veterans' Day, Thanksgiving Day, Christmas Day.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Sheet Metal Sign Installation PREVAILING WAGE RATE

04/07/15

Foreman W32.89

B28.07

T60.96

Journeyman W31.64

B28.07

T59.71

Expiration Date: 09/30/2015

Craft:   Sheet Metal Sign Installation APPRENTICE RATE SCHEDULE

1000 hours

Benefits

35% 40% 45% 50% 55% 60% 65% 70% 75% 80%

10.34 11.53 12.73 13.92 15.51 16.73 17.97 19.20 20.44 21.66

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:3

Craft:   Sheet Metal Sign Installation COMMENTS/NOTES

FOREMAN REQUIREMENT:

When there are 6 or more Sheet Metal Sign Installers on a job, 1 shall be designated a Foreman.

The regular workday consists of 8 hours, between 7:00 AM and 3:30 PM.

OVERTIME:

Hours before or after the regular workday, Monday though Friday, and all hours worked on Saturday shall be paid at time 

and one-half the hourly rate.  All hours on Sunday and holidays shall be paid at double the hourly rate.

Four(4) 10 hour days may be worked, Monday through Friday, at straight time, for projects lasting at least one week in 

duration. The fifth day may be used as a make-up day at straight time for a day lost due to inclement weather. However, if 

the fifth day is not a make-up day, all hours worked will be paid at time and one-half the hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Good Friday, Memorial Day, July 4th, Labor Day, Veterans' 

Day, Thanksgiving Day and the day after, Christmas Day.  Saturday holidays observed the preceding Friday, Sunday 

holidays observed the following Monday.
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PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Sheet Metal Worker PREVAILING WAGE RATE

06/09/14

Foreman W47.13

B35.84

T82.97

General Foreman W48.13

B35.84

T83.97

Journeyman W44.63

B35.84

T80.47

Expiration Date: 05/31/2015

Craft:   Sheet Metal Worker APPRENTICE RATE SCHEDULE

Yearly

Benefit

35% 45% 55% 65% of Journey man Wage Rate

35% 45% 55% 65% of Journey man Benefit Rate

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Sheet Metal Worker COMMENTS/NOTES

FOREMAN REQUIREMENTS:

- When there are 2 or more Sheet Metal Workers on a project, 1 must be designated a Foreman.

- When there are 17 or more Sheet Metal Workers on a project, 1 must be designated a General Foreman.

- When there is only 1 Sheet Metal Worker (1 Journeyman) on a project, he/she shall receive $1.00 more than the regular 

Journeyman's rate.

The regular workday is 8 hours between 7:00 AM and 4:30 PM.

SHIFT DIFFERENTIAL:

- 2nd Shift (3:30 PM - 12:00 AM) : +17% of regular hourly rate

- Shift work must run for a minimum of 5 consecutive workdays.

OVERTIME:

- Hours in excess of 8 per day, or before or after the regular workday, that are not shift work, and the first 10 hours on 

Saturdays shall be paid at time and one-half of the regular rate, inclusive of benefits. Hours in excess of 10 per day on 

Saturday, and all hours on Sundays and holidays shall be at double the regular rate, inclusive of benefits.

- Four 10-hour days may be worked, Monday through Friday, at straight time, with hours in excess of 10 per day, and 

hours in excess of 40 per week paid at the overtime rates listed above.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Good Friday, Memorial Day, July 4th, Labor Day, 

Presidential Election Day, Veterans' Day, Thanksgiving Day, Christmas Day.  Sunday holidays will be observed the 

following Monday.
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PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Sprinkler Fitter PREVAILING WAGE RATE

07/01/15

Foreman W62.13

B24.52

T86.65

General Foreman W65.10

B24.52

T89.62

Journeyman W58.13

B24.52

T82.65

Expiration Date: 12/31/2015

Craft:   Sprinkler Fitter APPRENTICE RATE SCHEDULE

1000 Hours

Benefits

9.50 11.25 29.07 31.97 34.88 37.78 40.69 43.60 46.50 49.41

10.12 10.12 20.27 20.27 20.27 20.27 Intervals 7 to 10 Jourymn Ben.

PERIOD AND RATESINTERVAL

APPRENTICE RATE SCHEDULE FOR THOSE APPRENTICES REGISTERED  AS OF 7-1-13:

INTERVAL                                     PERIOD AND RATES

1000 hours       14.53      17.44     23.25      26.16     31.97     34.88     40.69    43.60     49.41     52.32

Benefits            10.12      10.12      20.27     20.27     20.27     20.27    Intervals 7 to 10 receive  Journeyman Ben.

Craft:   Sprinkler Fitter COMMENTS/NOTES

The regular workday consists of 8 consecutive hours between 6:00 AM and 4:30 PM.

FOREMAN REQUIREMENTS:

 - The first Sprinkler Fitter on the job must be designated a Foreman.

 - On any job having 12 or more Sprinkler Fitters, one must be designated a General Foreman.

SHIFT DIFFERENTIALS:

- Shift work must run for a minimum of 2 consecutive workdays.

- 2nd and 3rd shift shall receive an additional 15% of the regular rate, per hour. 

- Any "off hours" shift starting at 8:00 PM or later shall receive an additional 25% of the regular rate, per hour.

OVERTIME:

The first 2 hours in excess of 8 per day, after the regular workday that are not shift work, Monday through Friday, shall be 

paid at time and one-half the regular rate. Hours worked in excess of 10 per day, Monday through Friday, and all hours on 

Saturday, Sunday and holidays, shall be paid double the regular rate.

Four 10 hour days may be worked, Monday through Thursday, at striaght-time.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Good Friday, Memorial Day, July 4th, Labor Day, 

Presidential Election Day, Veterans Day, Thanksgiving Day, Christmas Day.

Page 61 of 697/9/2015
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PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Tile Finisher-Marble PREVAILING WAGE RATE

07/01/15 01/01/16 07/01/16 01/01/17 07/01/17 01/01/18

Finisher W45.08

B30.56

T75.64

W45.35

B31.19

T76.54

W45.66

B31.95

T77.61

W46.01

B32.68

T78.69

W46.32

B33.44

T79.76

W46.66

B34.18

T80.84

Expiration Date: 06/30/2018

Craft:   Tile Finisher-Marble APPRENTICE RATE SCHEDULE

750 Hours 50% 55% 65% 70% 75% 85% 90% 95%

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Tile Finisher-Marble COMMENTS/NOTES

OVERTIME:

Hours in excess of 7 per day, Monday through Friday, and the first 7 hours on Saturdays shall be paid at time and one half 

the regular rate, inclusive of benefits. Hours in excess of 7 on Saturdays and all hours on Sundays and holidays shall be 

paid at double the regular rate, inclusive of benefits.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Good Friday, Memorial Day, July 4th, Labor Day, Columbus 

Day, Veterans' Day, Thanksgiving Day and the day after, Christmas Day. Sunday holidays observed the following Monday.
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County  -  UNION

Craft:   Tile Setter - Ceramic PREVAILING WAGE RATE

06/01/15 12/07/15 06/06/16 12/05/16

Finisher W0.00  

B0.00  

T69.99

W0.00  

B0.00  

T70.81

W0.00  

B0.00  

T71.63

W0.00  

B0.00  

T72.45

Setter W0.00  

B0.00  

T85.13

W0.00  

B0.00  

T86.26

W0.00  

B0.00  

T87.39

W0.00  

B0.00  

T88.52

Expiration Date: 06/01/2017

Craft:   Tile Setter - Ceramic APPRENTICE RATE SCHEDULE

750 Hours 50% 55% 60% 65% 70% 75% 85% 95% 100%

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Tile Setter - Ceramic COMMENTS/NOTES

OVERTIME:

Hours in excess of 7 per day, and the first 10 hours on Saturdays shall be paid at time and one -half the hourly rate. All 

hours on Saturdays after 10 hours shall be paid double the hourly rate.  All hours on Sundays and holidays shall be paid at 

double the hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Memorial Day, July 4th, Labor Day, Thanksgiving Day, Christmas Day.
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PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Tile Setter - Marble PREVAILING WAGE RATE

07/01/15 01/01/16 07/01/16 01/01/17 07/01/17 01/01/18

Tile Setter W56.53

B31.32

T87.85

W56.89

B32.21

T89.10

W57.32

B33.23

T90.55

W57.74

B34.26

T92.00

W58.18

B35.27

T93.45

W58.53

B36.37

T94.90

Expiration Date: 06/30/2018

Craft:   Tile Setter - Marble APPRENTICE RATE SCHEDULE

750 Hours 50% 55% 65% 70% 75% 85% 90% 95%

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:4

Craft:   Tile Setter - Marble COMMENTS/NOTES

OVERTIME:

Hours in excess of 7 per day, Monday through Friday, and the first 7 hours on Saturdays shall be paid at time and one -half 

the regular rate, inclusive of  benefits.  Hours in excess of 7 on Saturdays, and all hours on Sundays and  holidays shall be 

paid at double the regular rate, inclusive of benefits.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Good Friday,  Memorial Day, July 4th, Labor Day, Columbus 

Day, Veterans' Day,   Thanksgiving Day and the day after, Christmas Day.  Sunday holidays  observed the following 

Monday.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Tile Setter - Mosaic & Terrazzo PREVAILING WAGE RATE

07/01/15 01/01/16 07/01/16 01/01/17

Grinder or Assistant W0.00  

B0.00  

T81.55

W0.00  

B0.00  

T82.70

W0.00  

B0.00  

T83.85

W0.00  

B0.00  

T85.00

Mechanic W0.00  

B0.00  

T83.17

W0.00  

B0.00  

T84.32

W0.00  

B0.00  

T85.47

W0.00  

B0.00  

T86.62

Expiration Date: 06/30/2017

Craft:   Tile Setter - Mosaic & Terrazzo APPRENTICE RATE SCHEDULE

750 Hours 50% 55% 65% 70% 75% 85% 90% 95%

PERIOD AND RATESINTERVAL

Ratio of Apprentices to Journeymen - 1:5

Craft:   Tile Setter - Mosaic & Terrazzo COMMENTS/NOTES

The regular workday consists of 7 hours, between 8:00 AM and 3:30 PM.

OVERTIME:

- Hours in excess of 7 per day, or before or after the regular workday, Monday

  through Friday, and all hours on Saturdays shall be paid at time and one-half 

  the hourly rate.  All hours on Sundays and holidays shall be paid at double 

  the hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Good Friday, 

  Monday after Easter, Memorial Day, July 4th, Labor Day, Columbus Day, 

  Veterans' Day, Thanksgiving Day and the day after, Christmas Day.  Sunday

  holidays observed the following Monday.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Truck Driver PREVAILING WAGE RATE

05/01/15 11/01/15

Bucket, Utility,

Pick-up, Fuel

Delivery trucks

W0.00  

B0.00  

T67.57

W0.00  

B0.00  

T68.07

Dump truck, Asphalt

Distributor, Tack

Spreader

W0.00  

B0.00  

T67.57

W0.00  

B0.00  

T68.07

Euclid-type vehicles

(large, off-road

equipment)

W0.00  

B0.00  

T67.72

W0.00  

B0.00  

T68.22

Helper on Asphalt

Distributor truck

W0.00  

B0.00  

T67.57

W0.00  

B0.00  

T68.07

Slurry Seal,

Seeding/Fertilizing/

Mulching truck

W0.00  

B0.00  

T67.57

W0.00  

B0.00  

T68.07

Straight 3-axle truck W0.00  

B0.00  

T67.62

W0.00  

B0.00  

T68.12

Tractor Trailer

(all types)

W0.00  

B0.00  

T67.72

W0.00  

B0.00  

T68.22

Vacuum or Vac-All

truck (entire unit)

W0.00  

B0.00  

T67.57

W0.00  

B0.00  

T68.07

Winch Trailer W0.00  

B0.00  

T67.82

W0.00  

B0.00  

T68.32

Expiration Date: 04/30/2016

Craft:   Truck Driver COMMENTS/NOTES

BLENDED RATE: 

When a truck driver is performing work on the site and also serving as a material delivery driver, the driver shall be paid a 

"blended rate" which shall be 80% of the above-listed wage rates, plus the full benefit rate.  This rate shall be used when 

the driver "round robins" for a minimum of 6 hours during the work day.

HAZARDOUS WASTE REMOVAL:

- On hazardous waste removal work on a State designated hazardous waste site where the driver is in direct contact with 

hazardous materials and when personal protective equipment is required for respiratory, skin, and eye protection, the 

driver shall receive an additional $3.00 per hour (with or without protective gear).

- A hazardous waste related certified worker at a designated hazardous waste site who is not working in a zone requiring 

level A, B or C personal protection shall receive an additional $1.00 per hour.

TRUCK FOREMAN: $.75 cents per hour above regular rate.  Overtime shall be increased accordingly.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

The regular workday shall be 8 hours, starting between 6:00 AM and 8:00 AM.

 

SHIFT DIFFERENTIAL:

- Shifts starting at 4:00 PM (2nd Shift): + $2.50 per hour.

- Shifts starting at 12:00 AM (midnight/3rd Shift): time and one-half the hourly rate.

- Shifts starting at a time other than from 6:00 AM to 8:00 AM, when such hours are mandated by the project owner: + 

$2.50 per hour.

OVERTIME:

- Hours in excess of 8 per day, or before or after the regular workday, Monday through Friday, that are not shift work, and 

all hours on Saturdays shall be paid at time and one-half the hourly rate. All hours on Sundays and holidays shall be paid 

at double the hourly rate.

- Employees may work four 10-hour days at straight time, Monday through Thursday, with Friday used as a make -up day 

for a lost day. If Friday is not a make-up day, then all hours on Friday shall be paid at time and one-half the hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day (Decoration Day), July 4th, Labor Day, 

Presidential Election Day, Veterans' Day, Thanksgiving Day, Christmas Day.  Sunday holidays will be observed the 

following Monday.  The day after Thanksgiving may be substituted for Veterans ' Day.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Truck Driver-Material Delivery Driver PREVAILING WAGE RATE

05/01/12

Driver W22.90

B10.17

T33.07

Expiration Date: 05/30/2016

Craft:   Truck Driver-Material Delivery Driver COMMENTS/NOTES

BLENDED RATE: 

When a truck driver is performing work on the site and also serving as a material delivery driver, the driver shall be paid a 

"blended rate".  See the "Truck Driver" craft for the blended rates.

Truck Foreman/Shop Steward: +$0.25 per hour

SHIFT DIFFERENTIALS:

- 2nd Shift shall receive an additional $0.50 per hour

- 3rd Shift shall receive time and one-half the hourly rate.

OVERTIME:

- Hours in excess of 8 per day, or before or after the regular workday that are not shift work, Monday through Friday, and 

all hours on Saturday shall be paid at time and one-half the hourly rate. All hours on Sundays shall be paid at two and 

one-half times the hourly rate. All hours on holidays shall be paid at double the hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, President's Day, Memorial Day (Decoration Day), July 4th, Labor Day, 

Presidential Election Day, Veterans' Day, Thanksgiving Day, Christmas Day. Sunday holidays will be observed the 

following Monday. The day after Thanksgiving may be substituted for Veterans ' Day.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

County  -  UNION

Craft:   Welder PREVAILING WAGE RATE

Welder

Expiration Date: 

Craft:   Welder COMMENTS/NOTES

Welders rate is the same as the craft to which the welding is incidental .
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

OPERATING ENGINEERS      Rates Expiration Date :   06/30/2015

{For apprentice rates refer to "Operating Engineers" apprentice rates in any county rate package}

 On all machines, including pile drivers with booms of 100 feet and over (including jib) the Operating Engineer shall 

receive the regular hourly rate plus: $1.00 per hour on rigs with 100 foot Boom (including jib) up to 139 feet, and $2.00 

per hour on rigs with 140 foot Boom (including jib) and over. On all hoists where "Cat Head" or "Sheave Point" is 100 feet 

or more above ground level, the same differential pay shall apply as applicable to booms 100 feet and over.

The regular workday consists of 8 hours, Monday to Friday, between 6:00 AM and 4:30 PM.

SHIFT DIFFERENTIALS:

- Shift work must run for 5 consecutive workdays.

- When 2 shifts are worked, the second shift shall receive an additional 10% of the regular rate inclusive of benefits, per 

hour.

- When 3 shifts are worked, the second shift shall receive 8 hours pay for 7.5 hours of work, plus an additional 10% of the 

regular rate inclusive of benefits, per hour.  The third shift shall receive 8 hours pay for 7 hours of work, plus an additional 

15% of the regular rate inclusive of benefits, per hour.

- When such hours are mandated by the project owner, a shift that starts between 8:00 PM and midnight and ends by 6:00 

AM Saturday, or that starts after 8:00 PM on Sunday, provided there are consecutive hours of work within the shift, shall 

receive an additional 15% of the regular rate, inclusive of benefits.  

- On Highway, Road, Street, and Sewer projects  irregular shifts starting between 5:00 PM and 12:00 AM may be worked 

Monday through Friday, and shall receive an additional 15% of the regular rate, inclusive of benefits.  When working with 

other trades that receive a higher irregular shift rate, the Operating Engineer shall also receive the higher irregular shift 

rate.

OVERTIME:

- Hours in excess of 8 per day, or outside of the regular workday, Monday through Friday, that are not shift work, and all 

hours on Saturdays shall be paid at time and one-half the regular rate, inclusive of benefits.  All hours on Sundays and 

holidays shall be paid at double the regular rate, inclusive of benefits.

- Four 10-hour days may be worked, Monday through Thursday, at straight time, with all hours on Friday paid at time and 

one-half the regular rate, inclusive of benefits.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Veterans' Day, 

Thanksgiving Day, Christmas Day.  Sunday holidays observed the following Monday.

On hazardous waste removal work or asbestos removal work, on a state or federally designated hazardous waste site, where 

the operating engineer is in direct contact with hazardous material and when personal protective equipment is required for 

respiratory, skin, and eye protection, the operating engineer shall receive an additional 20% of the hourly wage, per hour.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

OPERATING ENGINEERS      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 44.48  29.48  73.96  0.00  0.00

Rate Fringe Total Total Total

A-Frame

Backhoe (combination)

Boom Attachment on loaders (Except pipehook)

Boring & Drilling Machine

Brush Chopper, Brush Shredder, Tree Shredder

Bulldozer, finish grade

Cableway

Carryall

Concrete Pump

Concrete Pumping System (Pumpcrete & similar types)

Conveyor, 125 feet or longer

Drill Doctor (Duties include dust collector and maintenance)

Front End Loader (2 cu. yds. but less than 5 cu. yds.)

Grader, finish

Groove Cutting Machine (ride-on type)

Heater Planer

Hoist (all types including steam, gas, diesel, electric, air 

  hydraulic, single and double drum, concrete, brick shaft caisson,

  snorkle roof, and other similar types, Except Chicago-boom type)

Hydraulic Crane (10 tons & under)

Hydro-Axe

Hydro-Blaster

Jack (screw, air hydraulic, power-operated unit, or 

  console type, Except hand jack or pile load test type)

Log Skidder
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

OPERATING ENGINEERS      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 44.48  29.48  73.96  0.00  0.00

Rate Fringe Total Total Total

Pan

Paver, concrete

Plate & Frame Filter Press

Pumpcrete (unit type)

Pumpcrete, Squeezecrete, or Concrete Pumping machine

  (regardless of size)

Scraper

Side Boom

Straddle Carrier (Ross and similar types)

Vacuum Truck

Whiphammer

Winch Truck (hoisting)
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

OPERATING ENGINEERS      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 42.57  29.48  72.05  0.00  0.00

Rate Fringe Total Total Total

Asphalt Curbing Machine

Asphalt Plant Engineer

Asphalt Spreader

Autograde Curb Trimmer & Sidewalk Shoulder Slipform (CMI & similar types)

Autograde Curecrete Machine (CMI & similar types)

Autograde Tube Finisher & Texturing Machine (CMI & similar types)

Bar Bending Machines (Power)

Batcher, Batching Plant, & Crusher [On Site]

Belt Conveyor System

Boom-Type Skimmer Machine

Bridge Deck Finisher

Bulldozer (all sizes)

Captain (Power Boats)

Car Dumper (railroad)

Compressor & Blower unit for loading/unloading of concrete,

  cement, fly ash, or similar type materials (used independently 

  or truck-mounted)

Compressor (2 or 3 battery)

Concrete Breaking Machine

Concrete Cleaning/Decontamination Machine

Concrete Finishing Machine

Concrete Saw or Cutter (ride-on type)

Concrete Spreader (Hetzel, Rexomatic & similar types)

Concrete Vibrator

Page 4 of 4306/11/2015



NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

OPERATING ENGINEERS      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 42.57  29.48  72.05  0.00  0.00

Rate Fringe Total Total Total

Conveyors - under 125 feet

Crane Signalman

Crushing Machine

Directional Boring Machine

Ditching Machine - Small (Ditchwitch, Vermeer or similar types)

Dope Pot - Mechanical (with or without pump)

Dumpster

Elevator

Fireman

Fork Lift (Economobile, Lull & similar types)

Front End Loader (1 cu. yd. and over but less than 2 cu. yds.)

Generator (2 or 3 battery)

Giraffe Grinder

Grader & Motor Patrols

Grout Pump

Gunnite Machine (Excluding nozzle)

Hammer - Vibratory (in conjunction with generator)

Heavy Equipment Robotics - Operator/Technician

Hoist (roof, tugger, aerial platform hoist, house car)

Hopper

Hopper Doors (power operated)

Ladder (motorized)

Laddervator
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

OPERATING ENGINEERS      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 42.57  29.48  72.05  0.00  0.00

Rate Fringe Total Total Total

Locomotive (Dinky-type)

Maintenance Utility Man

Master Environmental Maintenance Technician

Mechanic

Mixer (Except paving mixers)

Pavement Breaker - maintenance of compressor or hydraulic unit

Pavement Breaker (truck-mounted or small self-propelled 

  ride-on type)

Pipe Bending Machine (power)

Pitch Pump

Plaster Pump (regardless of size)

Post Hole Digger (post pounder, auger)

Roller (black top)

Scale (power)

Seamen Pulverizing Mixer

Shoulder Widener

Silo

Skimmmer Machine (boom type)

Steel Cutting Machine (service & maintenance)

Tamrock Drill

Tractor

Transfer Machines

Tug Captains

Tug Master (Power Boats)
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

OPERATING ENGINEERS      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 42.57  29.48  72.05  0.00  0.00

Rate Fringe Total Total Total

Ultra High Pressure Waterjet Cutting Tool System - 

  Operator/Maintenance Technician

Vacuum Blasting Machine - Operator/Maintenance Technician

Vibrating Plant (used with unloading)

Welder & Repair Mechanic

Effective Date: 01/28/2015

 39.23  29.48  68.71  0.00  0.00

Rate Fringe Total Total Total

Assistant Engineer/Oiler

Driller's Helper

Field Engineer - Transit man or Instrument man

Maintenance Apprentice (Deckhand)

Maintenance Apprentice (Oiler)

Mechanic's Helper

Off Road Back Dump

Effective Date: 01/28/2015

 36.65  29.48  66.13  0.00  0.00

Rate Fringe Total Total Total

Field Engineer - Rodman or Chainman

Effective Date: 01/28/2015

 46.81  29.48  76.29  0.00  0.00

Rate Fringe Total Total Total

Lead Engineer, Foreman Engineer, Safety Engineer (minimum)
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

OPERATING ENGINEERS      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 46.07  29.48  75.55  0.00  0.00

Rate Fringe Total Total Total

Autograde Pavement Profiler - Recycle Type (CMI & similar 

  types)

Autograde Pavement Profiler (CMI & similar types)

Autograde Placer/Trimmer/Spreader Combination (CMI & 

  similar types)

Autograde Slipform Paver (CMI & similar types)

Backhoe (Excavator)

Central Power Plant

Concrete Paving Machine

Draglines

Drill, Bauer, AMI and similar types

Drillmaster, Quarrymaster

Drillmaster/Quarrymaster (down-the-hole drill), rotary drill,

  self-propelled hydraulic drill, self-powered drill

Elevator Grader

Field Engineer-Chief of Party

Front End Loader (5 cu. yards or larger)

Gradall

Grader, Rago

Helicoptor Communications Engineer

Helicoptor Co-Pilot

Juntann Pile Driver

Locomotive (large)

Mucking Machine

Pavement & Concrete Breaker (Superhammer & Hoe Ram)
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

OPERATING ENGINEERS      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 46.07  29.48  75.55  0.00  0.00

Rate Fringe Total Total Total

Pile Driver

Prentice Truck

Roadway Surface Grinder

Scooper (loader & shovel)

Shovel (Excavator)

Trackhoe (Excavator)

Tree Chopper with boom

Trenching Machine (cable plow)

Tunnel Boring Machine
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

OPERATING ENGINEERS      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 40.94  29.48  70.42  0.00  0.00

Rate Fringe Total Total Total

Chipper

Compressor (single)

Concrete Spreader (small type)

Conveyor Loader (Except elevator graders)

Engines, Large Diesel (1620 HP) & Staging Pump

Farm Tractor

Fertilizing Equipment (operation & maintenance)

Fine Grade Machine (small type)

Form Line Grader (small type)

Front End Loader (under 1 cubic yard)

Generator (single)

Grease, Gas, Fuel, & Oil Supply Trucks

Heaters (Nelson or other type)

Lights - portable generating light plant

Mixer, Concrete (small)

Mulching Equipment (operation & maintenance)

Power Broom or Sweeper

Pump (diesel engine & hydraulic - regardless of power)

Pump (larger than 2 inch suction, including submersible pumps)

Road Finishing Machine (small type)

Roller - grade, fill, or stone base

Seeding Equipment (operation & maintenance)

Sprinkler & Water Pump Trucks
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

OPERATING ENGINEERS      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 40.94  29.48  70.42  0.00  0.00

Rate Fringe Total Total Total

Steam Generator or Boiler

Stone Spreader

Tamping Machine (vibrating ride-on type)

Temporary Heating Plant (Nelson or other type, including 

  proprane, natural gas, and flow-type units)

Water or Sprinkler Truck

Welding Machine (gas, diesel, or electric convertor, of any type)

Welding System - Multiple (rectifier transformer type)

Wellpoint Systems (including installation by bull gang and

  maintenance)

Effective Date: 01/28/2015

 47.89  29.48  77.37  0.00  0.00

Rate Fringe Total Total Total

Helicoptor Pilot/Engineer

Effective Date: 01/28/2015

 49.57  29.48  79.05  0.00  0.00

Rate Fringe Total Total Total

Cranes, Derricks, Pile Driver (all types), over 100 tons and TOWER CRANE with boom (including jib and/or leads) 140 ft. and over

Effective Date: 01/28/2015

 48.57  29.48  78.05  0.00  0.00

Rate Fringe Total Total Total

Cranes, Derricks, Pile Driver (all types), over 100 tons and TOWER CRANE with boom (including jib and/or leads) from 100 ft. to 

139 ft.

Effective Date: 01/28/2015

 48.07  29.48  77.55  0.00  0.00

Rate Fringe Total Total Total

Cranes, Derricks, Pile Driver (all types) , under 100 tons with a boom  (including jib and/or leads) 140 ft. and over
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

OPERATING ENGINEERS      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 47.57  29.48  77.05  0.00  0.00

Rate Fringe Total Total Total

Cranes, Derricks, Pile Driver (all types), over 100 tons and TOWER CRANE with a boom (including jib and/or leads) under 100 ft.

Effective Date: 01/28/2015

 47.07  29.48  76.55  0.00  0.00

Rate Fringe Total Total Total

Cranes, Derricks, Pile Driver (all types), under 100 tons with a boom (including jib and/or leads) from 100 ft.  to 139 ft.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

STRUCTURAL STEEL ERECTION      Rates Expiration Date :   06/30/2015

{For apprentice rates refer to "Operating Engineers" apprentice rates in any county rate package}

The regular workday consists of 8 hours, Monday to Friday, between 6:00 AM and 4:30 PM.

SHIFT DIFFERENTIALS:

- Shift work must run for 5 consecutive workdays.

- When 2 shifts are worked, the second shift shall receive an additional 10% of the regular rate inclusive of benefits, per 

hour.

- When 3 shifts are worked, the second shift shall receive 8 hours pay for 7.5 hours of work, plus an additional 10% of the 

regular rate inclusive of benefits, per hour.  The third shift shall receive 8 hours pay for 7 hours of work, plus an additional 

15% of the regular rate inclusive of benefits, per hour.

- When such hours are mandated by the project owner, a shift that starts between 8:00 PM and midnight and ends by 6:00 

AM Saturday, or that starts after 8:00 PM on Sunday, provided there are consecutive hours of work within the shift, shall 

receive an additional 15% of the regular rate, inclusive of benefits.  

- On Highway, Road, Street, and Sewer projects  irregular shifts starting between 5:00 PM and 12:00 AM may be worked 

Monday through Friday, and shall receive an additional 15% of the regular rate, inclusive of benefits.  When working with 

other trades that receive a higher irregular shift rate, the Operating Engineer shall also receive the higher irregular shift 

rate.

OVERTIME:

- Hours in excess of 8 per day, or outside of the regular workday, Monday through Friday, that are not shift work, and all 

hours on Saturdays shall be paid at time and one-half the regular rate, inclusive of benefits.  All hours on Sundays and 

holidays shall be paid at double the regular rate, inclusive of benefits.

- Four 10-hour days may be worked, Monday through Thursday, at straight time, with all hours on Friday paid at time and 

one-half the regular rate, inclusive of benefits.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Veterans' Day, 

Thanksgiving Day, Christmas Day.  Sunday holidays observed the following Monday.

On hazardous waste removal work or asbestos removal work, on a state or federally designated hazardous waste site, where 

the operating engineer is in direct contact with hazardous material and when personal protective equipment is required for 

respiratory, skin, and eye protection, the operating engineer shall receive an additional 20% of the hourly wage, per hour.

Effective Date: 01/28/2015

 49.70  29.48  79.18  0.00  0.00

Rate Fringe Total Total Total

Helicopter Pilot or Engineer

Page 13 of 4306/11/2015



NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

STRUCTURAL STEEL ERECTION      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 45.64  29.48  75.12  0.00  0.00

Rate Fringe Total Total Total

A-Frame

Cherry Picker -10 tons or less (Over 10 tons use crane rate)

Hoist (all types Except Chicago-boom)

Jack (screw, air hydraulic, power-operated unit or console 

  type, Except hand jack or pile load test type)

Side Boom

Straddle Carrier

Effective Date: 01/28/2015

 42.98  29.48  72.46  0.00  0.00

Rate Fringe Total Total Total

Aerial Platform Used On Hoists

Apprentice Engineer/Oiler with Compressor or Welding Machine

Captain (Power Boats)

Compressor (2 or 3 in battery)

Conveyor or Tugger Hoist

Elevator or House Car

Fireman

Forklift

Generator (2 or 3)

Maintenance Utility Man

Tug Master (Power Boats)

Welding Machines, Gas or Electric Converters on any type-2 or 3 in battery including diesels
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

STRUCTURAL STEEL ERECTION      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 41.45  29.48  70.93  0.00  0.00

Rate Fringe Total Total Total

Compressor (Single)

Generators

Welding Machines, Gas, Diesel, Or Electric Converters of any type-single

Welding System, Multiple (Rectifier Transformer Type)

Effective Date: 01/28/2015

 39.69  29.48  69.17  0.00  0.00

Rate Fringe Total Total Total

Assistant Engineer/Oiler

Drillers Helper

Field Engineer - Transit/Instrument Man

Maintenance Apprentice (Deckhand)

Maintenance Apprentice (Oiler)

Effective Date: 01/28/2015

 47.26  29.48  76.74  0.00  0.00

Rate Fringe Total Total Total

Lead Engineer, Foreman Engineer, Safety Engineer (Minimum)

Effective Date: 01/28/2015

 36.65  29.48  66.13  0.00  0.00

Rate Fringe Total Total Total

Field Engineer - Rodman or Chainman

Effective Date: 01/28/2015

 46.40  29.48  75.88  0.00  0.00

Rate Fringe Total Total Total

Field Engineer-Chief of Party
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

STRUCTURAL STEEL ERECTION      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 51.59  29.48  81.07  0.00  0.00

Rate Fringe Total Total Total

Cranes (all cranes, land or floating with booms, including  jib, 140 ft. and over, above ground). Derricks (all derricks, land, floating 

or Chicago Boom type with booms including jib, 140 ft. and over, above ground), and Pile  Drivers (all types) over 100 tons and 

Tower Cranes.

Effective Date: 01/28/2015

 49.93  29.48  79.41  0.00  0.00

Rate Fringe Total Total Total

Cranes (all cranes, land or floating with booms including jib, less than 140 ft. abovr ground), Derricks (all derricks. land, floating or 

Chicago Boom type with booms including jib, less than 140 ft. above ground), Pile Drivers (all types), over 100 tons and Tower 

Crane.

Effective Date: 01/28/2015

 50.09  29.48  79.57  0.00  0.00

Rate Fringe Total Total Total

Cranes (all cranes, land or floating with booms including jib, 140 ft. and over, above ground), Derricks (all derricks, land, floating or 

Chicago Boom type with booms including jib, 140 ft. and over, above ground), Pile Drivers (all types), under 100 tons.

Effective Date: 01/28/2015

 48.43  29.48  77.91  0.00  0.00

Rate Fringe Total Total Total

Cranes (all cranes, land or floating with booms including jib, less than 140 ft. above ground), Derricks (all derricks, land, floating or 

Chicago Boom type with booms including jib, less than 140 ft. above ground), Pile Drivers (all types), under 100 tons.

Effective Date: 01/28/2015

 50.09  29.48  79.57  0.00  0.00

Rate Fringe Total Total Total

Helicopter Communications Engineer

Helicopter Co-Pilot
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

TEST BORING PRELIMINARY TO CONSTRUCTION-SOUTH/WEST      Rates Expiration Date :   06/30/2015

THESE RATES APPLY IN THE FOLLOWING COUNTIES ONLY:

Atlantic, Burlington, Camden, Cape May, Cumberland, Gloucester, Hunterdon, Mercer, Monmouth, Ocean, Salem,

Sussex, Warren

On all machines, including pile drivers with booms of 100 feet and over (including jib) the Operating Engineer shall 

receive the regular hourly rate plus: $1.00 per hour on rigs with 100 foot Boom (including jib) up to 139 feet, and $2.00 

per hour on rigs with 140 foot Boom (including jib) and over. On all hoists where "Cat Head" or "Sheave Point" is 100 feet 

or more above ground level, the same differential pay shall apply as applicable to booms 100 feet and over.

The regular workday consists of 8 hours, Monday to Friday, between 6:00 AM and 4:30 PM.

SHIFT DIFFERENTIALS:

- Shift work must run for 5 consecutive workdays.

- When 2 shifts are worked, the second shift shall receive an additional 10% of the regular rate inclusive of benefits, per 

hour.

- When 3 shifts are worked, the second shift shall receive 8 hours pay for 7.5 hours of work, plus an additional 10% of the 

regular rate inclusive of benefits, per hour.  The third shift shall receive 8 hours pay for 7 hours of work, plus an additional 

15% of the regular rate inclusive of benefits, per hour.

- When such hours are mandated by the project owner, a shift that starts between 8:00 PM and midnight and ends by 6:00 

AM Saturday, or that starts after 8:00 PM on Sunday, provided there are consecutive hours of work within the shift, shall 

receive an additional 15% of the regular rate, inclusive of benefits.  

- On Highway, Road, Street, and Sewer projects  irregular shifts starting between 5:00 PM and 12:00 AM may be worked 

Monday through Friday, and shall receive an additional 15% of the regular rate, inclusive of benefits.  When working with 

other trades that receive a higher irregular shift rate, the Operating Engineer shall also receive the higher irregular shift 

rate.

OVERTIME:

- Hours in excess of 8 per day, or outside of the regular workday, Monday through Friday, that are not shift work, and all 

hours on Saturdays shall be paid at time and one-half the regular rate, inclusive of benefits.  All hours on Sundays and 

holidays shall be paid at double the regular rate, inclusive of benefits.

- Four 10-hour days may be worked, Monday through Thursday, at straight time, with all hours on Friday paid at time and 

one-half the regular rate, inclusive of benefits.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Veterans' Day, 

Thanksgiving Day, Christmas Day.  Sunday holidays observed the following Monday.

On hazardous waste removal work or asbestos removal work, on a state or federally designated hazardous waste site, where 

the operating engineer is in direct contact with hazardous material and when personal protective equipment is required for 

respiratory, skin, and eye protection, the operating engineer shall receive an additional 20% of the hourly wage, per hour.

Effective Date: 01/28/2015

 46.07  29.48  75.55  0.00  0.00

Rate Fringe Total Total Total

Driller

Page 17 of 4306/11/2015



NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

TEST BORING PRELIMINARY TO CONSTRUCTION-SOUTH/WEST      Rates Expiration Date :   06/30/2015

Effective Date: 01/28/2015

 39.23  29.48  68.71  0.00  0.00

Rate Fringe Total Total Total

Driller's Helper
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

FREE AIR TUNNEL JOBS      Rates Expiration Date :   02/28/2016

{For apprentice rates refer to "Heavy & General" apprentice rates in any county rate package}

The regular workday consists of 8 hours, starting at 7:00 AM or 8:00 AM.

SHIFT DIFFERENTIALS:

- Shifts must start at 3:00 PM, 4:00 PM, 12:00 AM, or 1:00 AM, to be considered shift work, except when the project 

owner mandates special hours of work in the job specifications, in which case those hours may be considered shift work.

- When such hours are mandated by the project owner, a shift that begins before midnight on Friday and ends on Saturday 

morning, or that begins at or after 8:00 PM on Sunday and ends on Monday morning may be paid at the shift differential 

rate.

- Shifts shall receive an additional $2.50 per hour.  

OVERTIME:

- Hours in excess of 8 per day, Monday through Friday, or outside of the regular workday that are not shift work, and all 

hours on Saturdays, shall be paid at time and one-half the hourly rate.  All hours on Sundays and holidays shall be paid at 

double the hourly rate.

- Four 10-hour days may be worked, Monday through Thursday, at straight time, with Friday used as a make-up day for a 

day lost to inclement weather. If Friday is not a make-up day, all hours on Friday shall be paid at time and one-half the 

hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential Election 

Day, Veterans' Day, Thanksgiving Day, Christmas Day.  Sunday holidays observed the following Monday.  Veterans Day 

may be substituted for the day after Thanksgiving. However, in the trading of Veterans Day for the day after Thanksgiving, 

if overtime is worked on Veterans Day, it shall be paid at double the hourly rate.

Hazardous Waste Work:

 -where Level A, B, or C protection is required: + $3.00/hr

 -other Hazardous Waste site: + $1.00/hr

.

Effective Date: 06/05/2015

 38.50  26.28  64.78  65.53  0.00

09/01/2015

Rate Fringe Total Total Total

Walking Boss & Superintendent

Effective Date: 06/05/2015

 38.20  26.28  64.48  65.23  0.00

09/01/2015

Rate Fringe Total Total Total

Heading Foreman, Shaft Foreman, Rod Foreman, Electrician Foreman, Rigging Foreman

Effective Date: 06/05/2015

 37.70  26.28  63.98  64.73  0.00

09/01/2015

Rate Fringe Total Total Total

Iron Foreman, Caulking Foreman, Form Foreman, Cement Finishing Foreman, Concrete Foreman, Track Foreman, Cleanup 

Foreman, Grout Foreman
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

FREE AIR TUNNEL JOBS      Rates Expiration Date :   02/28/2016

Effective Date: 06/05/2015

 40.20  26.28  66.48  67.23  0.00

09/01/2015

Rate Fringe Total Total Total

Blaster

Effective Date: 06/05/2015

 37.15  26.28  63.43  64.18  0.00

09/01/2015

Rate Fringe Total Total Total

Top Labor Foreman

Effective Date: 06/05/2015

 36.80  26.28  63.08  63.83  0.00

09/01/2015

Rate Fringe Total Total Total

Skilled Men (including Caulker, Powder Carrier, all other skilled men)

Skilled Men (including Miner, Drill Runner, Iron Man, Conveyor Man, Manitenance Man, Safety Miner, Rigger, Block Layer, 

Cement Finisher, Tod Man)

Effective Date: 06/05/2015

 36.65  26.28  62.93  63.68  0.00

09/01/2015

Rate Fringe Total Total Total

Semi-Skilled Men (including Bell or Signal Man Top or Bottom, Form Worker & Mover, Concrete Worker, Shaft Man, Tunnel 

Laborer, Caulker's Helper, all other semi-skilled)

Semi-Skilled Men (including Miner's Helper, Chuck Tender, Track Man, Nipper, Brake Man, Derail Man, Cable Man, Hose Man, 

Gravel Man, Form Man)

Effective Date: 06/05/2015

 36.15  26.28  62.43  63.18  0.00

09/01/2015

Rate Fringe Total Total Total

All Others (including Powder Watchman, Change House Attendant, Top Laborer)
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

DRILL FOR GROUND WATER SUPPLY      Rates Expiration Date :   06/30/2015

The well driller and/or helper may perform all work relative to the construction, finishing, and servicing of wells, pumps 

and borings for ground water supply. The present methods of well drilling entailing as they do, many diverse job 

operations calling for drilling, pump discharge, piping, and the operation of various types of related power equipment, shall 

all be within the job duties and functions of the well driller and/or helper. In the event that an extension of work should 

occur beyond water well drilling functions, into the field of general construction work, such extension of work would come 

under the appropriate rates listed elsewhere in this wage determination.

- For Work Hours, Shift Differentials, Overtime Rates, and Recognized Holidays see the "Operating Engineers" section 

  of this wage determination.

Effective Date: 01/28/2015

 44.82  29.48  74.30  0.00  0.00

Rate Fringe Total Total Total

Driller

Effective Date: 01/28/2015

 37.98  29.48  67.46  0.00  0.00

Rate Fringe Total Total Total

Driller's Helper
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

OPERATING ENGINEERS MARINE-DREDGING      Rates Expiration Date :   09/30/2015

NOTE: Boat crews carrying explosive material  (dynamite, pourfex, and other similar materials) shall be paid at 120% of 

the hourly wage rate for hours engaged in handling of said materials. Employees required to possess a Hazardous Material 

Certification as a condition of employment shall be compensated at 120% of the hourly wage rate. 

           

OVERTIME:

Hours in excess of 40 per week, and all hours on Saturdays and Sundays, shall be paid at time and one-half the hourly rate.  

All hours on holidays shall be paid at double the hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Martin Luther King Day, Good Friday, Memorial Day, July 4th, Labor 

Day, Veterans' Day, Thanksgiving Day, Christmas Day.  Sunday holidays observed the following Monday.

Effective Date: 10/01/2014

 35.63  12.89  48.52  0.00  0.00

Rate Fringe Total Total Total

Lead Dredgerman, Operator, Leverman

Licensed Tug Operator (over 1000 HP)

Effective Date: 10/01/2014

 30.81  12.50  43.31  0.00  0.00

Rate Fringe Total Total Total

 Derrick Operator, Spider/Spill Barge Operator

Engineer, Electrician, Chief Welder, Chief Mate

Fill Placer, Operator II

Licensed Boat Operator

Maintenance Engineer

Effective Date: 10/01/2014

 29.01  12.36  41.37  0.00  0.00

Rate Fringe Total Total Total

 Certified Welder

Effective Date: 10/01/2014

 28.22  12.00  40.22  0.00  0.00

Rate Fringe Total Total Total

Mate, Drag Barge Operator, Steward, Assistant Fill Placer

Welder
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

OPERATING ENGINEERS MARINE-DREDGING      Rates Expiration Date :   09/30/2015

Effective Date: 10/01/2014

 27.30  11.92  39.22  0.00  0.00

Rate Fringe Total Total Total

Boat Operator

Effective Date: 10/01/2014

 22.68  11.25  33.93  0.00  0.00

Rate Fringe Total Total Total

Shoreman, Deckhand, Rodman, Scowman
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

MICROSURFACING/SLURRY SEAL      Rates Expiration Date :   02/28/2018

THESE RATES APPLY IN THE FOLLOWING COUNTIES ONLY:

  Atlantic, Burlington, Camden, Cape May, Cumberland, Gloucester, Mercer, Ocean, Salem

***IN ALL OTHER COUNTIES use the Heavy and General Laborers - North "Slurry Seal Laborer" rates.***

SHIFT DIFFERENTIALS: 

 Any shift starting at 3:30 PM or later shall receive an additional $0.35/hr

OVERTIME:

 Hours in excess of 8 per day or 40 per week shall be paid at time and one-half the hourly rate.  All hours on holidays shall 

be paid at double the hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Washington's Birthday, Memorial Day, July 4th, Labor Day, Presidential 

Election Day, Veterans' Day, Thanksgiving Day, Christmas Day.

Effective Date: 03/01/2015

 35.00  19.69  54.69  56.10  57.77

03/01/2016 03/01/2017

Rate Fringe Total Total Total

Foreman

Effective Date: 03/01/2015

 32.40  19.69  52.09  53.45  55.07

03/01/2016 03/01/2017

Rate Fringe Total Total Total

Box man

Effective Date: 03/01/2015

 30.40  19.69  50.09  51.45  53.02

03/01/2016 03/01/2017

Rate Fringe Total Total Total

Microsurface/Slurry Preparation

Effective Date: 03/01/2015

 30.40  19.69  50.09  51.45  53.02

03/01/2016 03/01/2017

Rate Fringe Total Total Total

Squeegee man

Effective Date: 03/01/2015

 28.90  19.69  48.59  49.95  51.57

03/01/2016 03/01/2017

Rate Fringe Total Total Total

Cleaner, Taper
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

ASPHALT LABORERS - SOUTH      Rates Expiration Date :   02/28/2016

"THESE RATES APPLY IN THE FOLLOWING COUNTIES ONLY: Atlantic, Burlington, Camden, Cape May, 

Cumberland, Gloucester, Mercer, Ocean, Salem

{For apprentice rates refer to "Laborer - Heavy & General" apprentice rates in any county rate package}

The regular workday consists of 8 hours, starting at 7:00 AM or 8:00 AM.

SHIFT DIFFERENTIALS:

- Shifts must start at 3:00 PM, 4:00 PM, 12:00 AM, or 1:00 AM, to be considered shift work, except when the project

owner mandates special hours of work in the job specifications, in which case those hours may be considered shift work.

- When such hours are mandated by the project owner, a shift that begins before midnight on Friday and ends on Saturday

morning, or that begins at or after 8:00 PM on Sunday and ends on Monday morning may be paid at the shift differential

rate.

- Shifts shall receive an additional $2.50 per hour. 

OVERTIME:

- Hours in excess of 8 per day, Monday through Friday, or outside of the regular workday that are not shift work, and all

hours on Saturdays, shall be paid at time and one-half the hourly rate. All hours on Sundays and holidays shall be paid at

double the hourly rate.  

- Four 10-hour days may be worked, Monday through Thursday, at straight time, with Friday used as a make-up day for a

day lost to inclement weather. If Friday is not a make-up day, all hours on Friday shall be paid at time and one-half the

hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential

Election Day, Veterans' Day, Thanksgiving Day, Christmas Day. Sunday holidays observed the following Monday.  

Veterans Day may be substituted for the day after Thanksgiving. However, in the trading of Veterans Day for the day after 

Thanksgiving, if overtime is worked on Veterans Day, it shall be paid at double the hourly rate.

Hazardous Waste Work:

-where Level A, B, or C protection is required: + $3.00/hr

-other Hazardous Waste site: + $1.00/hr

Effective Date: 06/11/2015

 38.00  26.28  64.28  65.03  0.00

09/01/2015

Rate Fringe Total Total Total

Paving Foreman

Effective Date: 06/11/2015

 36.55  26.28  62.83  63.58  0.00

09/01/2015

Rate Fringe Total Total Total

Head Raker

Effective Date: 06/11/2015

 36.40  26.28  62.68  63.43  0.00

09/01/2015

Rate Fringe Total Total Total

Raker, Screedman, Luteman

Effective Date: 06/11/2015

 36.15  26.28  62.43  63.18  0.00

09/01/2015

Rate Fringe Total Total Total

Tampers, Smoothers, Kettlemen,

Painters, Shovelers, Roller Boys
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

ASPHALT LABORERS - SOUTH      Rates Expiration Date :   02/28/2016

Effective Date: 06/11/2015

 36.25  26.28  62.53  63.28  0.00

09/01/2015

Rate Fringe Total Total Total

Milling Controller

Effective Date: 06/11/2015

 36.45  26.28  62.73  63.48  0.00

09/01/2015

Rate Fringe Total Total Total

Traffic Control Coordinator
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

TEST BORING PRELIMINARY TO CONSTRUCTION-NORTH      Rates Expiration Date :   10/16/2015

THESE RATES APPLY IN THE FOLLOWING COUNTIES ONLY:

Bergen, Essex, Hudson, Middlesex, Morris, Passaic, Somerset, Union

SHIFT DIFFERENTIAL:

Employees on a shift other than between the hours of 8:00 AM and 5:00 PM shall receive an additional $1.00 per hour.

OVERTIME:

Hours in excess of 8 per day, Monday through Friday, and all hours on Saturday shall be paid at time and one-half the 

regular rate.  All hours on Sundays and holidays shall be paid at double the regular rate.

RECOGNIZED HOLIDAYS: New Year's Day, Memorial Day, July 4th, Labor Day, Thanksgiving Day, and Christmas 

Day.  Sunday holidays observed the following Monday.

Hazardous Waste Pay (for Levels A, B, and C): an additional 10% of the hourly rate, per hour.

A newly hired Helper with no experience in the industry shall be paid as follows:

   1st year on the job - 70% of Helper wage rate

   2nd year on the job - 80% of Helper wage rate

   3rd year on the job - 90% of Helper wage rate 

   All helpers receive full fringe benefit rate.

Effective Date: 11/13/2014

 29.44  22.89  52.33  0.00  0.00

Rate Fringe Total Total Total

Helper (4th year helper)

Effective Date: 11/13/2014

 36.82  22.89  59.71  0.00  0.00

Rate Fringe Total Total Total

Driller

Effective Date: 11/13/2014

 42.22  22.89  65.11  0.00  0.00

Rate Fringe Total Total Total

Foreman
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

HEAVY & GENERAL LABORERS - NORTH      Rates Expiration Date :   02/28/2018

THESE RATES APPLY IN THE FOLLOWING COUNTIES ONLY:

Bergen, Essex, Hudson, Hunterdon, Middlesex, Monmouth, Morris, Passaic, Somerset, Sussex, Union, Warren

{For apprentice rates refer to "Laborer - Heavy & General" apprentice rates in any county rate package}

The regular workday consists of 8 hours, starting at 7:00 AM or 8:00 AM.

SHIFT DIFFERENTIALS:

- Shifts must start at 3:00 PM, 4:00 PM, 12:00 AM, or 1:00 AM, to be considered shift work, except when the project 

owner mandates special hours of work in the job specifications, in which case those hours may be considered shift work.

- When such hours are mandated by the project owner, a shift that begins before midnight on Friday and ends on Saturday 

morning, or that begins at or after 8:00 PM on Sunday and ends on Monday morning may be paid at the shift differential 

rate.

- Shifts shall receive an additional $2.50 per hour.

OVERTIME:

- Hours in excess of 8 per day, Monday through Friday, or outside of the regular workday that are not shift work, and all 

hours on Saturdays, shall be paid at time and one-half the hourly rate.  All hours on Sundays and holidays shall be paid at 

double the hourly rate.

- Four 10-hour days may be worked, Monday through Thursday, at straight time, with Friday used as a make-up day for a 

day lost to inclement weather. If Friday is not a make-up day, all hours on Friday shall be paid at time and one-half the 

hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential Election 

Day, Veterans' Day, Thanksgiving Day, Christmas Day.  Sunday holidays observed the following Monday.  Veterans Day 

may be substituted for the day after Thanksgiving. However, in the trading of Veterans Day for the day after Thanksgiving, 

if overtime is worked on Veterans Day, it shall be paid at double the hourly rate.

Hazardous Waste Work:

 -where Level A, B, or C protection is required: + $3.00/hr

 -other Hazardous Waste site: + $1.00/hr

Effective Date: 06/05/2015

 35.75  26.28  62.03  62.78  64.28

09/01/2015 03/01/2016

Rate Fringe Total Total Total

"D" Rate:

basic, landscape, asphalt, slurry seal, or railroad track laborer; utility meter installer; traffic director/flagman; salamander tender; 

pitman; dumpman; rakers or tampers on cold patch work; wrappers or coaters of pipe; waterproofer; timberman; wagon drill or drill 

master helper; powder carrier; magazine tender; signal man; power buggy operator; tree cutter; operator of basic power tools

Effective Date: 06/05/2015

 36.45  26.28  62.73  63.48  64.98

09/01/2015 03/01/2016

Rate Fringe Total Total Total

"C" Rate:

pipe layer; laser man; conduit or duct line layer; operator of jack hammer, chipping hammer, pavement breaker, concrete cutter, 

asphalt cutter, sheet hammer, or walk-behind saw cutter; sandblaster; acetylene cutting or burning; wagon drill, directional drill, or 

hydraulic drill operator; drill master; core driller; traffic control coordinator; asphalt raker or lute man
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

HEAVY & GENERAL LABORERS - NORTH      Rates Expiration Date :   02/28/2018

Effective Date: 06/05/2015

 36.70  26.28  62.98  63.73  65.23

09/01/2015 03/01/2016

Rate Fringe Total Total Total

"B" Rate:

concrete finisher; setter of brick or stone pavers; stone cutter; form setter; manhole, catch basin, or inlet builder; asphalt screedman; 

rammer; hardscaping; gunite nozzle man

Effective Date: 06/05/2015

 40.25  26.28  66.53  67.28  68.78

09/01/2015 03/01/2016

Rate Fringe Total Total Total

"A" Rate:

blaster

Effective Date: 06/05/2015

 38.00  26.28  64.28  65.03  66.53

09/01/2015 03/01/2016

Rate Fringe Total Total Total

"FOREMAN" Rate:

labor foreman, asphalt foreman, drill foreman, pipe foreman, grade foreman, finisher foreman, concrete foreman

Effective Date: 06/05/2015

 39.00  26.28  65.28  66.03  67.53

09/01/2015 03/01/2016

Rate Fringe Total Total Total

"GENERAL FOREMAN" Rate
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

HEAVY & GENERAL LABORERS - SOUTH      Rates Expiration Date :   02/28/2016

THESE RATES APPLY IN THE FOLLOWING COUNTIES ONLY:

Atlantic, Burlington, Camden, Cape May, Cumberland, Gloucester, Mercer, Ocean, Salem

{For apprentice rates refer to "Laborer - Heavy & General" apprentice rates in any county rate package}

The regular workday consists of 8 hours, starting at 7:00 AM or 8:00 AM.

SHIFT DIFFERENTIALS:

- Shifts must start at 3:00 PM, 4:00 PM, 12:00 AM, or 1:00 AM, to be considered shift work, except when the project 

owner mandates special hours of work in the job specifications, in which case those hours may be considered shift work.

- When such hours are mandated by the project owner, a shift that begins before midnight on Friday and ends on Saturday 

morning, or that begins at or after 8:00 PM on Sunday and ends on Monday morning may be paid at the shift differential 

rate.

- Shifts shall receive an additional $2.50 per hour.  

OVERTIME:

- Hours in excess of 8 per day, Monday through Friday, or outside of the regular workday that are not shift work, and all 

hours on Saturdays, shall be paid at time and one-half the hourly rate.  All hours on Sundays and holidays shall be paid at 

double the hourly rate.

- Four 10-hour days may be worked, Monday through Thursday, at straight time, with Friday used as a make-up day for a 

day lost to inclement weather. If Friday is not a make-up day, all hours on Friday shall be paid at time and one-half the 

hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential Election 

Day, Veterans' Day, Thanksgiving Day, Christmas Day.  Sunday holidays observed the following Monday.  Veterans Day 

may be substituted for the day after Thanksgiving. However, in the trading of Veterans Day for the day after Thanksgiving, 

if overtime is worked on Veterans Day, it shall be paid at double the hourly rate.

Hazardous Waste Work:

 -where Level A, B, or C protection is required: + $3.00/hr

 -other Hazardous Waste site: + $1.00/hr

Effective Date: 06/11/2015

 35.75  26.28  62.03  62.78  0.00

09/01/2015

Rate Fringe Total Total Total

basic, landscape, or railroad track laborer; utility meter installer; traffic director/flagman; salamander tender; pitman; dumpman; 

rakers or tampers on cold patch work; wrappers or coaters of pipe; waterproofers

tree cutter, timberman

Effective Date: 06/11/2015

 35.75  26.28  62.03  62.78  0.00

09/01/2015

Rate Fringe Total Total Total

wagon drill or drill master helper; powder carrier; magazine tender; signal man
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

HEAVY & GENERAL LABORERS - SOUTH      Rates Expiration Date :   02/28/2016

Effective Date: 06/11/2015

 36.45  26.28  62.73  63.48  0.00

09/01/2015

Rate Fringe Total Total Total

pipe layer; laser man; conduit or duct line layer; operator of jack hammer, chipping hammer, pavement breaker, concrete cutter, 

asphalt cutter, sheet hammer, or walk-behind saw cutter; sandblaster; acetylene cutting or burning

Effective Date: 06/11/2015

 36.45  26.28  62.73  63.48  0.00

09/01/2015

Rate Fringe Total Total Total

wagon or directional drill operator; drill master

Effective Date: 06/11/2015

 40.25  26.28  66.53  67.28  0.00

09/01/2015

Rate Fringe Total Total Total

blaster

Effective Date: 06/11/2015

 38.00  26.28  64.28  65.03  0.00

09/01/2015

Rate Fringe Total Total Total

labor foreman, drill foreman, pipe foreman, grade foreman, finisher foreman, concrete foreman

Effective Date: 06/11/2015

 39.00  26.28  65.28  66.03  0.00

09/01/2015

Rate Fringe Total Total Total

general foreman

Effective Date: 06/11/2015

 36.70  26.28  62.98  63.73  0.00

09/01/2015

Rate Fringe Total Total Total

concrete finisher; setter of brick or stone pavers; stone cutter; form setter; manhole, catch basin, or inlet builder; rammer; gunite 

nozzle man
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

PIPELINE - MAINLINE TRANSMISSION      Rates Expiration Date :   05/31/2016

These rates apply to the following: welding on Transportation Mainline pipe lines (cross-country pipe lines, or any 

segments thereof, transporting coal, gas, oil, water or other transportable materials, vapors or liquids, including portions of 

such pipe lines within private property boundaries up to the final metering station or connection - the point where a valve, 

consumer connection, or town border station divides mainline transmission lines or higher pressure lateral and branch lines 

from lower pressure distribution systems). 

PER DIEM PAYMENT:

In addition to the total wage rate paid for each craft, the following per diem (per day) amounts must also be paid - Pipeline 

Journeyman: $42.50; Pipeline Journeyman Welder: $102.50; and Pipeline Helper: $42.50.  Note: in order to receive the per 

diem payment an employee must work a minimum of 8 hours in a 24 hour period.

NOTES:  

- Journeymen employed as "stringer bead" welders and journeymen who are regularly employed as "hot-pass" welders 

shall receive $1.00 per hour more than other journeymen. 

- Welders running "stringer bead" or "hot-pass" on "cutouts" or "tie-ins" on a production basis shall be paid $1.00 per hour 

above the journeymen rate.

- Whenever a welder helper is employed using a power buffer or power grinder immediately behind the stringer bead 

and/or hot-pass welders, and the pipe gang is set on a production basis, the helper shall be paid $2.00 per hour above the 

helper rate.

- If back welding is performed inside a pipe under either or both of the following conditions, the welder engaged in the 

welding will receive $3.00 per hour above the regular rate for the job only for the days on which such back welding is 

performed:

       - The employer elects, as a regular procedure, to back weld each line-up.  This condition is

          not intended to apply to occasional back welding performed by the pipe gang to repair a 

          bead, to rectify a "high-lo" condition or wall thickness, etc. 

       - A welder is required to back weld a completed weld behind the firing line.

- If the welder helper is required to go inside the pipe for the purpose of brushing, buffing and grinding the weld, they shall 

receive a wage rate $1.00 per hour above the regular 

helper rate for the days involved.

- Welders working on "hot work" shall be paid $2.00 per hour above the regular rate for each day engaged in such work. 

"Hot work' is defined as work on lines in service where there is the danger of fire or explosion.

The regular workday shall be 8 hours, between 8:00 AM and 4:30 PM.

OVERTIME:

Hours in excess of 8 per day, and all hours on Sundays shall be paid at time and one-half the regular rate, inclusive of 

benefits. All hours on holidays shall be paid at double the regular rate, inclusive of benefits.

RECOGNIZED HOLIDAYS: New Year's Day, July 4th, Labor Day, Thanksgiving Day, and Christmas Day.  Sunday 

holidays observed the following Monday.

Effective Date: 06/02/2015

 52.53  26.14  78.67  0.00  0.00

Rate Fringe Total Total Total

Pipeline Journeyman Welder
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

PIPELINE - MAINLINE TRANSMISSION      Rates Expiration Date :   05/31/2016

Effective Date: 06/02/2015

 52.53  26.14  78.67  0.00  0.00

Rate Fringe Total Total Total

Pipeline Journeyman

Effective Date: 06/02/2015

 31.82  18.28  50.10  0.00  0.00

Rate Fringe Total Total Total

Pipeline Helper
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

PIPELINE - GAS DISTRIBUTION      Rates Expiration Date :   10/31/2015

These rates apply to the following: welding on gas line distribution systems (that portion of the gas distribution system 

placed in streets, roads, subways, tunnels, viaducts, highways and easements which serves the users of gas).

SHIFT DIFFERENTIALS:

An "irregular" shift may start any time from 5:00 PM to 12:00 AM, Monday through Friday, and shall receive an 

additional 15% of the regular rate per hour, inclusive of benefits. 

OVERTIME:

Hours in excess of forty per week, and all hours on Saturdays shall be paid at time and one-half the regular rate, inclusive 

of benefits. All hours on Sundays and holidays shall be paid at double the regular rate, inclusive of benefits.

RECOGNIZED HOLIDAYS: New Year's Day, Memorial Day, July 4th, Labor Day, Thanksgiving Day, and Christmas 

Day.  Sunday holidays observed the following Monday.

Effective Date: 10/30/2014

 54.13  20.90  75.03  0.00  0.00

Rate Fringe Total Total Total

Pipeline Journeyman Welder

Effective Date: 10/30/2014

 54.13  20.90  75.03  0.00  0.00

Rate Fringe Total Total Total

Pipeline Journeyman

Effective Date: 10/30/2014

 35.07  15.09  50.16  0.00  0.00

Rate Fringe Total Total Total

Pipeline Helper
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

ASPHALT LABORERS- NORTH      Rates Expiration Date :   02/28/2016

THESE RATES APPLY IN THE FOLLOWING COUNTIES ONLY:

Bergen, Essex, Hudson, Hunterdon, Middlesex, Monmouth, Morris, Passaic, Somerset, Sussex, Union, Warren

{For apprentice rates refer to "Laborer - Heavy & General" apprentice rates in any county rate package}

The regular workday consists of 8 hours, starting at 7:00 AM or 8:00 AM.

SHIFT DIFFERENTIALS:

- Shifts must start at 3:00 PM, 4:00 PM, 12:00 AM, or 1:00 AM, to be considered shift work, except when the project

owner mandates special hours of work in the job specifications, in which case those hours may be considered shift work.

- When such hours are mandated by the project owner, a shift that begins before midnight on Friday and ends on Saturday

morning, or that begins at or after 8:00 PM on Sunday and ends on Monday morning may be paid at the shift differential

rate.

- Shifts shall receive an additional $2.50 per hour. 

OVERTIME:

- Hours in excess of 8 per day, Monday through Friday, or outside of the regular workday that are not shift work, and all

hours on Saturdays, shall be paid at time and one-half the hourly rate. All hours on Sundays and holidays shall be paid at

double the hourly rate. 

- Four 10-hour days may be worked, Monday through Thursday, at straight time, with Friday used as a make-up day for a

day lost to inclement weather. If Friday is not a make-up day, all hours on Friday shall be paid at time and one-half the

hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential

Election Day, Veterans' Day, Thanksgiving Day, Christmas Day. Sunday holidays observed the following Monday.  

Veterans Day may be substituted for the day after Thanksgiving. However, in the trading of Veterans Day for the day after 

Thanksgiving, if overtime is worked on Veterans Day, it shall be paid at double the hourly rate.

Hazardous Waste Work:

-where Level A, B, or C protection is required: + $3.00/hr

-other Hazardous Waste site: + $1.00/hr

Effective Date: 06/05/2015

 38.00  26.28  64.28  65.03  0.00

09/01/2015

Rate Fringe Total Total Total

Asphalt Foreman

Effective Date: 06/05/2015

 36.70  26.28  62.98  63.73  0.00

09/01/2015

Rate Fringe Total Total Total

Asphalt Screedman

Effective Date: 06/05/2015

 36.45  26.28  62.73  63.48  0.00

09/01/2015

Rate Fringe Total Total Total

Asphalt Raker or Lute Man

Effective Date: 06/05/2015

 35.75  26.28  62.03  62.78  0.00

09/01/2015

Rate Fringe Total Total Total

Asphalt Laborer
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

ELECTRICIAN- UTILITY WORK (NORTH)      Rates Expiration Date :   12/03/2017

Electrician-Utility Work (North)

(For apprentice rates refer to Electrician-Utility Work (North) in any county rate package).

These rates apply to work contracted for by the following utility companies:

Public Service Electric & Gas Co. of NJ, GPU Energy, Borough of Madison Electric Department, Sussex Rural

Electric Cooperative, Rockland Utilities, and Butler Municipal Electric Co.

These rates do not apply to work on substations or switching stations.

For Utility work contracted for by a utility company other than those listed above or those listed under "Electrician-

Utility Work (South), see the "Outside Commercial Rates" for the county in which the jobsite is located.

* FOR OUTSIDE COMMERCIAL RATES PLEASE SEE COUNTY RATES

The regular workday is 8 hours, between 6:00 AM and 6:00 PM.

FOR EMERGENCY WORK ONLY: (emergency work is defined  as work caused by storm, catastrophe, act of god, and 

circumstances beyond the control of the employer)-all hours of work shall be paid at double the hourly rate.

SHIFT DIFFERENTIALS:

 Shift work must run for a minimum of 5 consecutive workdays.

 2nd shift (between the hours of 4:30 PM and 1:00 AM): 8 hours of work + 17.3% of the regular rate, inclusive of benefits.

 3rd shift (between the hours of 12:30 AM and 9:00 AM): 8 hours of work + 31.4% of the regular rate per hour, inclusive 

of benefits.

OVERTIME:

Hours in excess of 8 per day, or before or after the regular wokday Monday through Friday, that is not shift work, and all 

hours on Saturday shall be paid at time and one-half the regular rate, inclusive of benefits. All hours on Sundays and 

holidays shall be paid at double the hourly rate, inclusive of benefits.

Four 10-hour days may worked, at straight time, between 7:00 AM and 6:30 PM, Monday through Thursday.

RECOGNIZED HOLIDAYS:

New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential Election Day, Veterans' Day, 

Thanksgiving Day and Christmas Day, or day on which they are legally observed.

Effective Date: 12/01/2014

 48.93  32.78  81.71  84.36  87.27

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Chief Lineman

Effective Date: 12/01/2014

 46.16  30.92  77.08  79.59  82.34

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Journeyman Lineman

Effective Date: 12/01/2014

 46.16  30.92  77.08  79.59  82.34

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Special License Operator
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

ELECTRICIAN- UTILITY WORK (NORTH)      Rates Expiration Date :   12/03/2017

Effective Date: 12/01/2014

 45.70  30.61  76.31  78.79  81.51

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Transit Man

Effective Date: 12/01/2014

 44.32  29.69  74.01  76.40  79.04

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Line Equipment Operator

Effective Date: 12/01/2014

 38.78  25.98  64.76  66.85  69.17

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Dynamite Man

Effective Date: 12/01/2014

 54.47  36.49  90.96  93.92  97.16

11/29/2015 12/04/2016

Rate Fringe Total Total Total

General Foreman

Effective Date: 12/01/2014

 53.09  35.57  88.66  91.53  94.68

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Assistant General Foreman

Effective Date: 12/01/2014

 51.70  34.63  86.33  89.14  92.21

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Line Foreman

Effective Date: 12/01/2014

 37.39  25.05  62.44  64.46  66.69

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Straight Light Mechanical Leader

Effective Date: 12/01/2014

 35.54  23.81  59.35  61.28  63.40

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Groundman Winch Operator
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

ELECTRICIAN- UTILITY WORK (NORTH)      Rates Expiration Date :   12/03/2017

Effective Date: 12/01/2014

 35.54  23.81  59.35  61.28  63.40

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Groundman Truck Operator

Effective Date: 12/01/2014

 35.08  23.50  58.58  60.48  62.57

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Straight Light Mechanic

Effective Date: 12/01/2014

 35.08  23.50  58.58  60.48  62.57

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Line Equipment Mechanic

Effective Date: 12/01/2014

 30.01  20.10  50.11  51.73  53.52

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Groundman 2nd Year

Effective Date: 12/01/2014

 27.70  18.55  46.25  47.76  49.39

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Groundman 1st Year

Effective Date: 12/01/2014

 45.70  30.61  76.31  78.79  81.51

11/29/2015 12/04/2016

Rate Fringe Total Total Total

Line Equipment Foreman
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

ELECTRICIAN- UTILITY WORK (SOUTH)      Rates Expiration Date :   11/30/2015

Electrician-Utility Work (South)

(For apprentice rates refer to Electrician-Utility Work (South) in any county rate package).

These rates apply to work contracted for by the following utility company:

Atlantic City Electric.

These rates do not apply to work on substations or switching stations.

For utility work contracted for by a utility company other than the one listed above or those listed under "Electrician-

Utility Work (North), see the "Outside Commercial Rates" for the county in which the jobsite is located.

* FOR OUTSIDE COMMERCIAL RATES PLEASE SEE COUNTY RATES

The regular workday is 8 hours, between 7:00 AM and 4:30 PM.

FOR EMERGENCY WORK ONLY: (emergency work is defined as work caused by storm, catastrophe, act of god, and 

circumstances beyond the control of the employer)- all hours of work shall be paid at double the hourly rate.

SHIFT DIFFERENTIALS:

 Shift work must run for a minimum of 5 consecutive workdays.

 When two (2) or three (3) shifts are worked the following shall apply:

 1st shift (between the hours of 8:00 AM and 4:30 PM)

 2nd shift (between the hours of 4:30 PM and 12:30 AM): 8 hours of work + 10% of the regular rate of pay for 7.5 hours 

worked.

 3rd shift (between the hours of 12:30 AM and 8:00 AM): 8 hours of work + 15% of the regular rate of pay for 7 hours 

worked.

OVERTIME:

Hours in excess of 8 per day, or before or after the regular wokday Monday through Friday, that is not shift work,

and all hours on Saturday shall be paid at time and one-half the regular rate. All hours on Sundays and Holidays

shall be paid double the hourly rate.

Four 10-hour days may be worked, at straight time, between 6:00 AM and 6:00 PM, Monday through Thursday with Friday 

used as a make-up day.

RECOGNIZED HOLIDAYS:

New Year's Day, Memorial Day, July 4th, Labor Day, Veterans' Day, Thanksgiving Day and Christmas Day or on days 

celebrated.

WORKING RULES:

There shall be a Foreman in charge of each work crew. No crews are to exceed twelve (12) men, including Foremen.

There shall be a General Foreman designated for transmission work when three (3) or more crews are on the same job and 

for distribution work where there are are more than twenty (20) employees on site.

A small job crew shall consist of five (5) or less employees, one (1) of the Journeyman Linemen in the crew shall be  

designated as a Small Job Foreman.

Work performed from ladders and/or mechanical lift equipment shall be the work of Linemen and/or Apprentices.

On new construction, fitting and framing poles, towers or structures may be done by Journeymen and/or  Apprentices. 

Groundmen may assist, but may not perform any work which would be performed by Linemen if assembled in the air.

There shall be a Journeyman Lineman in each pole setting, erection, grounding, wire and cable-pulling crew of more than 

three (3) men.
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

ELECTRICIAN- UTILITY WORK (SOUTH)      Rates Expiration Date :   11/30/2015

Effective Date: 12/04/2014

 56.05  41.02  97.07  0.00  0.00

Rate Fringe Total Total Total

General Foreman

Effective Date: 12/04/2014

 49.92  37.54  87.46  0.00  0.00

Rate Fringe Total Total Total

Foreman

Effective Date: 12/04/2014

 47.29  36.06  83.35  0.00  0.00

Rate Fringe Total Total Total

Small Job Foreman

Effective Date: 12/04/2014

 43.79  34.05  77.84  0.00  0.00

Rate Fringe Total Total Total

Heavy Equipment Operator

Effective Date: 12/04/2014

 43.79  34.05  77.84  0.00  0.00

Rate Fringe Total Total Total

Cable Splicer

Effective Date: 12/04/2014

 43.79  34.05  77.84  0.00  0.00

Rate Fringe Total Total Total

Journeyman Lineman

Effective Date: 12/04/2014

 43.79  34.05  77.84  0.00  0.00

Rate Fringe Total Total Total

Journeyman Welder

Effective Date: 12/04/2014

 43.79  34.05  77.84  0.00  0.00

Rate Fringe Total Total Total

Journeyman Painter
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

ELECTRICIAN- UTILITY WORK (SOUTH)      Rates Expiration Date :   11/30/2015

Effective Date: 12/04/2014

 35.03  29.07  64.10  0.00  0.00

Rate Fringe Total Total Total

Light Equipment Operator

Effective Date: 12/04/2014

 30.65  26.57  57.22  0.00  0.00

Rate Fringe Total Total Total

Groundman Truck Driver

Effective Date: 12/04/2014

 28.46  25.33  53.79  0.00  0.00

Rate Fringe Total Total Total

Groundman 3rd Year

Effective Date: 12/04/2014

 26.27  24.08  50.35  0.00  0.00

Rate Fringe Total Total Total

Groundman 2nd Year

Effective Date: 12/04/2014

 24.08  22.84  46.92  0.00  0.00

Rate Fringe Total Total Total

Groundman 1st Year

Effective Date: 12/04/2014

 19.27  20.09  39.36  0.00  0.00

Rate Fringe Total Total Total

Flagman
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

HEAVY & GENERAL LABORERS- NEW TRANS HUDSON TUNNELS      Rates Expiration Date :   02/28/2016

**THESE RATES APPLY TO  CONSTRUCTION ON NEW TRANS HUDSON TUNNELS ONLY**

{For apprentice rates refer to "Laborer - Heavy & General" apprentice rates in any county rate package}

The regular workday consists of 8 hours, starting at 7:00 AM or 8:00 AM.

SHIFT DIFFERENTIALS:

- Shifts must start at 3:00 PM, 4:00 PM, 12:00 AM, or 1:00 AM, to be considered shift work, except when the project

owner mandates special hours of work in the job specifications, in which case those hours may be considered shift work.

- When such hours are mandated by the project owner, a shift that begins before midnight on Friday and ends on Saturday

morning, or that begins at or after 8:00 PM on Sunday and ends on Monday morning may be paid at the shift differential

rate.

- Shifts shall receive an additional $2.50 per hour. 

OVERTIME:

- Hours in excess of 8 per day, Monday through Friday, or outside of the regular workday that are not shift work, and all

hours on Saturdays, shall be paid at time and one-half the hourly rate. All hours on Sundays and holidays shall be paid at

double the hourly rate.

- Four 10-hour days may be worked, Monday through Thursday, at straight time, with Friday used as a make-up day for a

day lost to inclement weather. If Friday is not a make-up day, all hours on Friday shall be paid at time and one-half the

hourly rate.

RECOGNIZED HOLIDAYS: New Year's Day, Presidents' Day, Memorial Day, July 4th, Labor Day, Presidential

Election Day, Veterans' Day, Thanksgiving Day, Christmas Day. Sunday holidays observed the following Monday.  

Veterans Day may be substituted for the day after Thanksgiving. However, in the trading of Veterans Day for the day after 

Thanksgiving, if overtime is worked on Veterans Day, it shall be paid at double the hourly rate.

Hazardous Waste Work:

-where Level A, B, or C protection is required: + $3.00/hr

-other Hazardous Waste site: + $1.00/hr

Effective Date: 06/11/2015

 57.75  26.28  84.03  85.03  0.00

09/01/2015

Rate Fringe Total Total Total

Walking Boss & Superintendent

Effective Date: 06/11/2015

 57.30  26.28  83.58  84.58  0.00

09/01/2015

Rate Fringe Total Total Total

Heading Foreman, Shaft Foreman, Rod Foreman, Electrical Foreman, Rigging Foreman

Effective Date: 06/11/2015

 56.55  26.28  82.83  83.83  0.00

09/01/2015

Rate Fringe Total Total Total

Iron Foreman, Caulking Foreman, Form Foreman, Cement Finishing Foreman, Concrete Foreman, Track Foreman, Clean-up 

Foreman, Grout Foreman
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NEW JERSEY DEPARTMENT OF LABOR AND WORKFORCE DEVELOPMENT

PREVAILING WAGE RATE DETERMINATION

TERRITORY

ENTIRE STATE

HEAVY & GENERAL LABORERS- NEW TRANS HUDSON TUNNELS      Rates Expiration Date :   02/28/2016

Effective Date: 06/11/2015

 60.30  26.28  86.58  87.58  0.00

09/01/2015

Rate Fringe Total Total Total

Blaster

Effective Date: 06/11/2015

 55.73  26.28  82.01  83.01  0.00

09/01/2015

Rate Fringe Total Total Total

Top Labor Foreman

Effective Date: 06/11/2015

 55.20  26.28  81.48  82.48  0.00

09/01/2015

Rate Fringe Total Total Total

Skilled Men (including Caulker, Powder Carrier, all other skilled men)

Skilled Men (including Miner, Drill Runner, Iron Man, Conveyor Man, Maintenance Man, Safety Miner, Rigger, Block Layer, 

Cement Finisher, Rod Man)

Effective Date: 06/11/2015

 54.98  26.28  81.26  82.26  0.00

09/01/2015

Rate Fringe Total Total Total

Semi-Skilled Men (including Bell or Signal Man top or bottom, Form Worker & Mover, Concrete Worker, Shaft Man, Tunnel 

Laborer, Caulker's Helper, all other semi-skilled)

Semi-Skilled Men (including Miner's Helper, Chuck Tender, Track Man, Nipper, Brake Man, Derail Man, Cable Man, Hose Man,

Gravel Man, Form Man)

Effective Date: 06/11/2015

 54.23  26.28  80.51  81.51  0.00

09/01/2015

Rate Fringe Total Total Total

All others (including Powder Watchman, Change House Attendant, Top Laborer, Job Steward)
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Technical Specifications 
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MOBILIZATION AND DEMOBILIZATION 
 
 
DESCRIPTION 
 

Mobilization and Demobilization shall consist of the cost of initiating the contract, 
including preparatory work and operations, necessary for the movement of personnel, equipment, 
supplies and incidentals to the Project site, and other work performed or costs incurred prior to 
beginning work.  In any case of inconsistencies with the N.J.A.C. 7:14-2.9, the NJ 
Administrative Code shall govern. 
 
QUANTITY AND PAYMENT 
 
 Payment for the Mobilization and  Demobilization Bid Item will be made on a lump sum 
basis, which price shall include the cost of initiating the contract, regardless of the fact that the 
Contractor may have, for any reason, shut down his work on the Project or moved equipment 
away from the Project and back again, in accordance with 2007 NJDOT Standard Specifications 
Section 154. 
 
 Payment will be made in accordance with the following schedule: 
 

 When 5% of the work is completed - 25% of the amount bid for mobilization or 
2.5% of the Total Contract Price, whichever is less, will be paid 

 When 10% of the work is completed - 50% of the amount bid for mobilization or 
5% of the Total Contract Price, whichever is less, will be paid 

 When 15% of the work is completed – 75% of the amount bid for mobilization or 
7.5% of the Total Contract Price, whichever is less, will be paid 

 When 20% of the work is completed – 100% of the amount bid for mobilization 
or 10% of the Total Contract Price, whichever is less, will be paid 

 upon completion of all work on the project, payment for the amount bid for 
mobilization in excess of 10% of the Total Contract Price will be made. 

 the percentage of work completed shall be the total of payments earned compared 
to the Total Contract Price. The total of payments earned excludes the amount 
paid for this item and the amount paid for materials furnished but not incorporated 
into the work in accordance with Subsection 109.06, as shown on the monthly 
estimates of the approximate quantities of work done, prepared in accordance 
with Subsection 109.05. 

 
(A) The lump sum price bid for Mobilization and Demobilization is limited to the 

following maximum amounts: 
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Original Contract Amount 
(Including Mobilization) 

 
For More Than 

 
To and Including 

Max. Amount for Item of 
Mobilization 

$                     0 $                100,000 $                   3,000 
100,000 500,000 15,000 
500,000 1,000,000 30,000 

1,000,000 2,000,000 60,000 
2,000,000 3,000,000 90,000 
3,000,000 4,000,000 120,000 
4,000,000 5,000,000 125,000 
5,000,000 6,000,000 150,000 
6,000,000 7,000,000 175,000 
7,000,000 10,000,000 200,000 
10,000,000  2.5% of amount bid 

 
QUANTITY AND PAYMENT 
 

Payment for Mobilization and Demobilization will be made on a scheduled payment 
breakdown of the lump sum item MOBILIZATION AND DEMOBILIZATION in the 
proposal which price shall include the cost of, any and all materials, all labor and equipment and 
all else necessary and incidental thereto.   
 

-- END OF SECTION --
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SITE CLEARING AND DEMOLITION 
 

DESCRIPTION 
 

Under this item the Contractor shall remove and dispose of all fences, concrete pads,  
concrete foundations, clay, stone paths, storm under-drains, under-drainage structures, gates, 
building doors, asphalt, signs, sprinkler systems, benches, drainage structures, flagpoles, 
boulders, drainage pipes, curb, walls, grass, trees, tree roots/stumps, shrubs, hedges, brush, 
stumps, roots, topsoil, dirt, stones, riding ring material, and all debris; the removal of which is 
required for carrying out the work of this project, shall be removed.  The Contractor shall 
perform test pits to locate any uncertainties in Existing Subsurface Structures to determine if 
these structures interfere or affect the proposed construction. 
 

The Contractor shall remove and dispose of pipes, inlets, manholes, reinforced concrete 
pavement, bituminous pavement, concrete and bituminous sidewalk, and old curb, as necessary 
for new construction.  The Contractor shall remove and reset all signs, not otherwise paid for; 
remove and reset any monuments, shrubs and fences; remove and reset to grade manhole and 
catch basin frames, fire hydrants, guide rail, gas and water valves; and complete all other 
removals and relocations required for the work and not specifically covered elsewhere for 
payment. 

 
 
METHODS OF CONSTRUCTION 
 

The lights, signs, inlets, sidewalk, pavement, bollards, curb and excavation unclassified 
shall be disposed of outside of the limits of the contract at no extra cost to the Owner. 
 

Trees and shrubs removed by the Contractor shall be cut and the roots and stumps 
removed by grubbing shall be refilled with suitable material which shall be solidly compacted so 
as to make the surface at these points conform with the adjoining grade.  No trees shall be cut 
outside the specified limits without permission of the Engineer. 

 
Any and all clean soil that is excavated during site clearing and demolition shall be 

backfilled and compacted. 
 
Manhole frames, catch basin frames, fire hydrants, guide rail, gas valves, water valves, 

and other structures shall be removed and carefully reset to match proposed grades. 
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QUANTITY AND PAYMENT 
 

The quantity of Site Clearing and Demolition for which payment will be made, will be a 
lump sum covering all work of SITE CLEARING, DEMOLITION AND TREE REMOVAL 
specified above.  Such price shall include removal of debris, disposal of materials, and all else 
necessary therefore and incidental thereto. 

 
 The Contractor shall abide by all of the rules and regulations as set forth in Section 201 – 
Clearing Site of the NJDOT State Standard Specifications and the respective amendments. 
 

-- END OF SECTION --



   

6 | P a g e  
 

CONSTRUCTION LAYOUT 
 
DESCRIPTION 

Under this item the Contractor shall provide all work required in connection with the 
layout for construction of the project, using the control points and data furnished by the 
Engineer. 
 
METHOD OF STAKEOUT 
 

The Contractor shall submit all necessary computations to establish the exact position of 
all the work from the control points furnished by the Engineer, along with construction grade 
sheets, prepared by a licensed land surveyor, to the Engineer for approval prior to the start of 
construction. 
 

The Contractor shall maintain the line and grade stakes furnished by the engineer for his 
use in staking out the work.  If such control points are damaged, lost, displaced or removed, they 
shall be reset or replaced at a charge to the Contractor for the actual cost of the work. 
 

The Contractor shall be responsible for maintaining the points he has established.  Any 
error or apparent discrepancies found in the plans or specifications shall be called to the 
Engineers attention in writing for interpretation prior to proceeding with the work. 
 
MEASUREMENT AND PAYMENT 
 

Construction Layout will not be measured. Payment for this item will be made on a lump 
sum basis for the item CONSTRUCTION LAYOUT as specified in the proposal.  
 

-- END OF SECTION --
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PRE-CONSTRUCTION PHOTOGRAPHS 
 

DESCRIPTION 
 
 The Contractor shall furnish good-quality photographs, to show the condition of the entire 
site prior to construction, as well as to show the progress of the work. 
 
MATERIALS 
 

Photographs shall be digital and show good-quality with respect to composition and 
resolution.  The format for digital photographs shall be atleast 1.5 megabytes in capture size.  
Photographs shall be submitted in (.jpg) format with documentation indicating sequential file 
name of digital picture and date the picture was taken.   

 
Digital photographs can be submitted by email to the Engineer or mailed on compact disc 

(CD) with documentation as noted above.   
 

MEHODS OF PHOTOGRAPHS 
 
 Pre-construction photographs shall be taken where directed by the Engineer to especially 
note the character of all existing site conditions within the project limits including easements and 
the condition of any structures, lawns, trees, streets, sidewalks, etc., which might be damaged, 
and shall average at least one photograph for each 50 feet of areas of construction the contract.  
The Engineer shall be provided a digital set of these photographs by means stated earlier.  
Construction progress photographs shall be taken by the contractor at regular intervals to 
document sizable construction achievements and milestones.  Photographs shall be taken at such 
times and at such locations as may be determined by the Engineer.  Photographs taken during the 
month shall be submitted to the Engineer at the time of submitting the periodic estimate for 
progress payment. 
 
QUANTITY AND PAYMENT 
 

No specific payment shall be made for the above item.  The cost of the above described 
work shall be included in the overall price bid on the project. 
 
 Contractors are advised that damage claims by property owners, which cannot be 
disputed by pre-construction photographs, will be required to restore the claimed damage.  
Therefore, pre-construction photos will be required, and furnished to the Engineer.  Separate 
payment will not be made for pre-construction photos and shall be included in the various bid 
items.   
  

Should the Contractor fail to take pre-construction photos, any property damage 
complaints received will be repaired by the Contractor at no cost to the Owner.   

 
-- END OF SECTION -- 
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MAINTENANCE AND PROTECTION OF TRAFFIC 

DESCRIPTION 
 

Under this Contract this item shall mean that the Contractor shall provide for the safe 
passage of vehicles, equine and pedestrians for safe ingress and egress within the limits of the 
project, including but not limited to the use of flagmen, cones, barrels, etc. in any and all areas 
where contractor deems it necessary.  The portion of the project which is opened to traffic shall 
be kept in such condition that traffic is adequately accommodated. 
 

This item also shall include the maintenance and protection of highway traffic and shall 
include any and all materials necessary to provide for this passage, and that the Contractor shall 
abide to all of the rules and regulations as set forth in Section 159 - Traffic Control of the 
applicable New Jersey State Highway Department Standard Specifications as amended in the 
Standard Specifications of this project.  The Contractor shall be responsible for implementing a 
detour, if not shown on the plans, in accordance with NJDOT Standard Specifications. 

 
The contractor may utilize outside agencies to maintain traffic.  
 
Because of the location of contract work, safety of people and horses is paramount.  

The Contractor shall contact supervisory personnel at the Stable for direction and use of 
protection devices before setting them or taking action.   

 
The contractor is responsible for all maintenance, safety and protection of traffic until the 

project is complete and turned over to the project owner. The contractor shall hold harmless the 
County of Union and its representatives, project construction managers and Neglia Engineering 
Associates for any safety incidents during the project construction period. 
 
QUANTITY AND PAYMENT 
 

It is the contractor’s responsibility to maintain a safe working environment as well as 
protect pedestrian traffic as well as equine from the construction site. Thus there is no specific 
pay item for the Maintenance and Protection of Traffic. The contractor shall include these costs 
within the bid item MOBILIZATION AND DEMOBILIZATION in the proposal which price 
shall include the cost of, any and all materials, all labor and equipment and all else necessary and 
incidental thereto.   
 

-- END OF SECTION --



   

9 | P a g e  
 

PROJECT PHASING 

DESCRIPTION 
 

Under this Contract this item shall mean that the Contractor shall provide Project Phasing 
of the construction activities to minimize the impact to the day to day operations of the stables.  
The Watchung Stables will remain open during the duration of the construction operations; 
however the area that is under construction will be closed.  The Contractor will be responsible to 
provide the appropriate measures to provide a safe environment for the Staff and Equine 
throughout the duration of the project.  A conceptual phasing plan has been provided within the 
construction plans and is subject to final approval at the time of construction.  The Contractor is 
responsible to submit a phasing plan two weeks prior to start of construction for review and 
approval by the owner and/or engineer.  Construction activities cannot begin until a phasing plan 
has been approved.  
 

The contractor is responsible for all coordination with the Owner, Staff and Engineer 
regarding the phasing and shall provide a minimum of 72 hours’ notice with respect to change in 
work zones.   
 
QUANTITY AND PAYMENT 
 

It is the contractor’s responsibility to provide the appropriate phasing of the project to 
maintain a safe working environment as well as to provide adequate space as approved by the 
owner and/or engineer for the Watchung Stables to remain in operation.  There is no specific pay 
item for PROJECT PHASING.  The contractor shall include these costs within the various bid 
items within the proposal which price shall include the cost of, any and all materials, all labor 
and equipment and all else necessary and incidental thereto.    
 

-- END OF SECTION --
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SOIL EROSION AND SEDIMENT CONTROL DEVICES 

DESCRIPTION 
 

The work performed under this item shall include construction of all soil erosion 
structures, temporary seeding or mulching and general soil stabilization. 

 
The contractor shall construct additional stone tracking pads not specifically shown on 

the plans as necessary to facilitate the mobilization of construction equipment on site. 
 
Furthermore, the contractor shall notify the Somerset-Union County Soil Conservation 

District prior to the start of construction as specified in the Site Plans.  Failure to notify the Soil 
Conservation District may result in fines to be paid by the Contractor.  Contact the Soils 
Conservation District for proper notification requirements before construction begins. 

 
MATERIALS 
 

Materials shall be in conformance with the Plan and Details, and shall include silt fences, 
gravel inlet filters, fertilizer and soil stabilization. All materials shall be approved by the 
Engineer.  Permanent seeding shall not be paid for under this area. 
 
METHODS OF CONSTRUCTION 
 

State Standard Specifications and Somerset-Union County Soil Conservation District 
Regulations. 
 

A. All erosion and sedimentation control measures shall be in place prior to any 
grading operations or construction of proposed facilities and shall be maintained 
until construction is complete and the construction area is stabilized.  After 
restoration is complete, temporary control measures shall be removed and 
disposed of properly. 

 
B. All erosion and sedimentation control measures shall be constructed and 

maintained in accordance with the "Standards for Soil Erosion and Sediment 
Control in New Jersey," prepared by the New Jersey State Soil Conservation 
Committee, 1987. 

 
C. Disturbed areas that will be exposed in excess of 14-days shall be temporarily 

seeded and/or mulched until proper weather conditions exists for establishment of 
a permanent vegetative cover except in areas where final restoration is expected to 
be completed within seven days after the completion of construction, in which 
case no temporary protective measures will be required.  If final restoration is 
expected to begin more than seven days and completed more than 30 days after 
the start of construction, seeding shall be required for temporary protection, 
except where seasonal conditions are not suitable for growing vegetation.  In this 
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case, mulch may be applied until conditions are suitable for establishing 
vegetative cover or until final restoration is implemented. 

 
QUANTITY AND PAYMENT 
 

The quantity of Soil Erosion and Sediment Control Devices, for which payment will be 
made, will be on a lump sum basis for the item SOIL EROSION MEASURES in the Proposal, 
which price shall include the cost of all soil erosion structures, construction entrances, and 
general soil stabilization techniques. 
 

Payment for this item shall include the furnishing of all materials, labor and equipment 
and all else necessary therefore and incidental thereto. 

 
-- END OF SECTION -- 
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TEST PITS 

DESCRIPTION 
 

Test Pits shall include the excavation for the location of subsurface utilities and backfill 
of all earth, rock, boulders, brick and removal of any other materials encountered of whatsoever 
nature, and all incidental work to the satisfaction of the engineer, and shall also include the 
restoration of the pavement section (if required) that is disturbed, which shall include 2” of 
Bituminous Concrete Surface Course, 4” of a Stabilized Base Course and 6” of a Dense Graded 
Aggregate Base Course. 
 
METHODS OF CONSTRUCTION 
 

Before excavating for the Test Pits, existing subsurface structures shall be located which 
may be affected by or interfere with the proposed construction.  Test Pits shall be backfilled in 
accordance with Section 202 "Excavation" in the 2007 New Jersey Department of Transportation 
Standard Specifications. 

 
QUANTITY AND PAYMENT 

Payment will be made for each Test Pit constructed in accordance with the Plans, or as 
directed by the Engineer at the unit price bid for the item TEST PITS, 8’ DEEP MAX (IF AND 
WHERE DIRECTED) in the Proposal, which shall cover the cost of excavation, backfill, and 
pavement restoration, whether temporary or permanent in nature furnishing all materials, labor 
and equipment necessary to construct the Test Pits, as shown on the Plans or as directed by the 
Engineer. 
 

-- END OF SECTION --
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DEWATERING 

DESCRIPTION 
 

The Contractor shall at all times provide ample means and equipment with which to 
promptly remove and dispose of all water and drainage entering the excavations or other parts of 
the work, and to keep such excavations dry until the structures to be built therein are completed.  
In no case will the laying of pipe or placing of masonry be permitted with water in the 
excavation. 
 

Dewatering methods and equipment shall be subject to the approval of the Engineer, and 
all water removed from the work shall be disposed of in a manner without damage to adjacent 
property to other work.  No specific payment will be made for dewatering and the cost thereof 
shall be included in the prices bid for the installation of various sizes of the proposed pipe and 
other structures. 
 

-- END OF SECTION --
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SITE GRADING 
 
DESCRIPTION 

 
Site Grading shall include grading, excavation, preparing and compacting all material 

required for construction of the sub-grade of the entire disturbed area and all incidental work 
necessary to the satisfaction of the Engineer.  The Contractor shall note that the plans require 
the removal of the top twenty-four (24) inches of horse ring infill.  This infill cannot be re-
used and must be hauled and disposed off-site per local, State and federal standards.  
Contractor is responsible for cost of all required testing. 
 
 Site Grading shall also include the importing of Borrow material (Controlled Fill) for use 
within the area of the proposed structure bringing the grade to the sub-grade elevation. 
 
MATERIALS 

 
Borrow material required for site grading shall conform to 2007 NJDOT Standard 

Specifications. The Contractor shall provide the Engineer with certification attesting that the said 
material is free of contaminants and suitable for this application.  The soil shall be smooth, soft 
and free of depressions, clods, mounds, stones, or other debris as approved by the Engineer. 

 
METHODS OF CONSTRUCTION 
 

The site shall be graded within the limits shown on the Plans or as directed by the 
Engineer.  The Contractor shall grade the sub-grade according to the elevations shown on the 
Plans, taking into account the thickness of the layers above, and if necessary borrow materials as 
approved by the Engineer.  The soil shall be placed uniformly in layers not to exceed twelve (12) 
inches loose thickness.  Each layer shall be compacted to 95% density in accordance with 2007 
NJDOT Standard Specifications. 

 
The contractor shall make provisions to implement approved dust control measures while 

performing this work as not to impact surrounding areas and locations where horses are present.  
Should the contractor fail to implement these measures, he will be responsible to power-wash all 
structures at no additional cost to the owner. 

 
QUANTITY AND PAYMENT 
 

The quantity of Site Grading for which payment will be made on a lump sum basis in 
accordance with the Plans and Specifications or as directed by the Engineer. 

 
Payment for Site Grading will be on a lump sum basis at the price bid for the item SITE 

GRADING in the Proposal, which price shall include the cost of furnishing the equipment for 
excavation, placing backfill, furnishing borrow material as needed, furnishing controlled fill as 
needed, compaction of soil, removal, disposal and testing of soil and all else necessary therefore 
and incidental thereto. 
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Any material excavated from the site which is not suitable for backfill as determined by the 

Engineer or is an excess of needed material shall be hauled off the site and disposed of in a 
suitable and timely manner and the cost thereof shall be included in the price bid for the item 
SITE GRADING in the Proposal. 
  

-- END OF SECTION -- 
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EXCAVATION, UNCLASSIFIED  
 

DESCRIPTION 

Excavation Unclassified shall consist of the excavation, removal, and disposal of all materials of 
whatever nature, waste, rock, boulders, brick, stone, soil, and concrete masonry, small structures, 
removal of pipe where directed, removal of any other materials encountered of whatsoever 
nature, required for construction of the project, disposal of all excavated materials, the transpor-
tation of the excavated material, the construction of embankments with the material excavated 
when so required, the disposal of unsuitable and surplus materials, and all other work as herein 
described or as directed by the Engineer. 
 
MATERIALS 

NOT USED 
 
METHODS OF CONSTRUCTION 

2007 New Jersey Department of Transportation Standard Specifications, Division 200 – 
Earthwork, latest revised. 
 
QUANTITY AND PAYMENT 
 
No separate payment will be made for excavation unclassified.  Any cost for excavation 
unclassified shall be distributed among the various items bid in the proposal for the installation 
of various sizes of the proposed pipe, walkways, pavement, turf field, curbing, driveways and 
other structures and shall include the cost of, any and all materials, all labor and equipment and 
all else necessary therefore and incidental thereto and in accordance with the Plans and 
Specifications or as directed by the Engineer. 
 

-- END OF SECTION -- 
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HOT MIX ASPHALT SURFACE COURSE, MIX 9.5M64 
 
DESCRIPTION 

This work shall consist of the furnishing and placing of hot mix asphalt surface course on 
the prescribed surfaces, locations, in the specified thicknesses necessary for the construction of 
the proposed pedestrian pathways in accordance with the Plans and Specifications within the 
project limits.  
 
MATERIALS 

The composition of the Hot Mix Asphalt Mix 9.5M64 Course shall be coarse aggregate, 
fine aggregate, mineral filler and asphalt cement.  These shall be as shown in the Standard 
Specifications, except that the materials shall conform to the requirements as shown for "Stone 
Mix".  All reference to gravel mix is deleted. 
 
CONSTRUCTION 

After spreading and strike off, and while hot, each course shall be compacted thoroughly 
and uniformly by rolling.  The rolling shall be done with a three-wheel ten (10) ton roller until 
the mixture is thoroughly compacted to the satisfaction of the Engineer. 
 

A tack coat shall be applied to any one or more layers of the Hot Mix Asphalt, if in the 
opinion of the Engineer such layer or layers become coated with dust, dirt, or other foreign 
material sufficiently to prevent a good bond between the layers of Base Course or between the 
completed Base Course and Surface Course. 
 
QUANTITY AND PAYMENT 

Quantity and Payment for Hot Mix Asphalt Surface Course, Mix 9.5M64 will be made in 
accordance with the Contract Documents at the square yard price bid for the item HOT MIX 
ASPHALT PATHWAY in the Proposal, which shall cover the cost of asphalt, tack coat, testing, 
compaction, repair, replacement, excavation, backfill, resetting of castings and valve boxes, and 
all labor, tools, equipment and materials necessary therefore and incidental thereto or as directed 
by the Engineer. 
 
Quantity and Payment for DGA shall be included in the square yard price bid for the item HOT 
MIX ASPHALT PATHWAY in the Proposal and will not be paid as a separate item. 

 
-- END OF SECTION -- 
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DENSE GRADED AGGREGATE 
 
 
DESCRIPTION 

 
This item shall include the placement of 3/4" Dense Graded Aggregate, including all 

necessary excavation and removal of all earth, rock, boulders, brick, stone and concrete masonry, 
including small structures and other materials encountered.  It shall also include all necessary 
transportation, grading, placement and disposal of material. 
 
MATERIALS 

 
The stone shall be free from pieces coated with clay, caked stone dust and other 

objectionable materials.  It shall not contain more than 5% of weathered and decomposed rock, 
not more than 5% of stone of types other than the type being used, in accordance with the 
Specifications, and not more than 7% by weight of flat or elongated pieces.  A flat piece shall be 
one in which the ratio of the width to thickness of its circumscribing rectangular prism is greater 
than 5:1, and an elongated piece shall be one in which the ratio of the length to width of its 
circumscribing rectangular prism is greater than 5:1.  The percentage of wear shall be determined 
in accordance with A.A.S.H.T.O. Designation T3. 
 
METHODS OF CONSTRUCTION 

 
Excavation and backfill of the Dense Graded Aggregate shall be in accordance with 

Section 202, Roadway Excavation of the Standard Specifications. 
 
QUANTITY AND PAYMENT 

 
No specific payment will be made for dense graded aggregate and the cost thereof shall 

be included in the prices bid for the installation of various bid items which should include but not 
limited to various sizes of HDPE PIPE, CLEANOUTS, HOT MIX ASPHALT PATHWAY, 
ETC. which shall include the cost of dense graded aggregate, all materials, labor, equipment, 
testing of materials and all else necessary to complete the dense graded aggregate course as 
shown on the plans or as directed by the Engineer. 
 

-- END OF SECTION -- 
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COURSE AGGREGATE 
 
DESCRIPTION 

 
This work shall consist of furnishing and installing No. 8 NJDOT Aggregate Base Course 

as shown on plan, details and specified and as directed by the Engineer.  
 
This item shall also include the six (6) inch layer of No. 8 NJDOT Aggregate Base 

Course to be installed under the surface layer for the Horse Paddock Footing as shown on the 
construction details. 
 

This item shall also include the six (6) inch layer of No. 8 NJDOT Aggregate Base 
Course to be installed under the surface layer for the Aggregate Walkway as shown on the 
construction details. 

 
This item shall also include the one and a half (1.5) to two (2) inch layer of No. 8 NJDOT 

Aggregate Base Course to be installed above the EZ Flow 701F Mesh Pipe as part of the outdoor 
horse riding ring cross-section as shown on the construction details.  
 
MATERIALS 

 
Aggregate Base Course material shall consist of sound, durable, particle, free from clay, 

silt or organic materials.  Materials shall be 100% crushed with fines graded to meet 2007 
NJDOT Standard Specifications Section 901. 
 
No. 8 NJDOT Course Aggregate shall conform to the following gradation: 

 
 Sieve Size Percent Passing 
 1/2” 100 
 3/8” 85-100 
 No. 4 10-30 
 No. 8 0-10 
 No. 16 0-5 
  

 
QUANTITY AND PAYMENT 

 
No specific payment will be made for the above item.  The cost for all the work specified 

above shall be included in the prices bid for the various bid items.   
 

-- END OF SECTION -- 
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CLEAN CRUSHED STONE 
 
DESCRIPTION 

 
The Clean Crushed Stone shall be furnished and placed under, around, and on top of the 

pipe and appurtenances, as shown on the plans or as directed by the Engineer.  ¾” clean crushed 
stone is recommended for pipe work.  Other sizes may be used for structures and roadwork as 
approved by the engineer. 

 
 
MATERIALS 

 
Clean Stone shall be uniform in texture and quality and shall conform to the 2007 

NJDOT Standard Specifications – Section 90, Aggregate and Sections 601 – Pipe and Section 
602 – Drainage Structures. 
 
QUANTITY AND PAYMENT 

 
No specific payment will be made for the above item.  The cost for all the work specified 

above shall be included in the prices bid for the various bid items.   
 

-- END OF SECTION -- 
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STONE DUST 
 
 
DESCRIPTION 

 
This work shall consist of furnishing and installing stone dust ramps and drives as shown 

on plan, details and specified and as directed by the Engineer.  
 
This item shall also include four (4) by four (4) equestrian safe pressure treated lumber 

installed with a #7 rebar, thirty-six (36) inch long centered at forty-eight (48) inches where the 
stone dust ramp meets the ring footing as shown on the construction details to maintain a 
separation between the two media. 

 
This item shall also include the eight (8) inch layer of stone dust to be installed between 

the sand/felt arena footing and subgrade within the horse riding ring cross-section as shown on 
the construction details. 
 

This item shall also include the four (4) inch layer of stone dust to be installed between 
the polymer footing and subgrade within the indoor horse riding ring cross-section as shown on 
the construction details. 

 
This item shall also include the two (2) inch layer of stone dust/sand mix to be installed 

as the top layer of the horse paddock footing cross-section as shown on the construction details. 
 
MATERIALS 
 

Base material shall consist of sound, durable, particle, free from clay, silt or organic 
materials.  Materials shall be 100% crushed with fines graded to meet 2007 NJDOT Standard 
Specifications Section 901. 
 

Stone Dust shall conform to the following gradation: 
 
 Sieve Size Percent Passing 
 3/8" 100 
 No. 4 90-96 
 No. 100 15-30 
 No. 200 10-15 

 
CONSTRUCTION 

 
Compact subgrade to 95% density with particular attention being paid to trenches and 

filled foundation areas. 
 
The base material shall be from 4" to 12" thick as indicated on the plans and details, 

compacted to 95% density. 
 
The surface material shall be 2” thick as indicated on the plans and details. 
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Stone Dust shall be screened to a thickness on the plans and details.  After stone dust is 
screened, it will be compacted in place. 
   
QUANTITY AND PAYMENT 

 
The quantity of Stone Dust for which payment will be made will be the area actually 

installed in accordance with the Plans and Specifications or as directed by the Engineer. 
 
Payment for the Stone Dust will be made at the square yard price bid for the item 

STONE DUST RAMPS, COMPLETE and STONE DUST ACCESS DRIVEWAY, 
COMPLETE in the Proposal, which price shall include all costs of the base, subgrade, backfill, 
joints, lumber restrain w/ rebar, all materials, labor, tools and equipment necessary to construct 
the itesm as shown and specified on the Plans and Specifications or as directed by the Engineer. 

 
Excavation and backfill will not be measured as a separate item and must be included in 

the unit price for this item.  
 

No specific payment will be made for the above item for installation within the ring 
cross-section at a thickness of eight (8) inches and four (4) inches.  The cost for all the work 
specified above shall be included in the prices bid respectively for HORSE RING 
COMPOSITE INFILL SURFACE, COMPLETE CROSS-SECTION and HORSE RING 
ALL-WEATHER SURFACE, COMPLETE CROSS-SECTION in the Proposal, which shall 
cover the cost of furnishing all materials, labor and equipment necessary to place the broken 
stone as shown on the plans or as directed by the Engineer. 

 
No specific payment will be made for the above item for installation within horse 

paddocks at a thickness of two (2) inches.  The cost for all the work specified above shall be 
included in the prices bid respectively for HORSE PADDOCK FOOTING, COMPLETE 
CROSS-SECTION in the Proposal, which shall cover the cost of furnishing all materials, labor 
and equipment necessary to place the broken stone as shown on the plans or as directed by the 
Engineer. 
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HORSE RING COMPOSITE INFILL SURFACE 
 

 
DESCRIPTION 

 
 The work under this item shall include providing and installing a Sand-Blend footing for 
the surface course of the horse riding ring as shown on the plans, construction details and per 
manufacturer requirements.  
 

Approved Manufacturer and Installer 
Attwood Equestrian Surfaces 

7 West Washington Street, Suite I and J 
P.O. Box 1612 

Middleburg, Virginia 20118 
Telephones: 888-461-7788 and 540-364-5647 

OR APPROVED EQUAL 
 
 This item shall also include an eight (8) inch thick sub-base of stone dust per individual 
specifications provide in this document. 
 
MATERIALS 
 
 The Sand-blend shall be comprised of Attwood Equestrian Surfaces select sand and 
GGT™ Premium White Geo felt(s) and microfiber blend or approved equal.   
 

When the GGT is blended together with 5% moisture, the fibers shall knit the sand 
together increasing the sheer strength of the sand and the felt shall retain moisture and release it 
upon compression under the horse weight and keep the sand from packing.  

 
This is not a dust-free footing system and is water dependent. 
 

CONSTRUCTION 
 

Prior to the delivery of the footing:  
 

The contractor or Attwood Equestrian Surfaces shall do a 40-point laser pole survey to 
establish the grade of the arena base and confirm that it is per the specified tolerance and grade. 
The survey shall be to the satisfactory of the County, Engineer and Attwood Equestrian Surface 
(or approved manufacturer). 
 

Once the arena base is established, the contractor, Attwood Equestrian Surface or 
approved equal shall delivery and install the footing.  

 
Once the sand is installed it shall then be laser-leveled to a uniform depth of 3–1/2” 

inches (fluffed), including in such quantity an adequate amount to provide for normal spillage, 
waste and other amounts which would normally be consumed in the process of transporting, 
handling applying and maintaining the footing in a riding arena. 
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The final leveling process will be completed with conctractor’s, Attwood Equestrian Surface’s or 
approved equal’s laser leveling (hydraulic assist) equipment to a tolerance of ± 1/4” inch. The 
final uniform depth of the footing will be 3 inches compacted. 
 
WARRANTY 
 
 The installed Sand-blend comprised of Attwood Equestrian Surfaces select sand and 
GGT™ Premium White Geo felt(s) and microfiber blend or approved equal shall be warrantied 
for a minimum of five (5) years as defined by Attwood Equestrian Surfaces.   
 
QUANTITY AND PAYMENT 
 

Payment for the Horse Ring Composite Infill Surface will be made for the actual area 
installed on a square yard basis for the complete cross-section shown in the construction details.   

 
Payment for the Horse Ring Composite Infill Surface will be made at the square yard 

price bid for the item HORSE RING COMPOSITE INFILL SURFACE, COMPLETE 
CROSS-SECTION in the Proposal, which price shall include all costs of the surface course, 
base, subgrade, backfill, 8” thick stone dust, all materials, labor, tools and equipment necessary 
to construct the infill cross-section as shown and specified on the Plans and Specifications or as 
directed by the Engineer. 
  

-- END OF SECTION -- 
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HORSE RING ALL-WEATHER SURFACE 
 

DESCRIPTION 
 

 The work under this item shall include providing and installing the all-weather Pinnacle 
footing as manufactured by Attwood Equestrian Surfaces or approved equal for the surface 
course of the horse riding ring as shown on the plans, construction details and per manufacturer 
requirements.  
 

Approved Manufacturer and Installer 
Attwood Equestrian Surfaces 

7 West Washington Street, Suite I and J 
P.O. Box 1612 

Middleburg, Virginia 20118 
Telephones: 888-461-7788 and 540-364-5647 

OR APPROVED EQUAL 
 
 This item shall, also include a four (4) inch thick sub-base of stone dust per individual 
specifications provide in this document. 
 
MATERIALS 
 

The Pinnacle footing (patent pending) shall be comprised of a select sand and Attwood 
Equestrian Surface microfiber (or approved equal) blended together in a heat process and coated 
with a viscoelastic polymer.  

 
When the select sand is blended together with the microfiber, the microfibers shall knit 

the sand together increasing the sheer strength of the sand, shall create loft, and shall reduce 
concussion.  

 
When the select sand and felt are well blended the viscoelastic polymer coating shall be 

introduced and seal the pores on the granule. This shall stop the sand granule from absorbing 
moisture and the natural tackiness of the viscoelastic polymer shall keep the fibers incorporated 
in the footing.  

 
The viscoelastic coating on the sand granule shall stop the natural grinding process 

(friction) thus eliminating the creation of dust upon normal wear. This is a dust-free footing 
system and is not water dependent.  
 
CONSTRUCTION 
 

Prior to the delivery of the footing:  
 

The contractor or Attwood Equestrian Surfaces shall do a 40 point laser pole survey to 
establish the grade of the arena base and confirm that it is per the specified tolerance and grade. 
The survey shall be to the satisfactory of the County, Engineer and Attwood Equestrian Surface 
(or approved manufacturer). 
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Once the arena base is established, the contractor, Attwood Equestrian Surface or 

approved equal shall delivery and install the footing.  
 
Once the sand is installed it shall then be laser leveled to a uniform depth of 3-1/2” inches 

(fluffed), including in such quantity an adequate amount to provide for normal spillage, waste 
and other amounts which would normally be consumed in the process of transporting, handling 
applying and maintaining the footing in a riding arena. 
 
The final leveling process will be completed with conctractor’s, Attwood Equestrian Surface’s or 
approved equal’s laser-leveling (hydraulic assist) equipment to a tolerance of ± 1/4” inch. The 
final uniform depth of the footing will be 3-1/2” inches fluffed. 
 
WARRANTY 
 
 The installed Pinnacle Footing or approved equal shall be warrantied for a minimum of 
five (5) years as defined by Attwood Equestrian Surfaces.   
 
QUANTITY AND PAYMENT 
 

Payment for the Horse Ring All-Weather Surface will be made for the actual area 
installed on a square yard basis for the complete cross-section shown in the construction details.   

 
Payment for the Horse Ring All-Weather Surface will be made at the square yard price 

bid for the item HORSE RING ALL-WEATHER SURFACE, COMPLETE CROSS-
SECTION in the Proposal, which price shall include all costs of the surface course, base, 
subgrade, backfill, 4” thick stone dust, all materials, labor, tools and equipment necessary to 
construct the infill cross-section as shown and specified on the Plans and Specifications or as 
directed by the Engineer. 

 
-- END OF SECTION -- 
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MANHOLES, INLETS, CATCH BASINS AND RESET CASTINGS 
 
 
DESCRIPTION 

 
Storm Manholes, Field Inlets, Catch Basins and Reset Castings shall consist of the 

construction of these structures, stone bedding, backfilling and backfill material, and the 
furnishing and placing of new heads, grates, and covers. All inlets shall be A.D.A. compliant 
with bicycle safe grates. 
 

This work shall also consist of core drilling into existing drainage structures to provide a 
discharge location for the proposed drainage system. 
 
MATERIALS 

 
Pre-cast Concrete Manholes and Inlets may be used as approved by the Engineer. 
 
All materials used in the construction of Manholes, Inlets, and Catch Basins, shall 

conform to Section 602 – Drainage Structures of the 2007 NJDOT Standard Specifications. 
 
 All Type 'B' Inlets shall be Campbell Foundry Pattern No. 2618 with Type-N curb piece, 
or approved equal.  
 

All Field Inlets shall be Campbell Foundry Pattern No. 2815 or approved equal. 
 

All castings shall have the name of the Municipality, the date, and the words “Sanitary” 
or “Storm” stamped or cast clearly and legibly thereon.  Units not so furnished will not be 
accepted for use on Municipal projects.  Concrete blocks shall conform to the compressive 
strength and absorption requirements of A.S.T.M. C -139. 

 
Recycled Concrete aggregate shall conform to the requirements of Section 901; Course 

aggregate shall be broken stone or washed gravel conforming to the requirements of 
Section 901.03 of the 2007 NJDOT Standard Specifications. 
 
METHODS OF CONSTRUCTION 

 
Construction for Manholes, Inlets, and Catch Basins shall be in accordance with Section 

602 – Drainage Structures.  Particular attention should be brought to Section 602.03.02 – Pre-
cast Concrete Inlets and Manholes, and Section 602.03.03 - Reconstruction and Conversion of 
Existing Structures, of the NJDOT Standard Specifications. 
 

Excavation shall be in accordance with Section 202.  Backfilling shall be in accordance 
with Section 202 of the 2007 NJDOT Standard Specifications. 
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QUANTITY AND PAYMENT 
 

The quantity of Manholes and Inlets to be constructed, reconstructed, or rehabilitated for 
which payment shall be made, will be the number of each type thereof constructed, which prices 
shall include the cost of backfilling, backfill material, sheathing, subbase, sub-grade, shoring, 
bracing, pumping, construction or reconstruction complete, as specified, all materials including 
new head castings and ladder rungs or those claimed for the Project as prescribed, labor, 
equipment, and all else necessary and incidental thereto.  The following bid items shall be used 
for the above work: 

 
FIELD INLETS            Unit 
STORM MANHOLES           Unit 
CORE DRILL STORM CONNECTION         Unit 
 

-- END OF SECTION --
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DRAINAGE PIPE 
 

DESCRIPTION 

This work shall consist of furnishing and installing underground drainage composed of 
lengths of high-density polyethylene (HDPE) pipe perforated and non-perforated along with 
cleanout locations shown on plan and required geotextile filter fabric. It shall include the 
required excavation (including and rock excavation), clean stone, cleanouts (with ductile iron or 
HDEP grate), concrete collar, riser, elbows, wye connections, tee connections, fabric and any 
other material, tools, equipment necessary to construct the collection and conveyance systems as 
directed by the Engineer. 

SUBMITTALS 

Submit samples and catalogue cuts of the proposed HDPE pipe, geogrid and geotextile 
fabric. 

MATERIALS 

High-density polyethylene pipe shall be Type N-12 as manufactured by Advanced 
Drainage Systems, Inc., Tel. 800-821-6710, or approved equal. 

EZ-Flow Underdrain to be 7” EZ-FLOW 701F-Mesh pipe as manufactured by Infiltrator 
or approved equal. 

 

Geotextile fabric shall Type 140N as manufactured by Mirafi, Tel. 706-693-2226, or 
approved equal. 

Geogrid to be Mirafi Miragrid or approved equal. 

 
CONSTRUCTION 

Excavation, bedding, and backfilling shall conform to the 2007 NJDOT Standard 
Specifications. 

The underground drainage basins shall be installed in accordance with ASTM D2321 – 
Standard Practice for Underground Installation of Thermoplastic Pipe for Sewers and Other 
Gravity-Flow Applications. 

QUANTITIES AND PAYMENT 

 The quantities of drainage, for which payment will be made, will be the actual lengths 
constructed in accordance with the Contract Plans, or as directed by the Engineer. 
 
 Payment for Drainage Pipe of the types and sizes specified will be made for the lengths 
actually constructed, measured in linear feet, at the prices bid various size 4” PERFORATED 
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HDPE UNDERDRAIN, 8” PERFORATED HDPE UNDERDRAIN, 7” EZ-FLOW 
UNDERDRAIN, 8” HDPE PIPE and 12” HDPE PIPE  in the Proposal, which prices shall 
include, but is not limited to the cost of the required excavation (including rock excavation), 
furnishing, laying, sawcutting, assembling, backfilling, dewatering pumping clean stone, concrete 
collar, riser, elbows, wye connections, tee connections, fabric and any other material, tools, 
equipment necessary to complete the installation and testing of the HDPE Storm System, as shown 
as directed the Engineer.  All fittings, grates and all connections shall be included in the unit price 
bid for the above item in the Proposal.  

 
The quantity of Cleanouts to be constructed for which payment shall be made, will be the 

number of each type thereof constructed, which prices shall include the cost of backfilling, 
backfill material, sheathing, subbase, sub-grade, shoring, bracing, pumping, construction, as 
specified, all materials including concrete rings, brass caps, access frame/cover, wye, elbow, etc. 
or those claimed for the Project as prescribed, labor, equipment, and all else necessary and 
incidental thereto.  Payment for Cleanouts of the types and sizes specified will be made for the 
units actually constructed, measured on a per unit basis, at the prices bid for CLEANOUTS in the 
Proposal. 

 
-- END OF SECTION -- 
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SWING GATE 

DESCRIPTION 
 

This work shall consist of providing a ten (10) foot wide steel gate with a height of four 
(4) feet two-and-a-half (2 ½) inches or a sixteen (16) foot wide steel gate with a height of four 
(4) feet two-and-a-half (2 ½) inches . It shall include complete installation as per manufacturer 
recommendations with the necessary lag bolts, hinges, chain locks, posts and foundations.  All 
gates installed shall be safe for equestrian uses. 

 
MANUFACTURER 
 

Approved Manufacturer: 
Priefert Ranch Equipment 

P.O. Box 1540 
2630 South Jefferson Avenue 

Mount Pleasant, Texas 75456-1540 
Telephone: 903-572-1741 

Model #RGG10 or #RG10 or Model #RGG16 or #RG16  
Color to be Selected by Owner 

Or Approved Equal 
Owner shall have option of Galvanized Gate 

 
 
MATERIALS 
 

The gate shall consist of six (6) rails and one (1) stay, a total overall length of 115 or 187 
inches, 1.63 inches in width and 50.50 inches in height. 

 
The finish shall be architectural grade powdercoat finish. 
 
The gate shall contain a single piece stay through drilled rails. 
 
Provide lag bolts and hinges to be installed per manufacturer specifications and provided 

by the contract. 
 
Chain lock to be obtained from manufacturer and installed. 

 
CONSTRUCTION 

 
The Gates shall be installed in accordance with the details and to the lines and grade as 

on the Contract Plans, or as directed by the Engineer, and shall also comply with current practice 
for Gate construction, as recommended by the manufacturer and subject to the approval of the 
Engineer. 
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The Contractor shall clear the line of fence of all obstruction and dispose of such 
materials, all as directed by the engineer. 

 
Terminal posts shall be located at the beginning and end of each continuous length of 

fence construction and at abrupt changes on vertical and horizontal alignment, as shown on the 
Contract Plans, or as directed by the Engineer. 

 
All posts shall be set in concrete as shown on the Contract Plans and shall be plumb with 

tops properly aligned. 
 
Concrete footings shall be constructed in accordance with the detail plans and 

requirements of Section 504 – Structural Concrete Structures, except as follows: 
 
Forms will not be required and the entire excavation shall be filled with concrete. 
 
Where ledge rock is encountered, the depth of concrete footings for posts may be reduced 

one-half of that portion of the fence post set below the top of rock, and the diameter of the hole 
in rock may be reduced to a minimum of four (4") inches and filled with mortar. 

 
Aluminum surfaces to be placed in contact with concrete shall be given a coat of zinc 

chromate primer. 
 
Gates shall be single gates the width as shown on the Contract Plans, and shall be 

installed to open through a minimum arc of 180 Degs. 
 
QUANTITY AND PAYMENT 
 
 Payment for Swing Gates of the types and sizes specified will be made for the units 
actually constructed, measured at the unit prices bid for the items SINGLE LEAF SWING 
GATE, 10’ WIDE and SINGLE LEAF SWING GATE, 16’ WIDE in the Proposal, which 
shall include the furnishing of all materials, labor, lag bolts, hinges, chain locks, posts, fasteners, 
foundations and equipment and all else necessary therefore and incidental thereto. 

 
-- END OF SECTION -- 
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POST AND RAIL FENCE 
 

 
DESCRIPTION 

 
The contractor shall furnish and install a Post and Rail Style Fence, of the various height, 

complete with kickboards (riding ring only), foundations, end post caps (PVC) and constructed 
of pressure treated lumber safe for equestrian use.  Rails to be constructed of high tensile 
polymer. 

 
The contractor shall submit for approval, a complete set of general specification drawings 

for all fence members and attachments, their connections, foundations, including profiles, sizes, 
location as provided by the manufacturer.  

 
The Owner shall have the option of pressure treated lumber, oak, white cedar or locust. 

Cut sheets shall be provided of each to the owner along with photographs.  
 
MATERIALS 
  

Fence posts to be constructed of four (4) inch by four (4) inch  and six (6) inch by six (6) 
inch pressure treated lumber or wood as identified above, installed to a height of three (3) feet, 
four (4) feet or five (5) feet embedded in 4,000 psi concrete installed per manufacture’s 
recommendations and specifications.  Fence posts to be spaced eight (8) feet apart as per the 
construction details with post sizes per manufacturer requirements.  Fence posts to be painted or 
stained with a product suitable for outdoor use.  Color samples to be submitted to the 
Owner/Engineer for selection. 

 
Post caps shall be either four (4) inch by four (4) inch of six (6) inch by six (6) inch white 

PVC end posts filled with concrete and safe for equestrian use. All posts shall be capped.  
 
Fence sections, posts, caps and gates to be completely precut and factory pre-assembled.  
 
Rails to be made of high tensile polymer (Centaur HTP Fencing – 5” Rail as 

manufactured by Centaur or approved equal), installed in accordance with manufacturer 
requirements to the wood posts.  Rails to be five (5) inch rails per manufacturer specifications 
and color to be as selected by owner and/or engineer.  Color for wood posts to match the rails. 

 
Kickboard joints to be lapped/alternated installed.  Kickboards shall be pressure treated 

lumber two (2) inch by twelve (12) inch boards spaced and overlapped as shown on construction 
details and per manufacturer specifications.   

 
Kickboards shall be braced with one (1) foot long, four (4) inch by four (4) inch wood 

submerged and restrained with #7 rebars twenty-four (24) inches long centered as shown on the 
construction details. 

 
Optional factory pre-staining to be performed using a two-stage immersion coating 

process consisting of primer followed by acrylic latex exterior stain.  
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All assembly hardware shall be provided. All fastening hardware shall be galvanized, 

stainless steel, or aluminum.  
 
 
METHODS OF CONSTRUCTION 

 
All component parts to be preassembled to the fullest extent possible, to preclude any on 

site drilling, cutting, plugging or sanding.   
 
Fence materials and parts to be supplied with all necessary hardware and complete 

instructions to provide for efficient on-site assembly.  
 
Rail Setting Method:  Rails to be set to the posts in accordance with manufacturer’s instructions 
utilizing the appropriate hardware.  The rails around the paddocks and rings should be 
continuous and the use of splicing of the rail should be minimized.    
 
Post Setting Method: Fence posts to be set according to manufacturer’s instructions:  
 
Check each post for vertical and top alignment and maintain in position during setting.  
 
Install gates plumb, level and secure for full opening without interference according to 
manufacturer’s instructions.  
 
Install any section caps, post caps, fascia and kickboards after sections are secured.  
 
Touch up the finish using stain provided by the manufacturer.  
 
Kickboards are to be installed within the riding rings only and shall be installed in accordance 
with the construction details. 
 
QUANTITY AND PAYMENT 
  
 The quantity of Post and Rail Fence of the various height and style, for which payment 
will be made, will be the actual lengths constructed, measured in linear feet, in accordance with 
the Contract Plans, or as directed by the Engineer.  
 

 Payment for Post and Rail Fence of the various heights will be made for the length 
actually constructed, measured in linear feet, at the prices per linear foot bid for the item POST 
AND RAIL FENCE, 3’ HIGH, POST AND RAIL FENCE, 4’ HIGH, POST AND RAIL 
FENCE, 4’ HIGH (RIDING RING) AND POST AND RAIL FENCE, 5’ HIGH, in the 
Proposal, which shall include kickboards, high tensile polymer rails, posts, post caps, 
foundations, all stains/paint, all hardware, rebar (kickboard restraints) the furnishing of all 
materials, labor and equipment and all else necessary therefore and incidental thereto. 

-- END OF SECTION -- 
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INDOOR RIDING RING KICKBOARD 
 

 
DESCRIPTION 

 
The contractor shall furnish and install an Indoor Riding Ring Kickboard system 

inclusive of all lumber, fasteners, hardware, foundations, etc. as per the Construction Drawings.   
 
The contractor shall submit for approval, a drawing depicting the construction of the 

system.  
 
MATERIALS 
  

Vertical posts to be constructed of four (4) inch by four (4) inch  pressure treated lumber 
to a height as required to construct the system embedded in 3,000 psi concrete installed per 
manufacture’s recommendations and specifications.  Vertical posts to be spaced four (4) feet 
apart as per the construction details.  2”x12” kickboard to be pressure treated lumber.  All other 
lumber to be dimensional lumber. 
 
METHODS OF CONSTRUCTION 

 
Post Setting Method: Check each vertical post for vertical and top alignment and maintain in 
position during setting.   
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Sample Construction Photo 1 
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Sample Construction Photo 2 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Sample Construction Photo 3 
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Sample Construction Photo 4 
 
 
 
Install gates plumb, level and secure for full opening without interference according to 
manufacturer’s instructions.  
 
Install any section caps, post caps, fascia and kickboards after sections are secured.  
 
 
QUANTITY AND PAYMENT 
  
 The quantity of Indoor Riding Ring Kickboard, for which payment will be made, will be 
the actual lengths constructed, measured in linear feet, in accordance with the Contract Plans, or 
as directed by the Engineer.  
 

 Payment for Indoor Riding Ring Kickboard will be made for the length actually 
constructed, measured in linear feet, at the prices per linear foot bid for the item INDOOR 
RIDING RING KICKBOARD, in the Proposal, which shall include all lumber, all hardware, 
foundations, all fasteners, all drawings and the furnishing of all materials, labor and equipment 
and all else necessary therefore and incidental thereto. 
 

-- END OF SECTION --
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MODULAR BLOCK RETAINING WALL 
 

DESCRIPTION 
 
Work includes furnishing and installing segmental retaining wall (SRW) units to the lines 
and grades designated on the project’s final construction drawings or as directed by the 
Architect/Engineer.  Stepping of the wall shall be done in 6” increments following the 
proposed grades.  Also included is furnishing and installing appurtenant materials required 
for construction of the retaining wall as shown on the construction drawings. 
 
Submittals 

 
A. Material Submittals: The Contractor shall submit sample block for choice of style and 

color for the SRW for review and approval by the owner.  The Contractor shall 
submit manufacturers' certifications two weeks prior to start of work stating that the 
SRW units and geosynthetic reinforcement meet the requirements of Section 2 of this 
specification. 
 
Note:  product submittal for modular concrete unit to be provided to Engineering and 
Union County prior to construction or ordering the proposed units. 

 
Delivery, Storage and Handling 
 
A. Contractor shall check materials upon delivery to assure that specified type and grade 

of materials have been received and proper color and texture of SRW units have been 
received. 

B. Contractor shall prevent excessive mud, wet concrete, epoxies, and like materials that 
may affix themselves, from coming in contact with materials. 

C.  Contractor shall store and handle materials in accordance with manufacturer's 
recommendations. 

D. Contractor shall protect materials from damage.  Damaged materials shall not be 
incorporated into the retaining wall. 

 

MATERIALS 
 
Segmental Retaining Wall Units 
 

A. SRW units shall be machine formed, Portland Cement concrete blocks 
specifically designed for retaining wall applications.  SRW units currently 
approved for this project are: 
    
VERSA-LOK “STANDARD” Retaining Wall Units and as manufactured by:  

Concrete Stone & Tile Corporation, 
23 Ridge Road, 
P.O. Box 2191, 

Branchville, NJ 07826. 
(973) 948-7193 
(OR EQUAL) 
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B.       Color of SRW units to be determined at time of construction. 
C.       Finish of SRW units shall be WEATHERED. 
D.       SRW unit faces shall be of straight geometry. 
E. SRW units (not including aggregate fill in unit voids) shall provide a minimum                   

weight of 105 psf wall face area. 
F.       SRW units shall be solid through the full depth of the unit. 
H.       SRW units shall have a depth (front face to rear) to height ratio of 2:1, minimum. 
H. SRW units shall be interlocked with connection pins, designed with proper 

setback to provide 8:1 vertical to horizontal batter (a 7 degree cant from vertical). 
I.  SRW units shall be capable of being erected with the horizontal gap between 

adjacent units not exceeding 1/8 inches. 
J. SRW units shall be capable of providing overlap of units on each successive 

course so that walls meeting at corner are interlocked and continuous.  SRW units 
that require corners to be mitered shall not be allowed. 

K. SRW units shall be capable of providing a split face, textured surface for all 
vertical surfaces that will be exposed after completion of wall, including any 
exposed sides and backs of units. 

L. SRW units shall be sound and free of cracks or other defects that would interfere 
with the proper placing of the unit or significantly impair the strength or 
permanence of the structure.  Cracking or excessive chipping may be grounds for 
rejection.  Units showing cracks longer than 1/2" shall not be used within the 
wall.  Units showing chips visible at a distance of 30 feet from the wall shall not 
be used within the wall.  

M. Concrete used to manufacture SRW units shall have a minimum 28 days 
compressive strength of 3,000 psi and a maximum moisture absorption rate, by 
weight, of 8% as determined in accordance with ASTM C1372.  Compressive 
strength test specimens shall conform to the saw-cut coupon provisions of ASTM 
C140. 

N. SRW units' molded dimensions shall not differ more than + 1/8 inch from that 
specified, in accordance with ASTM C1372. 

 
Segmental Retaining Wall Unit Connection Pins 
  

A.  SRW units shall be interlocked with VERSA-Tuff connection pins.  The pins shall 
consist of glass-reinforced nylon made for the expressed use with the SRW units 
supplied. 

 
Leveling Pad 
 

A. Material for leveling pad shall consist of compacted sand, gravel, or combination 
thereof (USCS soil types GP,GW, SP, & SW) and shall be a minimum of 6 inches 
in depth.  Lean concrete with a strength of 200-300 psi and three inches thick 
maximum may also be used as a leveling pad material.  The leveling pad should 
extend laterally at least a distance of 6 inches from the toe and heel of the 
lowermost SRW unit. 
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Drainage Aggregate 
 

A. Drainage aggregate shall be angular, clean stone or granular fill meeting the 
following gradation as determined in accordance with ASTM D422 
 
Sieve Size  Percent Passing 
 
1 inch   100 
3/4 inch   75-100 
No. 4   0-60 
No. 40   0-50 
No. 200   0-5 

  
Drainage Pipe 
 

A. The drainage collection pipe shall be a perforated or slotted PVC, or corrugated 
HDPE pipe.  The drainage pipe may be wrapped with a geotextile to function as a 
filter. 

 
B. Drainage pipe shall be manufactured in accordance with ASTM D 3034 and/or 

ASTM D 1248 
    

 
Reinforced (Infill) Soil 
 

A. The reinforced soil material shall be free of debris. Unless otherwise noted on the 
final, P.E. sealed, retaining wall plans prepared by the Wall Design Engineer, the 
reinforced material shall consist of the inorganic USCS soil types GP, GW, SW, 
SP, SM,  meeting the following gradation, as determined in accordance with 
ASTM D422: 
 
Sieve Size  Percent Passing 
 
4 inch   100 
No. 4   20-100 
No. 40   0-60 
No. 200   0-35 

 
B. The maximum particle size of poorly-graded gravels (GP) (no fines) should not 

exceed 3/4 inch unless expressly approved by the Wall Design Engineer and the 
long-term design strength (LTDS) of the geosynthetic is reduced to account for 
additional installation damage from particles larger than this maximum. 
  

C. The plasticity of the fine fraction shall be less than 20. 
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METHODS OF CONSTRUCTION 
 
Inspection 
 

A. The Owner or Owner's Representative is responsible for verifying that the 
Contractor meets all the requirements of the specification.  This includes all 
submittals for materials and design, qualifications, and proper installation of wall 
system. 
 

B. Contractor's field construction supervisor shall have demonstrated experience and 
be qualified to direct all work at the site. 

 
Excavation 
 

A. Contractor shall excavate to the lines and grades shown on the project grading 
plans.  Contractor shall take precautions to minimize over-excavation.  Over-
excavation shall be filled with compacted infill material, or as directed by the 
Engineer/Architect, at the Contractor's expense. 
 

B. Contractor shall verify location of existing structures and utilities prior to 
excavation.  Contractor shall ensure all surrounding structures are protected from 
the effects of wall excavation.  Excavation support, if required, is the 
responsibility of the Contractor 

 
C. Excavation for the wall shall include all costs for Rock Excavation. Separate 

payment will not be made for Rock Excavation. 
 

Foundation Preparation 
 

A. Following the excavation, the foundation soil shall be examined by the Owner's 
Engineer to assure actual foundation soil strength meets or exceeds the assumed 
design bearing strength.  Soils not meeting the required strength shall be removed 
and replaced with infill soils, as directed by the Owner's Engineer. 
 

B. Foundation soil shall be proof rolled and compacted to 95% standard Proctor 
density and inspected by the Owner's Engineer prior to placement of leveling pad 
materials. 

 
C. The Foundation for the column shall be concrete base with rebar.  Contractor 

shall provide signed and sealed foundation details by a NJ Licensed P.E. 
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Leveling Pad Construction 
 

A. Leveling pad shall be placed as shown on the final, P.E. sealed retaining wall 
plans with a minimum thickness of 6 inches.  The leveling pad should extend 
laterally at least a distance of 6 inches from the toe and heel of the lower most 
SRW unit. 
 

B. Granular leveling pad material shall be compacted to provide a firm, level bearing 
surface on which to place the first course of units.  Well-graded sand can be used 
to smooth the top 1/4 to 1/2 inch of the leveling pad.  Compaction will be with 
mechanical plate compactors to achieve 95% of maximum standard  Proctor 
density  (ASTM D 698). 

 
SRW Unit Installation 
 

A. All SRW units shall be installed at the proper elevation and orientation as shown 
on the final, P.E. sealed wall plans and details or as directed by the Wall Design 
Engineer.  The SRW units shall be installed in general accordance with the 
manufacturer's recommendations.  The specifications and drawings shall govern 
in any conflict between the two requirements.  The Contractor shall plan to bury a 
minimum of two courses of the wall or as directed by the Engineer. 
 

B. First course of SRW units shall be placed on the leveling pad.  The units shall be 
leveled side-to-side, front-to-rear and with adjacent units, and aligned to ensure 
intimate contact with the leveling pad.  The first course is the most important to 
ensure accurate and acceptable results.  No gaps shall be left between the front of 
adjacent units. Alignment may be done by means of a string line or offset from 
base line to the back of the units.   

 
C. All excess debris shall be cleaned from top of units and the next course of units 

installed on top of the units below.  
 

D. Two VERSA-Tuff connection pins shall be inserted through the pin holes of each 
upper course unit into receiving slots in lower course units.  Pins shall be fully 
seated in the pin slot below.  Units shall be pushed forward to remove any 
looseness in the unit-to-unit connection. 
 

E. Prior to placement of next course, the level and alignment of the units shall be 
checked and corrected, where needed. 
 

F. Layout of curves and corners shall be installed in accordance with the wall plan 
details or in general accordance with SRW manufacturer's installation guidelines.  
Walls meeting at corners shall be interlocked by overlapping successive courses. 
Stepping of the wall base shall be done in accordance with Manufacturer 
guidelines.  Stepping of the wall at the bottom and top shall be done in 6” 
increments in accordance with the proposed grades. 
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G. Procedures C. through F. shall be repeated until reaching top of wall units, just 

below the height of the cap units. Geosynthetic reinforcement, drainage materials, 
and reinforced backfill shall be placed in sequence with unit installation. 

 
 
 
Drainage Materials 
 

A. Drainage aggregate shall be installed to the line, grades, and sections shown on 
the final P.E. sealed retaining wall plans.  Drainage aggregate shall be placed to 
the minimum thickness shown on the construction plans between and behind units 
(a minimum of one cubic foot for each exposed square foot of wall face unless 
otherwise noted on the final wall plans). 

 
B. Drainage collection pipes shall be installed to maintain gravity flow of water 

outside the reinforced soil zone.  The drainage collection pipe shall daylight into a 
storm sewer or along a slope, at an elevation lower than the lowest point of the 
pipe within the aggregate drain. 

 
Backfill Placement 
 

A. The reinforced backfill shall be placed as shown in the final wall plans in the 
maximum compacted lift thickness of 10 inches and shall be compacted to a 
minimum of 95% of standard Proctor density (ASTM D 698) at a moisture 
content within 2% of optimum. The backfill shall be placed and spread in such a 
manner as to eliminate wrinkles or movement of the geosynthetic reinforcement 
and the SRW units. 

  
B. Only hand-operated compaction equipment shall be allowed within 3 feet of the 

back of the wall units. Compaction within the 3 feet behind the wall units shall be 
achieved by at least three (3) passes of a lightweight mechanical tamper, plate, or 
roller. 
 

C. At the end of each day's operation, the Contractor shall slope the last level of 
backfill away from the wall facing and reinforced backfill to direct water runoff 
away from the wall face. 
 

D. At completion of wall construction, backfill shall be placed level with final top of 
wall elevation. If final grading, paving, landscaping, and/or storm drainage 
installation adjacent to the wall is not placed immediately after wall completion, 
temporary grading and drainage shall be provided to ensure water runoff is not 
directed at the wall nor allowed to collect or pond behind the wall until final 
construction adjacent to the wall is completed. 
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SRW Caps 
 

A. SRW caps shall be properly aligned and glued to underlying units with VERSA-
LOK adhesive, a flexible, high-strength concrete adhesive.  Rigid adhesive or 
mortar are not acceptable. 

 
B. Caps shall overhang the top course of units by 3/4 to 1 inch.  Slight variation in 

overhang is allowed to correct alignment at the top of the wall. 
 
Construction Adjacent to Completed Wall 
 

A. The Owner or Owner's Representative is responsible for ensuring that 
construction by others adjacent to the wall does not disturb the wall or place 
temporary construction loads on the wall that exceed design loads, including loads 
such as water pressure, temporary grades, or equipment loading.  Heavy paving or 
grading equipment shall be kept a minimum of three feet behind the back of the 
wall face.  Equipment with wheel loads in excess of 150 psf live load shall not be 
operated within 10 feet of the face of the retaining wall during construction 
adjacent to the wall.  Care should be taken by the General Contractor to ensure 
water runoff is directed away from the wall structure until final grading and 
surface drainage collection systems are completed. 

 
QUANTITY AND PAYMENT 
 

The quantity of MODULAR BLOCK WALL, for which payment will be made, will be 
the area of EXPOSED wall face actually constructed in accordance with the Plans, or as directed 
by the Engineer. 
 

Payment for MODULAR BLOCK WALL will be made for the quantity as above 
determined, measured in square feet, at the price per square foot bid for the item MODULAR 
BLOCK WALL in the Proposal, which price shall include the cost of removing existing 
sidewalk and/or curb, excavation and disposal of excess materials, subgrade material, 
constructing, finishing, reinforcement, all materials, labor, equipment, and all else necessary 
therefore and incidental thereto. 

 
 

END OF SECTION 
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IRRIGATION SYSTEM 
 
1.0 EXTENT  
 

The project includes furnishing all labor, materials and equipment for the proper 
installation of the irrigation systems. The work includes, but is not necessarily limited to, 
the following: 

 
1. Trenching and backfill. 
2. Fully operational automatically controlled irrigation system. 
3. Test all systems and make operative to manufacturer’s specifications and 

irrigation standards. 
4. "Drawing of Record” A-Cad format 2004 or higher. 
 

 
2.0 GENERAL 
 

A. Installer’s Qualifications:  Companies who have successfully completed a 
minimum of five (5) contracts over a three (3) year period involving installation 
of irrigation and piping projects similar in size and scope to that required for this 
project. Such experiences and references shall be attached to the bid sheet for this 
project. 

 
Sign statement below: 

 
I am a bona fide irrigation Contractor with ______ years of installation 
experience and possess the equipment to complete this project within 30 
days from starting the project. I am also a Licensed Irrigation Contractor 
with the State of New Jersey. 

 
                                       ____________________________ 

                                               
   Signature 

 
 

                                       ____________________________ 
                                                  
  Company Name 

 
 

                                       ____________________________ 
                                                  
   License Number 
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2.1 PERMITS AND FEES 
 

A. Obtain all permits and pay required fees to any governmental agency having 
jurisdiction over the work. Inspections required by local ordinances during the 
course of construction shall be arranged as required.  On completion of the work, 
satisfactory evidence shall be furnished by the Irrigation Specialist to show that 
all work has been installed in accordance with the ordinances and code 
requirements. 

 
2.2 APPROVAL 
 

A. Wherever the terms "approve," "approval" or "approved" are used in the 
specifications, they shall mean the approval of the Owner or Consultant in 
writing. 

 
2.3 CONFERENCE 
 

A. Before any work is started, a conference shall be held between the Contractor and 
the Owner concerning the work under this Contract. 

 
2.4 COORDINATION 
 

A. Coordinate and cooperate with other contractors to enable the work to proceed as 
rapidly and efficiently as possible. The Contractor shall call for mark out from 
New Jersey One Call Center 1-800-272-1000 and notify the Owner or Owner’s 
Agent four (4) days prior to his commencement of installation of the irrigation 
system.  The Contractor shall verify all site features and utilities to include but not 
limited to the items below. 

 
2.5 INSPECTION OF SITE 
 

A. Contractor shall acquaint himself with all site conditions. Should utilities not 
shown on the plans be found during excavations, Contractor shall promptly notify 
the Owner for instructions as to further action. Failure to do so will make 
Contractor liable for any and all damage thereto arising from his operations 
subsequent to discovery of such utilities not shown in plans.  

 
B. Contractor shall make necessary adjustments in the layout as may be required to 

connect to stub out from well. Should such stubs not be located exactly as shown, 
Contractor may be required to work around existing work at no increase in cost to 
the Owner. 

 
2.6 EXISTING PLANTS AND SITE CONDITIONS 
 

A. The Contractor shall take necessary precautions to protect existing site conditions. 
Should damage be incurred, the Contractor shall repair the damage to its original 
condition at his own expense. 
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2.7 SUBSTITUTION 
 

 A.   The Owner reserves the right to substitute, add or delete any material or work as 
the work progresses. Adjustment to the contract price shall be negotiated if 
deemed necessary by the Owner. Contractor shall submit all alternate material cut 
sheets for consideration with bids.  Contractor shall be responsible for installing 
the irrigation as specified if submittals are rejected by Owners agent.  If the 
contractor does not submit alternate cut sheets with his/her bid, the contractor 
shall install irrigation system as specified. 

 
2.8 REJECTION 
 

A. The Owner reserves the right to reject material or work which does not conform 
to the Contract Documents. Rejected work shall be removed or corrected at the 
earliest possible time. 

 
2.9 WORK SCHEDULE 
 

A. Within ten (10) days after award of the Contract and before work begins, the 
Contractor shall submit to the Owner an updated work schedule. 

 
2.10 “RECORD” DRAWINGS 
 

A.   Prepare a "Record Drawing" in AutoCAD format which shall show deviations 
from the bid documents made during construction affecting the main line pipe, 
controller locations, remote control valves, quick-coupling valves and all 
sprinkler heads.  The drawing shall also indicate and show approved substitutions 
of size, material and manufacturer's name and catalog name and catalog number. 
The AutoCAD file shall be delivered to the Owner before final acceptance of 
work.  All measurements shall be triangulated by means of tape measurements, no 
wheel measurements will be allowed.  Contractor may use GPS equipment for 
locations. During the installation process the contractor shall keep a current field 
copy of changes on site. GPS shall be preformed with Trimble DGPS Pro XRS 
unit or equal. Measurements shall be from fixed points for all zone valves, 
isolation valves, splice boxes, quick couplers, and all tees, 90º bends, and other 
main line fittings.  Two (2) tape measurements from fixed points will be required.  
Contractor may use GPS to 1’-0” accuracy. 

 
B.      The “Record Drawing” will be in AutoCAD 2010 format and shall be stamped by 

both Certified Irrigation Designer – Commercial (CID) and Certified Irrigation 
Contractor (CIC) through the Irrigation Association. 

 
2.12 FINAL ACCEPTANCE 
 

A. Final acceptance of the work may be obtained from the Owner upon the 
satisfactory completion of all the work. 
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2.13 GUARANTEE 
 

A. All work shall be guaranteed for one year from date of acceptance against all 
defects in material, equipment and workmanship. Guarantee shall also cover 
repair of damage to any part of the premises resulting from leaks or other defects 
in material, equipment and workmanship to the satisfaction of the Owner. 
Repairs, if required, shall be done promptly at no cost to the Owner. 

 
B. The Rain Bird 8005SS Series Rotors, Irritrol IBOC Plus Series Controller (or 

approved equal), and Irritrol 216B Series Electric Valve (or approved equal) shall 
be warranted for five years from the date of installation. 

 
3.0 MATERIALS 
 
UNIT PRICES 
 

A. Provide Unit Prices with your bid for installation of irrigation system for all 
irrigation components but not limited to the following items. 

 
  2” PVC pipe per lineal foot (SDR-21-200) SWBE 
  1-1/2” PVC pipe per lineal foot (SDR-21-200) SWBE 

1” PVC pipe per lineal foot (SDR-21-200) SWBE 
1.5” Irritrol 216B Series Electric Valve (216B) with Pressure Regulator Dial, 
(OMR-100) and DC Latching Solenoid (DCLS) (OR APPROVED EQUAL) 
Rain Bird 8005 Series Stainless Steel Rotor (8005SS) with 1” Swing Joint (OR 
APPROVED EQUAL) 
Irritrol IBOC Plus Series 4-Station Controller (IBOC-4PLUS) with Pedestal (P-
2B) and Solar Power Converter (SPC-2) (OR APPROVED EQUAL) 
10” Circular Valve Box and Lid 
Standard Valve Box with Lid and 6” Extension 
14-1 UF Wire per lineal foot 
12-1 UF Wire per lineal foot 
1.5” Gate Valve 
Cubic Yard of Deleterious Material Removal 
Cubic Yard of Fill Material Provided 
Electrical Appurtenances 
Backflow Preventer 

 
SUBMITTALS 
 

A. The Contractor shall be responsible to submit three (3) copies/sets contained in 
binders of manufacturers’ data for materials to be used including: 

 
1. Sprinkler Heads 

  2. Controller  
  3. Electric Zone Valves 
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  4. Isolation Valves 
  5. PVC Piping and SCH 40 Fittings 
  6. Valve Boxes 
  7. Control Wire  
  8. Swing Joints 
  9. DBR and DBY Wire splices 
         

B. Contractor shall submit cut sheets with his bid for any materials he/she is 
requesting approval for substitution of specified materials.  If Owner rejects 
substituted materials, the Contractor must install irrigation system as specified.  If 
Contractor does not submit cut sheets for alternate materials at time of bid, then 
he/she will be required to install system as specified and as indicated on the 
drawing. 

 
3.1 GENERAL 
 

A. All materials throughout the system shall be new and in perfect condition. After 
award of the Contract, and prior to beginning the work, the Contractor shall 
submit for approval two copies of the complete list of materials which he 
proposes to install. Quantities of materials and equipment need not be included. 
No deviations from the specifications shall be allowed. 

 
3.2 PLASTIC PIPING AND FITTINGS 
 

A. All piping 2” and smaller shall be solvent weld SDR 21 class 200 PVC pipe, 
extruded from 100 percent virgin polyvinyl chloride conforming to ASTM D 
2241 and shall be continuously and permanently marked with the manufacturers 
name, material, size and schedule or type. Pipe shall conform to all specifications 
form ASTM, Department of Commerce, NSFTL (NSF) or the latest revisions. 
Pipe shall be Crestline or IPEX only or approved equal. 

 
1. All fittings on 2” and smaller shall be SCH 40 PVC conforming to ASTM 

D-2466. No saddle or clamp type fittings shall be used 
 
3.3 SOLVENT CEMENT 
 
 A. Solvent cement shall be compatible with PVC pipe and of proper consistency. 
 
3.4 ISOLATION VALVES 
 

A. Two inch (2”) and smaller isolation and drain valves shall be screwed bonnet, 
bronze body, solid-wedge type gate valves with threaded ends, non-rising stems, 
and shall be rated for a normal operating pressure (cold water) of at least 200 psi.  
They shall be Nibco T-113 Series Isolation Valve (OR APPROVED EQUAL). 

 
3.5 VALVE BOXES  
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A. Access to all Quick coupler valves and electric valves shall be provided by 
Ametek standard rectangular boxes. The valve boxes and extensions shall be 12” 
standard rectangular (#170101) with green cover (#173134), as manufactured by 
Ametek, Plymouth Products Division, Sheboygan, Wisconsin (OR APPROVED 
EQUAL). 

 
B. Access to all gate valves and isolation valves shall be provided by Ametek 10” 

round valve boxes with 8” PVC SDR-21 sleeves to access nut.  The valve boxes 
shall be 10” round (#181014) with green “Control Valve” cover (#181015), as 
manufactured by Ametek, Plymouth Products Division, Sheboygan, Wisconsin 
(OR APPROVED EQUAL). 

 
C. All valves shall be centered and plumb in all valve boxes. 

 
3.6 SWING JOINTS 
  

A. Swing joints for Rain Bird 8005SS Series Rotors (OR APPROVED EQUAL) 
shall be 1" triple swing joint manufactured by Dura model PVC1A13112 (OR 
APPROVED EQUAL). The lay on all the swing joints shall not be less than 35 
degrees nor greater than 55 degrees from the horizontal lateral PVC zone pipe 

 
 
3.7 REMOTE CONTROL VALVES  
 
3.7a 1.5” IRRITROL 216B SERIES ELECTRIC VALVE WITH OMNI-REG PRESSURE 

REGULATOR AND DC LATCHING SOLENOID (OR APPROVED EQUAL). 
 

A. The electric valve body shall be constructed of corrosionand UV-resistant PVC 
material with all stainless steel hardware and spring. Valve shall have internal and 
external bleed for manual operation and flushing. Valve shall have a high-
strength, ribbed bonnet and bottom inlet. Valve shall have a heavy-duty double-
beaded diaphragm. Valve shall have a Buna-N valve seat seal. Valve shall be 
easily serviced without needing to be removed from the system. Valve shall be 
powered by a 24 VAC solenoid with a captive plunger, 0.4 amp inrush, and 0.2 
amp holding. 

 
B. Valve shall have a working pressure range from 20 psi minimum to 150 psi 

maximum. Valve shall have a recommended flow range from 5 to 120 GPM 
depending on valve size. 

 
C. Pressure Regulation: (OmniReg™ Modular (OR APPROVED EQUAL)). Outlet 

pressure regulating range shall be from 5 to 100 psi.  Valve shall have self-
modulating type pressure regulator that maintains constant downstream pressure 
and be accurate to within ±3 psi of pressure setting. Inlet pressure shall be 10 psi 
greater than desired outlet pressure.  Valve shall have an internal bleed for manual 
operation in pressure regulation mode.  Valve shall be able to be installed in any 
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position.  The pressure regulator shall be model OMR-100 as manufactured by 
Irritrol, Riverside, California, USA . (OR APPROVED EQUAL) 

D. The electric valve shall operate using a DC Latching solenoid (DCL). 

E. The valve model number shall be  216B  as manufactured by Irritrol, Riverside, 
California, USA (OR APPROVED EQUAL). 

 
3.8 SPRINKLER HEADS  
 

3.8a RAIN BIRD 8005 SERIES STAINLESS STEEL ROTORS (OR APPROVED 
EQUAL) 

 
A. The full- or part-circle sprinkler shall be a single stream, water lubricated, gear 

drive type capable of covering a 50 foot radius at a base pressure of 50 psi with a 
discharge rate of 10 - 15 GPM.  

 
B. The sprinkler shall be capable of both full circle and part circle operation in the 

same unit. The mode of operation shall be selected by inserting a flat blade 
screwdriver in the top of the rubber cap and turning a selector approximately 45 
degrees. The sprinkler shall not reverse direction during continuous operation in 
the full circle mode. The part-circle sprinkler shall have adjustable arc coverage 
of 50 to 330 degrees.  Arc adjustment can be performed with or without the rotor 
in operation and shall require only a flat blade screwdriver. The arc adjustment 
can be performed on both the right and left trip of the sprinkler. 

 
C. The sprinkler shall have a rotating nozzle turret independent of the riser stem. The 

portion of the riser stem that is in contact with the wiper seal shall be non-
rotating.  The sprinkler shall have a non-strippable drive mechanism and permit 
manual rotation of the pop-up stem in any direction.  This shall have no effect on 
either the drive or the set arc. Once the manual rotation is terminated, the 
sprinkler shall automatically return the water stream to its preset arc.  The 
sprinkler shall have a pressure activated, multi-function, soft elastomeric wiper 
seal. This wiper seal shall prevent the sprinkler from sticking in the up position, 
and be capable of sealing the sprinkler riser stem to the sprinkler cap under 
normal operating pressures.  The sprinkler shall have a screen attached to the 
drive housing to filter inlet water, protect the drive from clogging and simplify its 
removal for cleaning and flushing of the system. The sprinkler body shall have a 
1" female NPT bottom inlet.  The sprinkler shall have a standard rubber cover 
which designates each adjustment opening from the top.  

 
D. The sprinkler shall have a two piece, front-load nozzle assembly which will allow 

the nozzle to be installed without a stator bushing change. The primary and 
secondary nozzle ports shall be contained in one of the parts and shall be unique 
to each nozzle size.  The tertiary nozzle port shall be common to all of the other 
primary/secondary nozzle assemblies.  The sprinkler shall have a selection of 
eight color-coded nozzles.  All nozzles shall have three ports for optimal close-in, 
mid-range and long-range water distribution.  The sprinkler shall have a stainless 
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steel nozzle retention screw. The angle of trajectory shall be 25 degrees from 
horizontal.  

 
E. The sprinkler shall have a strong stainless steel retract spring for positive pop-

down. The sprinkler shall have a standard Seal-A-Matic™ (SAM) (OR 
APPROVED EQUAL) device capable of holding up to 10 feet of head.  Pop-up 
height as measured from the top of the cover to the centerline of the nozzle orifice 
shall be at least 5 inches.  The sprinkler’s overall height shall be 10-1⁄8 inches and 
the exposed diameter shall be 1-7⁄8 inches. When so indicated on the design, the 
rotor shall have a stainless steel covered nozzle turret and riser stem. The riser 
stem shall be tapered and conform to the standard plastic riser in all other ways. 

F. The sprinkler shall be a model number _8005SS_ and shall be manufactured by 
Rain Bird Corporation, Commercial Division, Tucson, Arizona, USA (OR 
APPROVED EQUAL) . 

 
3.9 CONTROLLER 
 

A. IRRITROL IBOC PLUS SERIES CONTROLLER WITH PEDESTAL AND 
SOLAR POWER CONVERTER (OR APPROVED EQUAL). 

 
1. Automatic Controllers shall be IBOC Plus Series (OR APPROVED EQUAL) 

with 4-stations as manufactured under the brand name of Irritrol Systems (OR 
APPROVED EQUAL) to be installed or wired in accordance with 
manufacturer’s published instructions. Valves installed must be converted 
from standard AC solenoid to 24-volt DC latching solenoid (DCL) for Irritrol 
Systems valves (OR APPROVED EQUAL). 

 
2. Operation: Controller shall be powered by one 6-volt lantern battery or solar 

powered with optional SPC-2. Battery life shall be a minimum of one (1) year. 
Battery life shall be displayed as a percentage of total life.  Controller shall 
have three (3) independent programs with eight (8) start times per program. 
Controller shall be able to operate up to twelve (12) standard latching solenoid 
valves (1 solenoid per station) and one (1) master valve/pump start latching 
relay.  Station times shall be 1 minute to 23 hours 59 minutes, in 1-minute 
increments, displayed as hours and minutes. Controller shall have a 365-day 
calendar with weekday, interval (1-62), and odd/even scheduling with 
automatic leap-year adjustment.  Controller shall have the capability to 
exclude specific days from the watering schedule when using odd/even day 
option.  Controller shall have water budgeting (10-200%), start-time stacking 
within program, program looping and station stacking.  Controller shall have 
programmable (1-10 minutes) test cycle. Operation will be automatic, 
semiautomatic, and manual operation modes. Manual cycle shall be 
programmable from 1 to 99 minutes. Controller shall have non-volatile 
memory to retain program data and programmable rain off (1-30 days). 
Controller shall have programmable rain sensor hook up and programmable 
master valve hook up. Electronic circuit breaker shall automatically detect 
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short- and open-circuit conditions on station output.  Controller shall have 
user selectable instruction displayed in either English or Spanish.  Maximum 
operating pressure shall be 120 psi. 
 

3. Construction:  Controller shall be enclosed in rust-resistant, locking steel 
cabinet with sufficient space for standard 6-volt lantern battery and quick wire 
disconnect terminal board.   
 
Electric:  Input shall be 6/24 VDC.  Output and master valve circuit shall be a 
bidirectional pulse to drive a 24-volt latching solenoid.  Maximum of one 24 
VDC latching solenoid per station. 
 

4. The controller shall be Irritrol IBOC-Plus Series Controller model IBOC-
4PLUS with standard pedestal model P-2B and solar power converter model 
SPC-2 as manufactured by Irritrol, Riverside, California, USA (OR 
APPROVED EQUAL). 

 
3.10 LOW VOLT ELECTRICAL WIRE 
 

A. All 24-volt control wires from controller to the electric valves shall be #14/1 red 
wire for direct burial.  All 24-volt common wire from the controller to the electric 
valves shall be #12/1white wire for direct burial.  Splices and connections to the 
electric valves shall be with 3M DBY and DBR connectors.  There will be no tee 
splices allowed.  The common wire will be one continuous run, more than one 
common run may be used and connected at the controller.  Spare wires shall be 
run from the controller as shown on plan with two (2) wires left at each location. 
Spare wire shall be #14/1 yellow wire for direct burial.  No wire splices will be 
allowed in wire runs of less than 1200’. 

 
B. When control wires must go into the building the proper splice boxes must be 

used and the same size corresponding wire size shall be used at the splice box 
location.  All wire shall be Paige electric and shall conform to ASTM B3 or B-8 
for soft drawn bare copper wire with polyethylene insulation. 

 
 
4.0 WORKMANSHIP 
 
4.1 ACCURACY 
 

Lay out work as accurately as possible to the drawings.  The drawings, though carefully 
drawn, are generally diagrammatic to the extent that swing joints, offsets and all fittings 
are not shown. 

 
4.2 COVERAGE 
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The Contractor shall be responsible for full and complete coverage of all irrigated areas 
and shall make any necessary minor adjustments at no additional cost to the Owner. 
 
If not specified on the plans, the Contractor shall be responsible for proper sprinkler head 
placement and adjustment. 

 
4.3 REVISIONS 
 

Any major revisions to the irrigation system must be submitted and answered in written 
form, along with any negotiated change in contract price. 

 
5.0 INSTALLATION 
 
5.1 EXCAVATING AND TRENCHING 
 
5.1a Restore all surfaces, existing underground installations, etc., damaged or cut as a result of 

the excavations to their original condition and in a manner approved by the Owner. 
 
5.1b Trenches shall be made wide enough to allow a minimum of 2 inches between parallel 

pipe lines.  Trenches for pipe lines shall be made of sufficient depths to provide minimum 
cover from finish grade as follows: 

 
1. 18" minimum cover over main lines; 
2. 12" minimum cover over control wires from controller to valves; 
3. 12" minimum cover over lateral lines to sprinkler heads. 

 
5.1c Maintain all warning signs, shoring, barricades, flares and red lanterns as required by the 

Safety Orders of the Division of Industrial Safety and any local ordinances. 
 

5.2 PIPE LINE ASSEMBLY 
 
5.2a Install remote control valves where shown and group together where practical.  Place no 

closer than six (6) inches to walk edges, buildings, and walls. 
 
5.2b Plastic pipe and fittings shall be solvent welded using solvents and methods as 

recommended by manufacturer of the pipe, except where screwed connections are 
required.  Pipe and fittings shall be thoroughly cleaned of dirt, dust and moisture before 
applying solvent with a non-synthetic bristle brush. 

 
5.2c Pipe may be assembled and welded on the surface.  Snake pipe from side to side of trench 

bottom to allow for expansion and contraction. 
 
5.2d Make all connections between plastic pipe and metal valves or steel pipe with threaded 

fittings using plastic male adapters. 
 
5.3 CLOSING PIPE AND FLUSHING LINES 
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5.3a Cap or plug all openings as lines have been installed to prevent the entrance of materials 
that would obstruct the pipe.  Leave in place until removal is necessary for completion of 
installation. 

 
5.3b Thoroughly flush out all water lines before installing heads, valves and other hydrants. 
 
5.3c Test in accordance with paragraph on Hydrostatic Tests. 
 
5.3d Upon completion of the testing, the Contractor shall complete drip assembly and adjust 

for proper distribution. 
 
5.4 HYDROSTATIC TESTS 
 
5.4a Request the presence of the Owner or Consultant in writing at least 48 hours in advance 

of testing. 
 
5.4b Testing is to be accomplished at the expense of the Contractor and in the presence of the 

Owner. 
 
5.4c Center load piping with small amount of backfill to prevent arching or slipping under 

pressure. 
 
5.4d Apply a continuous and static water pressure of 60 psi when welded plastic joints have 

cured at least 24 hours and with the risers capped as follows: 
 

1. Main lines and sub mains to be tested for one hour. 
2. Lateral lines to be tested for one  hour. (If laterals and individual sub-mains 

downstream of control valves have less than 90 psi working pressure or less than 
10 GPM flow, hydrostatic tests are waived for these laterals). 

 
5.4e Repair leaks found as a result of tests. 
 
5.5 AUTOMATIC CONTROLLER 
 

Connect proposed remote control valves to proposed controller in a logical sequence to 
correspond with specification of the Owner or the Irrigation Consultant. 

 
5.6 AUTOMATIC CONTROL WIRING 
 
5.6a Install “common” (12/1 Direct Burial) wire and “field” (14/1 Direct Burial) wire in 

common mainline trenches wherever possible. 
 
5.6b Install control wires at least 16 to 18 inches below finish grade and lay to the side and 

below main line.  Provide looped slack at valves and snake wires in trench to allow for 
contraction of wires.  Tie wires in bundles at ten foot intervals. 
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5.6c Control wire splices will be allowed only in runs more than 1,000 feet.  Any splices must 
be installed in an existing valve box or separate valve box installed flush with finished 
grade. 

 
5.6d All wire passing under existing or future paving, construction, etc., shall be encased in 

plastic or galvanized steel conduit extending at least 12 inches beyond edges of paving or 
construction. 

 
5.7 BACKFILL AND COMPACTING 
 
5.7a After system is operating and required tests and inspections have been made, backfill 

excavations and trenches with clean soil, free of rubbish. 
 
5.7b Backfill for all trenches, regardless of the type of pipe covered shall be compacted to 

minimum 90% density.  
 
5.7c Compact trenches in areas to be planted by thoroughly flooding the backfilled trenches. 
 
5.7d Dress off all areas to finish grades. 
 
 
6.0 CLEAN-UP 
 

Remove from the site all debris resulting from work of this section.  Job site must be left 
clean and repaired as per Contract and Owner's approval. 
 
 

7.0 QUANTITY and PAYMENT 
 

Payment shall be made for the work required to construct a fully functioning irrigation 
system at the lump sum bid price for Dust Control System in the bid proposal of Base 
Bid Beginner Ring and 2nd Ring.  The price bid for this work shall include all work to 
supply and install all Piping, Sprinklers Heads, Valves, Wire, two separate Controllers for 
each ring (Controller for Ring 2 shall allow equipment and program sufficient to control 
the 2nd, 3rd and 4th Ring for future expansion), connections to existing mains, Labor, and 
all necessary appurtenances for a complete and functional irrigation system. 
 
Payment shall be made for the work required to construct a fully functioning irrigation 
system at the lump sum bid price for Dust Control System in the bid proposal of 
Alternate Bid ‘A’ 3rd Ring.  The price bid for this work shall include all work to supply 
and install all Piping, Sprinklers Heads, Valves, Wire, Controller (modifications to 
controller installed under Base Bid), connections to existing mains, Labor, and all 
necessary appurtenances for a complete and functional irrigation system. 
 

-- END OF SECTION -- 
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TOPSOILING AND HYDROSEEDING 
 
 
DESCRIPTION 

 
Provide topsoil and hydroseed as shown or as directed by the Engineer.  Provide borrow 

topsoil as required to completely cover proposed lawn areas and as directed by the Engineer. 
 
MATERIALS 

 
Topsoil shall be obtained from outside the project limits and shall contain no stones, 

lumps, roots, or similar objects larger than 2 inches in any dimension, and shall have a pH value 
of not less than 5.8.  When the pH value of the topsoil is less than 5.8, it shall be increased by 
applying ground limestone at a rate necessary to attain a pH value of 6.5. 

 
Material stripped from the following sources shall not be considered suitable for use as 

topsoil. 
 
- Sources within the project limits. 
- Soils having a pH value less than 4.1 
- Chemically contaminated soils. 
- Areas from which the original surface has been stripped and/or covered over, 

such as borrow pits, open mines, demolition sites, dumps, and sanitary 
landfills. 

- Unacceptable wet excavation. 
 
Topsoil furnished from sources outside the limits of the project shall have a minimum 

organic content of not less than 2.75 percent by weight.  When the organic content of the topsoil 
furnished from sources outside the limits of the project is less than 2.75 percent, it shall be 
increased by adding peat at a rate necessary to attain this minimum organic content.  The organic 
content of soils shall be determined by the Laboratory using the chromic acid titration method, as 
described in the United States Department of Agriculture's Circular 757. 

 
The organic content of all topsoil shall conform to the requirements specified above. 

 
The gradation of the topsoil furnished from sources outside the limits of the project shall 

be determined by the Laboratory, using the Bouyoucos Hydrometer Analysis conforming to the 
requirements of current A.A.S.H.O. Designation T88.  The gradation of the topsoil shall be 
within the following ranges: 

 
Sand (1.00 MM to 0.25 MM) 70% to 80% 
Silt and Clay (less than .25 MM) 20% to 30% 

 
A percolation rate of 1 inch/Hour to 2 inch/Hour is required after root growth by the sod 

after establishment. 
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The materials to be used for topsoiling shall conform to the appropriate articles as 
follows: 

 
Fertilizer, 5-10-5 Commercial Designation ............................................ Sec. 909.02 
Ground Limestone .................................................................................. Sec. 909.03 
Mulch, Hay ............................................................................................. Sec. 909.04 
Grain Seed ............................................................................................... Sec. 909.06 
Topsoil .................................................................................................... Sec. 909.10 
Grass Seed Mixture ..................................... Hydroseed Lesco 3 Rye (OR EQUAL) 
 
The hydroseed shall be furnished and delivered premixed. A manufacturer’s certificate of 

compliance to the specified mixes shall be submitted by the manufacturer. 
 
METHODS OF CONSTRUCTION 
 
 The topsoil shall be spread over the surface in a uniform layer that will produce the 
prescribed compacted thickness of at least six (6”) inches.  When required, ground limestone 
which has been protected from moisture and is dry and free flowing, shall be evenly spread over 
the area to be seeded at a rate that will produce a pH value of the soil of 6.5.  The area shall then 
be raked, disked or otherwise worked to incorporate the limestone into the upper 3 to 4 inches of 
soil to remove stones, roots, debris and other unsuitable material and to form an even surface.  
The soil shall be in a pliable condition at the time of seeding. 
 
 The Contractor shall furnish the required topsoil from approved sources outside the 
project limits. 
 
 The contractor shall hydroseed only on a calm day.  No seeding shall be performed on 
frozen ground or when the temperature is 32 degrees Fahrenheit or lower.  Schedules for 
fertilizing and seeding must be submitted to the Engineer for approval prior to the work. 
Hydroseeding shall be done within ten (10) days following soil preparation. 
 
 Fertilizer shall be 5-10-5 and shall be applied at a rate of 325 lbs. per acre. 
 
 Virgin wood fiber mulch shall be applied at a rate of 1,500 lbs. per acre. 
 
 ECT tackifier shall be applied at a rate of 5 lbs. per acre. 
 
 Hydroseed mix shall be Lesco 3 Rye (or approved equal) 
 
 The contractor shall be responsible for providing watering (irrigation) for all areas to 
receive topsoil and hydroseed.  Watering operations shall be performed as needed until 
vegetation has established. 
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QUANTITY AND PAYMENT 
 

The quantity of TOPSOILING AND HYDROSEEDING for which payment will be made 
on a lump sum basis in accordance with the Plans and Specifications or as directed by the 
Engineer. 

 
Payment for TOPSOILING AND HYDROSEEDING will be on a lump sum basis at the 

price bid for the item TOPSOILING AND HYDROSEEDING in the Proposal, which price 
shall include the cost of furnishing, cleaning and placing topsoil furnished from sources outside 
the limits of the project, including furnishing and incorporating additional organic material if 
required; furnishing and installing hydroseeding; furnishing and placing ground limestone, 
fertilizer, mulch and other materials; raking, rolling, re-fertilizing and reseeding where required; 
watering to establish and maintain vegetation, the repair of previously topsoiled/hydroseeded 
areas damaged by the Contractor's work; furnishing all labor and equipment; and all else 
necessary for the topsoil shown on the Plans or as directed by the Engineer. 

 
-- END OF SECTION -- 
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FINAL CLEANUP/SITE RESTORATION 
 
DESCRIPTION 
 

Under this item the Contractor shall restore the work site and access area to its original 
condition including, but not limited to installation of both temporary and permanent striping, 
remove and reset street and road signs, relocate existing monuments and setting them on 6” thick 
concrete pads, remove and dispose of all lights, signs, parking meters, bollards, topsoil, seeding, 
fences, hedges, re-grading, repair of driveways, (both bituminous and concrete) sidewalks, 
roadways, curbs, cleaning and removal of stockpiles and equipment, any underground electrical 
conduit servicing traffic signals and all else not specifically covered elsewhere in these 
specifications.  All concrete aprons shall be restored.  
 
MATERIALS 
 

2007 NJDOT Standard Specifications. 

METHODS OF CONSTRUCTION 
 

The site shall be returned to its original condition.  Fences shall be reinstalled with posts 
in concrete footings in accordance with specifications herein.  Hedges shall be reinstalled where 
possible or replaced in kind and in the same locations as existing.  Lawn areas disturbed by 
Contractor's activities shall be re-graded, hydroseeded and mulched as specified by the Engineer.  
Temporary safety fence shall be removed and returned to the Department of Public Works, and 
the holes repaired.  Cleaning shall include hand brooming of sidewalk and pavement areas.  
Adjacent structures shall be cleaned, as necessary, by a method approved by the Engineer.  
Sidewalks shall be replaced with 4-inch thick concrete walk in evenly sized slabs, sawcut where 
necessary, only to the extent damaged by the construction.  Both concrete and bituminous 
concrete shall be repaired as specified by the Engineer sawcut where necessary, only to the 
extent damaged by the construction.  All construction equipment and stockpiles shall be removed 
from the site and disposed of by the Contractor in a suitable and timely manner. 
 
QUANTITY AND PAYMENT 
 

The quantity of Site Restoration for which payment will be made will be on a lump sum 
basis for the item FINAL CLEANUP/SITE RESTORATION in the Proposal, which price 
shall include the cost of any and all materials, labor and equipment and all else necessary and 
incidental thereto. 

 
-- END OF SECTION -- 
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ELECTRIC SUPPLY, PANEL, METER, AND LIGHTING 
 

DESCRIPTION 
 

This item shall consist of the installation of all light fixtures (complete with lamp, cover, etc.), 
panels, conduits, fittings, wiring, pull-boxes, and hangers for the lighting. It shall also include all 
permit fees and the eventual energizing of the system. 

 
MATERIALS 
 
All wiring inclusive of from the transformer to the service shall be provided by Contractor.  The 
Contractor shall coordinate all sizing and requirements with PSE&G for the main feed.  The 
Contractor shall furnish all material to construct a fully functional electrical system, other than 
the transformer provided by PSE&G. 

 
All material must meet the minimum requirements of the NEC, PSE&G and the construction 
details specified herein. 
 
Interior light fixtures to be Lithonia Lighting JHBL 24000LM Fixtures, One Lithonia Way, 
Conyers, GA 30012, Phone 800-315-4963, or approved equal. 
 
Interior emergency exit and lights meeting the requirements of NJIBC, NEC and all other 
applicable codes. 
 
CONSTRUCTION 
 
The installation shall be in accordance with NEC and PSE&G standards or as determined by the 
Engineer.  All prospective bidders and/or the contractor are responsible for contacting PSE&G to 
determine the electric source location/feeder. 
 
The Contractor shall include in the price bid for this item 1,400 linear feet (LF) of two (2) 4-inch 
dia. conduits (2,800-LF total), which includes one (1) spare 4-inch dia. conduit.   
 
The Contractor shall include in the price bid for this item all light fixtures as illustrated on the 
Lighting Plan. 
 
The Contractor shall install a pull-wire throughout all spare conduits for future use as per the 
requirements of the NEC and PSE&G. 
 
The Contractor shall provide a complete set of designed electrification drawings by a New Jersey 
Licensed Electrician and submit the signed and sealed drawings to the Engineer prior to the 
commencement of construction.  The electrification design shall include, but not be limited to, 
main service connection to off-site area(s), coordination with PSE&G, primary service conduits, 
connections, terminations and pull boxes, main electrical panel, concrete pad, exterior panel 
enclosure, bollards, meters, secondary service conduits, connections, terminations, panels and 
pull boxes, building connections, terminations and meter, lighting connections (emergency and 
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standard), terminations and meter, and for a complete electrical system design and build program 
for  the Indoor Riding Arena building. 
 
The Indoor Riding Arena shall have the following but not limited to: LED Lights and associated 
conduit, wiring and controls, four (4) Emergency Exit signs with lighting, eight (8) GFCI 20 
Amp Outlets, twelve (12) Heavy Duty Indoor/Outdoor Ceiling Fans, two (2) motorized door 
openers with controls and all necessary switches and controls. 
 
All construction must meet the minimum requirements of the NEC, PSE&G and the construction 
details specified herein. 
 
QUANTITY AND PAYMENT 
 
Quantity and Payment for Electric Supply, Panel, Meter, Emergency Exit Signs, Outlets, 
Switches, Controls, Lighting and all associated wiring and conduit will not be made and the cost 
shall be included in the LUMP SUM price for the INDOOR RIDING RING STRUCTURE, 
COMPLETE in the Proposal, which shall cover the cost of excavation, backfill, concrete 
encasement, compaction, testing, at grade restoration, electrification drawings, energizing, 
terminations, breakers, pull wires, and all labor, tools, equipment and materials necessary 
therefore and incidental thereto or as directed by the Engineer. 
 

-- END OF SECTION -- 
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DOORS 
 

DESCRIPTION 
 

This item shall consist of the furnishing and installation of two (2) 14’x14’ rolling doors with 
electric operator, four (4) 8’x8’ rolling doors, two 3’x7’ mandoors with viewing glass and two 
(2) 3’x7’ double mandoors complete with all framing and required hardware. 

 
MATERIALS 
 
ROLLING DOORS 

Rolling doors to be continuous sheet rolling door model 3100 as manufactured by Janus 
International, Temple, GA or approved equal.  Mounting to be done in accordance with the 
building manufacturer requirements and all hardware and mounting plates shall be furnished.   

 
2.01  CURTAIN—  

2.01.01 Sheets: Continuous 20” corrugated sheets roll formed from 26 
gauge ASTM A653 Grade 80 full hard steel and lock seamed 
together. Reinforced with 12 gauge wind locks spaced on alternating 
corrugations and attached with rivets.  

2.01.02 Finish: Galvanized and pre-painted with Super Durable Polyester paint 
guaranteed with a 40 year film integrity warranty to not crack, peel, flake, 
split, delaminate or blister.  Additional guarantee up to 25 years against 
fading or changing color based on color chosen.  

2.01.03 Bottom Bar:  Roll formed clear acrylic coated galvanized steel 
reinforced with a 2” x 1-1/2” - 12 gauge galvanized angle that extends 
fully into the guides.  

2.01.04 1-1/2” wide nylon strips attached on each end of both the front and back 
of the curtain to control stretch and reduce wear.   

2.01.05 Wind locks:  Made of 11 gauge galvanized steel spaced every other 
corrugation through 12’0” opening widths.  Over 12’0” through 16’0” 
opening width, spaced at every corrugation.  Excludes seamed 
corrugation for all widths.  

 
2.02  WEATHERSTRIPPING—  

2.02.01  Black PVC bulb-type astragal affixed to the bottom bar assembly 
provides positive contact with the floor.  

2.02.02 Side draft stop attaching to guide leg.  
2.02.03 Black flexible neoprene top draft stop with 2” lip attached to curtain.  
2.02.04 4” Header seal attached to header.  
 

2.03  BARREL ASSEMBLY— Galvanized coil steel fabricated in a 12” diameter 
spiral formation to enclose spring counterbalance system and provide full span 
curtain weight support.  Attached galvanized drums are furnished with grease-
filled, shielded radial ball bearings at rotating points around the axle.  

 
2.04  SPRING COUNTERBALANCE— Factory lubricated, oil tempered, helical 
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torsion springs located inside the barrel made of wire conforming to ASTM 
A229.  Springs are attached the steel axle tube by means of a welded spring 
clip.  Axle tube provided is sufficient size to carry curtain load and spring 
torque.  Spring cycle life of 15,000.  

 
2.05  SUPPORT BRACKETS— Galvanized and reinforced one-piece 12 gauge formed 

steel brackets.  
 
2.06  SPRING TENSIONER—External mounted cam action tension retaining device 

allows for field adjustment of spring tension on all springs.  
 
2.07  GUIDE ASSEMBLY— Universal mounted guides rolled formed from 12 

gauge galvanized steel. 3” guide depth furnished for sufficient curtain 
engagement with 12 gauge wind load bar.  Removable galvanized door stop at 
the top of each guide.  

 
2.08  OPERATION—  

2.08.01  Universal 5.7:1 cast iron reduced drive hand operated chain hoist 
furnished for all doors.  

2.08.02  Electric operator (furnished by vendor) with electric 72 tooth 
sprocket operator kit for door adaptation. This is for the two 
14’x14’ doors.  

 
2.09  LOCKING MECHANISM—Dual steel bottom bar slide locks suitable for pad 

locks (provided by others) mount to the inside angle of the bottom bar. Chain 
keeper guide mounted to wall for chain operation doors.  

 
2.10  HOOD  Fabricated from 20 gauge steel and reinforced with end caps and roll 

formed edges. Manufactured square.  
 
2.11  FINISH—Non-galvanized surfaces, excluding axle tube, to consist of shop coat of 

rust inhibitor primer.  Color to be as selected by owner and/or engineer. 
 
MAN DOORS 
 

Man doors to be steel walk doors with steel jambs prehung, Model 5100 door as 
manufactured by AJ Manufacturing, Inc.  Single doors to have Vue Lite single-glazed tempered 
glass in brown finish.  Double door to be standard style door in  brown finish.  Doors to be 
equipped with optional panic bar and dead bolt locks with matching key set for the four doors. 
 
CONSTRUCTION 
 
The installation shall be in accordance with manufacturer requirements and all applicable codes.. 
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QUANTITY AND PAYMENT 
 
Quantity and Payment for Rolling Doors and Man Doors will not be made and the cost shall be 
included in the LUMP SUM price for the INDOOR RIDING RING STRUCTURE, 
COMPLETE in the Proposal, which shall cover the cost of all labor, tools, equipment and 
materials necessary therefore and incidental thereto or as directed by the Engineer. 
 

-- END OF SECTION -- 
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CEILING FAN 
 

DESCRIPTION 
 

This item shall consist of the furnishing and installation of twelve (12) heavy-duty 
indoor/outdoor ceiling fan-60” along with two variable speed controllers and associated conduit 
and wiring.   

 
MATERIALS 
 
Materials shall consist of heavy duty indoor/outdoor ceiling fan 60” model CP60HPWP as 
manufactured by Canarm or approved equal.  The ceiling fan shall include all necessary hangers 
and supports to install within the free span structure. 
 
MC Industrial Ceiling Fan Speed Control or approved equal having the capability to operate six 
(6) fans simultaneous.  
 
CONSTRUCTION 
 
The installation shall be in accordance with manufacturer requirements and all applicable codes. 
 
QUANTITY AND PAYMENT 
 
Quantity and Payment for heavy-duty indoor/outdoor ceiling fan – 60” and associated controls 
and wiring will not be made and the cost shall be included in the LUMP SUM price for the 
INDOOR RIDING RING STRUCTURE, COMPLETE in the Proposal, which shall cover the 
cost of all labor, tools, equipment and materials necessary therefore and incidental thereto or as 
directed by the Engineer. 
 

-- END OF SECTION  
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FREE SPAN FABRIC STRUCTURE 
 
 
DESCRIPTION 

 
This work shall consist of furnishing and installing a permanent rectangular shape tension 

membrane covered truss type building which shall occupy an approximate area of 100 feet to 
110 feet wide by 192 feet long, with a complete fabric enclosed back and enclosed, as shown on 
the drawings.  The building roof profile shall be gable style.  The sizing of the structure shall be 
selected based on accommodating the following items: a 90’ wide by 165.5’ long indoor riding 
ring that provides a minimum height clearance of 14’ along the outer edge of the riding ring.  
The size of the structure shall also be able to accommodate the construction of indoor riding ring 
kickboards.  The structure shall also provide additional floor area for storage at the end with a 
minimum dimension of 20’x90’.  The floor area shall be entirely free of columns and roof 
supports of any type allowing unimpeded use of the riding arena.  The west end of the building 
shall be closed with fabric.  The east end shall be closed with fabric and include appropriate 
bracing to accommodate cultured stone up to 30” above grade.  The fabric for the structure shall 
be multi-color with brown up to 8’ from ground level and white for the remaining portion.  The 
building shall have doors per the plans and other specifications.     

 
It is anticipated that the building will have an IBC2009, New Jersey Edition Use Group 

Designation of “Group U” with a maximum occupancy of less than 50 Persons.  At a minimum 
all building equipment shall meet or exceed the requirements for the Use Group.  The Contractor 
is responsible for submission of all required documents for obtaining the necessary building 
permits.  As is customary with municipalities the permit fees should be waived; however in the 
event that they are required the contractor will pay the fees and be reimbursed for the actual cost 
of the permits through the Bid Contingency pay item.   
 
REFERENCES 
 
 Except where more stringent requirements are specified, comply with the applicable 
requirements of the following organizations and standards, for products, materials, and 
construction methods: 
 
 1. NJ  State Building Codes. 
 2. IBC 2009 Building Code. 
 3. American Institute of Steel Construction (AISC) . 
 4. American Iron and Steel Institute (AISI). 
 5. American Society of Civil Engineers (ASCE 7-10   Minimum Design Loads for 

Buildings and Other Structures). 
6. American Welding Society (AWS) or Canadian Welding Bureau (CWB) 
7. Aluminum – 6000 Series natural mill finish, unpainted and unanodized. 
8. Welders must be qualified and tested and certified to the CSA Standard W47.1 

Div. 2.1 
9.  ASCE 7 - Minimum Design Loads for Buildings and Other Structures; American 
 Society of Civil Engineers; 2011. 
10.  ASTM A36/A36M - Standard Specification for Carbon Structural Steel; 2008. 
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11.  ASTM A53/A53M - Standard Specification for Pipe, Steel, Black and Hot-
Dipped, Zinc-Coated, Welded and Seamless; 2012. 

12.  ASTM A307 - Standard Specification for Carbon Steel Bolts, Studs, and 
Threaded Rod 60 000 PSI Tensile Strength; 2012. 

13.  ASTM A325 - Standard Specification for Structural Bolts, Steel, Heat Treated, 
 120/105 ksi Minimum Tensile Strength; 2010. 
14.  ASTM A325M - Standard Specification for Structural Bolts, Steel, Heat Treated 

830MPa Tensile Strength (Metric); 2013. 
15.  ASTM A500/A500M - Standard Specification for Cold-Formed Welded and 

Seamless Carbon Steel Structural Tubing in Rounds and Shapes; 2010a. 
16.  ASTM E84 - Standard Test Method for Surface Burning Characteristics of 

Building Materials; 2013a. 
17.  AWS D1.1/D1.1M - Structural Welding Code - Steel; American Welding Society; 
 2010 or CWB Canadian Welding Bureau. 
18.  NFPA 701 - Standard Methods of Fire Tests for Flame Propagation of Textiles 

and Films; National Fire Protection Association; 2010. 
19.  SSPC-SP 6 - Commercial Blast Cleaning; Society for Protective Coatings; 2007. 
20.  SSPC-Paint 20 - Zinc-Rich Primers (Type I, "Inorganic," and Type II, "Organic"); 
 Society for Protective Coatings; 2002 (Ed. 2004). 
21.  SSPC-Paint 22 - Epoxy-Polyamide Paints (Primer, Intermediate, and Topcoat); 
 Society for Protective Coatings; 1982 (Ed.2004).  
 
 

PRODUCT/PRODUCT MANUFACTURERS: 
 
The following is a list of products and manufacturers: 
1. Britespan Genesis Series 4-110’W or approved equal as manufactured by 
 Britespan Building Systems Inc. 

37651 Amberly Road 
Lucknow, Ontario 
N0G 2H0 

 Phone No. 1-800–407–5846 
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2.         ClearSpan Fabric Structures International, Inc. or approved equal 
1395 John Fitch Blvd. 
South Windsor, CT 06074 
Phone: 1-800-603-4445 x1241 

 

 
MATERIALS 
 
BUILDING PRODUCT REQUIREMENTS 
 
The building may be a Britespan or Clearspan building or approved equal provided the following 
minimum required standards are met.   
 

1.  Membrane used in the building design shall be designed to withstand the 
corrosive UV light according to the manufacturer warranty. 

 
 2.        All trusses including the webbing between the trusses must be Hot Dip Galvanized 

“POST” fabrication.  The Hot Dipped Galvanizing must be fully attained inside 
and outside of the truss and web tubing.  Failure to provide this would cause the 
bid to not be accepted. 

 
3. All purlins, bearing plates and other structural members must be hot dipped 

galvanized “POST” fabrication, no welding shall take place after the galvanized 
coating is applied.  All anchor bolts, bolts and washers etc., shall be stainless steel 
or Hot Dip Galvanized. 

 
4. In-line Galvanization can be used as approved alternate to Hot Dip Galvanized 

“POST” fabrication. 
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METAL SPECIFICATIONS  
The main structure shall consist of a welded truss arches with parallel tubes separated 

apart by tube webs.  The framing shall be designed to handle a minimum snow loading of 35 psf 
as well as a minimum wind loading of 100 mph.  The structure shall provide similar loadings as 
specified below with the main objective to meet the minimum design requirements for the 
region. 

Steel tubing used in the structure shall provide similar structural and mechanical 
properties (ASTM A-500): Tension Ultimate: 55 KSI and Yield: 50 KSI  
 
PAINTING: 

Painting of steel components shall only be utilized if necessary for field repairs and shall 
not be employed as a factory finish. Should field repair be necessary, a zinc rich field coat shall 
be used. 
 
FIELD WELDING: 
 In-Field fabric welding is accepted as a standard method of joining panels, rounding 
corners, repairing minor cuts or abrasions. 
 
FABRIC SPECIFICATIONS: 
The HDPE fabric must be produced in North America with fabric specification as follows:  

 
(Fire Rated) 
Coated Weight   12 .6 oz/sy (373 gsm) 
Base Fabric Weight   4 mils average, each side 
Finished Thickness   24 mils (ASTM D-5199) 
Grab Tensile Strength, lbs  452 lbs Weft (ASTM -D5304) 
     408 lbs Warp (ASTM -D5035) 
Tongue Tear Strength, lbs  106 lbs Weft (ASTM -D2261) 
     83  lbs Warp (ASTM -D2261) 
Mullen Burst    653 psi  (ASTM -D3786) 
Cold Crack Resistance  -55oC (ASTM –D2136) 
Resistance to UV & Weathering 90% retention after 2000 hr. 
Permittivity    <2.5 x 10-6  cm/s (ASTM D-5199) 
Hydrostatic Resistance  >171 psi (ASTM D-751A) 
Flame Retardency   NFPA 701 
Flame Spread    ASTM E84 
Smoke Developed   170 (ASTM E84)  
 
The stressed membrane structure shall be designed to shed snow before the design load is 

exceeded, or alternatively provide structural capacity to meet or exceed required roof snow load 
requirements of specified site. The architectural membrane shall be continuous from the base of 
the structure to the peak and manufactured in such a way that no eave will exist. 
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FABRIC COVER ATTACHMENT 
  
 HDPE Fabric roof material must consist of individual panels between frames. The cover 
must be securely attached at ends and sides. Field welding is acceptable.  Alternate fabric 
attachments as subject to owner and/or engineers review. 

 
QUALITY ASSURANCE 
 
A. Manufacturer 's Qualification:  The fabricator of the building or building components 

shall be regularly engaged in the fabrication of this type of building. They must meet the 
requirements of this Section and shall show evidence of having an adequate 
manufacturing facility, equipment, and a quality control system.   The fabricator must 
provide evidence that they have produced a minimum of 50 such structures in the 
previous 12 months before acceptance of this contract.    Perspective bidders must submit 
a copy of their A660 quality control certification at the time of the bid opening.  The 
fabricator shall be subject to the Owner and/or Engineer's approval. 

 
B. Erector's Qualification:  The building erector shall be regularly engaged in the erection of 

fabric covered buildings, meeting the requirements of this Section. The erectors shall be 
subject to the approval of the Owner. 

 
WARRANTY 
 
A. Steel Truss Warranty: Truss Framework tubing must be Hot dip Galvanized inside and 

out of tubing - completely after fabrication. Failure to provide proof of this will cause the 
bid to be denied.  The manufacturer is to provide a minimum 15-year pro-rata warranty 
on the trusses according to the standard manufacturer’s warranty.  
 

B. In-Line Galvanization option shall provide a 50-year pro rata warranty on the trusses 
according to the standard manufacturer’s warranty. 

 
C. Fabric Warranty: All membranes used are to be North American made, water and mildew 

resistant, insect proof, and UV stabilized. They are to withstand extreme climatic 
variations and contain ultra-violet inhibitors to reduce degradation by the sun’s rays.  
Manufacturer is to provide a minimum a 10- year pro-rata warranty on fire rated fabric 
according to the standard manufacturer’s warranty.  

 
 
STRUCTURAL REQUIREMENTS 

 
A.        Structure shall be engineered so it is capable of withstanding the loads specified in ASCE 

7-10, and the IBC 2009 code without failure or damage.  Design must incorporate both 
balanced and unbalanced loads.  Additional rain on snow surcharge loading must also be 
added to gable shaped (non arch) buildings per ASCE 7-10. 

 
B. The building system is to be designed to meet a minimum ground snow load of  35 psf,  

and a wind load of 100mph.  
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C.        Structure must be capable of maintaining structural integrity in the event of a tear 

propagating in the fabric, without endangering occupants. 
 

D.       Structural calculations shall be prepared by a licensed professional engineer and a signed 
and sealed copy shall be provided demonstrating the proposed structure meets the 
minimum design loads. 
 

E. Truss Framework tubing that is welded shall be Hot Dip Galvanized as per Building 
Product requirements stated above or options below. The Hot Dip Galvanizing must meet 
ASTM 123 as per the building code.  

Acceptable products:  
a) Hot Dip Galvanized Product, galvanizing inside and out after fabrication is 

completed 
b) Aluminum 
c) In-Line Galvanization (ASTM 123 N/A) 

 
F.   All tie down pipe (tie down pipe may be inline pregalvanized) that is used to fasten the            

cover to the building must be secured by a 10,000 pound lashing winch at every truss.  
Ratchet strap attachment to the tie down pipe will not be accepted as a main cover 
tensioning system. 

 
FOUNDATION  
 
The proposed footing shall be a conventional spread footing sized in accordance with the 
building loads, soil loads and all other applicable loads.    The contractor is responsible to furnish 
signed and sealed engineering calculations and plans for the footing design utilizing the existing 
soils information provided in the February 18, 2015 Geotechnical Report as prepared by Johnson 
Soils Company.  All concrete for the footing shall be Class B concrete (4000 psi). 
 
CONSTRUCTION 

 
As per manufacturer requirements. 
   
QUANTITY AND PAYMENT 

 
The quantity of Free Span Fabric Structure for which payment will be made will be on a 

lump sum basis for the item INDOOR RIDING RING STRUCTURE, COMPLETE WITH 
FOUNDATION, STRUCTURE, DOORS, LIGHTING, ELECTRIC AND MECHANICAL 
VENTILATION in the Proposal, which price shall include the cost of any and all materials, 
labor and equipment and all else necessary and incidental thereto.   
 

 
-- END OF SECTION -- 
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SLIDING WOOD BARN DOORS 
 
DESCRIPTION 

This work shall consist of the removal and disposal of the existing Stable Barn Doors and 
Isolation Barn Doors and the furnishing and installation of new Custom Wood Barn Doors along 
with all necessary hardware.   

 
 
MATERIALS 

The doors to be wooden construction suitable for exterior use with appropriate hardware 
designed for a door of the size and weight.  Existing hardware may be reused as determined by 
the owner and/or engineer.  New weather stripping and/or other measures are required to ensure 
that the doors are draft free.   The work shall consist of the removal and replacement of 13 total 
barn style doors with an approximate dimension of 9’ high by 12’ wide.  There will be three (3) 
solid wood doors with a 3’-6”x6’-8” man door installed within the door, three (3) solid wood 
doors and seven (7) wood doors with two 12”x18” windows (See Photograph 1 and 3).  All new 
doors shall be a solid one piece door similar to as shown in Photograph 2.  Double doors are not 
acceptable. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Photograph 1:  Existing Barn Style Door with Window 
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Photograph 2: Sample of Proposed Barn Style Door 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Photograph 3: Sample of Proposed Barn Style Door 
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CONSTRUCTION 

The Contractor will provide subcontractor information and proposed door styles and 
material for review and approval by the owner and/or engineer prior to start of work related to 
the doors.  The removal and replacement of the 13 doors shall be made a priority and shall be 
started immediately after the preconstruction meeting and installed within 6 - 8 weeks.   

 
Custom Door Manufacturer Example: 
 
King Construction Co. LLC or approved equal 
525 Hollander Road 
New Holland, PA 17557 
1-888-354-4740 

 
The contractor is responsible to measure the openings and provide a new door that is 

properly sized to eliminate drafts within the barn.  The Contractor shall meet with the owner 
and/or engineer prior to fabricating the doors to ensure that the goals and needs of the owner are 
known and met by this work. The Contractor will be responsible for all carpentry work related to 
fabrication of the doors and installation of the new doors.  This work shall include all material to 
properly install the doors to ensure that they are plumb, square and that the doors roll freely on 
the rail system.  The contractor is responsible to remove and replace any and all lumber and 
masonry materials and shall restore in kind the finishes of the buildings.     
 
QUANTITY AND PAYMENT 

Quantity and Payment for Sliding Wood Barn Doors will be paid out of the BID 
CONTINGENCY in the proposal through a negotiated price between the owner and/or 
engineer.   

 
-- END OF SECTION -- 
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CONSTRUCTION NOTES:
1.  THE LOCATIONS OF UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE.  THE CONTRACTOR SHALL CONTACT THE RESPECTIVE UTILITY COMPANIES FOR THEIR EXACT LOCATIONS.

2.  ROOF DRAINS SHALL BE MAINTAINED FREE FLOWING AT ALL TIMES AND ARE TO BE RESET WITH 4" PVC.  THE COST THEREOF SHALL BE INCLUDED IN THE APPROPRIATE PAY ITEM.

3.  THE CONTRACTOR IS RESPONSIBLE FOR REPLACING THE EXISTING PAVEMENT MARKINGS.  COST SHALL BE INCLUDED IN THE APPROPRIATE BID ITEMS.

4.  ALL STREETS WHICH ARE TO BE WORKED UPON ARE OF AN ASPHALTIC SURFACE, UNLESS OTHERWISE NOTED.  THIS SHOULD BE ACCOUNTED FOR IN THE PRICE BID FOR THE VARIOUS
ASSOCIATED ITEMS IN THE PROPOSAL.

5.  TRENCHES OR AREAS EXCAVATED ARE TO BE BACK FILLED WITH DENSE GRADED AGGREGATE AT THE END OF EACH WORKING DAY AND PAVED AT THE END OF THE WORK WEEK.
TRENCHES LEFT OPEN OVERNIGHT ARE NOT PERMITTED.

6.  THE 2007 NJDOT STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, AS AMENDED AND ADDED TO HEREIN, SHALL GOVERN IN THIS CONTRACT AND CONSTRUCTION,
SHOULD THE SPECIFICATIONS NOT INCLUDE PARTICULAR CONSTRUCTION ITEMS.

7.  ANY MATERIAL THAT MAY BE DISTURBED DURING THE REMOVAL AND REPLACEMENT TO EXISTING CURBING AND SIDEWALKS, MUST BE RETURNED TO ITS ORIGINAL CONDITION.  THE COST
FOR THIS SHALL BE INCLUDED IN THE UNIT PRICE BID IN THE APPROPRIATE PAY ITEM.

8.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR TAPERING PROPOSED WORK TO MEET EXISTING CONDITIONS IN A UNIFORM MANNER.

9.  MILLED ASPHALT SHALL BE TRANSPORTED TO AN APPROVED RECYCLING CENTER AND THE TONNAGE CERTIFIED TO THE OWNER.

10.  ALL TRAFFIC SIGNING AND STRIPING MUST CONFORM WITH THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.

11.  THE CONTRACTOR SHALL RECEIVE ALL THE NECESSARY PERMITS & APPROVALS FROM ALL LOCAL, COUNTY, AND STATE GOVERNING AGENCIES, PRIOR TO CONSTRUCTION. THE
CONTRACTOR IS RESPONSIBLE FOR ANY ASSOCIATED FEES, AND  SAME TO BE INCLUDED IN THE VARIOUS BID ITEMS.

12.  THE CONTRACTOR SHALL INSTALL PROTECTIVE BLOCKING, BRACING OR SHEETING TO SUPPORT ANY EXPOSED GAS  OR WATER UTILITIES IN ACCORDANCE WITH PSE&G GAS AND UNITED
WATER REGULATIONS.

13.  THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING THE ONE CALL NUMBER (800) 272-1000 FOR MARK OUTS PRIOR TO START OF WORK. THE CONTRACTOR SHALL RECORD AND HAVE
THE CONFIRMATION NUMBER ONSITE DURING CONSTRUCTION.

14. THE CONTRACTOR SHALL VISIT THE SITE TO PERFORM HIS OWN DUE DILIGENCE, AND FAMILIARIZE HIMSELF WITH THE EXISTING CONDITIONS PRIOR TO SUBMITTING HIS BID. ANY
DISCREPANCIES SHALL  BE IMMEDIATELY REPORTED TO THE ENGINEER.

GENERAL NOTES:
EXISTING CONDITIONS

1.  IT IS THE CONTRACTORS RESPONSIBILITY TO ASCERTAIN ALL UTILITY LOCATIONS PRIOR TO BIDDING.

2.  EXISTING PAVEMENT BASE MAY CONSIST OF REINFORCED CONCRETE.  THE COST OF REMOVING THIS MATERIAL FOR INLET AND PIPE INSTALLATION SHALL BE IN THE APPROPRIATE PAY
ITEMS.

3.  CONCRETE SUBBASE JOINTS SHALL BE SAWCUT AND SEALED PRIOR TO PAVING ROADWAY.

PROPOSED WORK

1.  MAINTENANCE AND PROTECTION OF PEDESTRIAN TRAFFIC CONTROL MUST CONFORM TO NJDOT AND MUTCD STANDARDS ALONG WITH THE REQUIREMENTS OF THE MUNICIPALITY.  POLICE
TRAFFIC DIRECTORS SHALL BE COORDINATED WITH THE MUNICIPALITY.

2.  EXISTING PAVEMENT MUST BE CUT WITH A COMPRESSOR, WET SAW, OR AN APPROVED MECHANICAL CUTTING DEVICE.  ALL STORM DRAINS AND CATCH BASINS WILL BE PROTECTED AT ALL
TIMES.  ANY DAMAGE WILL BE REPAIRED BY THE CONTRACTOR AT THE CONTRACTOR'S EXPENSE.

3.  ALL FILL REMOVED FROM THE TRENCH IS TO BE DISCARDED BY THE CONTRACTOR IN ACCORDANCE WITH ALL LOCAL, STATE, AND FEDERAL REQUIREMENTS.  THE TRENCH MUST BE OF
SUITABLE WIDTH TO OBTAIN PROPER MECHANICAL COMPACTING, NOT TO EXCEED 4 FEET IN WIDTH.  ALL BACKFILL IS TO BE DONE WITH QUARRY PROCESS STONE, TYPE I-5 OR DGA FOR THE
FULL DEPTH OF THE TRENCH.  FIRST LIFT OF FILL, TWELVE (12) INCHES ABOVE THE PIPE, SHALL BE COMPACTED USING A JUMPING JACK TAMPER.  SUCCESSIVE LIFTS SHALL BE COMPACTED
BY MECHANICAL MEANS SUCH AS TAMPING, VIBRATING OR ROLLING.  A VIBRA PLATE TAMPER IS NOT ACCEPTABLE.

4.  UPON COMPLETION OF THE PROPER BACKFILL COMPACTING, A SIX (6) INCH LAYER OF SUPERPAVE HOT MIX ASPHALT BASE COURSE, MIX 19M64, SHALL BE UTILIZED IN TWO LIFTS OF THREE
(3) INCHES EACH COMPACTED IN ALL TRENCH AREAS.  THE TOP SURFACE SHALL BE FLUSH WITH THE ADJACENT PAVEMENT AND BE UNIFORMLY CONTOURED TO CONFORM TO THE EXISTING
SURROUNDING SURFACE.  SEPARATE PAYMENT WILL NOT BE MADE FOR MIX 19M64 FOR TRENCH AREAS.

5.  THE CONTRACTOR SHALL KEEP THE TRENCH FILLED TO THE LEVEL OF THE SURROUNDING PAVEMENT UNTIL SETTLEMENT HAS CEASED.

6.  TRAFFIC CONTROL DEVICES TO BE INCLUDED IN THE VARIOUS BID ITEMS.

7.  TRAFFIC CONTROL TO BE IN ACCORDANCE WITH MUNICIPAL, UNION COUNTY, AND MUTCD STANDARDS

RESTRICTIONS AND REQUIREMENTS
1.  WORKING HOURS ON MUNICIPAL ROADS ARE BETWEEN THE HOURS OF 8:00 AM AND 5:00 PM.

2.  THE CONTRACTOR SHALL NOTIFY RESIDENTS AND OWNERS 24 HOURS PRIOR TO WORK BEGINNING ON THEIR STREET.  NOTIFICATIONS SHALL BE IN THE FORM OF A HAND DELIVERED FLYER
THAT WILL STATE:  1) THE DATES OF CONSTRUCTION; 2) HOURS OF CONSTRUCTION; 3) INSTRUCTION ON HOW AND WHERE TO PARK VEHICLES ON STREETS; 4) INSTRUCTION ON HOW TO
ACCESS THEIR HOMES DURING HOURS OF CONSTRUCTION AND AFTER HOURS.  FLYERS SHALL BE APPROVED BY THE MUNICIPALITY AND THE ENGINEER PRIOR TO DISTRIBUTION.  A
SAMPLE FLYER SHALL BE SUBMITTED TO THE ENGINEER PRIOR TO THE START OF THE PROJECT.  ALL COSTS SHALL BE INCLUDED IN THE VARIOUS BID ITEMS.

3.  THE CONTRACTOR SHALL FURNISH AN APPROVED CONSTRUCTION SCHEDULE PRIOR TO MOBILIZATION.

4.  THE CONTRACTOR SHALL MAINTAIN ACCESS FOR EMERGENCY VEHICLES.

5.  THE CONTRACTOR SHALL COORDINATE WITH LOCAL SCHOOLS TO DETERMINE BUS ROUTES AND SCHEDULES.  THE CONTRACTOR SHALL ACCOMMODATE PASSAGE OF ALL SCHOOL BUSES.

6.  THE CONTRACTOR SHALL PROVIDE PRE-CONSTRUCTION PHOTOGRAPHS OR VIDEOTAPES OF THE PROJECT AREA.  PHOTOGRAPHS SHALL BE LABELED WITH STREET NAME AND STATIONING
AND MOUNTED INTO BINDERS.  AUDIO SHALL BE USED ON VIDEOTAPES TO DESIGNATE STREET AND STATIONING.  THE CONTRACTOR SHALL PROVIDE THE PHOTOGRAPHS OR VIDEOTAPES
PRIOR TO MOBILIZATION.

7.  THE CONTRACTOR SHALL OBSERVE ALL SOIL EROSION AND SEDIMENT CONTROL MEASURES ILLUSTRATED WITHIN THESE CONSTRUCTION PLANS.  A STAGING AREA HAS NOT BEEN
DETERMINED FOR USE BY THE CONTRACTOR AT THE TIME THESE CONTRACT DRAWINGS WERE DRAWN.  WHEN A STAGING AREA IS DETERMINED, THE CONTRACTOR SHALL CALL THE
SOMERSET-UNION COUNTY SOIL CONSERVATION DISTRICT FOR INSPECTION OF THE STAGING AREA.  THE CONTRACTOR IS RESPONSIBLE TO IMPLEMENT ALL SOIL EROSION AND SEDIMENT
CONTROL MEASURES AT THE STAGING AREA PRIOR TO INSPECTION.  ALL COSTS TO BE INCLUDED IN THE VARIOUS ITEMS BID.

ALL WORK STATED IN THESE NOTES, PLANS AND SPECIFICATIONS SHALL BE INCLUDED IN THE VARIOUS BID ITEMS UNLESS SPECIFICALLY ITEMIZED ON THE PROPOSAL SHEET.  THE
CONTRACTOR IS NOT LIMITED TO THE REQUIREMENTS WITHIN THESE NOTES AND IS STRONGLY ADVISED TO REVIEW THE SPECIFICATIONS FOR ADDITIONAL INFORMATION.

PROJECT SITE

BRUCE H. BERGEN, VICE CHAIRMAN
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UNIOCTY11.010

NOTES:
1. TOPOGRAPHIC DATA PER MAP ENTITLED " TOPOGRAPHIC
SURVEY, WATCHUNG RESERVATION EQUESTRIAN CENTER,
TOWNSHIP OF MOUNTAINSIDE, UNION COUNTY, NJ" DATED
MARCH 17, 2011 AS PREPARED BY NEGLIA ENGINEERING
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BEGINNER RING

RING #2

RING #3RING #4

T.S.2.

ALTERNATE BID "A" -
DEMOLITION WORK RELATED

TO RING #3
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R1
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R10.00'
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5.00'

34.38'

34.01'

CONSTRUCT: 50 S.Y.
STONE DUST RAMP
(SEE DETAILS)

CONSTRUCT: 25 S.Y.
STONE DUST RAMP
(SEE DETAILS)

INSTALL: 1 UNIT
10' WIDE SINGLE SWING
GATE (SEE DETAILS)

INSTALL: 1 UNIT
10' WIDE SINGLE SWING
GATE (SEE DETAILS)

INSTALL: 1 UNIT
10' WIDE SINGLE SWING

GATE (SEE DETAILS)

INSTALL: 440 L.F.
4' HIGH POST & RAIL

FENCE (SEE DETAILS)

CONSTRUCT: 1,500 S.Y.
HORSE RING COMPOSITE
SURFACE (SEE DETAILS) CONSTRUCT: 2,000 S.Y.

HORSE RING COMPOSITE INFILL
SURFACE (SEE DETAILS)

CONSTRUCT: 1 L.S.
TOPSOIL AND SEED ALL
DISTURBED AREAS PER
SPECIFICATIONS

CONSTRUCT: 1 L.S.
TOPSOIL AND SEED ALL
DISTURBED AREAS PER
SPECIFICATIONS

CONTRACTOR NOTE:
IT IS THE CONTRACTOR'S

RESPONSIBILITY TO LOCATE
ALL UNDERGROUND UTILITIES

PRIOR TO CONSTRUCTION.
THESE UTILITIES TO REMAIN

AND SHALL BE PROTECTED
DURING CONSTRUCTION.

CONTRACTOR TO EXCAVATE AND
INVESTIGATE PURPOSE OF

EXISTING 12" PVC VERTICAL PIPE

REPLACE: ALL EXISTING
SPRINKLER HEADS, PIPE

NETWORK AND PROVIDED
NECESSARY BRACES

EXCAVATE & DISPOSE:
EXISTING 24 INCHES OF

TOPSOIL WITHIN EXISTING RING
AND BACKFILL WITH SUITABLE

MATERIAL (PER SPEC.) EXCAVATE & DISPOSE:
EXISTING 24 INCHES OF

TOPSOIL WITHIN EXISTING RING
AND BACKFILL WITH SUITABLE

MATERIAL (PER SPEC.)

CONTRACTOR NOTE:
IT IS THE CONTRACTOR'S
RESPONSIBILITY TO LOCATE
ALL UNDERGROUND UTILITIES
PRIOR TO CONSTRUCTION.
THESE UTILITIES TO REMAIN
AND SHALL BE PROTECTED
DURING CONSTRUCTION.

CONSTRUCT: 550 S.Y.
STONE DUST ACCESS DRIVE

TO REPLACE EXISTING
GRAVEL DRIVE (SEE DETAILS)

R21.00' R2
1.0

0'

R21.00'

R21.
00'

10.00'

34.00'

12.00'12.00'

76.00'

10.00'

34.00'

12.00'12.00'

108.50'
150.50'

108.50'

5.00'

INSTALL: 1 UNIT
10' WIDE SINGLE SWING
GATE (SEE DETAILS)

INSTALL: 1 UNIT
10' WIDE SINGLE SWING
GATE (SEE DETAILS)

INSTALL: 410 L.F.
4' HIGH POST & RAIL
FENCE (SEE DETAILS)

CONSTRUCT: 1,300 S.Y.
HORSE RING COMPOSITE INFILL

SURFACE (SEE DETAILS)

CONSTRUCT: 1 L.S.
TOPSOIL AND SEED ALL
DISTURBED AREAS PER

SPECIFICATIONS

CONTRACTOR NOTE:
IT IS THE CONTRACTOR'S
RESPONSIBILITY TO LOCATE
ALL UNDERGROUND UTILITIES
PRIOR TO CONSTRUCTION.
THESE UTILITIES TO REMAIN
AND SHALL BE PROTECTED
DURING CONSTRUCTION.

EXCAVATE & DISPOSE:
EXISTING 24 INCHES OF

TOPSOIL WITHIN EXISTING RING
AND BACKFILL WITH SUITABLE

MATERIAL (PER SPEC.)
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377.93 378.35

378.35377.93377.56

377.25

377.25

377.25

377.44

377.56

382.78 383.22

383.53

383.22382.78382.35

382.12

382.03

382.03

382.12

382.35

382.03

383

378.62

378.62

377.92

377.92

378.62

383.53

383.53

CORE DRILL INTO EXISTING
INLET FOR  2 PROPOSED PIPE

CONNECTION INV.: 374.20

12" HDPE 92 LF @1.00%

FIELD INLET #3
GRATE: 377.49

INV.: 375.49

CONSTRUCT: 940 L.F.
7" EZ-FLOW UNDERDRAIN OR
APPROVED EQUAL (TYP.)
(SEE DETAILS)

8" HDPE 35 LF @ 9.88%

FIELD INLET #6
GRATE: 382.40
INV.: 380.40

12" HDPE 84 LF @0.50%

STORM MH#2
(DOGHOUSE)
RIM: 383.00
INV.: 378.87 (IN-18")
INV.: 379.14 (IN-12")
INV.: 378.77 (OUT-18")

12" HDPE 84 LF @1.00%

PROPOSED CLEANOUT-12
RIM: 383.00, INV.: 381.25

(SEE DETAILS)

383.45

378.52

37
8

37
8

38
3

38
3

383.45

FIELD INLET #1
GRATE: 377.20

INV.: 373.20

CORE DRILL INTO EXISTING
INLET FOR PROPOSED PIPE

CONNECTION INV.: 369.74

FIELD INLET #4
GRATE: 382.02

INV.: 378.02

8" HDPE 30 LF @ 12.73%

CONSTRUCT: 1,270 L.F.
7" EZ-FLOW
UNDERDRAIN OR
APPROVED EQUAL (TYP.)
(SEE DETAILS)

STORM MH#1
RIM: 378.00
INV.: 375.44

12" HDPE 10 LF @0.50%

FIELD INLET #2
GRATE: 378.17

INV.: 375.12 (12")

12" HDPE 64 LF @0.50%

15.00' 15.00' 15.00' 15.00'

15.00' 15.00' 15.00' 15.00' 15.00'

393.38 393.70

392.90

392.81

392.90

393.13

393.30

393

393.13 393.38 393.70
393.86

393.95

STORM MH#3
RIM: 393.25
INV.: 391.26 (8")
INV.: 389.65 (IN-12")
INV.: 383.31 (OUT-12")

12" HDPE 44 LF @1.00%
CORE DRILL INTO EXISTING
INLET FOR PROPOSED PIPE
CONNECTION INV.: 382.87

FIELD INLET #8
GRATE: 392.50
INV.: 390.50

12" HDPE 66 LF @0.50%
STORM MH#4
RIM: 394.00
INV.: 390.17 (12")

12" HDPE 36 LF @0.50%

CONSTRUCT: 780 L.F.
7" EZ-FLOW UNDERDRAIN OR
APPROVED EQUAL (TYP.)
(SEE DETAILS)

15.00' 15.00' 15.00'
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1.5"
50

Zone 1

1.5"
40

Zone 2

1.5"
30

Zone 3

1.5"

1.5"

1.5"

1.5"

1.5"

1.5"

1.5"

1.5"

1.5"

1.5"

1"

1"

1"

1"

1"

1"

1"

1"

1"

1"

1"

1"

2"

2"

2"

2"

2"

2"

2"
Approximately 25' North

Approximately 40' North

Connect to Existing 2" Mainline

Connect to Existing 2" Mainline

1.5"
50

Zone 1

1.5"

1.5"

1.5"

1.5"1.5"

1.5"

1.5"

1"

1"

1"

1"

1"

2"

Connect to Existing 6" Mainline
Approximately 175' North
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BEGINNER RING

RING #2RING #3RING #4

1.5"50
Zone 1

Rain Bird 8005 Series Stainless Steel Rotor (8005SS) - 50' Spacing - #10.0 Nozzle

1.5" Irritrol 216B Series Electric Valve w/ Pres Reg (OMR-100),  DC Latching Solenoid (DCL),

Irritrol IBOC Series 4-Station Controller (IBOC-4PLUS) with Pedestal (P-2B) and Solar
Power Converter (SPC-2)

Lateral Line - PVC Pipe - SDR 21 Class 200 - Size as noted.

Main Line - PVC Pipe - SDR 21 Class 200 - Size as Noted

Wire Run

Zone Identification Tag

Zone Number

Zone GPM

Valve Size

& Isolation Valve

IRRIGATION LEGEND

NOTES:
1. IT IS THE CONTRACTOR'S RESPONSIBILITY TO CONFIRM LAYOUT AND COMPONENTS WITH IRRIGATION MANUFACTURER AND
SUPPLIER PRIOR TO BIDDING AND CONSTRUCTION. IF ANY DISCREPANCIES EXIST, THE CONTRACTOR SHALL NOTIFY THE PROJECT
ENGINEER IMMEDIATELY.

T.S.2.

ALTERNATE BID "A" -
PROPOSED IMPROVEMENTS

TO RING #3
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NEGLIA ENGINEERING
ASSOCIATES DELINEATED
WETLAND AREA = 506 SF
(0.116 ACRES)

EXISTING 50' WETLAND
BUFFER AREA = 12,170 SF
(0.279 ACRES)

GENERAL PERMIT-2
TEMPORARY WETLAND
DIST.: 98 SF (0.002 AC)

GENERAL PERMIT-2
TEMP. WETLAND BUFFER
DIST.: 399 SF (0.009 AC)

DIST. REGULATED UNDER
N.J.A.C. 7:7A-2.6(b)1 -
NORMAL PROPERTY
MAINT. (DIST.: 2,494 SF)

50.00'

NEGLIA ENGINEERING
DELINEATED WETLANDS

NEGLIA ENGINEERING
DELINEATED WETLANDS

50' WETLAND
BUFFER AREA

50' WETLAND
BUFFER AREA

50.00'

50
.0

0'

50
.0

0'

DIST. REGULATED UNDER
N.J.A.C. 7:7A-2.6(b)1 -
NORMAL PROPERTY
MAINT. (DIST.: 1,145 SF)

NJDEP PERMITTING PLANCHECKEDNO.
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NOTES:
1. TOPOGRAPHIC DATA PER MAP ENTITLED " TOPOGRAPHIC SURVEY,
WATCHUNG RESERVATION EQUESTRIAN CENTER, TOWNSHIP OF
MOUNTAINSIDE, UNION COUNTY, NJ" DATED MARCH 17, 2011 AS
PREPARED BY NEGLIA ENGINEERING ASSOCIATES.

1. ALTHOUGH PORTIONS OF THE SITE CONTAIN STREAMS WITH 150' RIPARIAN
BUFFERS, THE LIMITS OF PROPOSED IMPROVEMENTS ARE LOCATED BEYOND 150'.
THUS NJDEP FLOOD HAZARD PERMITTING IS NOT APPLICABLE FOR THESE
PROPOSED IMPROVEMENTS.

2. VERTICAL DATUM BASE PER SURVEY IS NGVD'29.

3.  ALL OR PORTION OF THIS SITE LIES IN A FLOOD HAZARD AREA.  CERTAIN
ACTIVITIES IN FLOOD HAZARD AREAS ARE REGULATED BY THE NEW JERSEY
DEPARTMENT OF ENVIRONMENTAL PROTECTION AND SOME ACTIVITIES MAY BE
PROHIBITED ON THIS SITE OR MAY FIRST REQUIRE A PERMIT.  CONTACT THE
DIVISION OF LAND USE REGULATION AT (609) 292-0060 FOR MORE INFORMATION
PRIOR TO ANY CONSTRUCTION ONSITE.

GENERAL PERMIT #2 - UNDERGROUND UTILITY LINES

TOTAL PERMANENT WETLAND DISTURBANCE UNDER GP-2 = 0 AC. (0 SF)
TOTAL PERMANENT WETLAND TRANS. AREA DIST. UNDER GP-2 = 0 AC (0 SF)

TOTAL ALLOWABLE WETLAND/TRANSITION AREA DIST. UNDER GP-2 = 0.50 AC
PROPOSED DISTURBANCES COMPLY

TOTAL TEMPORARY WETLAND DIST. UNDER GP-2 = 0.002 AC. (98 SF)
TOTAL TEMP. WETLAND TRANS. AREA DIST. UNDER GP-2 = 0.009 AC. (399 SF)

INCREASE IN IMPERVIOUS COVERAGE = 0 S.F. = 0 AC

1. 9.9.11 WETLAND LIMITS UPDATED PER NJDEP D.J. D.J. T.S.
2. 9.27.11 WETLAND BUFFER REVISED UPDATED PER NJDEP D.J. D.J. T.S.
3. 9.27.11 WETLAND BUFFER DISTURBANCES REVISED UPDATED PER NJDEP D.J. D.J. T.S.
4. 10.12.11 WETLAND BUFFER DISTURBANCES REVISED UPDATED PER NJDEP D.J. D.J. T.S.
5. 1.9.12 PLANS REVISED FOR BIDDING PURPOSES AND SCD SUBMITTAL D.J. D.J. T.S.
6. 7.25.12 PLANS UPDATED FOR BIDDING PURPOSES D.J. D.J. T.S.



383

CORE DRILL INTO EXISTING
INLET FOR  2 PROPOSED PIPE

CONNECTION INV.: 374.20

12" HDPE 92 LF @1.00%

FIELD INLET #3
GRATE: 377.49

INV.: 375.49

CONSTRUCT: 940 L.F.
7" EZ-FLOW UNDERDRAIN OR
APPROVED EQUAL (TYP.)
(SEE DETAILS)

8" HDPE 35 LF @ 9.88%

FIELD INLET #6
GRATE: 382.40
INV.: 380.40

12" HDPE 84 LF @0.50%

STORM MH#2
(DOGHOUSE)
RIM: 383.00
INV.: 378.87 (IN-18")
INV.: 379.14 (IN-12")
INV.: 378.77 (OUT-18")

12" HDPE 84 LF @1.00%

PROPOSED CLEANOUT-12
RIM: 383.00, INV.: 381.25

(SEE DETAILS)
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8
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8
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3

38
3

FIELD INLET #1
GRATE: 377.20

INV.: 373.20

CORE DRILL INTO EXISTING
INLET FOR PROPOSED PIPE

CONNECTION INV.: 369.74

FIELD INLET #4
GRATE: 382.02

INV.: 378.02

8" HDPE 30 LF @ 12.73%

CONSTRUCT: 1,270 L.F.
7" EZ-FLOW
UNDERDRAIN OR
APPROVED EQUAL (TYP.)
(SEE DETAILS)

STORM MH#1
RIM: 378.00
INV.: 375.44

12" HDPE 10 LF @0.50%

FIELD INLET #2
GRATE: 378.17

INV.: 375.12 (12")

12" HDPE 64 LF @0.50%
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CORE DRILL INTO EXISTING
INLET FOR  2 PROPOSED PIPE

CONNECTION INV.: 374.20

12" HDPE 92 LF @1.00%

FIELD INLET #3
GRATE: 377.49

INV.: 375.49

CONSTRUCT: 940 L.F.
7" EZ-FLOW UNDERDRAIN OR
APPROVED EQUAL (TYP.)
(SEE DETAILS)

8" HDPE 35 LF @ 9.88%
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GRATE: 382.40
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12" HDPE 84 LF @0.50%

STORM MH#2
(DOGHOUSE)
RIM: 383.00
INV.: 378.87 (IN-18")
INV.: 379.14 (IN-12")
INV.: 378.77 (OUT-18")

12" HDPE 84 LF @1.00%

PROPOSED CLEANOUT-12
RIM: 383.00, INV.: 381.25

(SEE DETAILS)

37
8

37
8

38
3

38
3

FIELD INLET #1
GRATE: 377.20

INV.: 373.20

CORE DRILL INTO EXISTING
INLET FOR PROPOSED PIPE

CONNECTION INV.: 369.74

FIELD INLET #4
GRATE: 382.02

INV.: 378.02

8" HDPE 30 LF @ 12.73%

CONSTRUCT: 1,270 L.F.
7" EZ-FLOW
UNDERDRAIN OR
APPROVED EQUAL (TYP.)
(SEE DETAILS)

STORM MH#1
RIM: 378.00
INV.: 375.44

12" HDPE 10 LF @0.50%

FIELD INLET #2
GRATE: 378.17

INV.: 375.12 (12")

12" HDPE 64 LF @0.50%

INLET FILTER
PROTECTION

(SEE DETAILS)

INLET FILTER
PROTECTION

(SEE DETAILS)

INLET FILTER
PROTECTION

(SEE DETAILS)

INLET FILTER
PROTECTION

(SEE DETAILS)

INLET FILTER
PROTECTION

(SEE DETAILS)

DESIGNATED SOIL
STOCKPILE AREA

(SEE DETAILS)

LIMIT OF DISTURBANCE
72,000 SF (1.65 ACRES)

SILT FENCE
(SEE DETAILS)

SILT FENCE
(SEE DETAILS)

SILT FENCE
(SEE DETAILS)

INLET FILTER
PROTECTION

(SEE DETAILS)
INLET FILTER
PROTECTION

(SEE DETAILS)

INLET FILTER
PROTECTION

(SEE DETAILS)

393

STORM MH#3
RIM: 393.25
INV.: 391.26 (8")
INV.: 389.65 (IN-12")
INV.: 383.31 (OUT-12")

12" HDPE 44 LF @1.00%
CORE DRILL INTO EXISTING
INLET FOR PROPOSED PIPE
CONNECTION INV.: 382.87

FIELD INLET #8
GRATE: 392.50
INV.: 390.50

12" HDPE 66 LF @0.50%
STORM MH#4
RIM: 394.00
INV.: 390.17 (12")

12" HDPE 36 LF @0.50%

CONSTRUCT: 780 L.F.
7" EZ-FLOW UNDERDRAIN OR
APPROVED EQUAL (TYP.)
(SEE DETAILS)

393

STORM MH#3
RIM: 393.25
INV.: 391.26 (8")
INV.: 389.65 (IN-12")
INV.: 383.31 (OUT-12")

12" HDPE 44 LF @1.00%
CORE DRILL INTO EXISTING
INLET FOR PROPOSED PIPE
CONNECTION INV.: 382.87

FIELD INLET #8
GRATE: 392.50
INV.: 390.50

12" HDPE 66 LF @0.50%
STORM MH#4
RIM: 394.00
INV.: 390.17 (12")

12" HDPE 36 LF @0.50%

CONSTRUCT: 780 L.F.
7" EZ-FLOW UNDERDRAIN OR
APPROVED EQUAL (TYP.)
(SEE DETAILS)

INLET FILTER
PROTECTION
(SEE DETAILS)

INLET FILTER
PROTECTION
(SEE DETAILS)

EXISTING GRAVEL PATH TO
BE UTILIZED AS A STABILIZED

CONSTRUCTION ENTRANCE

DESIGNATED SOIL
STOCKPILE AREA

(SEE DETAILS)

LIMIT OF DISTURBANCE
19,000 SF (0.44 ACRES)

SILT FENCE
(SEE DETAILS)

SOIL EROSION & SEDIMENT CONTROL PLANCHECKEDNO.
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UNIOCTY11.010

NOTES:
1. TOPOGRAPHIC DATA PER MAP ENTITLED " TOPOGRAPHIC SURVEY,
WATCHUNG RESERVATION EQUESTRIAN CENTER, TOWNSHIP OF
MOUNTAINSIDE, UNION COUNTY, NJ" DATED MARCH 17, 2011 AS
PREPARED BY NEGLIA ENGINEERING ASSOCIATES.

BEGINNER RING

2ND RING3RD RING4TH RING

T.S.2.
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JUNE 19, 2015

NOTES:
1. TOPOGRAPHIC DATA PER MAP ENTITLED " TOPOGRAPHIC
SURVEY, WATCHUNG RESERVATION EQUESTRIAN CENTER,
TOWNSHIP OF MOUNTAINSIDE, UNION COUNTY, NJ" DATED
MARCH 17, 2011 AND OCTOBER 23, 2014 AS PREPARED BY
NEGLIA ENGINEERING ASSOCIATES.

TREE PROTECTION
NOT TO SCALE
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SEDIMENT FILTER FENCE DETAIL
NOT TO SCALE

1'-
0"

2'-
0"

2'-
0"
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.

2'-
0"
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IN

.

INLET FILTER PROTECTION DETAIL
NOT TO SCALE

SOIL STOCKPILE DETAIL
NOT TO SCALE

LIMIT OF DISTURBANCE = 185,680 SF (4.26 AC)

SECTION 'D-D'

INLET FRAME AND GRATES TO BE CAMPBELL FOUNDRY PATTERN

OF THE WALLS SHALL BE PLASTERED WITH 1/2" COAT OF 1:2
BOTTOM SHALL BE AS SHOWN FOR CONCRETE & THE OUTSIDE
CONCRETE BLOCK. IF BRICK OR CONCRETE BLOCK IS USED, THE
THIS INLET MAY BE CONSTRUCTED OF BRICK, CONCRETE OR

BOTTOMS SHALL BE DISHED AND SLOPED TORWARDS THE OUTLET
INVERTS TO BE ELIMINATED IN BOTTOM OF TERMINAL INLETS.

VA
RI

AB
LE

SECTION 'C-C'

PLAN
D

C C

D

2.

NO. 2815 OR APPROVED EQUAL.

CEMENT SAND MORTAR.

3.

PIPE AT A RATE OF GRADE OF 2 INCHES PER FOOT.

1.

NOTES:

VA
RI

AB
LE

FRAME AND GRATE

GRATE & FRAME TO BE
CAMPBELL FOUNDRY

PATTERN NO. 2815. TOPSOIL, FERTILIZE AND SEED ALL
DISTURBED AREAS

CLASS C CONCRETE

6" IF CONCRETE OR
CONCRETE BLOCK.
8" IF BRICK

IN TERMINAL INLET
BASE MUST BE

DISHED

FRAME AND GRATE
(SEE NOTE #3)

CONCRETE

INLET FOUNDATION TO BE
EXTENDED 6" WHERE DEPTH
EXCEEDS 8' EXCEPT IN ROCK

CLASS "D"

8"

6"

4" OR 6"

2'-0"

4" OR 6"

6"

2'-8" OR 3'-0"

8"

1"

6"

4" OR 6"

2'-0"

4" OR 6"

6"

DEPTH OF INVERT
TO BE 0.50 THE
DIAMETER OF MAIN
SEWER THROUGH
INLET

2'-8" OR 3'-0"
12" THICK CLEAN
CRUSHED STONE

24" x 24" FIELD INLET DETAIL
NOT TO SCALE STORM MANHOLE DETAIL

NOT TO SCALE

MANHOLE LADDER RUNGS
NOT TO SCALE

WYE

P.V.C. OR H.D.P.E. PIPE

FLOW

P.V.C. OR H.D.P.E. RISER

SCREW TYPE PLUG W/
BRASS CAP AND

DEPRESSED NUT

NOTE:
SIZES OF ALL PIPES, ELLS, & WYES SHALL BE AS
INDICATED ON THE PLANS AND SPECIFICATIONS.

FINISHED GRADE

ACCESS FRAME & COVER,
CAMPBELL FOUNDRY ITEM NO. 4173
(OR APPROVED EQUAL)
SEE FRAME & COVER DETAIL

4" THICK CONCRETE RING
(24" DIAMETER)

EMBED FRAME (12" MIN.)
NON-SHRINK GROUT

BACKFILL WITH
3/4" CLEAN BROKEN STONE (TYP.)

2" THICK ASPHALT SURFACE COURSE

4" THICK ASPHALT BASE COURSE

6" THICK D.G.A. BASE

7 3 4"

6 3 4"

13 14"

7"

3
4"

ACCESS FRAME & COVER DETAIL
NOTE:
CLEANOUT FRAME & COVER SHALL BE
PATTERN NO. 4173 AS MANUFACTURED BY
CAMPBELL FOUNDRY, OR APPROVED EQUAL.

SECTION PLAN
STREET ELL - 45° BEND

VA
RI

ES

CLEANOUT W/ ACCESS FRAME DETAIL
NOT TO SCALE

UNIOCTY11.010
JULY 13, 2011

FRONT ELEVATION SIDE ELEVATION

1. INSTALL STABILIZED CONSTRUCTION ENTRANCE, SILT FENCE, INLET FILTERS AND
TREE PROTECTION DEVICES IN THE LOCATION OF NEW HORSE PADDOCKS 1-6.

2. PERFORM DEMOLITION WORK AND SITE GRADING WITHIN PADDOCKS 1-6.
3. INSTALL RETAINING WALL AND ACCESS DRIVEWAY TO PADDOCKS.
4. INSTALL UNDERDRAIN SYSTEM, FOOTING MATERIAL, FENCING AND GATES FOR

PADDOCKS 1-6.
5. TOPSOIL AND SEED DISTURBED AREAS AROUND PADDOCKS 1-6.
6. REMOVE AND REPLACE BARN DOORS ON THE STABLE AND ISOLATION BARN.
7. REMOVE AND REPLACE FENCING AND GATES FOR THE EXISTING PADDOCKS NEAR

THE HAY BARN AND ISOLATION BARN. (UPHILL OF PADDOCK 1-6)
8. REMOVE AND INSTALL EXISTING DECORATIVE FENCING AND PASTURE FENCING

THROUGHOUT THE FACILITY.
9. INSTALL SILT FENCE, INLET FILTERS AND TREE PROTECTION DEVICES IN THE

LOCATION OF THE PROPOSED INDOOR RIDING RING AND PADDOCK BEHIND THE
STABLE.

10. PERFORM DEMOLITION WORK AND SITE GRADING FOR THE INDOOR RIDING RING
AND EXISTING PADDOCK.

11. INSTALL RETAINING WALL, RIDING RING STRUCTURE FOUNDATION AND
ASSOCIATED STRUCTURE FRAMING.

12. INSTALL ELECTRICAL SERVICE AND LIGHTING FOR THE INDOOR RIDING RING.
13. INSTALL INDOOR RIDING RING KICKBOARDS AND RIDING SURFACE.
14. RESTORE EXISTING PADDOCK FOOTING IN DISTURBED AREAS, INSTALL FENCING

AND ASPHALT PATHWAY.
15. TOPSOIL AND SEED DISTURBED AREAS BY NEW INDOOR RIDING RING AND

PADDOCK .
16. INSTALL SILT FENCE, INLET FILTERS AT THE BEGINNER RIDING RING. (THIS WORK

CAN BE PERFORMED WHILE ITEMS 9-15 ARE BEING PERFORMED)
17. PERFORM DEMOLITION WORK, SITE EXCAVATION AND SITE GRADING OF THE

BEGINNER RING.
18. INSTALL UNDERDRAIN SYSTEM, ASSOCIATED STORM DRAINAGE, RING  FOOTING,

AND FENCE.
19. TOPSOIL AND SEED DISTURBED AREAS BY BEGINNER RING.
20. INSTALL SILT FENCE, INLET FILTERS AT RINGS 2 AND 3
21. PERFORM DEMOLITION WORK, SITE EXCAVATION AND SITE GRADING OF THE

BEGINNER RING.
22. INSTALL UNDERDRAIN SYSTEM, ASSOCIATED STORM DRAINAGE, RING  FOOTING,

AND FENCE.
23. TOPSOIL AND SEED DISTURBED AREAS BY RIDING RING 2 AND 3.
24. REMOVE SOIL EROSION AND SEDIMENT CONTROL DEVICES, FINAL SITE CLEANUP

2 DAY

1 WEEK
1 WEEK
3 WEEKS

2 DAYS
2 WEEKS
1 WEEK

3 WEEKS

1 DAY

2 WEEK

8 WEEKS

2 WEEKS
2 WEEKS
2 WEEKS

1 DAY

1 DAY

2 WEEKS

2 WEEKS

1 DAY
1 DAY
2 WEEKS

4 WEEKS

1 DAY
1 WEEK
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TYPICAL COMPOSITE DRAIN SECTION DETAIL
NOT TO SCALE

NATURAL TURF

NATURAL SOIL, COMPACTED TO 95% PROCTOR
AND GRADED TO WITHIN 12" OF DESIGN GRADE

PROPOSE LUMBER KICK BOARD
SEE FENCE FOR DETAILS

7" EZ FLOW  701 F MESH PIPE AS MANUFACTURED
BY INFILTRATOR OR APPROVED EQUAL

1.5%

1.5%7" EZ-FLOW 701F-MESH PIPE AS AS
MANUFACTURED BY INFILTRATOR
OR APPROVED EQUAL

NATURAL SOIL, COMPACTED TO 95% PROCTOR
& GRADED TO WITHIN 12" OF DESIGN GRADE

8" THICK #10 NJDOT WASHED SCREENINGS (STONE DUST, 10-15%
PASSING #200 SIEVE) COMPACTED PERMEABLE AGGREGATE BASE
LAYER

3" THICK COMPACTED SAND/FELT ARENA FOOTING AS MANUFACTURED AND
INSTALLED BY ATTWOOD EQUESTRIAN SURFACES OR APPROVED EQUAL

SEE GRADING
& DRAINAGE PLAN

Spacing Per Plan

VA
RI

ES
ST

ON
E

3/4
" C

LE
AN

PAY LIMIT
PIPE O.D. + 3.0' MAX.

6"
12

"

DENSE GRADED
AGGREGATEUNDISTURBED

GROUND

TOPSOIL, PAVEMENT OR SURFACE
TREATMENT AS PER PLAN

NOTE:

UNIT PRICE FOR PIPE, OF THE VARIOUS TYPES & SIZES SPECIFIED INCLUDES:
ANY SAWCUTTING, EXCAVATION, CRUSHED STONE, GRADING, CONCRETE & ASPHALT
REMOVAL, AND PROPER DISPOSAL OF ALL WASTE AS A RESULT THEREOF.

1.5%

1.5%

PROPOSED POST AND RAIL FENCE

4" THICK #10 NJDOT WASHED SCREENINGS (STONE DUST, 10-15% PASSING #200
SIEVE) COMPACTED PERMEABLE AGGREGATE BASE LAYER (INDOOR AREA)

3" THICK (COMPACTED) SAND/FELT ARENA FOOTING AS MANUFACTURED AND
INSTALLED BY ATTWOOD EQUESTRIAN SURFACES OR APPROVED EQUAL (OUTDOOR AREA)

CENTERLINE
OF RING

Spacing Per Plan

RING CROSS-SECTION DETAIL
NOT TO SCALE

1'-0" 3'-0"

NATURAL SOIL, COMPACTED TO 95% PROCTOR
AND GRADED TO WITHIN 12" OF DESIGN GRADE

#7 REBAR, 36" LONG AT 48" O.C. MAXIMUM

RING FOOTING (SEE
CROSS-SECTION DETAILS)

RING RAMP DETAIL AT GATES
NOT TO SCALE

4" X 4" PRESSURE TREATED LUMBER

5" THICK #10 WASHED SCREENINGS (STONE DUST, 10-15%
PASSING #200 SIEVE) COMPACTED PERMEABLE
AGGREGATE BASE LAYER

STORM SEWER TRENCH DETAIL
NOT TO SCALE

JULY 13, 2011

6" THICK DGA

3" THICK (COMPACTED) PINNACLE ARENA FOOTING AS MANUFACTURED AND INSTALLED
BY ATTWOOD EQUESTRIAN SURFACES OR APPROVED EQUAL (INDOOR AREA)

NOTE:
PIPE TO BE BACKFILLED WITH 1.5" TO 2" THICK #8 NJDOT
COARSE AGGREGATE TO MAKE LEVEL WITH THE TOP OF
THE 8" THICK BASE LAYER.

8" THICK #10 NJDOT WASHED SCREENINGS (STONE DUST, 10-15% PASSING #200
SIEVE) COMPACTED PERMEABLE AGGREGATE BASE LAYER (OUTDOOR AREA)

7" EZ FLOW  PIPE OR APPROVED EQUAL

NOTE:
FOR INDOOR RIDING ARENA, THE DRAINAGE PIPE WILL NOT
BE INSTALLED.

HOT MIX ASPHALT PATHWAY
NOT TO SCALE

8" HDPE UNDERDRAIN DETAIL
NOT TO SCALE

4" HDPE UNDERDRAIN DETAIL
NOT TO SCALE

MODULAR BLOCK WALL SECTION
NOT TO SCALE

HORSE PADDOCK FOOTING DETAIL
NOT TO SCALE

AGGREGATE WALKWAY
NOT TO SCALE

END SEAM OF BLANKETS OVERLAP 2"-4".
PLACE STAPLES, ONE ON EACH CORNER OF
BLANKET, 12" O.C. ALONG BLANKET END
THROUGH BOTH BLANKETS.  UPSLOPE BLANKET
LAPS OVER DOWNSLOPE BLANKETS IN A SHINGLE AFFECT.

STAPLE 12" O.C. ALONG
BOTTOM OF BLANKET
AT THE END OF SLOPE

STAPLE 12" O.C. ALONG
BLANKET AT SLOPE
CHANGE

3'-0" MIN.

1 ROW OF STAPLES,
12" O.C.

BLANKET OVERLAP,
2"-4"

STAPLES ARE THROUGH
BOTH BLANKETS.

EXTEND BLANKET A MINIMUM OF 3'-0"
OVER CREST OF SLOPE, SEE DETAIL 4/2.

FOR END ROLL
OVERLAP, SEE
DETAIL 2/2

BLANKET TO TERMINATE AT BOTTOM
OF SLOPE, UNDER BOULDERS OR AT
TOP OF TYPE 2 MAT

SIDE SEAM OVERLAP,
SEE DETAIL 7/2

EROSION CONTROL BLANKET DETAIL
NOT TO SCALE

NOTE:
EROSION CONTROL BLANKET TO BE INSTALLED ON ALL
STEEP SLOPES. NO SEPARATE PAYMENT WILL BE MADE,
THE COST SHALL BE INCLUDED IN THE TOPSOIL AND
HYDROSEED PAY ITEM.
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NOTES:
1.          Installation shall be in accordance with manufacturer's specifications.
2.          Fence kick boards shall be safe for equestrian uses.

GROUND

8' Typ.

KICK BOARD DETAIL
NOT TO SCALE

10
"

2" X 12" PRESSURE TREATED
LUMBER KICK BOARDS MOUNTED
FLUSH TO PROPOSED GRADE

4" X 4" PRESSURE TREATED LUMBER
POSTS SAFE FOR EQUESTRIAN USES
TO BE SET PLUMB & LEVEL

ELEVATION VIEW

8' Typ.
2" X 12" PRESSURE TREATED
LUMBER KICK BOARDS SAFE
FOR EQUESTRIAN USES

4" X 4" PRESSURE TREATED LUMBER
POSTS SAFE FOR EQUESTRIAN USES
TO BE SET PLUMB & LEVEL

PLAN VIEW
INTERIOR OF RING

EXTERIOR OF RING

CONTRACTOR TO ALTERNATE
JOINTS WITHIN RAILS (TYP.)

4' 2'

#7 REBAR 24" LONG AT 48" O.C.

1' LONG 4" X 4" PRESSURE TREATED LUMBER

4' 2'

GROUND

10'  or 16' Typ.

2"

4,000 PSI CONCRETE

6"

6"

10
"

4'

42
"

6"

18"

3" BACKFILL

HINGES SUPPLIED BY MANUFACTURER.
ATTACH TO POST WITH 8" LAG BOLT.

8" LAG BOLT (MUST BE INSTALLED)

10' GATE MODEL #RGG10 or #RG10 OR 16' GATE MODEL
#RGG16 or #RG16 AS MANUFACTURED BY PRIEFERT MFG. OR
APPROVED EQUAL. TO BE INSTALLED AS PER
MANUFACTURERS RECOMMENDATIONS.

4" X 4" PYRAMID STYLE WHITE PVC
END POSTS FILLED WITH CONCRETE
& SAFE FOR EQUESTRIAN USES

4'-
2 1

/2"

CHAIN LOCK SUPPLIED
BY MANUFACTURER

COLOR TO BE SELECTED
BY OWNER

8" LAG BOLT (MUST BE INSTALLED)

10' & 16' SINGLE LEAF GATE DETAIL
NOT TO SCALE

NOTES:
1.          All fasteners for gate installations shall be installed prior to concrete pouring.
2.          Gate to be attached to ring fence per manufacturers standard gate post installation instructions.
3.          Gate to be safe for equestrian uses.

2"

1' LONG 4" X 4" PRESSURE TREATED LUMBER

JULY 13, 2011

2"
NOTES:
1.          Installation shall be in accordance with manufacturer's specifications.
2.          Fence shall be 4' High, Square Post pressure treated lumber safe for equestrian uses.

4' HIGH POST & RAIL FENCE DETAIL (RIDING RING)
NOT TO SCALE

2" X 12" PRESSURE TREATED
LUMBER KICK BOARDS MOUNTED
WITH 2" EMBEDMENT IN THE 8" THICK
#10 NJDOT WASHED SCREENING

ELEVATION VIEW

8' Typ.
1/2" SPACE

4" X 4" PRESSURE TREATED LUMBER
POSTS SAFE FOR EQUESTRIAN USES
TO BE SET PLUMB & LEVEL

4" X 4" PYRAMID STYLE WHITE PVC
END POSTS FILLED WITH CONCRETE
& SAFE FOR EQUESTRIAN USES

PLAN VIEW

INTERIOR OF RING

EXTERIOR OF RING

3. All dimensions noted for proposed lumber are nominal.

5" HIGH TENSILE POLYMER
FENCING (CENTAUR HTP-5") AS
MANUFACTURED BY CENTAUR
OR APPROVED EQUAL

NOTES:
1.          Installation shall be in accordance with manufacturer's specifications.
2.          Fence shall be 3' High, Square Post pressure treated lumber safe for equestrian uses.

GROUND

8' Typ.

2"

3' HIGH POST & RAIL FENCE DETAIL
NOT TO SCALE

4,000 PSI CONCRETE

5"
5"

Mi
n.

7"

Mi
n.

7"

3'
42

"
6"

18"

3" BACKFILL

5" HIGH TENSILE POLYMER
FENCING (CENTAUR HTP-5") AS
MANUFACTURED BY CENTAUR
OR APPROVED EQUAL

4" X 4" PRESSURE TREATED LUMBER
POSTS SAFE FOR EQUESTRIAN USES
TO BE SET PLUMB & LEVEL

4" X 4" PYRAMID STYLE WHITE PVC
END POSTS FILLED WITH CONCRETE
& SAFE FOR EQUESTRIAN USES

ELEVATION VIEW

8' Typ.
1/2" SPACE

4" X 4" PRESSURE TREATED LUMBER
POSTS SAFE FOR EQUESTRIAN USES
TO BE SET PLUMB & LEVEL

4" X 4" PYRAMID STYLE WHITE PVC
END POSTS FILLED WITH CONCRETE
& SAFE FOR EQUESTRIAN USES

PLAN VIEW

3. All dimensions noted for proposed lumber are nominal.

5" HIGH TENSILE POLYMER
FENCING (CENTAUR HTP-5") AS
MANUFACTURED BY CENTAUR
OR APPROVED EQUAL

NOTES:
1.          Installation shall be in accordance with manufacturer's specifications.
2.          Fence shall be 4' High, Square Post pressure treated lumber safe for equestrian uses.

GROUND

8' Typ.

2"

4' HIGH POST & RAIL FENCE DETAIL
NOT TO SCALE

4,000 PSI CONCRETE

5"
5"

Mi
n.

7"

Mi
n.

7"

4'
42

"
6"

18"

3" BACKFILL

5" HIGH TENSILE POLYMER
FENCING (CENTAUR HTP-5") AS
MANUFACTURED BY CENTAUR
OR APPROVED EQUAL

4" X 4" PRESSURE TREATED LUMBER
POSTS SAFE FOR EQUESTRIAN USES
TO BE SET PLUMB & LEVEL

4" X 4" PYRAMID STYLE WHITE PVC
END POSTS FILLED WITH CONCRETE
& SAFE FOR EQUESTRIAN USES

ELEVATION VIEW

8' Typ.
1/2" SPACE

4" X 4" PRESSURE TREATED LUMBER
POSTS SAFE FOR EQUESTRIAN USES
TO BE SET PLUMB & LEVEL

4" X 4" PYRAMID STYLE WHITE PVC
END POSTS FILLED WITH CONCRETE
& SAFE FOR EQUESTRIAN USES

PLAN VIEW

3. All dimensions noted for proposed lumber are nominal.

5" HIGH TENSILE POLYMER
FENCING (CENTAUR HTP-5") AS
MANUFACTURED BY CENTAUR
OR APPROVED EQUAL

Mi
n.

7"

5"
GROUND

8' Typ.

2"

4,000 PSI CONCRETE

5"
5"

Mi
n.

7"

Mi
n.

7"

4'
42

"
6"

18"

3" BACKFILL

5" HIGH TENSILE POLYMER
FENCING (CENTAUR HTP-5") AS
MANUFACTURED BY CENTAUR
OR APPROVED EQUAL

4" X 4" PRESSURE TREATED LUMBER
POSTS SAFE FOR EQUESTRIAN USES
TO BE SET PLUMB & LEVEL

4" X 4" PYRAMID STYLE WHITE PVC
END POSTS FILLED WITH CONCRETE
& SAFE FOR EQUESTRIAN USES

ELEVATION VIEW

Mi
n.

7"

5"

NOTES:
1.          Installation shall be in accordance with manufacturer's specifications.
2.          Fence shall be 5' High, Square Post pressure treated lumber safe for equestrian uses.

GROUND

8' Typ.

5' HIGH POST & RAIL FENCE DETAIL
NOT TO SCALE

4,000 PSI CONCRETE

5"
5"

Mi
n.

7"

Mi
n.

 7"

5'
42

"
6"

18"

3" BACKFILL

5" HIGH TENSILE POLYMER
FENCING (CENTAUR HTP-5") AS
MANUFACTURED BY CENTAUR
OR APPROVED EQUAL

ELEVATION VIEW

8' Typ.
1/2" SPACE

4" X 4" PRESSURE TREATED LUMBER
POSTS SAFE FOR EQUESTRIAN USES
TO BE SET PLUMB & LEVEL

4" X 4" PYRAMID STYLE WHITE PVC
END POSTS FILLED WITH CONCRETE
& SAFE FOR EQUESTRIAN USES

PLAN VIEW

INTERIOR OF PADDOCK

EXTERIOR OF PADDOCK

3. All dimensions noted for proposed lumber are nominal.

5" HIGH TENSILE POLYMER
FENCING (CENTAUR HTP-5") AS
MANUFACTURED BY CENTAUR
OR APPROVED EQUAL

Mi
n.

7"

5"

2"

5"

Mi
n.

7"

4" X 4" PRESSURE TREATED LUMBER
POSTS SAFE FOR EQUESTRIAN USES
TO BE SET PLUMB & LEVEL

4" X 4" PYRAMID STYLE WHITE PVC
END POSTS FILLED WITH CONCRETE
& SAFE FOR EQUESTRIAN USES

4" THICK #10 NJDOT WASHED SCREENINGS
(STONE DUST, 10-15% PASSING #200 SIEVE)

COMPACTED PERMEABLE AGGREGATE BASE
LAYER (INDOOR AREA)

IN-DOOR RIDING RING KICK BOARD DETAIL
NOT TO SCALE

SECTION B-B

SECTION A-A

3" THICK (COMPACTED) PINNACLE ARENA FOOTING AS
MANUFACTURED AND INSTALLED BY ATTWOOD EQUESTRIAN

SURFACES OR APPROVED EQUAL (INDOOR AREA)

4. All fence posts to be painted or stained, color to be selected by the owner. 4. All fence posts to be painted or stained, color to be selected by the owner. 4. All fence posts to be painted or stained, color to be selected by the owner. 4. All fence posts to be painted or stained, color to be selected by the owner.
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SPRINKLER SYSTEM TRENCHING DETAILS
NOT TO SCALE

RAIN BIRD 8005SS SERIES ROTOR DETAIL
OR APPROVED EQUAL (NOT TO SCALE)

CONCRETE TRUST BLOCK DETAILS
NOT TO SCALE

IRRITROL IBOC SERIES CONTROLLER DETAIL
NOT TO SCALE

JULY 13, 2011

1.5: IRRITROL 216B SERIES ELECTRIC VALVE DETAIL
OR APPROVED EQUAL (NOT TO SCALE)

6 10 8

PVC TEE OR ELBOW (TYP.)

SEE SPECS. FOR DEPTH

PVC MAIN LINE (TYPE.)

PVC MALE ADAPTER (TYP.)

1" ISOLATION VALVE

1" TBE SCH 80 NIPPLE

11

12

9

13

14

11

10

12

GRAVEL (1 CU. FT.)

CONTINUOUS BRICK SUPPORTS

PVC ELBOW

FINISHED GRADE

PVC LATERAL LINE

PVC MAIN LINE

VALVE BOX & COVER

CONTROL WIRES WITH 18'' MIN.

SERVICE COIL AND WATERPROOF

WIRE SPLICE CONNECTORS

REMOTE CONTROL VALVE

WITH PRESSURE REGULATION

6

7

13

14

4 3

4

6

7

5

5

2

3

1

1

8

9

2

16"

24V WIRE120V WIRE

16"

DIRECTION GREATER THAN 30 

DEGREES. UNTIE ALL LOOPS 

WIRING AT CHANGES OF 

BEEN MADE.

AFTER ALL CONNECTIONS HAVE 

TIE A LOOSE 20" LOOP IN ALL 

16"

LATERAL PIPE

24"

LATERAL

MAIN LINE

MAIN SUPPLY

WIRING

MAIN, LATERAL, WIRING

SHOWN.

INSTALLATION 

BUNDLE AND TAPE 

INTERVALS.

WIRING AT 10 FOOT 

ALL MAIN SUPPLY LINES 

RECOMMENDATIONS.

TO BE INSTALLED IN 

ACCORDANCE WITH 

MANUFACTURER'S 

BE INSTALLED IN 

ACCORDANCE WITH 

LOCAL CODES.

ALL 120V WIRING TO 

ALL PLASTIC PIPING 

TO BE SNAKED IN 

NOTE: ALL BURIAL DEPTHS AS PER WRITTEN SPECIFICATIONS AND ALL CODES.

TRENCHES AS 

DRY or DBR 6 splice 3M
15

15

The contractor must be licensed to install irrigation in the state of 

All zone piping shall be SDR 21 Class 200 PVC sized as marked on plan

All main piping shall be SDR 21 Class 200 PVC sized as marked on plan.

New Jersey.

Notes:

Owner.  No valve shall be placed on playing field surfaces.

Pipe routing where shown is schematic only and shall be adjusted

908-722-9830 or APPROVED EQUAL. 

for onsite conditions. Valve placement shall be marked out and approved by the 

all watering areas. Layout to be approved by Owner prior to installation.
The contractor is responsible for complete water coverage in 

Storr Tractor Company 3191 U.S. Hwy. 22 Branchburg, NJ 08876
The irrigation system shall be manufactured and/or supplied by 

50 GPM AT 75 PSI OPERATING PRESSURE AT POINT OF CONNECTION.

Design Requirement:

(Contractor Shall be Responsible for Matched Precipitation Heads layout to be Approved)

& DC LATCHING SOLENOID

¨

1

2

3

4

5

6

1

2

3

4

5

IrritrolSPC-2 solar panel converter option 

IrritroL IBOC-4Plus series battery powered 

automatic sprinkler controller (pedestal 

mount) 

Finish Grade 

Irritrol P-2B pedestal.     

24" x 18" x 18" concrete footing for ped-

estal assembly.  Route common and con-

trol wires through conduit as shown.   

Control wires to electric valves 

Optional conduit for 24V AC external 

power supply  

NOTE:  All electrical work must conform to 

local codes.  Refer to product literature for 

additional installation requirements

6

7

7

NOTES:
1.          Installation shall be in accordance with manufacturer's specifications.
2.          Fence kick boards shall be safe for equestrian uses.

GROUND

10
"

11
2" X 10" PRESSURE TREATED

LUMBER KICK BOARDS MOUNTED
FLUSH TO PROPOSED GRADE

4" X 4" PRESSURE TREATED LUMBER
POSTS SAFE FOR EQUESTRIAN USES
TO BE SET PLUMB & LEVEL

ELEVATION VIEW
EXTERIOR OF RING

2'

2"

1' LONG 4" X 4" PRESSURE TREATED LUMBER

NOTES:
1.          Installation shall be in accordance with manufacturer's specifications.

NOTES:
1.          Installation shall be in accordance with manufacturer's specifications.

ROTOR - KICKBOARD INSTALLATION DETAIL
NOT TO SCALE
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